TECHNICAL—~SERVICE-—INSTFRIUCTIONS

ISSUED BY

KRIESEER GAUSTRAL ASIA-RTY. LTD.

@
31-1 RECEIVER, BATTERY (Vibrator Type — COMPACT SERIES

INSTALLATION INSTRUCTIONS.—As recommended on “Label of Directions” to be found
fastened externally on base of cabinet.

SOURCE OF POWER.—6 volt accumulator.

FREQUENCY RANGES.—Broadcast Band—540 K.C. to 1650 K.C.

Shortwave Band—18 M.C. to 6 M.C.
The frequency ranges indicated above are common to every 31-1 receiver unless information to the
contrary is given on the relevant instruction sheet.

CONTROLS (left to right).—
BATTERY SWITCH (Off, receiver “on,” receiver and lamps “on”).
VOLUME, TONE, BAND SELECTOR, TUNING.

CABINET .—Standard moulded bakelite type, comprising:—
1—Top Part No. 20-3.
1—Base Part No. 20-24.
4—Louvres Part No. 20-4.

IMPORTANT.—When making enquiries concerning any particular receiver, please quote full model
number and serial number, e.g.,
Model 31-1A. Serial 1625.
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SPECIAL NOTE.—If tuning of the low tension R.F. choke

has been upset, and “Hash” thereby intro-
duced, the following procedure should
eliminate “Hash” entirely.

Tune receiver to approximately 1500
K.C., and rotate L.T. R.F. choke until
position of minimum “Hash” s
determined. Choke should be left in
this position.

MODEL 31-1A.

CIRCUIT: As on 31-1 circuit.

COIL KIT: Part No. 15-2 (S.C. Tuning Condenser).

DIAL GLASSES: Part No. 50-12 (Front glass), Part No. 50-25 (Rear glass).

SPEAKER: Part No. 70-8 (5” Permanent magnet type).

OUTPUT TRANSFORMER: Part No. 18-26.

VIBRATOR TRANSFORMER: Part No. 18-4.
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