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SERVICE DATA

for
(Battery-Operated)
TABLE OF VOLTAGES AND CURRENTS
i f R 7“‘“77 hange
Valve Fun\gisg ° Ef Ep Ip Esg Isg Anode Grid stivictc}ﬁmgc
EKI Freq. Changer | 6 135 1 67.5 4.0 — Broadcast
EKI Freq. Changer | 6 135 1.0 67.5 4.5 — S.W.
EKI Osc. | Freq. Changer — — — — 1.5 Broadcast
»o» » » - - - — 2.0 S.W.
1C4 LF. 2 135 3.0 67.5 1 — Broadcast
1C4 LF. 2 135 3.0 67.5 1 — S.W.
75 AVC 2nd Det
& 1st Audio | 6 40 0.7 — — — Broadtcast
19 Audio - 0.3
Driver 2.0 67. 0.3 — — — Broadcast
19 Push Pull 2.0 135 1/1 — — — Broadcast
PICK  BRDCST 0QSC TONE AUDID

ALRIAL EARTH UP PADDER TRIMMER ~ CONTROL CHOKE  TRANS

SHORT WAVE AERIAL WAV[ CHANGE TUNING  \VOLUME  0SC
coi o SWITCH CONTROL ~ CONTROL  COIL

SUB-CHASSIS VIEW
LOCATION OF COMPONENTS,

The key on circuit diagram is numbered to correspond to the number on photograph of
sub-chassis view.



PICK  BRDCST (0SC TONE AUDIO
ALRIAL EARTH UP  PADDER TRIMMER ~ CONTROL CHOKE  TRANS

AERIAL WAVE CHANGE TUNING ~ VOLUME  0SC
ol SWITCH CONTROL ~ CONTROL  ColL
SUB-CHASSIS VIEW

SHORT WAVE
coi

LOCATION OF COMPONENTS,

The key on circuit diagram is numbered to correspond to the number on photograph of
sub-chassis view.



Z°DET AVC FALDD _ AUDIO DRIVER AP OUTPUT I VALLIFS

19 1 1500002 |2 0| mtd
250 a2 (4[5
01 mtd o]0 md
| meg |8&]1meg

| meg  [10]000025mk
025 meg|I2{I0000 £
00002514 ]0-01mfd
03meg ||6]05 mfd
0:00025mid| 8 {50002+ 29|
0-0lmfd 120[000005~F
2500092 [22]05 meq
05 meg |24]1 mfd

| mfd  [26]01mfd.
-0004 mfd [28]-002 mfd
000025M[30[ O-l mfd
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C - Sh::»rfu Wave
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SERVICE DATA
for
MODEL 310 ““meri™
SUPERHETERODYNE DUAL-WAVE

(Battery-Operated)
TABLE OF VOLTAGES AND CURRENTS

Valve | Functonof | Wave | g¢ | Ep. | Ip. | Esg. | Isg. | Eg | Eag. | lag.
Valve Switch
Freq. [Dist. 6.0 135 1.0 67.5 3.5 2 67.5 2.0
EK1 Changer | {Local | 6.0 135 0.5 30.0 1.0 1 67.5 1.5
[S.W. 6.0 135 1.5 67.5 4.0 2 67.5 1.75
(Dist. 2.0 135 2.5 67.5 1.0 — — —
1C4 I.F. {Local 2.0 135 0.75 30 0.5 — — —
[S.W. 2.0 135 1.5 67.5 1.0 — — -—
AV.C. )
75 2nd Det. Jk Dist. 6.0 80 0.7 — — 1.0 — —
1st AUdi?
19 Audio . _ _ _ _ _
Driver { Dist. 2.0 67.5 |0.4/0.4
19 P.P. . _ _ _ _ _
Output | Dist. 2.0 135 | 1.1/1.1 .
Al EARTH PICK SPKR BATTERY

SOCKET CABLE.

|
05C  AERIAL ~ WAVE-CHANGE  TUNING TONE VOLUME
coe co SWITCH CONTROL ~ CONTROL  CONTROL,
SUB-CHASSIS VIEW

LOCATION OF COMPONENTS.

The key on circuit diagram is numbered to correspond to the numbers on photograph of
sub-chassis view.



PICK KR BATTERY
SOCKET  CABLE.

: X1

03C  AERIAL  WAVE - CHANGE TUNING TONE VULP’I
coiL — coi SWITCH CONTROL ~ CONTROL CUNUTR(E)L.

SUB-CHASSIS VIEW

LOCATION OF COMPONENTS.
The key on circuit diagram is numbered to correspond to the numbers on photograph of
sub-chassis view.
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