¢«“His Master’s Voice”

SERVICE MANUAL

for

EIGHT-VALVE

DUAL-WAVE A.C. RECEIVER
Model 470

AND

DUAL-WAVE A.C. RADIOGRAMS
Models 509 and 519



TECHNICAL SPECIFICATION

VOLTAGE RANGE

200 to 250 volts, 40 to 60 cycles.

It is important that the receiver be operated at
the correct voltage; the voltage taps on the mains
transformer should be utilized as follows:

Voltage of A.C. Supply Use Tap Designated

200-220 volts 200
221-240 ,, 240
241-260 , 260
CONSUMPTION Radio Gram.
Model 470 .. . 105 watts —_
Model 509 .. .. los 165 watts
w519, .. 105 180 ,

WAVE-LENGTH RANGE

13.9 metres (21.58 megacycles) to 47 metres
(6.38 megacycles).
187.4 metres (1,600 kc.) to 545 metres (550 kc.).

MAX. UNDISTORTED POWER

OUTPUT
7 watts.
DIMENSIONS Height  Width Depth
Model 470 .. 38} 273" 133"
» 509 .. 34 34" 193"
w 519 .. & 404" 204"
WEIGHT Nett Gross
cwt. qr. 1b. cwt. gqr. |b.
Model 470 .. — 2 18 — 3 10
w 509 .. I 0 6 2 0 0
w 319 .. 2 13 2 2 20
LOUDSPEAKER

Models 470 and 509 use a 12" speaker, and Model
519 uses a 12" speaker of high fidelity type and very
massive construction, the field winding in each case
acting as filter choke.

D.C. resistance of field coil, cold 1,200 ohms
D.C. resistance of voice coil:
Models 470 and 509 .. 2,
Model 519 .. .. .. 6.3
400 cycle impedance of voice coil:
Models 470 and 509 .. 235 .,
Model 519 .. .. .. 8 .,
VALVES

6U7G (2), 6J8G, 6G8G, 6B8G, 6L6G, 6HS,
5V4G, 6GS (Tuning Indicator).

CIRCUIT DESCRIPTION

These models are superheterodynes incorporat-
ing a conventional frequency-changing circuit using a
6J8G triode-hexode converter valve. The oscillator
circuit is designed to provide relatively constant
oscillation amplitude over the very wide tuning range
incorporated in the short-wave band. An R.F. stage
using a 6U7G precedes the frequency changer on

both bands. The |.F. amplifier has two stages, the
first employing a 6U7G and the second 2 6G8G, one
diode of which provides AVC, which is applied to the
R.F. converter, and Ist |.F. stages on both wave
bands. A 6H6 duo-diode follows the LF. amplifier,
one diode providing signal rectification, while the
other diode is used in the *‘Static Limiter.”” The
demodulated signal passes through the Volume
Control to a 6B8G diode-pentode used as an A.F.
amplifier, which is resistance capacity coupled to a
6L6G beam-type output valve.

The broadcast band aerial coupling is through
a Litz-wound iron core coil of exceptionally high
efficiency. All LF. transformers also employ Litz-
wound iron core coils and silver-coated titanium
oxide fixed condensers, tuning being accomplished
by axial adjustment of the iron cores.

I.LF. coupling is through the medium of three I.F.
transformers having a total of six tuned circuits, the
first and the second transformers having tertiary
windings which are coupled to the Tone Monitor
switch to provide variable selectivity; broad tuning
is provided in the ‘*“Wide Range’’ and "'Overseas”
positions of the Tone Monitor, and sharp tuning in
the remaining three positions.

Inductance padding of the oscillator circuit is
used on the broadcast band; on the short-wave band
no padding adjustment is required. Special close
tolerance fixed padding condensers are used.

Inverse feed-back is applied to the complete A.F.
system, through the Tone Monitor control, from the
secondary of the output transformer to a tap on the
Volume Control; in this way the whole of the A.F.
circuits benefit from the distortion reducing pro-
perties of such feed-back. In addition, the circuits
associated with the Tone Monitor switch provide
varying degrees of feed-back, differing with fre-
quency, thus providing control of tonal balance.
Furthermore, the degree of feed-back varies with the
setting of the Volume Control in such a way as to
provide the best response for both local and distant
reception, and at all volume levels. The speaker
field winding is used as a filter choke, in conjunction
with two 16 mfd. wet type electrolytic condensers,
one of which is of the regulating type. It is essential
that the positions of these condensers in the circuit
shall not be interchanged. The condensers are
mounted on the speaker, and are thus protected
against damage if the speaker plug Is withdrawn while
the receiver is in operation. Jacks are provided at
the back of the chassis for the connection of an
extension speaker. They are in the secondary
circuit of the output transformer, and are suitable
for connection to any loudspeaker having a voice-coil
impedance between 2.5 and 4 ohms (Models 470 and
509 only). An impedance of 3 ohms at 400 cycles is
recommended, and the speaker should preferably be
of permanent magnet type and requires no trans-
former. The H.M.V. Extension Speaker is very
suitable, and has its own constant-impedance Volume
Control.

Model 519 requires an extension speaker having
a voice coil impedance of 8 ohms or more. Such
speakers are not regularly carried in stock; if it is
desired to fit extension speakers to Model 519, the
H.M.V. Service Dept. should be consulted.



CIRCUITS

The circuit diagraﬁi.of Models 470, 509 and 519,

together with all component values, is shown on
pages 4 and 5.

WAVE-BAND SWITCHING

This Is carried out by means of a 3-deck switch.

The oscillator primary coils are connected in series
and not switched. Additional capacitive feed-back
is applied across the padding condenser on the short-
wave band, and this is switched by contacts on the
wave-change switch.
"~ In Models 509 and 519, the first position of the
switch (extreme anti-clockwise) connects the short-
wave coils and associated components, and the
second position the broadcast circuits. In Model 470
the switch has a third position (extreme clockwise),
in which the pick-up sockets are connected in circuit,
and the radio circuits disconnected.

On Model 470 the Volume Control is mounted on
the chassis, this being theright-hand control knob. On
Models 509 and 519 the Volume Control is removed
from the chassis and mounted for convenience on
the front of the cabinet, its place on the chassis
being taken by a ‘‘Radio-Gram" switch.

TONE MONITOR

This is a five-position two-deck switch. The
following effects are secured in the various switch
positions:

Ist Position (Wide Range): Bass and treble
boost, and broad tuning, for highest
fidelity.

2nd Position (Normal): Bass and treble boost,
and sharp tuning. For normal and distant
reception.

3rd Position (Bass): Bass boost and trebie cut,
with sharp tuning. For deeper tone and
reduction of static.

4th Position (Speech): Flac bass response and
treble boost, with sharp- tuning. For
long-distance reception of speech, or re-
duced bass response.

Sth Position (Overseas): Flat bass response,
and treble cut, together with broad
tuning. For easy short-wave tuning with
reduced background noise and freedom
from microphony.

The maximum bass and treble boost, obtained at
low Volume Control settings, is approximately 6db,
but, as previously explained, this is dependent on the
Volume Control position being progressively re-
duced towards full volume position.

In Models 509 and 519 a bass boost circuit is
switched into operation in the ““Gram.”” position
and is short-circuited in the ‘*Radio’’ position.

STATIC LIMITER

This device is controlled by a switch located on
the back of the chassis in the case of Modei 470 and
on the control panel in Models 509 and 519. It is
intended to limit the peak level of static or electrical
disturbances of peaky waveform to a value not
greatly exceeding the level of the carrier of the
station being received, thus preventing the drowning
of the signal by very loud bursts of static. It is
useful chiefly in long-distance reception of speech,
and in short-wave reception where electrical inter-
ference is severe. It usually has a slightly detri-
mental effect on the tone of musical reception, and
should therefore be switched off when not required.
It has no effect on the sensitivity or selectivity of
the receiver.

PRELIMINARY TESTS

(1) Switch on receiver and note that dial lights up
and changes colour when wave-band switch is
operated.

(2) If no signals can be tuned in, remove the shield
from the 6B8G valve and with the Volume Con-
trol full on and earth wire disconnected, touch
the finger to the grid cap of the valve, when a
loud hum should be heard; this hum should also
be heard with wave-change switch at “‘Gram”
when the red pick-up jack is touched. This
indicates that the A.F. side of the receiver is
working, and the fault probably lies in the R.F.
or LF. circuits. Should no hum be heard, a
fault exists between the first A.F. stage input
‘and the speaker.

(3) Check all valves for heater continuity and free-
dom from internal shorts.

(4) To determine if the fault lies in the loudspeaker,
connect a high impedance A.C. voltmeter or
output meter, range 0-3 volts approx., to the
voice coil terminals of the speaker. Switch on
receiver, turn Volume Control fully on and tune
across the broadcast band when stations are
known to be transmitting. If meter does not
deflect, the fault lies in the receiver circuits, the
primary of the output transformer, or in the
field of the speaker. If the meter deflects but
no sound is heard, the speaker voice coil circuit
is at fault.

(5) If the fauit is still undiscovered, remove chassis
and speaker from cabinet and compare voltages
with the table given below.

DISMANTLING

REMOVAL OF CHASSIS

(1) Remove knobs.
(2) Disconnect speaker plug and power plug.

(3) Remove nuts from two fixing bolts from under-
side of shelf; the chassis is now free.

REMOVAL OF LOUDSPEAKER

s (1) Remove 5-pin plug from back of chassis.

(2) Remove four screws holding speaker chassis to
baffle and withdraw speaker.



0¥ 3PoW

a©

) o

NOUITS WIS LNOB ¢

HILIMS 11 1

NONIRS HOLIAS ANOE S

RO HILIME 4V g

LTHE O NO
WHLII0L OTINYD Je¥ K INL VS NSO
LSYISUIA0 ¥ 1IN §5VE, 004 MINIOND Grevy

By NSO IINYEINA_HOS FEIMNIOII -ty HEL
OISO VPO N1 NMOHS MDLIMS HORINOM INOL

WYHOVIO  LINDHD NI

S5V 40 @Ot

HOLIMS  JONYHD 3AvM

OOT® HOLIAS NeLnD)

199m8 INO NO.
WHLII01 QIONYS Tuw (S 2 ES 15
RLISOd VD 802 ISIMND0T)
ONY NOILISOS JAv 10K

3§ KIMXD0VI-NY NNt
NOILEO4 LSYIOVONG N

BAOIS LTRSS I WYH I NAvA 11w

WYHOVIG LINDYID N

E.. [3)

g A

-

h u
w2s
42 578 2z 3
Cal o o
E o a e o
= [ b e
2 ta Ry L) Iy 113

N0I081331TA00% 0intr | BMI0O (9w
“GNGD 2LATOELIT
DMLY VDI A OSE Ot | aMi0o | v
A0O? 04m20-0 | KOO |97
ANOI0NLIANIATZ AamO% | oo (e
200v ains-0 | wiioo v
oot | vrewo |evd
40090200 | shi00 |2m
A00YQsn200 | oo |im
MO 0N ASR A | smoo [or FIHVISISIH SHHO §-0
aoozasm-o | oreoo |ees B IO 1IOA SO 05
QINGI00-0 [OVKIO (26D | 1ivmen S0 0005
AOOY Q4M20-0 | X100 | 263 |53 IALDNAN Sre0 TE
ooy amzo-o | w00 (963 | Livm 1 S0 000
Qsnmos2 | OO {SE3 | Livm € Sw0 Oct
AQOL QINS-0 | W00 | 7EX | 41w # Srwi0 QOOO05
Qn00s | WERO [€€D | Livm v S0 0000S
a0 | oVEw0 [2€3 ] Live 1 S0 00008
AOOP 04500 | W00 |16
Qsrwo0n | WIERO (06D
Qoo | eitreo |82
Asrwe0s | oRveo (o0
ADOP 8mr0 0 | 8KI00 [ L8 [ Live s w0 00O ORI
2002 0im50-0 | nK100 9231 1ivewn Sri0 00O
a00v aav -0 | Weoo 152 LLPM 1 MDD NG
Qirwe00r | RIERO (123 | Livim SO 0OQOS
080 Qoo [WiER0 (€23 Lvm vt oD P
99:004v Cire@-$4 varewr Ly | YOLEL AOOP 041200 [ 1K100 22D | 11vmwA SHHO 000081
LEYRE A009QM100 | NEI0O | 123 | tivmm smo 0000S
WS AS SonY NG Qwwmoa [WARo [0 ] Livme srw cOOZ
HOL080u | $HLAXOHIDINIY Wiy Bt 81 w00 | exeeo (81 Hivm o A0 |
Gy fia AOVPOINIOO | MIVO 91D 1tvm o sreione L
0014y s ADORGANO O | MEIOO | 213  LLve I SR80 0OOOSE
®iG4v A WA AOOAAM N ] (OO T80 | Hivm IO OVOK
om0 CECINEUATR DT B A0 00 | Moon v Live WD
KOGy B WUOISNYHL ININO w QiAv00rs | IVKP2O [ P13 Live | Y0 000 OOH
KIO0DIY 102 MLV TVXOME | amn MOy | XAKO I (D | Livmed Sre0 OOF
TR0 WO MOV TUS0 NG | st QINST [JUEWO{ 21D [ Liveal $#HO 0CO0OL
4820>av 1W0O80L11 0 M | o e Q4o | oEv201 10| Livaeh SAMO 0CO0%
HOIZOIaY UOIHOLOUTI DM 190 | MO OB VELNIN QwnE 1 [ 1260 [ O3] Liymm w0 0O0Z
WE2Odav w02 v as | @ ACOZ Q4mI0 | K100 |8 3| Livaw SrE0 00000L
rHGav VO3 WIVOR| D3 A00r Qa0 | HCOO |8 2} tivm1 S0 OOOORZ
8O1GaY | HOLAS AdvIds s3adn! e AOCYQINSO | YRICO £ D] Livmrn Sr0 0000S
60nCaY HOLIMS ILMM DL s AQOZ OINSC-O | WEI0O |9 D | Liwerh swHO QOC
1€10a¥ MOLIMS HOLNOW IMOL | ISTSS v awvwas fewereo [s 3| Livmen 9o 00005
901034v HOLIME JONYHD Zavm | €572 ACOY 44mrO | IRICO (¥ 3| L1wewt w0 GO0 OS
ey WALINONINILOE reOn I | ea #002GNSCO | WEIOO € D 44vw 1 SAHO 00O O
@n0ev | wrsnIonad Ty NL | 060 [Z 2 L1YA 1 SAMO OQOOO!
ONYDE Qi e = 81| T Qannoot 1avireo {1 9| tivw 1 Sreo 0000
e NOILIIDSIT 8 NOLUIMOSXa g L] NOUAIMSSIQ




615 PUt 605 SIdpol

P
Seny) v.g

LS NG MO EHLIY0L QEINYD duy £

NOISOY 1SYIIVOME NI HMOHS S THOLIMS JuNvH D JAvm

La¥r IO NG G RAIDOL QRUNYD B3Y St rE e Lo

SSHOILMOd SYISUIAQ ¥ HU3 39S S5vd 04

FMA201) UNY NOILSU FONYY JUIM QU BIR420TI(ENY

NEL BQILS0d IVNBON §E NAOHS HOLiMs GUINOA INOL
AYQOYI LNDS S NI

NOLLISOS IAYM LBOVS 8 JIMa D0 1) Ly

PYNIG LI0DA1D N

HOLUMS ANVES0IavE

rLIR g

NOSLND S
D O KRN0 1D N
LSOd URIYd M
WS TS v
Lud i M

AR P VIFTN

,f- e TS UTLY Y]

THOUMS GO I uzck

:C:u.,. LNGYS

SREVMD IO o
I

; e
:ww

fani 2% oY ly

I TP ST

FOLTMGTISNVED 3Aum

{ili-

- -

b RV BT IR . .
T YIIRY O3 TNGA Raewdl i
Y L/
. TR IES g
TION o)) wwwi 2 H
i S
L]
anvi
WOLY MO Nvag ) 33
L AE
rTa 1€y (34

UALY 13113 ACS s | o 00
HISNIINDD
DNLINOTY AOSE Qart

A0Y Qin 200
[P0AT081L2773 ASZQAMOS
AQOY AN SO

4iri0G
%00

G irirt QOI

m@om 10N S S

Lo

:
IHNO0T 1IN208 ﬁau Koo
OnyY 2N alavies 6%

4 3

AN

254

4009 Qin 200 515 1300M SAHG cre

AQOF Qun 2D 0 1vm €S0 oz | movfzey

041INIASE QM O LLYMEST#O  Oc2] mav| 1vw

A002 QsM 0 4301AK0 1I0A SAHO OF | k11 OPY

AOQ® QINIO O (3aLonan)sewmo £ | tin| gew

Q300! Liym 1 SO QOO | xeq] 9%y

AXR QITI0 O L1¥8 € SNKO v | wrv| kg

AOQF QINZO O LiYM YA SrsQ C0000S | 0] 9ty

Girn 052 Livmvd SrG OO00% | x| 564

AQUE Qun SO Livm ) S0 O000§ | M| rea

Qi Q0s Liws | SRH0 0OO00§ | 0 Cta

Qwws 0% ievmet SPHOINE | XS] Ece

MNP QN Q Livavd sro0 OQOS | xix| 1w

Qi 001 Liwmminnd  000T | KajOce

[ ENNLIN Qi QO Liwrd SN0 0000T RAl6Za

LTSI P VA S TR VL TE 54 qinn o5 Liwanfisrm0 QUQO N[ | ew

pIN] MOy QMO0 LivmrlsrnQ 000051 | naf ¢ea

WO AUV | Quren U =5 aawnal @v-][v )L Oy AO0Z QM0 0 Liwa A sre0 OO000! | xwl9zn

212y MOF Qi 10 Livmrd Sre0%3m 51| 00| sea

SAVEE A Sarw ) Tnid Qirtrt 0O ::-sng 00008 | an| vzw

€101 aav 65 13001 404 Qare OO 0ot xigl C2a

SRLSLINITVIS 2 AQOF  QINEQO :ilftboooof x| 2z

W (04 Gy 60K THION a0 AOQS Q4100 Liwa i SO 00008 | xam| 129

SHLAYRI DT Ivudav das O Qs 001 LwmrAsred 0002 | acv|ozy

WIS 4 WIS 65 Qar OO¢ L A00IN 1| Ta| Si9

" % AQUY QNS00 Livard  5ewmQoIn zavy] wie

[T s 4009 € 100 LivmZ) Sre0 QOOOSL [iZOv] L1u

T6e Qv m PHRROOS QN N Livm 1S QOOSE frowr| g1

11Uy Kotd 0 MU0 SSNYSE LILOC AOQ9 Q100 Livmnd  neO0In 1| wd] Sta

Ve 31 Guv PR H WRIOFANYYL UYL, Q. OOr LAV SAHO 00Q00N | mr| iy

RIEE N W IRGOISHYEL A1 G QRwW 0%y Livm ré SH0 OO ¥ x| €1y

M AR F1 BN ISHYL I ONE Qmn S| Livmrh SARO 00000Z | WY 21y

6E1) Quv BIMBOHNVL A L5 QA 05 Ll rd SARO QOOOS ) BH| L1a

QIS0 Jav HOD BOLYIUISO WS S VRN IN Qarert €1 L1 vk SNHO 000002 | X1 OFl

293800 d9v¥ WOD ¥QAULY THISO IR A00Z U 1O LwrsnHg 0002 {xiry| 64

396120 Dav W02 BOLDILIQ ME AQQY G 10 Liva |1 50 QOO0Z | x| 98

HI6i20 Ja¥ ¥02 ¥01D313a e AOQF Qi 5O LvmrismHO 00005 | x| cu

946120 dav QI Wia I mis KO0 QN SO0 LvmrSAHO  00€ xwl 9y

&y qav ACERLTEE it Si Livwr 50 Q000s | xim| su

NG Qav HOLIMS MOLINOY INOL AOQY QiN 1O Liva i SAHO Q0Q0S | xinf vu

2800 Jav HOLIMS JDNVRD vk [ €525 15 A00Z 341 SO0 L1V § S0 00000 | xer| cu

€A SISNIANOD QNN ¢ LL¥Ym ) SHHO OCOOOI | xer| Tu

i Du¥ | ONOD YD € Qanrate- o [ZIA 104 9 FHIANOD Qanw OOt Live + spwi0 0000 | Aes] s
- 3

LY NO1arie3a [ 338 | noidmdsia NOLLINDSI  |iavali3d




VOLTAGE TABLE

Values given are + 109, with receiver tuned to point of no reception, broadcast band, with line voltage of

240 volts (mains transformer primary tap set for 240 volts).

1000 ohms per volt is used, allowance must be made for the voltage drop caused by the voltmeter.

If a voltmeter having a resistance of less than

6U7G 618G 6U7G I ‘
Amp. Osc.

BC SW | BC SW | BC SW | BC SW | 6G8G ' 6H6 | 6B8G | 6L6G | 5V4G
Plate to chassis volts .. 268 252 | 268 252 162 150 268 252 258 f — 35 250 -
Screen to chassis volts .. 50 100 67 100 —_ 67 100 108 ! — 20 268 —_
Cathode to chassis volts .. — 1.7 20 - — - - 1.5 13.0 -
Heaters volts 6.0 6.0 - 6.0 60 | 60 6.0 6.0 49
Plate current MA .5 7.0 0.1 0.5 55 53 26 6.5 5.5 — 0.3 72 —_—
Screen current MA 0.3 .7 03 09 — | 0.6 1.8 1.5 f — 0.1 4.8 —_
Total cathode current MA 1.8 87 | 61 69 — ;32 83 7.0 ; — 0.4 77 -

| ‘

Input to filter (volts to chassis): 432,

Output from filter (volts to chassis): 268.

Volts drop across 50 ohm bias resistor: BC 4.8, SW 5.1,

HT current (measured at centre tap): BC 98 ma., SW 105 ma.

RADIO FREQUENCY TESTS AND ADJUSTMENTS

Instability, insensitivity, or poor selectivity in-
dicate that the alignment of the tuned circuits is not
correct. If a coil or other component associated
with the R.F. or L.F. circuits of the receiver has been
replaced or repaired, or if the wiring has been dis-
arranged, all circuits must be realigned.

To do this, the following apparatus is required:
(1) An oscillator or signal generator capable of
tuning to 457.5 ke., 1500 ke., 1400 kc., 600 kc.,
and 3.9 metres (21.58 mc.), suitably screened
and having an attenuator.

An output meter having a range of 0-2 volts
A.C. approximately.

I.F. alignment should always precede R.F. align-
ment, and even if oniy one coil or one range of coils
has been serviced, the whole of the realignment
should be done in the order given, i.e., broadcast
band first, followed by short-wave band.

In carrying out the following operations, it is
important that the input to the receiver from the
oscillator should be kept low and progressively
reduced as the circuits are brought into line, so that
the reading on the output meter does not exceed
about 1.0 volt.

For all alignment operations the output meter
should be connected directly across the voice coil
terminals of the speaker.

ILF. ALIGNMENT

The sketch alongside shows the layout of ail prin-
cipal components and adjustments referred to in the
following procedure.

Before commencing alignment, it is essential to
set the Tone Monitor switch to the “normal”
position.

Rotate Volume Control fully clockwise and set
wave-change switch to ‘‘Broadcast’’ position; rotate
tuning control till dial pointer indicates 550 kc.,
i.e., condenser vanes fully meshed. Connect output
leads of signal generator to the grid cap of the
6J8G through a 0.1 mfd. condenser, and to the
receiver chassis or earth terminal. (Note: Do not
disconnect the clip and lead from the 6J8G grid.)

2)

(1) Tune signal generator to exactly 457.5 kc.

(2) Adjust the trimmer screws of the I.F. trans-
formers for maximum deflection of the output
meter, commencing with the third I.F. trans-
former and following with the second and first
in turn. Reduce the input from the signal
generator as the work proceeds, to keep the
output meter reading at about | volt or less.
Continue this alignment very carefully on each
transformer in turn until no greater output can
be obtained. It is necessary to completely
align all transformers at least twice, preferably
three times.
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(NOTE.—If trimmer screws are screwed too far
in, it is sometimes possible to obtain a false peak due
to coupling effects between the moveable iron cores.
Commence aligning each circuit by first screwing its
trimmer right out and then advance screw till peak
is found. Do not screw all trimmers out at once,
but do each individually.

R.F. ALIGNMENT—BROADCAST

A BAND .

With controls set as for I.F. alignment, connect
the signal generator output leads through a stan-
dard dummy aerial of 200 mmf. capacity to the aerial
and earth terminals.



Check that when the ganged condenser is fully
meshed, the pointer falls directly over the setting
line, marked *‘S’’ at the extreme bottom right of
the scale; the pointer is a friction fit on the con-
denser spindle, and can be rotated to bring it to the
correct setting.

(1) Tune signal generator to 680 kc.

(2) Rotate tuning knob until dial pointer is exactly
over 600 kc. mark on scale, and by means of
padding adjustment (brass screw to left of
ganged condenser) align receiver so that the
600 kec. signal is tuned in exactly on 600 kc. dial
calibration.

(3) Tune signal generator to {500 ke.

(4) Set pointer exactly over 1500 kc. mark on dial
and adjust B/c oscillator trimmer until the
signal is tuned in with the pointer on the 1500 ke.
line.

(5) Adjust B/caerial and R.F. trimmers for maximum
output on output meter, ‘‘rocking’’ ganged
condenser slightlyduring adjustment if necessary.

(6) Repeat operations | to 5 inclusive. THIS IS
IMPORTANT. Note that any stations receiv-
able are tuned in correctly on «calibration.
(Discrepancies of two or three kilocycles can
be tolerated.)

SHORT-WAVE ALIGNMENT

(1) Set wave-change switch to S.W. range (fully
anti-clockwise). Remove the standard dummy
aerial from the output lead of the signal generator
and substitute a 400-ohm non-inductive resistor;
connect to aerial terminals as previously.

(2) Tune signal generator to 13.9 metres (21.58 mc.).

(3) Rotate tuning knob until pointer is over 139
- metres on dial, and adjust S.W. oscillator

trimmer until maximum output is obtained with
pointer exactly on the 13.9 metre mark. Two
settings will be found at which this trimmer will
peak; care must be taken that the setting
finally selected is that which gives the lower
capacity, i.e., plunger further out. Failure to
select the correct position of the two will cause
serious tracking errors and loss of sensitivity.

(4) Adjust S.W. aerial and R.F. trimmers for maxi-
mum output while ‘‘rocking’’ the ganged con-
denser slightly to obtain the true resonant point.

(5) Note that signal is still tuned in correctiy at
13.9 metres. If not, readjust S.W. oscillator
trimmer slightly until dial reads correctly, and
then repeat tests 4 and 5.

(6) Check foregoing adjustments carefully to ensure
that correct settings have been obtained on ali
trimmers. Dial should now read correctly
throughout.

NOTE.—The trimmer condensers on these
models are of a new plunger type with air dielectric,
and possess exceptionally high stability and efficiency.
A special adjusting tool can be obrtained from the
factory, incorporating a box spanner for the con-
denser focknut and an adjusting hook for the plunger.
After loosening the locknut at the top of the con-
denser, the adjusting hook is inserted in the hole
which will be found in the top of the plunger, which
can then be easily adjusted by moving up or down
as required with a slight rotary movement. When
adjustment is completed, tighten the locknut
securely.

Supplementary Service Information for Radiogram Models 509 and 519
TECHNICAL SPECIFICATION

PICK-UP

DC resistance, 7,400 ohms.

Impedance at 1000 cycles, 19,000 ohms.

One of the pick-up leads, and also the screening
over the leads, is to be connected to the black

pick-up socket on the chassis. For service particu-

lars of this pick-up, see below.

AUTO-BRAKE (Type 324)

Standard friction feed type, see page 8.

DISMANTLING

REMOVAL OF CHASSIS

(1) Remove knobs.

(2) Disconnect loudspeaker plug, gramophone motor
plug, tuning indicator socket, and pick-up leads.
(Socket pulls straight off base of tuning in-
dicator tube.)

(3) Unscrew Volume Control bracket from inside
front of cabinet.

(4) Remove nut from Static Limiter switch on top of
control paneland withdraw switch, noting position

so that it may be replaced right way round.

(5) Remove two nuts from chassis fixing bolts behind
wooden chassis supports; the chassis is now free.

THE PICK-UP

To gain access to the pick-up movement, remove
the wax covering the two screwheads in centre
(underside) of pick-up head and remove the screws.
The four wax-covered screws fixing the pole pieces
of the pick-up must not be disturbed. These pole-
fixing screws are situated at either side of, and in
line with, the needle hole (Fig. I).

ADJUSTING THE ARMATURE

The armature, which should be midway between

the two poles of the magnet, may be adjusted by
moving the clamp which holds the rubber damping
pad. (See Fig. 2.)

See that the slit in the rubber is locating the end
of the armature. When properly fitted, the flat end
of the armature will be just visible through the slit.
in the rubber. Carefully remove all dust or filings
in and around the gap of the armature. A piece of
**plasticine’’ will be found useful for this work.

THE MAGNET

Do not remove the magnet unless absolutely

necessary.

If it is necessary to remove the magnet, place a
‘*keeper,’’ consisting of a flat piece of iron, across the
poles of the magnet before the magnet fully leaves
the pole pieces. When replacing, the ground face of
the magnet must be in contact with the pole pieces
before withdrawing the ‘‘keeper.’

RENEWAL OF COILS

Be careful to connect and position the coils
correctly (see Fig. 1) when renewing. These coils
should be firmly held in position with beeswax.



THE MOTOR

To remove the motor on the Radiogram: First
disconnect leads, then remove the three fixing screws
from the top of the motor-board (underneath turn-
table), taking care not to lose rubber washers be-
tween motor and board.

LUBRICATION

It is important that only good quality light
machine oil and grease, free from acid, should be
used for lubrication. It is advisable to lubricate the
motor regularly on certain dates, depending on how
much it is used; the oiling diagram will be found
inside the cabinet.

THE AUTOMATIC BRAKE

THE AUTOMATIC BRAKE
) How it works. (Read carefully before attempt-
ing adjustments.) Fig. 3.

The pick-up arm travels across the record until
the point is reached when lever L] slowly commences
to push the lever L2 (rubber-covered arm). This
slight movement is transmitted to the brake lever L3
by the friction bearing BR. Note the correct posi-
tion of the tone arm lever LI in the fork of lever L2.
So long as the needle progresses over the record at
the normal rate (obtained only by the actual playing
of a record) the movement of the pick-up arm is not
enough to move L3 sufficiently for the pawl CW to
engage fully with the tooth D on the frictional collar
around theturntable bush. The toothengageswith the
face A, thus pushing the pawl away at each revolution.

When, however, the end of the record is reached
and the spiral ‘“‘run-in’’ groove gives the pick-up
arm a more rapid movement, the increase in speed
of movement is sufficient to cause the pawl CW to
move far enough towards the turntable spindle for
the tooth D to strike the face B, thus actuating the
brake and operating switch of the motor.

A faint regular click is normal with this type of brake.

ADJUSTMENT OF BRAKE

If at any time the spring SPI| on the hand brake
is renewed or replaced, make sure that the axis of
the spring lies as far distant as possible from the
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TONE MONITOR

On Models 509 and 519, when in use as an
Electric Gramophone, the Tone Monitor is effective
only in the three middle positions, i.e., "NORMAL,"’
*‘BASS,”’ and *“‘SPEECH.’”” The ‘‘Speech’ position
may be found useful when playing at great volume
records which have very heavy bass passages, such
as certain organ recordings. The ‘‘Bass’’ position
will reduce surface noise on old or worn recordings.

centre of the pivot of the HB lever, otherwise the
friction brake may fail to operate in conjunction
with the automatic stop. If auto brake does not
function, increase the friction at BR by removing the
Isle-o’-Man washer and bending the arms in order
to increase the effective thickness. Too much
friction at BR may cause a hollow knocking sound to
be transmitted to the pick-up, and may also cause
undue record wear. If a knocking sound is heard
from the speaker, slightly decrease the friction at
BR, but do not apply ail.

AUTO RECORD-CHANGING
MECHANISM ON MODEL 519

A special service manual covering the testing and
adjusting of this mechanism is published by the
Gramophone Co. Ltd., and can be obtained on
application to the Service Dept. No attempt
should be made to adjust or service this mechanism
until the service manual has been carefully studied.
Trouble should not arise, provided attention is
paid to the operating instructions given in the
installation Manual accompanying each receiver.

It is essential to observe the following points:

() Records which are warped or which have rough
or chipped edges must never be used.

(2) The instrument must be installed so that the
turntable is absolutely level, the instrument
being packed up to secure this resuit should the
floor be uneven.

IMPORTANT

THIS MOTOR MUST BE PERIODICALLY
LUBRICATED USING A FEW OROPS OF
GOO0 QUALITY LIGHT MACHINE OIL
WHERE INDICATED.

ADDITIONAL DATA

Any further service information desired can be

. obtained by addressing an inquiry to The Service

Department, The Gramophone Co. Ltd.. 2 Parra-
matta Road, Homebush, N.S.W.

(The Company reserves the right to make any
modifications without notice.)
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