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SPECIFICATIONS
Power Input 12-volt car battery, negative terminal to ground
Voltage 182:VDE :
Current 2.2 amps (at 8 ohm load, and 8 watt output)
Speaker Impedance 8 ohms per channel .
- Power Output 8 watts min. RMS (at T.H.D. = 10%) per channel 5
~, « Frequency Response  100~10,000 Hz less +4 dB
N Dimensions 145 (W) x 48 (H) x 110 (D)mm (5-22/32,1-31/32”, 4-3/8”)
Weight Power unit — 0.9 kg (2 Ibs) _
To get the best results from power amplifier, use only with good condition stereo
equipment.
&

Subject to modification
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SCHEMATIC

NOTES:
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All resistance in ohms, K=1,000

All capacitance in pF, P=puuF

DC voltages against the chassis measured with 100,000 ohm per volt meter, power supply set
at +13.2 VDC, no signal input.



WIRING ON PC BOARD
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NOTES:

Ja

1. Always use speaker with 8 ohm impedance and over 10 watt input.

Do not connect any speaker leads to ground with test speaker or dummy load during repair

and examination, because all speaker terminals function as hot line.
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REPLACEMENT PARTS LIST

Ref No. Description

CAPACITORS

Cl1.24.25.48. 1 uF 50V Electrolytic
C2.22.26.46. .01 uF S0V Mylar
C3L03° 27547 100 uF 16V Electrolytic
€4.5.20:21. ) k
28.29.44.45.) 33 uF 16V Electrolytic
C6.19.30.43. 500 pF 50V Ceramic
C7.18.31.42. 10 uF 16V Electrolytic
C8.17.32.41. 1000 pF 50V Ceramic
C9.11.14.16. ) :
33.35.38.40. ) 1000 uF 16V Electrolytic

C10. 15. 34. 39. 15uF 50V Mylar
21536 37 0022 uF 50V Ceramic

C49. 600 pF Spark Plate

RESISTORS, CONTROLS, ICs AND COILS
All Resistors are standard values and tolerances unless specified otherwise.

VIR&[F 5000hm Variable Resistor
Sl 2. 4l AN315
Ll Choke (Filter) 3mH

MISCELLANEOUS ELECTRICAL

J1 3 Pin Connector and Lead Assy.

J2 4 Pin Connector and Lead Assy.

I3 *Terminal and Lead Assy. (Power Supply)
F1 Fuse 5 amp.

*NOTE J3 Lead requires Bullet Connector
to be fitted one end.

MISCELLANEOUS

Screw 3 mm x 8§ mm
Screw 3 mm x 5 mm
Screw 2.6 mm x 12 mm
Nut 3 mm

Washer 2 mm

Service Code

4802 124 47037
4802 121 47158
4802 124 47044

4802 124 47023

4822 122 30034
4802 124 47044
4802 122 37063

4802 124 47094

4802 121 47173
4822 122 30114
4802 252 67009

4822 100 10038
4802 209 87124
4802 152 27036

4802 321 27171
4802 321 27169
4822 321 20117
4802 253 47011

4802 268 17012

4822 502 11053
4822 502 10558
4822 502 11062
4822 505 10325
4822 532 10331
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