7-transistor Porfable' Radio

mopeL 7C-001

SERVICE MANUAL
SANYO ELECTRIC CO., LTD.

INTERNATIONAL DIVISION: SANYO ELECTRIC TRADING CO., LTD.
OSAKA, JAPAN

ANYO

SPECIFICATIONS
FREQUENCY RANGE - s uvuuuraerreeeeiiniiiiiiiiiiiinnan, 530-1605 kc OUTPUT POWER 150 mW
INTERMEDIATE FREQUENCY:+-+eecveerreerearenrienieiniaeeineas 455 ke 240 mW
TRANSISTORS  «eevveveveniennnnnn. 2SA203 Frequency converter CURRENT DRAIN --ceeveveeieinnnnnnes No signal 9 mA
25A202 1st 1F amplifier Maximum 36 mA
2SA198 2nd 1IF amplifier LOUDSPEAKER --+cceceveeinninnninnnns 2” permanent dynamic speaker
2S5C183 1st AF amplifier Voice coil impedance:--60 ohms
2SB185 2nd AF amplifier POWER SUPPLY tettrttiiiiiiiiiiiiiiiiiiiiieiieieeininncnnnns 9 V. (006P)
2SB187 x 2 Power amplifier DIMENSIONS  «ooeeeiiiiiiinnnn, 21/, (W) x 39/,¢”(H) x 13/,¢/(D)
[5] 10 ] 5] S 15188 Detector & AGC WEIGHT  cceireiiiiiiiii i i s e e eae 0.37 1bs
SENSITIVITY eveeveveniniinen. 10 mW output 120 uV/m
ALIGNMENT PROCEDURES
IF & RF alignment
Apply volt-meter across voice coil. Output of signal generator should be no higher than necessary to
Volume control should be at maximum position. obtain proper output reading in order to avoid AGC function.
STEP SIGNAL GENERATOR | SIGNAL RADIO ADJUST FOR
| GENERATOR DIAL MAXIMUM
COUPLING FREQUENCY SETTING OUTPUT 1
IF ALIGNMENT |
R . T-1
Radiate signal through the loop antenna, .
1 which connected with signal generator output cable. 455 Ke Lower end ;g
RF ALIGNMENT
2 . ) 530 Kc Lower end L-2
_ Radiate signal through the loop antenna, e - owE ~—BC -
3 which connected with signal generator output 1605 Kc Upper end B %scétnm. ‘
cable. : . Ct2
4 Repeat steps 2 and 3
5 600 Kc 600 Kc L-1
6 1400 Kc 1400 Kc B Qit, brin.
7 \ Repeat steps 5 and 6
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PARTS LIST
Symbol No. ‘Y Stock No. Description Q'ty Symbol No. l Stock No. Description Q’'ty
Cabinet Proportion R-R110506 | Variable resistor 1
TP R-S6560 Earphone 1
R-395075 | Cabinet , 1 R-S1027a | Battery snap lead 1
R-24654 Insert screw (Cabinet) 1 R-S2107 Earphone socket 1
R-395076 Back cover 1 T-4 R-W6540 Input trans. 1
R-265432 Front decoration metal 1 or R-W6581
R-265433 Des?g;ation metal of left 1 Tr-1 2SA203 Transistor 1
. . Tr-2 2SA202 ” 1
R-265434 Des?g(raatlon metal of right 1 Tr3 2SA198 , 1
R-475341 | Specifcation sheet 1 Tr-5 2sB185 ” 1
R-435052 | Speaker net 1 Ir6, 7 2sB187 ” 2
| Battery cushion 1 Tr-4 2sC183 ” 1
| Net 1 15188 Diode 1
Net (Back cover) 1 Resist .
R-25068 Spealéelr retaining clip 1 tetors & Capacitors
meta .
R4 68 kohms +10% !/,W Solid or 1
R-245208 Stu§ nut 1 R9, 2 27 kohms ” ” Carbon 2
R-395077 Tuning knob 1 RS 6.8 k ohms " ” ” 1
R-245225 Stll;d n(ljlt (Cabinet & P.C. 1 R1 5.6 k ohms ” ” ” 1
oard) :
5 R13, 14 33 kohms ” ” ” 2
gggg‘llgg glaarlid strap i RS 58 kohms i i !
| R10 1 kohms ” ” ” 1
Chassis R6 820 ohms ” ” ” 1
. ‘ R11 | 220 ohms +20% ~ ” 1
| R-325147 Volume knob I | R7 | 200 ohms ” ” ” 1
R-415169a | Printed in circuit board ‘ 1 R12, 15 1 150 ohms +10% ~ ” 2
R-325148 Ea;gﬂc;ne socket fix plastic | 1 R18 | 56 ohms £20% ~ ” 1
3 R16, 17 | 5.6 kohms 104, 2
R-245226 | Tuning shaft 1 R og | oo komms x10% - , 5
R-325170 | Antenna coil fix plastic 1 ’ |
parts |
R-365055 Antenna coil cover 1 €9, 12,2 = 0.005uF +20% 50V Mylar 3
I c8 1 0.02 uF ” ” ” 1
*Electrical Parts Proportion c4, 6 ‘ ; 0.04 uF tgg"o 25V Ceramic 2
L-1 R-W2577 Antenna coil 1 c7 10 pF +10% ~» ” 1
Cv-1, 2 R-C1031 Variable capacitor 1 Cc5 12 pF ” ” Tr-2 1
L-2 R-W8515 0SC. coil 1 Cc=13-16 pF only
T-1 R-W5T531} IF. trans. 1 c5 10 pF ~ chig g-ﬁF only 1
T-2 R-W5T532; A ” 5 1 hd
T-1 | R-W5516 ” | 1 Screw, Nut & Washer
‘ T2 ‘ R-W5517: B ” 1
T-3 R-W5518 7 1 Hexagon screw (2x4) Cabinet & stud nut 1
‘ A or B Round head tapping screw (2.3x10) 1
R-S6545a Speaker 1 . Cabinet & fix plastic
| or R-S6538 Round head screw (2x4) P.C. board & stud nut 2
| R-S6565 Hexagon nut (M2.6) Handle 1
c10 R-C9078 Electrolytic capacitor Round head screw (2.6x3) VC. 2
‘ (6V/5uF) | ” (1.7x5) Volume knob 1
Cl11 | R-C9080 ” (3V/30uF) | 1 7 (2.6 x10) Tuning shaft 1
Cc3, 13 | RC-9081b ” (9V/50uF) | 2
c14 | R-C9530 v (1OV/504F) | 1
- ! |
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