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SPECIFICATION

RECEPTION FREQUENCY RANGE
540-1,600 ke (MW)
3.9-12mc (SW)

INTERMEDIATE FREQUENCY
455 ke

TRANSISTOR COMPLEMENT
1x2SA60 Oscillator & Converter
1x2SA49 1st IF Amplifier
1x2SA53 2nd IF Amplifier
1% 2SB54 1st AF Amplifier
1x 2SB54 2nd AF Amplifier
2 x 2SB56 Power Amplifier

GERMANIUM DIODE & THERMISTOR
1< 1N60 Voltage Limiter
1x1N60 Detector & AGC

1x M8601 Temperature
Compensation

POWER OUTPUT
Undistorted 150 mW
Maximum 250 mW

RADIATION SENSITIVITY
Lower Limit for 10 mW output
MW Band 200 4V/m
SW Band 140 4V /m

BATTERY USED
4 1%%-volt Penlight Batteries

CURRENT DRAIN
10 mA-60 mA

LOUDSPEAKER
21%4” Permanent Dynamic Type
Voice Coil Impedance 7 ohms at

1,000 ¢/s
DIMENSIONS
Width 152 mm (6”)
Height 88 mm (31%")
Depth 42 mm (1-84”)
NET WEICHT

520 grams or 18 ozs.

SANYO ELECTRIC CO., LTD.
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ALIGNMENT PROCEDURE
Output Meter Alignment:
Apply the volt-meter across the voice coil. Set the volume control to the maximum.

Signal Generator:
Connect low side to the chassis. Output should be nc higher than necessary to obtain output

reading so as to avoid AGC.

Step Signal Generator Coupling l ?ig:z;n?yeneraior;‘ Radio Dial Seiting : ::'::'05:’;0'
I -
1 High side thru 0.1 uF capacitor to ‘ 1455 ke Tuning gang fully % g
antenna stator lug on tuning gang. closed T 1 |
i Tuni full ‘
9 F:.ashxon loop.of s?veral.turns of 530 ke uning gang fully L 5 |
| wire and radiate signal into loop closed !
- antenna. Tuni full
3 1650 kc NIRE BenE S C 33
open
4 Repeat Steps 2 and 3.
5 600 kc 600 kc signal ‘ L 2
6 1400 kc 1400 kc signal C 31
7 | Repeat Steps 5 and 6.
8 Set Band Selector to Shortwave Band.
9 3.8 me Tuning gang fully L 4
closed.
) Tuning gang full
10 Fashion loop of several turns of 12.5 mc o;:enl g gang W 32
wire and radiate signal into loop
1 antenna. Repeat Steps 9 and 10.
12 4.2 mc 4.2 mc signal L1
13 11.0 mc 11.0 mc signal C30
14 Repeat Steps 12 and 13.
PARTS LIST
TRANSISTORS CONTROLS
PART
PAR o, | ORIGINAL TYPE DESCRIPTION No. | STOCK No. DESCRIPTION
Tr 1 2SA60 Oscillator & Converter V R R-C1043 Tuning Capacitor
Tr 2 2SA202 2nd IF Amplifier R-R11606 Volume Control
Tr 3 2SA203 1st IF Amplifier colLs
Tr 4| 25B1gs | Ist AF Amplifier PAR e, | STOCK No. DESCRIPTION
Tr 5 2SB186 2nd AF Amoplifier L 1/3 | R-W2058 | SW & MW Antenna Coil
Tr 6| 2sBig7 | Power Amplifier L 4 | R-W3021 | SW Oscillation Coil
Tr 7] 2SB187 | Power Amplifier L 5 | R-W3022 | MW Oscillation Coil
TRANSFORMERS
PART.. | sTOCK N DESCRIPTION
GERMANIUM DIODES & THERMISTOR |
T1 R-W5T008 IF Transformer
PART i
No. ’ ORIGINAL TYPE DESCRIPTION T 2 | R-W5T009 | IF Transformer
D1 1N60 Detector & AGC T 3 R-W5T043 IF Transformer
D 2 1N60 Voltage Limiter T 4 R-W6041 Input Transformer
T t Lo
TH SV-31 empera El:roempensatio{l ' ‘\ TS5 R-W6042 Output Transforme




FIXED RESISTORS

PARL \ RATING | 15| ERANCE |DESCRIPTION

o. | OHMS | WATT

R 1 0K | % | = 5% {

R 2 44K | Y + 10% |

R 3 14K \ 1% |+ 10%

R 4 56K | 14 + 10%

R 5 200 1 + 10% 1

R 6 90K v | o+ 5%

R 7 15K + + 5% ‘
16K |
17K |
18K ,

R 8 22K % |+ 5% !

R 10 200 %o + 10% |

R 11 5.6K % | + 10%

R 12 40K 1 + 10%

R 13 10K %ol o+ 10%

R 14 25K 1% | o+ 10%

R 15 200 % | o+ 10%

R 16 1K % |+ 10%

R 17 2K | Y% | + 104

R 18 56K | % | + 10%

R 19 1K % |+ 10%

R 20 15 %o o+ 10%

R 21 100 % | o+ 10%

R 22 2.8K 1% |+ 10%

R 23 130 13 |+ 109

R 25 5 % | o+ 10%

FIXED CAPACITORS

PR o C::"Ni vor TOLERANCE | REMARKS

Cc1 0.01 #F + 20% |

C 2 200 pF |

C 3 | 0001 4F + 20%

C 4 | 000254F - 20%

C5 | 001 4F - 20%

C 6 | 2150 pF + 10%

c7 330 pF + 10%

C 8 | 000754F + 2%

C9 10 pF + 10%

C10 | 004 XF | 25 |+80%—20%

Cc13 13 pF - 109

Cc15 10 pF + 10%

C17 | 004 XF | 25 |+80%—20%

C18 | 001 4F | 25 |+80%—20%

C19 | 001 XF | 25 |+80%—20%

C24 | 0.001 AF + 20%

C28 | 0.00754F + 20%

C39 | 0.00754F - 20%

PART

ELECTROLYTIC CAPACITORS

RATING

| __ TOLERANCE | REMARKS
No. | CAP | VOLT )
C11 5 KF 6 |
C12 | 30 #F 3 |
C14 30 AF 3 |
C20 5 MF 6 |
|
C21 5 M#F 6 |
Cc22 30 A4F 3 |
Cc23 5 MF 6 | |
C25 30 4F | 3 | !
C26 | 100 #F | 6 | |
C29 | 100 #F | 6 |
RESISTORS & CAPACITORS PACKS
o S
PART .. 1 STOCK No. DESCRIPTION |
PC 1| R-CXC004 | 1K ohm 10% 14oW plus |
0.04 #F =+ 80% tol.
PC 2 | R-CXCO009 | 400 ohm 10% 14oW plus
0.02 #F + 80% tol.
LOUDSPEAKER
PART TYPE
Mo STOCK No- |~5ize | FIELD V. C. IMP.
SP | R-S6034a } 215" | P.D. | 7 ohms
MISCELLANEOUS
PR, | STOCK No. DESCRIPTION
M1 R-S1065 Telescopic Antenna
M2 R-S1037 Antenna Jack
M3 R-S3024 Antenna Suction Cup
M 4 R-52040 Earphone Socket
M 4 R-S6066 Earphone with Plug
M5 R-S1027 Battery Snap Terminal
M6 R-S8019 Battery Holder
M 7 | R-54140 Band Selector Switch
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