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Step [ConnectSignal Generatorto| Band Selector to |Generator Frequency| Dial (VC) Setting Adjust for Maximum
1 455 KC BEER Tq, Te Xt Te LIEKIC
avFPyFs Ar % MaximumFrequency| Tz, Te & Ts in order
R MW R o214 Ts
2 | EEOMT 600 KC 600 KC MW osc. coil Ts
3 MW ” ” MW 7v573 a4+ Ta
Rod antenna Ax MW ant. coil T
(direct) MW R + V—~< Trs
4 1400 KC 1400 KC MW osc. trimmer Tr s
5 \ " MW 7v575 tY—=< Tr
MW ant. trimmer Tr 1
6 FIE 2~5 ## 0B +. Repeat Steps 2~5
SW & 24 Ta
7 4 MC 4 MC SW osc. coi 1Tq
8 GY¥T¥TF ALk R R SW 7v7+a4n Te
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(=8} SW R + ) —< Tra
9 10 MC lo MC SW osc. trimmer Tr 4
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SW Fo bLTHRLESWIXFIEIICHD, ol
through 6 PF B2\Mnn D £ TTrag KESE A ICES,
capacitor Increase generator output until image
10 1090 MC 1o MC signal is heard. If not heard, return
to step 9 and Trs must be rotated
counter-clock wise until another
signal is heard.
SW 7v575 ty—= Tre
u 10 MC 10 MC SW ant. trimmer Tr 2
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Repeat Steps 7~9 & 11, until no further change is noted.
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Note:

1. S;~Se are band select switches, and now indicates Mw connection.

2. All resistors are ohms unless otherwise specified.
K=1000 ohms.

3. All capacitors are in microfarads unless otherwise specified.
P=10-8 microfarads.

4. Voltage measurements are made with a VTVM from the point
indicated to battery (+) terminal.

5. With no signal and at minimum volume control, total battery drain

should be approx. 7maA.
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