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“HIS MASTER'S VOICE™

MODEL DATA SHEET

for
"HIS MASTER'S VOICE™
MODEL 82-4G

This model is a 7-valve A.C. mains-operated dual-wave bandspread radiogram, incorporating a three-
speed automatic record changer. _

POWER SUPPLY: SPEAKER:

200 to 250 volts at 50 c.p.s. Rola lr12-0. Permagnetic 12in.  Impedance, 2.0
ohms at 400 c.p.s.
DIMENSIONS: SPARE PARTS (Other than those shown in Chassis
Packed Unpacked Manual) :
40in. 38in. Cabinet—Walnut 192-0821
35in. 33in. Cabinet—Rosewood 192-0831
19in. 17in. Knobs—Control—Cream ... 517-0261
. Knobs—Control-—Cream with spot 517-0361
WEI(G;E);I; : 112 Ibs Knob—Volume Control—Walnut ... .. 517-0161
Nett 96 Ibs. Mechani}s{n&algecord Changer, RC110 .. 558-826%
) or 558-063
RECEIVER CHASSIS: ) P.U. Cartridge with Styli v 211-0061
For servicing information, refer to Service Manual P.U. Cartridge less styli ..... 211-0121
Part No. 682-4501 for Chassis Type 82. Stylus, standard (GC2/3) ... . 611-0241
RECORD CHANGER: Stylus, microgroove (GC2/1) ... 611-0251
Garrard Type RC110 or Type RC120H.  For Speaker 831-0272
servicing instructions refer to appropriate Capacitor—500 pF &= 107 . 273-0131
Garrard Manual, “Installation, Operation and Capacitor—.002 mF * 10% ... 273-0171
Service Instructions.” Resistor—.47 megohm * 10% % watt ... 740-0182
EQUALISER : 500 p
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