Tr-2 T3 25;;4
©J! Ant A49 2SA53 D-2
? erZZSSAZOZ‘ T2 or 25A203 1 . IN6O or 25B185
1_qk! 309,«A lmlﬂ 8
R . =
i — - P
=>F 3 33 > N 700¢
2 =4 ClOOINF &3 2
[l
3t 1L _sev
$ [I o ml -08
L wlion | rols
5 o¥ w i
5, 2 i 0.9V
Jﬁ - % 5 s| o
S e . - 9
L2 ;[ﬁ R:E:L_-§ a° ~ & N & z
7 ru </ S 5 O © - ;
< ¥ @ — =
L o~ @ [+ 4
e o
e oo o ___/

MODEL 8S-P8 CIRCUIT DIAGRAM \

22K 24K 26K 28K
When using SV-2| remove R25

« Standard Broadcast: 535-1,605 kc
Shortwave: 3.9-12mc (77-25 meters)
¢ Intermediate Frequency: 455 kc
* Output Power: Undistorted :
Maximum
 Radiation Sensiuvity
Standard Broadcast: 200 uV/m
Shortwave: 140 uV/m
(Lower Limit for 10 mW Output)
o Speaker: 2%4-inch permanent dynamic type
Voice Coil Impedance 7 ohms at 1,000 ¢/s

170 mW
220 mW
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