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“HIS MASTER'S VOICE™

MODEL DATA SHEET

for

"HIS MASTER'S VOICE"
MODEL Al -4H

This model is a six-valve A.C. mains-operated medium-wave and bandspread short-wave console
radiogram, incorporating a three-speed automatic record changer.

POWER SUPPLY: SPEAKER:
200 to 250 volts at 50 c.p.s. Permagnetic 12-inch Rola 12-0. Impedance: 2
DIMENSIONS : ohms at 400 c.p.s.
Unpacked SPARE PARTS (other than those listed in the Chassis
37%in. Type Al Manual) :
33in. Cabinet—Walnut 192-0771
164in. Cabinet—Rosewood 192-0781
. Mechanism — Record Changer (less
WEIgHT' 108 Ibs equaliser leads and cartridge) ... 558-0611
NTOSS 99 Ibs. Cartridge with Styli 211-0191
ett : Cartridge less Styli 211-0201
RECEIVER CHASSIS: Stylus, standard (HS8) wo.vrrcsc 611-0281
For servicing information, refer to Service Manual gtylui, m1c1r29groove EIHMG) gé%-gg?%
Part No. -3042 for chassis t Al. peaker—12in. round ... -
art No. 682-3042 for chassis type Capacitor, 200 mmF * 10% . 273-0071
RECORD CHANGER: Capacitor, .001 mF * 10% 273-0151
Collaro type RC54. For service information, refer Resistor, .47 meg. = 10%, 3 740-0182
Service Manual, Part No. 682-3311. Resistor, .47 meg. * 10%, 4 740-0182
EQUALISER:

470 KN
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