+

-

I ]
L
_-%"-"-“’F'-'*"“""l'*

j**‘:""’i‘-"»r" B emptds
jl n :l.lh..:-_:. ..:. =

VMIALGAMATED WIRELESS (A'ASIA




LT iy ;
e, 'l e e W i 4 T W e [, S e

.ﬁ_. ...-_ N e £ i ¥ 3 o __.u & ) L | L i 1o ..| L gl ] i I
* i L.ﬂ SLIRTL ; ; L L e LS IRE () w.wmu-f...,__,:ﬁ.{.._r._f......w L e A o el L A DA L g O T : At : e b ol e § B

e = ¥ - i < vinrgd - : E H 1 = f g
L Y 1 sy ok gl

il
3 |

|- . . .1.. . . . . . .1,. |. .. . -....qr. .......
SRR T e G s T PR RN TR T L 2 MR W T A B b e T o g T e
e R Gl b St e e b bl e gk e AR e AR p b i Bl T

B Tl el e e A —— iy L= R AR g

.-1.-. . 3, Tgi
! 3
M

harmonize with

*

42

RADIOLA
modern cabinet will
interior.

any home

The beautiful




ROTOVI

TUINING . . .

“Shows at a glance
the Station you want"

5ION

Improved "' twin tuning "' Rotovisor Dial, calibrated in metres
and kilocycles, with call letters of A" and "' B "' class stations.
Duplicated upper and lower scale readings make for greater
comfort in tuning in either a standing or sitting position,

A beautiful cabinet on modern lines with walnut and black

bean feathered veneers and piano finish, Robust and heavily
reinforced construction with freedom from resonances.

Cadmium plated chassis, finished in two-tone iridescent
lacquer,

Reliable and robust components,

Finely graded volume control.

More effective Tone Control,

Safety removable power connector.

Pick up jacks,

Fuses and line voltage adjuster,

Circuit Details :—Improved superheterodyne, utilising micro-
sensitive Radiotrons 6D6 (R.F. Amplifier), 6A7 (Detector-
Oscillator), 6D6 (lL.F. Amplifier), 6B7 (Detector-AVC and
Amplifier), 42 (Output Pentode), 80 (Rectifier).

Three tunable stages are used with R.F, stage ahead of First
detector, resulting in improved performance at lower noise to
signal ratio, |75 K.C, Intermediate Frequency with new 6D6
valve increases selectivity and minimises noise level.
Automatic Volume Control.

New design power unit and filter circuit.

Special impregnation of components to resist humidity,




LI HE FICK ——=a
.E'

RADIOLA

P SRR

A new 6-valve superheterodyne all electric
Radiola of advanced technical design and
with particularly pleasing tone quality.

Interstate reception at exceptional volume ;
extreme sensitivity is a feature of this model.

The " twin tuning "' Rotovisor dial is cali-
brated in both metres and kilocycles, marked
with a full range of “A" and "B’ class
station call signs, and introduces a new
degree of comfort and efficiency in tuning.

The beautiful modern cabinet of feathered
walnut veneers is artistically decorated with

black bean inlays and finished with full
plano lustre.

4. 347187

Manufactured and guaranteed by
AMALGAMATED WIRELESS (AUSTRALASIA) LIMITED.
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