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The Radiola 75 is a broadcast receiver of the
latest_design which combines highly efficient
performance, new ease in operation and a
cabinet of beauty and distinction. Utilising
recently developed circuits, and a high fidelity
loud speaker, the Radiola 75 reproduces Aus-
tralian broadcast programmes with gloriously
natural tone.

The fully inclined instrument panel is an out-
standing development for convenience in
operation and the new open-faced Rotovisor
dial, calibrated in metres, kilocycles and P n I e E
marked with “A” and "B’ class station call

signs, constitutes the most simple method of B'“ I “ Ens

tuning yet devised.

The modern and beautiful cabinet of Queens-
land walnut veneers, with graceful lines and
curves, is finished in a high gloss lustre.
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AND  EXCLUSIVE
RADIOLA FEATURES

Fully inclined instrument panel and open faced
Rotovisor dial calibrated in metres and kilocycles and
marked with call letters—.of*A’ and *“B'" class

stations.

Improved circuits utilising multi-purpose valves,
resulting in_unexcelled efficiency.

5 Valves, Micro-sensitive Radiotrons Types 6D6, 6A7,
6B7, 42, 80,

Automatic Yolume Control.
High Frequency Tone Control.
8-inch High Fidelity Loud Speaker.

Cadmium plated chassis finished in two-tone iridescent
lacquer..

Robust and reliable components specially impregnated
to resist humidity, ensuring highly efficient perform-
ance in_all climates,

Three degree noise suppression.
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