


THE FISK 

MOD E L 7 0 (BATTERY OPERATION) 0 

A batt~ry operated reflex 'superheterodyne re'ceiver 
of advanced design and giving excellent interstate 
reception and particularly pleasing tone with most _ 
economical battery consumption. 

The inclined instrument panel and 
visor dial, calibrated in Metres and 

, 

"A" and "8" class station call signs 
simple and effortless. 

sq uare Roto­
marked with 
makes tuning 

GUinEAS 

• A beauli(uJ mcxlern cabinet of distinctive ilnd original design 
with inclined instrument panel and new open fret with moulded bars. 

• Improved circuits using recently developed multi-purpose valves 
resulting in t.Jnexcelled efficiency . 

• 4 Valves. Rad iotron types 34. JA6, 6B7, 38. 
• The combination of 6 volt and '2 volt valves allows advantage to be 

taken of low noise level. tone and A. V.c. features of the 6 volt 
valves. with economy in "A" battery consumption. 

• Finely graded volume control. 
• Automatic volume control. 
• Cadmium plated chassis finished in two-tone iridescent lacquer. 
• Robust and reliable components specially impregnated to resist 

humidity, ensuring highly efficient performance in all climates, 
• Condensers noated in rubber mounting to prevent microphonic 

nOises, 
• Low battery consumption. 
• New combined battery and dial lamp co.ntrol for (urthereconomical 

battery consumption . 

Manufactured and guaranteed by 
AMALGAMATE D WI RE LESS (AUSTRALASIA) LI MITE D 
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