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SPECIFICATIONS
Receiver Section

Receiver Type: Superheterodyne (crystal oscillated)
Sensitivity : 54V/m at 5mW output
Tuning Range : Fixed (Solder in) at any frequency

through 26.97 MC to 27.255 MC
Audio Power Output: 150mW min. (non distorted)
Speaker : 2.5” powerful dynamic speaker used as
a microphone when transmitting.
Control : Combination ON-OFF switch and Volume

control on the left side of cabinet.

Transmitter Section
R.F. Input Power: Approximately 90 mW
Frequency : Crystal controlled 26.97 MC to 27.255MC

Crystal : Subminuature lead type (Solder in)
tolerance .005%

Microphone :

Modulation :
Antenna :

Control :

Power Supply
Battery :

Transistors:

Earphone :

Dimensions:

2.5” powerful dynamic speaker

High level AM limited to less than 100%
Built-in 55” whip type
Single push-to-transmit switch on the

left side of cabinet.

UM-3A (1.5V) X8pes.
2SA80x1 Oscillator
2SA82BX1 Mixer

2SA12x2 [.LF.Amp.
2SB75Bx1 A.F.Amp.
2SB77Bx2 Power Amp.
2SA80x1 27MC Oscillator
2SA246x1  R.F.Output
Magnetic low impedance type
67s” X 8" x 24"




SPECIFICATIONS

Receiver Section

Receiver Type:
Sensitivity :

Tuning Range :

Audio Power Output:

Speaker :

Control :

Superheterodyne (crystal oscillated)

54V/m at 5mW output

Fixed (Solder in) at any frequency

through 26.97 MC to 27.255 MC

150mW min. (non distorted)

2.5” powerful dynamic speaker used as

a microphone when transmitting.
Combination ON-OFF switch and Volume

control on the left side of cabinet.

Transmitter Section

R.F. Input Power:

Frequency :

Crystal :

Approximately 90 mW

Crystal controlled 26.97 MC to 27.255MC

Subminuature lead type (Solder in)
tolerance .005 %

Microphone :

Modulation :
Antenna :

Control :

Power Supply
Battery :

Transistors:

Earphone :

Dimensions:

2.5” powerful dynamic speaker

High level AM limited to less than 100 %
Built-in 55” whip type
Single push-to-transmit switch on the

left side of cabinet.

UM-3A (1.5V) X8pes.
2SA80x1 Oscillator
2SA82BXx1 Mixer

2SA12x2 [.F.Amp.
2SB75BXx1 A.F.Amp.
2SB77Bx2 Power Amp.
2SA80x1 27MC Oscillator
2SA246X1  R.F.Output
Magnetic low impedance type
67a” X 8" x 248"
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