Collaro Congquest RC54

Deze Collaro "High Fidelity" platenwisselaar uit 1954 staat op eenvoudige
sokkel, maar was ook leverbaar in houten koffer of als inbouwdek. De
weergavekop is voorzien van 2 naalden (Normaal en Micro), met het

draaiknopje kan de naald worden omgezet.
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Links voor zit de instelknop voor de drie snelheden, rechts voor de
functieschakelaar.

Het aftasten van de plaatdiameter gaat geheel automatisch voor de 3 meest
voorkomende plaatdiameters.

Deze wisselaar was ook verkrijgbaar in een houten koffer en als los
inbouwdek. Er zijn twee uitvoeringen: creme met bruine draaitafel en bruin
met goudkleurige draaitafel.

Deze platenwisselaar is eigendom van Max Ramali.

OPERATING INSTRUCTIONS
FOR COLLARO HIGH FIDELITY
RECORD CHANGER
MODEL R.C, 54
CAPACITY Ten 77, 107, or 12" records of the same playing speed

— and with the same type of groave.

1. LOADING Hold Record Baran:inﬁg Arm pear wide end, lift clear of Record Spindle
= and swing out over Pick-up Arm. Place records on Record Spindle and
< Iur:-lrer to offset step.  Holding records level, replace Recerd Balancing Arm. over top of Record
indle.
§ MNOTE. When using 14" Centre Spindle follow instructions en earton.  After loading allow
Record Balancing Arm to swing inwards against edge of record stack.

2. SET CONTROLS (i) Refease Pick-up Arm Transit Clamg,
(ii) Set Turntable Speed Control and StyTus Control.

MOTE. Normal78 r.p.m. records with COARSE | Long-play, Medium-play, or Estended-play records.
GROOVYE—>S52t Stylus Control to M. 45er 33t r.p.m, with FINE GROOVE—5et Stylus Controlta L

3. STARTING Turn Main Contrel firmly to the lefc and release when turntable commences to rotate.
THE PICK-UP ARM 15 RETURNED TO IT5 REST AND HMOTOR SWITCHED OFF AUTOMATICALLY AFTER LAST RECORD

4, UNLOADIMNG Lift Record Balancing Arm clear
both hands, with fingers under i

of Record Spindle and swing out cver Pick-up Arm. Using
edge of bottom record life rocords stralght up e Spindle.
WITH THUMES WHILE LIFTING o=

6. STOPPING The machine may be S-I:upplzd at

DO NOT GRIP RECORDS TOGETHE
5, REJECTING Any record may be rejected while

: laying by turning the Main Control — 1 b i i
“gantly to the left. q‘h: nf:tyremrd E-ill then be played. Control fully to :h:nﬁgl::m;nd. th:xn:ﬂguf:;, il
= === == ]

4 POINTSTO NOTE CAREFULLY — SEE REVERSE FOR PICK-UP CIRCUITS
= == i

l. BEFORE OPERATIMNG THE| 2. DON'T 3. DON'T 4, TAKE GREAT CARE TO EMSURE

CHAMGER, REMOVE THE|LEAYE RECORDS ON| gy 7o PLay |THAT ALL RECORDS IM ANY ONE
TWO TRANSIT SCREWS TO | UPPER PART OF WARPED. DAMAGED LOADING ARE OF THE S5SAME
LEAVE UMNIT FLOATING| SPINDLE YWHEN ' SPEED AND HAVE THE SAME
FREELY ON [T® CHANGER IS HOT [N | OR BADLY WORN |TYPE OF GROOWVE. BE SURE
MOUNTING UsE RECORDS TO USE THE CORRECT
SPRINGS STYLUS
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SPECIFICATIES EN GEGEVENS

Merknaam Collaro Ltd., Ripple Works, Barking, Essex
Importeur: Fa. A. Brandsteder, Amsterdam

hi?so\ﬁ:t Verenigd Koninkrijk

|Eigennaam |Conquest

Type RC54

|Serienummer |

|Bouwjaar |1954

|Toepassing |grammofoon

|Draaisne|heid |33, 45 en 78 t/min

|Plaatdiameter |max. 31 cm

|Arm |creme bakelieten arm

|Element IRonette TC284 QV "Studio™ turn-over type

|Aanta| buizen |geen

|Type buizen |n.v.t.

Voedingsspanning 100-125 of 200-250 Volt AC, 50 Hz

|Luidspreker |geen
-»3-snelheden Collaro wisselaar type RC54

Chassis .sherkent automatisch 17, 25 en 30 cm platen
-«motor type Collaro 3 AC53




Collaro Congquest RC54

Behuizing houten sokkel
Afmetingen bxhxd 36x x32 cm
Gewicht kg
Verkoopprijs onbekend

Geschatte waarde €

Productieperiode 1954-1956
Seriegrootte onbekend
Bijzonderheden |automatische afslag

Fig. 3—Wiew &f Pick-up Hovsing with Plek-up Arm raited to revasl
adjusziments far Pick-up Positions and helght (Sectlons X & XN,
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Fig. 4—\law of Facsrd Chnnger with Turntabls Removad
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Fig, 3—VYiew of underside of Record Changor. Some of the |Il'g¢r‘_ﬂc:.n1pon:nu e shown
Ut bway to revesl mechaniem underneath,
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RECOMMENDED INPUT NETWORK
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y FOR STUDIO *P* HIGH FIDELITY TURNOVER CRYSTAL \\\
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10K ACROSS PICK-UP IF AMPLIFIER CONTAINS CORRECTION FOR RECORDING CHARACTERISTICS \
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STUDIO ‘O’ TURNOVER CRYSTAL

Mormal Receiver connect direct to Pick-up Socket, Load Resistance
} to 1 Megohms, Diode Circuit must be disconnected from
Volume Control. THIS IS ESSENTIAL.

COLLARO LIMITED
RIPPLE WORKS, BY-PASS ROAD
BARKING

ESSEX

FT. 3T}

Instructies t.b.v. het toegepaste Collaro Studio element
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