NO. 80126

CUSTOM-MADE FOR TOYOTA CORONA /CRESSIDA

tovora part NOQ. 86260-201 10 (Vs oxasiameur)

MODEL
(CORONA Only)
CAR STEREO CASSETTE TAPE DECK
D(oowev system]® with AUTOMATIC REVERSING
SPECIFICATIONS* FEATURES
Type: 4-track, 2-program stereo system ® 4-track, 2-program’ automatic reversing cassette car
Tape Speed: 1-7/8 ips (4.76 cps) stereo tape player.

Frequency Response: 40 ~ 14,000 Hz
Power Supply Voltage:  DC 12V (11~ 16 V), Negative ground
Power Consumption; Approx. 4 W(0.3AatDC13.2V) -~

Output Impedance: 4.7 kQ

Wow & Flutter: 0.18% (WRMS)
Crosstalk: 50 dB
Separation: 40dB

Signal to Noise Ratio: 50 dB (at Dolby NR off)
68 dB (at Dolby NR on)

iC’s: 3
Transistors: 3
Diodes: 4
Dimensions™*: Width: 6-19/64" (160 mm)
f Height: 2" (60 mm)
Depth: 5-1/8" (130 mm)
Weight**: 2.9 lbs {1.3 kg)

*

CX-6741AT: Custom-made for TOYOTA CORONA.
CX-6741FUT: Custom-made for TOYOTA CRESSIDA.
DC 12 V, negative ground.

Built-in “Dolby NR" circuit.

Tape EQ Selector, Normal/Metal*CrOz2.

Automatic reversing system at tape end.

Separated FF/REW/EJECT buttons.

Tape running indicator.

Manual program selector.

Output level control.

Combination with exclusive car radio, Models
CR-6735AT/FUT and CR-8724AT/FUT.

* Specifications subject to change without notice.
** Weight and Dimensions shown are approximate.
** C-120 tape is not recommended to use.

Noise reduction circuit made under license from Dolby
Laboratories. The word ‘Dolby’ and the Double-D symbol
are trademarks of Dolby Laboratories.

- ®BTOYOTA MOTOR SALES CO, LTD.
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DIMENSIONS AND LOCATION OF CONTROLS

6-19/64"
/\(160 mm) b7

DOLBY NR

TAPE EQ,
Normal/CrO2

MANUAL

NORMAL CARE AND MAINTENANCE

8 Tape Player Maintenance

After many hours of operation, it is advisable to clean the
oxide residue from the tape head and pinch roller ass'y to
obtain superior performance from the player.

Oxide accumulated on the tape head and pinch roller ass'y
may cause tape hiss and malfunction.

The more often the player is operated, the more often it
should be cleaned.

8 Cleaning Tape Head

To clean the tape head, remove the upper cover and clean
the residue from the head with a cotton swab dampened
with isopropyl (rubbing} alcohol. f

®8 Cleaning Pinch Roller

To clean the pinch roller ass'y, turn on the motor by de-
pressing the eject lever ass'y. Clean the pinch roller ass'y
with a cotton swab dampened with alcohol.

FUSE REPLACEMENT

If the car stereo does not operate, check a fuse block of the
car as shown in below.

(The car stereo is not provided with a fuse.)

PROGRAM
SELECTOR
FF/REW (»») !
\ Pl S TOP/ESECT
e FF/REW (44}
LEVEL CONTROL
FOR CORONA
Rear Speaker Kit Fitting Kit
p for Sedan i 7oA o iBlack
Car Radio Front Speaker Kit CA-467SFUT CJ-666FFUT
CR-6735AT/FUT for Sedan (08691-20060) (08695-20200)
(86120-20410) CA-465SFUT
(08605-20121)
Rear Speaker Kit Fitting Kit
§ Car Stereo 1
¢— fou: Liftback o CX-6741AT/FUT Wine Red
ER-A0ESEUT (86260-20110) i 1
(08691-20070) (08695-20201)
Front Speaker Kit
Car Radio for
CR-8724AT/FUT [—®-—{ Sedan, Liftback Rear Speaker Kit Fitting Kit
(86120-22290) CA-466SFUT for Wagon L__| Light Brown
{08605-20120) CA-469SFUT CJ-668FFUT
(08691-21020) (08695-20202)

FOR CRESSIDA

Car Radio
CR-8724AT/FUT
(86120-22290)

In CA-465S8FUT and CA-466SFUT, 2 front brackets (Y EFG01964, YEFGO01965) are included

for mounting a graphic equalizer.

Car Stereo Fitting Kit
CX-6741FUT CJ-669FFUT
(86260-20110) (08695-22140)




r——WIRING DIAGRAM

TOYOTA PART NO. 86260-20110

MODELS CX-674TAT/FUT Pl

® WIRE COLOR CODE

CN301 P

7P DIN CONNECTOR
RED | Red | YEL | Yellow 1. Output (L-CH) {Brown) ©N301 (P)
BLU | Blue | VLT | Violet 2. Power Supply for Pre-Amp (Red)
BLK | Black | GRN | Green ' 3. Ground (White)
WHT | White | ORG | Orange 4, Power Supply (Yellow)
BRN | Brown| GRY | Gray 6, Power Supply (Green)
6. Output (R-CH) (Blue)
7. No used
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m Reference numbers, in (
B For other parts location, see the EXPLODED VIEWS, pages 10 & 11.

?

- | AMTOMATIC REVERSING PCB
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PARTS LOCATION

), are listed in the Replacement Parts List, starting on page 9.

DOLBY NOISE REDUCTION ALIGNMENT

DIN CONNECTOR (CN301P)

1. Tape Lch Output (Brown)
2. Power Supply (Red)

3. Ground (White)
4. Power Supply, Radio (Yellow)
5. Power Supply (Green)
6. Tape Rch Qutput (Blue)
7. No Used (Black)

: ¢ Set the dolby switch in the “‘in"* position.
2
¢ STEP SIGNAL FEED POINT INDICATOR ADJUST REMARKS
1 VTVM to TPoutR apd ground, VR207
l l::;l Insert the test tape, MTT150 (TMT-6130), Shraugh the daiby filer, (Reh) Adjust to 580 mV reading
o N1 ahd playback. | VTVM to TPoutL and ground, vRgoy | MMYTYM.
through the dolby filter (Lch)

FITTING KIT FOR TOYOTA CORONA

CJ-666FFUT (Toyota Part No. 08695-20200)

Panel (Black) Front Bracket(R) Frent Bracket(L) Rear Bracket(R) Rear Bracket(L) Screw w/Washer Tapping Screw Tapping Screw
YEFCO4458 YEFGO1913 YEFGO1573 YEFGO3538 YEFG05539 YEIV12008 YEIT02011 YEIT01021
(38821-20050-01) (86265- 20050) (86265-20020) (36266- 20040) (86266- 20050) (93319-15000) (90159-50082) (93566-54512)

o\ 07 7 NS
; : 0 W O
@xl & xi &0 xi 2 o x1 X8 x1 @ X1
CJ-667FFUT (Toyota Part No. 08695-20201)

Panel (Dark Wine) | Front Bracket(R) Front Bracket(l) Rear Bracket(R) Rear Bracket(l) Scraw w/Washer Tapping Screw Tapping Scraw
YEFCO4459 YEFEO1913 YEFGO1573 YEFG05538 YEFG05538 YEIV12008 YEIT02011 YENTO182]
(59821-20050-02) (86285-20050) (86265-20020) (86266-20840) (86266- 20050) (93318-15008) (80159-50082) (93566-54512)

9. & U
y Tal B Mol % W
@xl & xi1 27 xi X1 S X1 X6 X2 % )
CJ-668FFUT (Toyota Part No. 08695-20202)
Panel (Light Brown) | Fromt Bracket(R) Frant Bracket{l) Rear Bracket(®) Rear Bracket(l) Screw w/Washer Tapping Screw Tapping Scraw
YEF C84460 YEFG0191 YEFG01573 YEF603538 YEFG03539 YEIV12008 YEIT02011 YEJT01021
(58821-20050-06) (86285- 20050) (36265-20020) (86266- 20040) (86266- 20050) (93319-15008) (80159-50082) (93566-54512)
H 0 ) / 5
7 : & | . O
@Xl X1 27 X1 X1 X1 X5 X2 % X2

FITTING KIT FOR TOYOTA CRESSIDA

.

L

%)«

CJ-669FFUT (Toyota Part No. 08260-20110)
Space Cover(R) Spacer Cover(l) Front Bracket (R Front Bracket(L) Screw w/Washer | Screw w/Washer Scrow
YEFX909278 YEFX999202 YEFGO1831 YEFG01832 YEIV12008 XYN3-+ FBFXS X885 +8FXS
(93319-15008) (83229- 15088)

0

X4
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‘Replacement Parts List

MODEL CX-6741AT/FUT (TOYOTA PART NO. B8260-20110)

Model NO. CX-6741AT/FUT (TOYOTA PART NO. 86260-20110) Ref. No. Part No. Part Name & Description & ozl
NOTES:
1. Be sure to make your orders of replacement parts 3. Next to the Ref. No. in the parts list is a location
according to this list. key, to show the general location of the parts shown VARIABLE RESI STORS
2. Components identified by shaded ares have special in the exploded drawing, as in a road map.
characteristics important for safety. When replacing VR207, 307 EVNK4AAOOB54 | 50k OHM (B} Dolby Level Control 2
any of these components, use only manufacturer's
specified parts. VR257, 357 EVJRCA020D14 | 10k OHM (D) Output Level Control 1
i Pes Remarks
Ref. No. Part No. Part Name & Description Set
MISCELLANEOUS SWITCHES
CN301 (1-C) YEAE01318 DIN Connector, 7P 1 SW1, 201,301 | YEAS07080 Reverse Switch 1
CN701P (3-C} | EMCS1350 13P Connector, Plug 1 Sw2 YEAS09104 Program Selector Switch 1
CN701J (3-C) EMCB1310A51 13P Connector, Jack 1 SW202, 302 YEAS09074 Euglizer Selector Switch 1
M101  (1-A) | YEFAD13918 Chassis 1 SW203, 303 YEAS09103 Dolby Switch 1
M102 (4-C) YEFAQ3450 Upper Cover 1 SW304,306,701| YEAS07085 Tepe/Radio Selector Switch 1
M103 (2-A) | YEFEG2040A Knob, Volume 1
M104 (2-A) | YEFC02834 Escutcheon Ass'y 1
M105 (2C) | YEFX007085 Cord Ciamper 1
M108 (3-A) | YEFE13233 Button, FF/REW 1
M107 (3-A.) YEFE13234 Button, REW/FF 1
M108 (3-A) | YEFE13235 Button, Eject 1
M109 (2:B) YEFE17181 Button, Seiector 3
M110 YEAP902 Printed Circuit Board 1
M111  (3-B) | YEFX021818 Mounting Bracket 1 2.
M112 (3C) | YEFX021932 Mounting Bracket 1
M113 YEAE01245 Connector 1
M114  {1-A) | YEINO1057 Nut, Hexagon 1
M115 XSB3 + 4F X @ Screw, Bind 3mmd x 4mm 4
M116 XSB3 + 5FX @ Screw, Bind 3mmd x S5Smm ]
M117 XYN26 + C6FXS | @ Screw w/Washer, 2.6mmd x Bmm 4

T



EXPLODED VIEW(TAPE DECK)
® Numbersin O are indicated REF. NO. in the REPLACEMENT PARTS LIST. -
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