Solid State Stereo Phonograph

wooe. DS-40T
SERVICE MANUAL

SANYO ELECTRIC CO., LTD.

INTERNATIONAL DIVISION: SANYO ELECTRIC TRADING CO., LTD.
OSAKA, JAPAN

SPECIFICATIONS

Transistors ..ooooveviiiiiiii 2SB22x4
2SB186x 4
Silicon rectifiers ........ccoviiiiiiiin, DS-18% 1 or 1S559%2
Thermistors ..ooooeiviiiiiiiiiiienns SDT-09L %< 4
Output power ....ocooevviiiiiiiiiii, 2.5 watts total music power
2 watts total (C.P.O.)
Frequency response ...............c.oeet 100 Hz—10 KHz
Loudspeakers .........ccooeoviiiiiiiinninnn. Two 4” (10 cm) P.D.
MOTOF i 2-pole induction motor
Phono speeds........ccooevviniiiiiiniinn, 33,45 r.p.m.
Turntable «.oooveeiii 7”7 (17 cm) dia.
Pickup system ....ccocooiiiiiiiin. Ceramic stereo cartrige with
sapphire stylus
Tracking force .......cccoceeviiiiiiinniiin. 10g

VOLTAGE CHANGES

The unit can be set for local voltage by following the standard

diagram on the back. If you move to a different locality, make

sure the voltage is the same, or readjust the voltage setting in the

following way:

1. Remove the bottom cover.

2. Attach the red lead wire with the fuse holder (connected to
the power transformier) to the proper voltage terminal.

(EXAMPLE) This is the connection for a 200V power source.
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Power SOUICe ...ovvvviviiniiiiiinnnn, 100, 120, 200, 220, 240, or 260
Volts 50 or 60 Hz

Power consumption .................. 15 Watts

Dimensions ..ocovvvvvvveniicnieieans Center unit

14”7 (width) x914” (depth) X 5”
(height) appr. 378 mm X 234 mm
X143 mm
Speaker cabinet
6%4” (width) x5” (depth) x8”
(height) appr. 158 mm X 130 mm
%225 mm

Weight oo, Center unit 6.17 1bs (2.8 kg)
Speaker cabinet
1.76 1bs (0.8 kg) x2

CYCLE CHANGES

In case the power source is of a different frequency, the cycle
setting must be changed. This can by easily done with one pulley
in the following way:

1. Turn the speed change selector to OFF and remove the
turntable.

2. Change the pulley (attached to the motor shaft). The adjust-
ment for 50Hz and 60Hz are shown in figure 2.

3. Be careful not to bend or damage the pulley. A misshapen
pulley will create sound distortions (wow) similar to those
caused by oil on the pulley, the idler, or the inside of the
turntable.

Red 50 Hz

L ,_/Biue 60 Hz
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PARTS LIST

’

Parts No. Destription Q'ty Symbol No. Description Q'ty
CENTER CABINET CAPACITORS
GS-46421 —Cabinet 1 Cl, 2 Electrolytic, aluminium 1xF 10WV 2
—Spacer 3 C7,8 ” . vertical 10xF 10WV 2
GS-36171 I—Sash 1 C3,4,9, 10 ” ” 30pF (33uF) WV 4
GS-31040 Lid 1 Cll1, 15, 16 ” p 200F (2204F) 10WV 3
Felt 2 Cl2 ” ” 200F (220.:F) 1
GS-39087 Botttom lid 1 15WV (16WV)
GS-32128 Badge 1 C17 p ” 10004F 15WV (16WV) 1
GS-S8728 Hinge assembly 2 Cl3, 14 Polyester 0.0047pF +20% 50WV 2
GS-S8725 Volume control knob assembly 2 C5,6 ” 0.002:F ” ” 2
GS-S8719 Speed selector knob assembly 1 C18 | Paper, tublar 0.01xF ~ 400WV 1
GS-39089 Armrest 1
GS-11704 Arm stopper 1 RESISTORS
GS-26361 Name plate 1 R29, 30, 31, 32 Winding lohm =*10% H%W 4
GS-15136 45 EP adaptor pin 1 R20 Carbon R type 22 ohm ” W 1
GS-44096 —Turntable rubber seat 1 R17, 18 | ” 33 ohm ” ” 2
GS-26239 —Turntable seat name plate 1 R23, 24, 25, 26 ” 100 ohm ” ” 4
GS-33113 45 EP adaptor 1 R19 ” 220 ohm ” ” 1
GS-44053 Cushion rubber 1 R15, 16 p 680 ohm ” ” 2
Specification plate 1 R21, 22, 23, 24 ” 1K ohm ” ” 6
GS-58022 Cord fixing metal assembly 1 33,34
GS-36093 Mark (Left) 1 R9, 10 ” 1.8K ohm ” ” 2
GS-36094 Mark (nght) 1 R13, 14 ” 4.7K ohm ” ” 2
GS-S8749 —Heat sink assembly 1 R7, 8 ” 6.8K ohm ” ” 2
GS-26371 |—Heat sink 1 R5, 6 ” 15K ohm ” ” 2
GS-23071 —Fin 4 R11, 12 ” 18K ohm ” ” 2
SPEAKER BOX R1, 2 3,4 ‘o 100K ohm ~» ” 4
GS-46422 ‘—-Speaker box 2
GS-42885 —Back board 2
GS-31041 —Baffle board 2
GS-39088 I—Baffle board fixing 4
GS-26341 —Badge 2
ELECTRICAL PARTS
Transistor 25B22 4
” 2SB186A 4
Thermistor SDT-09L 4
Silicon rectifier DS-18 1
GS-W6026 Input transformer 2
GS-W7057 Power transformer 1
GS-R1092 Variable resistor B-1Mx2 2
GS-41142 Printed circuit board 1
GS-S4053 Rest switch 1
—Pickup assembly o1
GS-S6136 —Tonearm |1
GS-W9028 —Cartridge 1
—Stylus 1
GS-S5033 —Motor 1
—Turntable 1
—Motor pulley 1
GS-S4060 —Motor switch 1
GS-S2046 2-P connector socket 2
Fuse 1A 1
GS-S6135 Speaker 2
GS-S1097 2-P plug 2

Power cord (Power cord is chosen
among following)

US-type )

English type 2p

English type 3p

Photex type

Siemens type

Australia type ‘

Printed in Japan



CHANGING THE CARTRID

3. Remove the lead tips fr

cartridge.

NOTE: Be careful not to reverse the
polarity (plus and minus) or
the channels when connecting
the new cartridge.

“Blue (R)

Remove this screw.

INNER PARTS LOCATION

L VOLUME

R VOLUME

L R
SPEAKER  SPEAKER



CIRCUIT DIAGRAM
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