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Re: Wear of the pick-up/play-back head.

To reduce wear of the pick-up/play-back head, the length of the felt pad, item 78c,
has been changed from 3 mm to 6 mm. This decreases the pressure per cm2 and
causes dust to collect on the tape farther away from the slot. The new pressure
felt may be obtained under the same code number.

Betr. : Slijtage van de opneem/weergeefkop.

Om de slijtage van de opneem/weergeefkop te reduceren is de lengte van het viltje
pos. 78c, veranderd van 3 in 6 mm. Hierdoor wordt de druk per cm?2 kleiner, en
zet zich het stof op de band af op een plaats, welke verder van de spleet verwijderd
is. Het nieuwe drukviltje wordt onder hetzelfde codenummer geleverd.

Concerne: L'usure de la téte d'enregistrement/reproduction.

Pour réduire 1'usure de la téte d'enregistrement/reproduction, la longueur du
feutre a été changée de 3 en 6 mm. Pour cette raison, la pression par cm?2 diminue,
de sorte que la poussiére s'applique sur la bande & un endroit qui est plus éloigné

de la fente. Le nouveau feutre de pression est fourni sous le méme numéro de code.

Betr. : Abnutzung des Aufnahme-/Wiedergabekopfes.

Um Abnutzung am Aufnahme-/Wiedergabekopf zu reduzieren, wurde die Lénge des
Filzes Pos. 78c, von 3 in 6 mm geéindert. Hierdurch wird der Druck pro Quadrat-
zentimeter kleiner und setzt sich der Staub an einer Stelle auf dem Band ab, die
weiter vom Schlitz entfernt ist. Der neue Druckfilz wird unter derselben Kode-—
nummer geliefert.
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