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EL 3768-00 Cable for connecting mono-recorders with normalised connections to radio-sets with
same. See fig.
pos. 1 - 978/5x180 - 5-pole plug (round
pos. 2 - R 365 KN/O4HP10 - Flex per metre
pos. 3 - 978/M3x1.5 - 3-pole plug (round)

R - B8 305 80A/470K - resistor

EL 3768-01 This connecting cable is replace by EL 3768-00 + EL 3768-06 for mono-recorders}
by EL 3768-04 + EL 3768-06 for stereo-recorders with

normalised connections see fig.

%
pos. 1 - 978/M3x1.5 - 3-pole plug (round) 2 R
pos. 2 - R 365 KN/O4HP10 - Flex per metre
pos. 3 - 978/1x4AA - Banana plug (black) QL
pos. 4 - 978/1x4AF - Banana plug (red) . - ===
pos. 5 - AE 012 66 - Banana plug (white) EL3768/ 0 [

R - B8 305 80A/1M5 - resistor

EL 3768-02 This pick-up connecting cable must be used when recording records to battery recorders
EL 3585 and EL 3586, see fig.
pos. 1 - 978/M3x1.5 - 3-pole plug (round)
pos. 2 - R 367 KA/03AA10 - Flex per metre
pos. 3 - 979/F5x1 - 5-pole female-plug (flat)
pos. 4 - 978/AGT022 - Adapter (plug)
R - B8 305 80A/1M - resistor

EL 3768-04 Cable for connecting stereo-recorders with normalised connections to radio-sets with

same, see fig.

pos. 1 - 978/5x180 - 5-pole plug (round)

pos. 2 - R 365 KA/56FP9 - Flex per metre

pos. 3 - 978/5x180 - 5-pole plug (round) \\_“_ID

R - B8 350 80A/1M - resistor
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EL 3768-06 This connecting cable serves as adapter between the cables EL 3768-00 or EL 3768+04 and

a radio-set with banana-plug connections, see fig.

pos. 1 AE 507 59 5-pole female plug (round)

pos. 2 =~ 978/1x4AF - Banana plug (red
pos. 3 - 978/1x4AA - Banana plug blaokg
pos. 4. 4+ AE 012 66 - Banana plug (white

R - B8 305 80A/1M5 - resistor
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