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WARRANTY

Notwithstanding any provision of any agreement the following warranty is exclusive:

The JOHN FLUKE MFG. CO., INC., warrants each instrument it manufactures to be free from defects in material and
workmanship under normal use and service for the period of 1-year from date of purchase. This warranty extends only to
the original purchaser. This warranty shall not apply to fuses, disposable batteries (rechargeable type batteries are
warranted for 90-days), or any product or parts which have been subject to misuse, neglect, accident, or abnormal
conditions of operations.

In the event of failure of a product covered by this warranty, John Fluke Mfg. Co., Inc., will repair and calibrate an instrument
returned to an authorized Service Facility within 1 year of the original purchase; provided the warrantor’'s examination
discloses to its satisfaction that the product was defective. The warrantor may, at its option, replace the product in lieu of
repair. With regard to any instrument returned within 1 year of the original purchase, said repairs or replacement will be
made without charge. If the failure has been caused by misuse, neglect, accident, or abnormal conditions of operations,
repairs will be billed at a nominal cost. In such case, an estimate will be submitted before work is started, if requested.

THE FOREGOING WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED,
INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF MERCHANTABILITY, FITNESS, OR
ADEQUACY FOR ANY PARTICULAR PURPOSE OR USE. JOHN FLUKE MFG. CO., INC., SHALL NOT BE
LIABLE FOR ANY SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, WHETHER IN CONTRACT,
TORT, OR OTHERWISE.

If any failure occurs, the following steps should be taken:

1. Notify the JOHN FLUKE MFG. CO.,INC., or nearest Service facility, giving full details of the difficulty, and include
the model number, type number, and serial number. On receipt of this information, service data, or shipping
instructions will be forwarded to you.

2. On receipt of the shipping instructions, forward the instrument, transportation prepaid. Repairs will be made at
the Service Facility and the instrument returned, transportation prepaid.

SHIPPING TO MANUFACTURER FOR REPAIR OR ADJUSTMENT

All shipments of JOHN FLUKE MFG. CO., INC., instruments should be made via United Parcel Service or “Best Way"*
prepaid. The instrument should be shipped in the original packing carton; or if it is not available, use any suitable container
that is rigid and of adequate size. If a substitute container is used, the instrument should be wrapped in paper and
surrounded with at least four inches of excelsior or similar shock-absorbing material.

CLAIM FOR DAMAGE IN SHIPMENT TO ORIGINAL PURCHASER

The instrument should be thoroughly inspected immediately upon original delivery to purchaser. All material in the
container should be checked against the enclosed packing list. The manufacturer will not be responsible for shortages
against the packing sheet unless notified immediately. If the instrument is damaged in any way, a claim should be filed with
the carrier immediately. (To obtain a quotation to repair shipment damage, contact the nearest Fluke Technical Center.)
Final claim and negotiations with the carrier must be completed by the customer.

The JOHN FLUKE MFG. CO., INC, will be happy to answer all applications or use questions, which will enhance your use of
this instrument. Please address your requests or correspondence to: JOHN FLUKE MFG. CO., INC., P.O. BOX C9090,
EVERETT, WASHINGTON 98206, ATTN: Sales Dept. For European Customers: Fluke (Holland) B.V., P.O. Box 2269, 5600
CG, Eindhoven, The Netherlands.

*For European customers, Air Freight prepaid.

John Fluke Mfg. Co., Inc., P.O. Box C9090, Everett, Washington 98206

Rev. 7/88
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1/Introduction

INTRODUCTION
WARNING

THESE SERVICING INSTRUCTIONS ARE FOR USE BY QUALIFIED
PERSONNEL. ONLY. TO AVOID ELECTRIC SHOCK, DO NOT PERFORM
ANY SERVICING OTHER THAN THAT CONTAINED IN THE USER
MANUAL UNLESS YOU ARE QUALIFIED TO DO SO.

The 2280 Series Service Manual is a service and maintenance guide to the
Data Logger. It complements four other volumes in the 2280 Series Manual
Set: the 2280 Series System Guide, the 2280 Series User Guide, the
2286/5 System Guide, and the 2286/5 User Guide.

The Service Manual covers standard mainframe and option assemblies, and
presents general maintenance, cleaning, performance testing,
calibration, and board-level troubleshooting procedures. Theory of
operation, parts lists and schematies are also included.

Information provided in this manual reflects the revision of the
instruments manufactured as of the revision date on the title page.

This Service Manual is intended for use by technicians and maintenance
personnel who need an in-depth coverage of the inner workings of the
2280 Series Data Logger. Information needed to maintain the Data Logger
as well as isolate problems to specific circuit board assemblies is
given in this manual. Once the defective assembly has been identified,
repair can be accomplished through our Module Exchange Program (MEP) in
most cases. MEP cannot be transacted in some countries. It is
recommended that you contact your local Fluke authorized Service Facility
(listed in Appendix B) to obtain instructions for replacement or repair.
Theory of operation sections and schematics are provided in this manual
to aid a qualified person in troubleshooting beyond the circuit board
level.
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How to Use This Manual
Describes the organization and use of the Service Manual.
General Information

Describes the Data Logger and its available accessories
and options. Required test equipment, shipping, and
factory service information are included here.

Theory of Operation

Covers the theory of operation for the Data Logger
mainframe. Option assembly theory is contained in the
individual option subsections of Sections 8, 9, and 10.

Maintenance

Describes maintenance of the instrument. Cleaning
instructions and internal access procedures are included
here.

Troubleshooting

Consists of diagnostic self-tests and performance tests
designed to isolate a malfunction to the circuit board
level. Component level troubleshooting may be performed
using the Theory of Operation (Section 3) and Schematic
Diagrams (Section 7).

List of Replaceable Parts

Contains parts lists for the Data Logger mainframe and
gives parts ordering information. Option assembly parts
lists are in the individual subsections of Sections 8, 9,
and 10.

Schematic Diagrams

Presents Data Logger mainframe schematics on foldout
pages. Schematics for option assemblies are located in
the individual option subsections.

Options -160 Through -169

Covers Options -160 through -169 in subsections ordered
numerically by option number. Includes theory of
operation, maintenance procedures, performance validation
procedures, calibration instructions, schematics, and a
replacement parts list.
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Section 9

Section 10

Section 11

Options -170 Through -179

Covers Options -170 through -179 in subsections ordered
numerically by option number. Includes theory of
operation, maintenance procedures, performance validation
procedures, calibration instructions, schematics, and a
replacement parts list.

Options -200 and Above

Covers Options -200 and above in subsections ordered
numerically by option number. Includes theory of
operation, maintenance procedures, performance validation
procedures, calibration instructions, schematics, and a
replacement parts list.

Appendices

A Specifications

B Fluke Service Centers

C Manual Change Information

D Differences Between 2280A, 2280B, 2285B, and 2286A



1/How to Use the Manual Set

HOW TO USE THE MANUAL SET
) 2280 Series and 2286/5 User Guide

These books describe the Data Logger from top to bottom. The 2280 Series
User Guide is specifically written for the 2280A and 2280B. The 2286/5
User Guide is written for the 2286A and 2285B. A beginner could use them
as a complete course in programming the Data Logger in a data
acquisition system; whereas, a more experienced user would probably only
need parts of them for orientation and quick reference. An untrained
operator will find all the basics here as well.

2280 Series and 2286/5 System Guide

These manuals describe all aspects of 2280A, 2280B, 2285B, and 2286A
installation in a data logging system. The System Guide serves as a
complete course in defining the user's data logging functions,
identifying system requirements, making the necessary hardware
connections, and verifying correct operation. An inexperienced user may
need all this information to get the Data Logger up and running. A user
who is already familiar with data logging may only need to refer to this
information occasionally. In either case, each element of the
installation process is easily accessible and fully referenced.

2280 Series Service Manual

The Service manual, which is primarily a maintenance guide to the 2280
Series Data Loggers, covers general maintenance, cleaning, performance
testing, calibration, and board-level troubleshooting procedures. The
Service Manual also includes theory of operation, parts lists and
schematic diagrams for mainframe and option assemblies.
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1/Notation Conventions

NOTATION CONVENTIONS

(o)

Reference to the Instrument

Generally, the instrument is referred to as the "2280 Series Data
Logger." The terms "2280" or "Data Logger" are also frequently used
for brevity. These terms are all-encompassing, referring to the
2280A, 2280B, 2285B, and 2286A. Differences between these three
models are defined in the Appendices to this manual.

Printed Circuit Board Assemblies

The notation "PCA" (printed circuit assembly) is used when
referring to printed circuit board assemblies.

Logic Polarity of Signals

Throughout the theory of operation sections of the Service Manual,
logic signals whose names are followed by "(L)" are asserted or
active low. The same signal also appears as SIGNAL(L) on the
schematic. When a signal followed by "(H)" has no parenthetical
postscript, it is active or asserted high.

Address Notations

Memory addresses in hexadecimal and address ranges, where
specified, are inclusive. That is, address range 0000 to 2000
includes addresses 0000 and 2000.

Keystroke Notations

The Data Logger uses literal notation for keyboard entries.
Therefore, programming examples found in this manual are presented
exactly as they should be entered from the keyboard.

Some other notation conventions used to identify and differentiate
keyboard entries are:

(xxx) Requests a required input of your choice. For example,
"NOT (operand)" inverts the logical value of the operand
in parentheses and requires you to specify the operand.

XXX Here, the name of the input should be typed exactly as

shown. For example, "TIME" requires that you enter the
literal word "TIME" into the keyboard.

1-6
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DESCRIPTION

The data logger functions as a programmable electronic notebook, that
takes and records measurements in a wide variety of ways. The data
logger is operated and programmed through the front panel keys or
through an optional interface from a remote host device. Programming is
prompted in English and menu-driven, so that a special programming
language is not required. The front panel of the data logger contains
operating and programming keys, a 40-character alphanumeric display, and
a 40-column thermal printer. A cartridge tape drive unit, Option
2280A-214, is available for the 2280A and 2280B. The 2286A contains, as
a standard feature, a 3.5 inch microfloppy disk drive system.

One data logger mainframe can service up to 100 analog channels or 120

digital data channels. System channel capacity can be increased to 1500 by

adding Model 2281A Extender Chassis to house additional I/0 options.

In addition to the data acquisition ability, the data logger has
extensive computational power that allows it to perform complex data
reductions. Combinations of addition, subtraction, multiplication, and
division functions may be used to convert raw data to relevant values.
Option 2280A-211 Math Coprocessor provides square root, exponentiation,
trigonometric functions, standard deviation, logarithms, and Boolean and
other logical operator functions. The Math Coprocessor also enhances
data throughput by assisting with operations that the data logger
Controller normally handles alone.

Front Panel Controls

Figure 2-1 shows the operating and programming keys located on the data
logger front panel. The programming keys are covered by a snap-on cover
with a thumb latch on the right edge. These keys are called programming
keys because they are only used for programming functions. The operating
keys are located to the right of the programming keys and can be used
when the keyboard cover is in place. Depending on the system you have,
refer to the 2280 Series, or the 2286/5, System and User Guides for
programming and operating instructions.

Rear Panel Components and Connectors

The components and connectors located on the rear panel of the Data
Logger are shown in Figure 2-2. Six horizontal slots are available for
installing scanners, A/D Converters, and other measurement and control
options. To the left of the horizontal option slots are two vertical
slots, Port A (closest to the horizontal slots) and Port B (shown in
Figure 2-2 with the IEEE-U488 Interface Option installed). Ports A and B
accept interface options that allow the data logger to communicate with
peripheral devices. Port A can be used to output data or to program and
operate the data logger from a terminal or computer host device, but
Port B can only be used to output data.
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2/Power Requirements

Fuses, power inputs, and two connectors are mounted in the main panel on
the extreme left side of the data logger as viewed from the rear. The
uppermost connector, J23, is the Extender Chassis Connector. Just below
J23 is the Hardware Trigger and Master Alarm Output Connector, J25. Two
screw-terminal connections and a ground terminal are provided in the
center of the rear panel for dc power input and earth ground connection.
Two input fuses are located just below the dc input terminals, and the
ac line input connector is located at the bottom of the rear panel.

Power Requirements

The data logger operates on any of four ac line voltage ranges: 100V ac,
120V ac, 200V ac, or 240V ac. Line voltage variance of 10% is acceptable
on all input voltage ranges except the 240V range. In the 240V ac range,
maximum input voltage is limited to 250V ac. Line frequency for all ac
voltage inputs may be either 50 Hz or 60 Hz. The data logger also
operates on 12V dc power input. The data logger automatically switches
to dec voltage operation if the ac line input is interrupted while a dc
source is connected to the rear panel terminals. Both the ac and dec
power inputs are fuse protected. Fuse F1 protects the ac input circuit
and fuse F2 protects the dc input circuit. Refer to the rear panel decal
or Table 4-1 for correct fuse ratings for each voltage range. See
Section U4 for fuse replacement procedure.

Two switches, located on the edge of the transformer assembly closest to
the front panel, are used to select any one of the four possible ac input
voltage ranges. Refer to the line voltage selection procedure in Section
4 when setting the line voltage switches.



2/Required Test Equipment

REQUIRED TEST EQUIPMENT

Test equipment required for all data logger performance tests and
calibration procedures is summarized in Table 2-1. Equipment required
for each test is also listed with the procedure in the applicable
section or subsection.

Table 2-1. Summary of Required Test Equipment

INSTRUMENT

REQUIRED SPECIFICATIONS RECOMMENDED MODEL

DC Calibrator

+31.3 mV +/- 20 uv Fluke Model 343
+2.048V +/- 50 uv
-2.048V +/- 2 uV of +2.048
500 mV +/- 20 uV
6.2V +/- 155 uV
6.8V +/- 0.1V
5.0V +/- 100 uV
7.9V +/- 200 uV
63V +/- 800 uv
(used only for one optional test)
1.008V +/- 40 uv

100:1 Divider

+/- 0.005% Fluke Accessory Y2022

DC Voltmeter

+10V +/- 0.06V Fluke Model 8502A
50.0 mV +/- 0.001 mV
500.0 mV +/- 0.005 mV

Resistor 1 kilohm +/- 5%, 1/2 W Fluke Part # 108597
Resistor 10 kilohm +/- 5%, 1/2 W Fluke Part # 109165
Resistor 8 ohm +/- 0.25%, 1/2 W Fluke Part # 641449
Room Temperature  .......... i iieeees

0il or Water Bath

Mercury 0.02 “C resolution Princo ASTM-56C
Thermometer

Calibration - .......... Fluke Part # 648741
Extender/Fixture

Digital Extender
Assembly

.......... 2400A-4021
Fluke Part # 486910

2-6



2/0ptions

OPTIONS, ACCESSORIES, AND OTHER RELATED EQUIPMENT

All options available for the 2280 Series data loggers at the time of
this printing are listed in Table 2-2. All Accessories are listed in
Table 2-3. Table 2-U4 lists other related equipment for use with the data
logger. Refer to Sections 8, 9, and 10 of this manual for further
information on data logger options. Refer to Section 11D for information
on Instrument/Option incompatibility.

Table 2-2. Data Logger Options

OPTION NUMBER NAME FUNCTION

22804-160 AC Voltage Input AC to dc conversion, voltage division,
Connector screw-terminal connections (for use

with Option 2280A-162).

2280A-161 High Performance A/D Analog-to-digital converter, dual
Converter slope integration.

2280A-162 Thermocouple/DC Volts Scans 20 channels, 1 microvolt, 3
Scanner poles per channel (for use with
Options 2280A-160, 2280A-171,
2280A-175, or 2280A-176).

2280B-163 RTD/Resistance Scanner Scans 20 channels, 4 poles per
channel, 1 pole per decade, precision
current source excitation (for use
with Option 2280B-177). Cannot be
used in the 2280A.

2280A-164 Transducer Excitation Contains one precision 2V or 4V
source and five precision 1 mA
current sources (for use with
Option 2280A-174 and 2280A-162).

2280B-167 Counter/Totalizer Measures frequency or counts events
on six channels. Cannot be used in
the 2280A or 2285B.

2280A-168 Digital I/0 Assembly Provides 20 single-bit channels for
Alarm or Status input or output or
for bed or binary input (for use with
Options 2280A-169 or 2280A-1T79).

2280A-169 Status Output Provides 20 screw-terminal connections
Connector for external digital devices (for use
with Option 2280A-168).
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Table 2-2. Data Logger Options, cont.

OPTION NUMBER

NAME

FUNCTION

2280B-170 Analog Output Four-channel current (4 to 20 mA) or
voltage (OV to 10V or -5V to +5V)
outputs, 12 bit. Cannot be used in
2280A or 2285B.
2280A-171 Current Input Provides 20 current input connections
Connector each with a shunt resistor (for use
with Option 2280A-162).
2280A-1T4 Transducer Excitation Provides screw-terminal connections
Connector for voltage and current sources (for
use with Option 2280A-164).
2280A-175 Isothermal Input Provides screw-terminal connections
Connector for 20 thermocouple input channels
(for use with Option 2280A-162).
2280A-176 Voltage Input Provides screw-terminal connections
Connector for 20 voltage input scanner channels
(for use with Option 2280A-162).
2280B-177 RTD/Resistance Input Provides screw-terminal connections
Connector for 20 channels of 3- or 4-wire RTD or
resistance measurement (for use with
Option 2280B-163). Cannot be used in
2280A.
2280A-179 Digital/Status Input Provides screw-terminal connections
Connector for binary or status digital input
signals (for use with Option
2280A-168) .
2280A-211 Math Coprocessor Provides complex mathematical
(formerly Advanced computation capability for the
Math Processor) data logger.
2280A-214 DC-100 Cartridge Tape Cartridge tape program and data
Drive storage and retrieval option. (For
use with the 2280A or 2280B
Data Logger.)
2280A-341 RS-232-C Interface Provides full duplex serial data

communication with selectable baud
rate and parity.
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Table 2-2. Data Logger Options, cont.

OPTION NUMBER NAME FUNCTION

2280A-342 IEEE-U488 Interface Provides parallel communication with
external devices compatible with the
IEEE-488 standard.

2280A-UGK 2280A Upgrade Kit Fluke Service Center provides and
installs kit to upgrade a 2280A to
a 2280B (see Appendix D in the Service
Manual for differences between 2280A

and 2280B).
2280X/2286A-UGK 2280A or 2280B Fluke Service Center provides and
Upgrade Kit installs kit to upgrade a 2280A or

2280B to a 2286A (see appendix D in
the service manual for differences
between 2280A, 2280B, and 22864A).

2285B/2286A-UGK 2285B Upgrade Kit Fluke Service Center provides and
installs kit to upgrade a 2285B to a
2286A (see appendix D in the service
manual for differences between 2285B,
and 22864A).

2-9



2/Accessories

Table 2-3. Accessories for the Data Logger

ACCESSORY

DESCRIPTION

Y8091 DSDD 3.5 inch
Microfloppy Disks

Y8092 DSHD 3.5 inch
Microfloppy Disks

Package of 10 disks for use with
2286A only.

Package of 10 disks for use with
2286A only.

Y2042 DC-100A Cartridges

Package of five tape cartridges for
use with Option 2280A-214 DC-100
Cartridge Tape Drive.

Y2044 Rack Slide Kit

Slide kit for mounting the Data
Logger or the 2281A Extender Chassis
in a 19-inch-wide, 2U4-inch-deep
equipment rack.

Y2045 Rack Mount Kit

Mounting flanges for installing the
data logger or the 2281A Extender
Chassis in a 19-inch-wide,
24-inch-deep equipment rack.

Y2046 Thermal Printer Paper
(10-pack)

Paper for the data logger Printer.
Each roll contains 4000 lines.

Y1060 Serial Link
Multi-Connector

Interconnection unit for connecting
the multiple 2281A Extender Chassis to
the data logger.

Y2050 Data Logger Programming Forms

Tablets of preprinted forms to aid
in developing data logger programs.

Fluke Part # 486910
Digital Extender PCA

Allows the vertical digital boards
to be extended out from the
mainframe for troubleshooting.

Fluke Part # 648741
Calibration Extender/Fixture

Allows the horizontal circuit
boards to be extended out from the
mainframe for calibration or
troubleshooting.

2-10
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2/Related Equipment

Table 2-4. Other Related Equipment For Use With the Data Logger

ITEM

DESCRIPTION

Fluke Model 2281A Extender Chassis

Allows adding extra data logger
channels by housing additional
option assemblies.

Fluke Option 2281A-402 Extender
Chassis Cable

Cable to connect a 2280 Series Data
Logger to a 2281A Extender Chassis or
to link two 2281A Extender Chassis.
Ordered in lengths from 1 to 1000
meters.

Fluke Option 2281A-403 Connectors
for Extender Chassis Cable

Connectors for each end of a
2281A-402 Cable. Installed onto the
cable at the factory.

Fluke Option 2281A-431 Power
Supply for the 2281A Extender
Chassis

Optional power supply for the 2281A
Extender Chassis. Used for remote
operation in some cases.

Fluke Accessories Y8021, Y8022,
and Y8023 IEEE-488-Compatible
Cables

Used to connect the data logger (with
Option 2280A-342 installed) to
IEEE-488-compatible devices.

Fluke Accessories Y1707, Y1708,
and Y1709 RS-232-C Cables

Used to connect the data logger (with
Option 2280A-341 installed) to a
device with an RS-232-C port.

2-1



2/Shipping Information

SHIPPING INFORMATION

The data logger mainframe is packaged with foam end caps in a cardboard
shipping container. This container also contains a smaller box holding
the manual set, the line cord, a tablet of programming forms, extra
rolls of paper, the keyboard and printer doors, the connector and
housing for the trigger input, and the master alarm output connector.

Upon receipt of the instrument, inspect the shipping container for any
possible shipping damage. Special instructions for inspection and claims
are included on the shipping container.

If it is necessary to reship the instrument, use the original container.
If the original container is not available, a new one can be obtained
from the John Fluke Manufacturing Co., Inc. upon request.
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SERVICE INFORMATION

The data logger is warranted for a period of one year upon delivery to
the original purchaser. The warranty is located on the back of the
title page in the front of this manual.

Factory authorized calibration and service for each Fluke product is
available at various locations worldwide. A complete list of these
service centers is provided in Appendix B, located in Section 11 of this
manual. If requested, an estimate will be provided to the customer
before any work is begun on an instrument whose warranty period has
expired. Maintenance plans are available to maintain the data logger at
your site, to supplement the normal warranty period, or to do both. For
specific information, contact your nearest Fluke Technical Service
Center or Sales Representative.
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3/Introduction

INTRODUCTION

This section of the Service Manual contains the theory of operation for
2280 Series Data Logger standard mainframe assemblies. Theory of
operation explanations are supported by block diagrams, simplified
schematics, and tables where necessary to clarify concepts. All data
logger standard assembly schematics are on fold-out pages in Section 7,
which you can refer to while reading the text by folding them open and
out away from the manual.

Installation and configuration instructions for the Data Logger are
located in the 2280 Series System Guide or 2286/5 System Guide.
Operating and programming instructions and reference material are
located in the 2280 Series User Guide or 2286/5 User Guide.

Many options are available to provide the Data Logger with many

measurement, control, logging, and interface functions. Theory of

operation discussions and schematics for Data Logger options are

included in individual option subsections of Sections 8, 9, and 10.
NOTE

The Math Coprocessor (Option 2280A-211) was formerly named
Advanced Math Processor.
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3/0verall Functional Description

OVERALL FUNCTIONAL DESCRIPTION

Figure 3-1 provides a simplified block diagram illustrating the
interrelation of the major parts of the Data Logger. Referring to it
while reading the overall functional description will help clarify how
the Data Logger assemblies work together.

At the heart of the Data Logger are the controller and memory
assemblies. The controller is a Z-80-microprocessor-based CPU that
commands all operations and functions of the Data Logger. The controller
shares the use of the memory assembly with the optional Math Coprocessor
assembly. The controller, memory, and Math Coprocessor assemblies are
linked by the shared memory bus, which consists of an address bus and a
data bus for the controller, and an address bus and a data bus for the
Math Coprocessor option.

The Data Logger controller also communicates with other assemblies using
the Serial Link and the PIO Bus. The busses are described in the next
two paragraphs, and their communication protocols are described in
greater detail under the heading, "Details of Interprocessor
Communication," following the block diagram analysis.

The serial link connects the 2280 Series mainframe CPU assembly with all
measurement and control options, which include the a/d converter,

digital I/0 options, and analog I/0 options in the Data Logger system.

To communicate with all option assemblies, the serial link circuitry (on
the power supply assembly) translates TTL-level signals from the

controller into RS-422 signals. The RS-422 signals are sent and received
through two pairs of conductors. Through one pair, the controller transmits
while all options listen. Through the other pair, an option selected by the
controller can transmit only to the controller.

The PIO bus is an 8-bit parallel bus that carries messages between the
controller assembly and the logging and interface assemblies. The
logging and interface assemblies are the Display/Keyboard assembly, the
Printer assembly, the microfloppy disk assembly, the DC-100 Cartridge
Tape option, the IEEE-U88 Interface option, and the RS-232-C Interface
option.

Operating voltages from the power supply are delivered to the controller
and all other blocks on the serial link over the serial link. A separate
power supply bus delivers power to all blocks linked to the device bus.

The following summary breaks the Data Logger down into its major circuit
blocks and briefly describes the function of each. The circuit analysis
explains in detail how each of the the major blocks operates. The major
blocks in the Data Logger are discussed in the following paragraphs in
the same order they are presented in the circuit analysis.

3-5



3/0verall Functional Description

SNG AlddNS H3IMOd

sng old @
S0 U b D I I I )
ﬁ a 4 ﬁ v a [ 1 Ms1a 4
HLVYW 4/
|  1uod | | 1wod _ AV1dsIa JIONVAQY AHOW3W ¥31108INOD | | wO3dvL | HSANIHd
L m ]l 4 3IOAIMLIHYO |
- —_— u\\/ﬂr — —
‘ ﬂﬁgﬁad
QUYO8A3N SN8 AHOW3W a3HVHS | wozavi | "3AIHa
r 3901414V _ H31NIdd
NI TvIE3S
1§ FSRES S
" ﬂ 301A30 4 ﬂ 30I1A3Q 4 [ HLHIANOD 1
HIWHOASNVHL Aq V A1ddNS | s | s | | “av |
F §101S L € 1078 _ L L1078
N2 L/\{ N~ L/\v
_. ,_ _‘ 301A30 ] _. 30I1A3Q ._ _. 301A30 ._
_ SISSVYHO _ _ MNIT _ _ MNIT _ _ MNIT _
mmoumkxm Iviy3s IvIu3s IVIY3s
| +8ce ] | oot | | _riows | | _eo1s |

Mainframe Assemblies Block Diagram

Figure 3-1.

3-6



3/0verall Functional Description

Motherboard

The motherboard provides interconnection between the various data
logger assemblies through the PIO bus and the connectors mounted on
the motherboard. Power is also distributed to all assemblies
through the motherboard.

Transformer

Both ac and dc power, after entering the Data Logger through rear
panel terminals, passes through the transformer assembly. Ac power
is rectified and filtered to provide an unregulated +dc voltage to
the power supply assembly. Dc power, which can be used as primary
or backup power for the instrument, is switched to the power supply
assembly when needed. Additional circuitry on this assembly trickle
charges the 12V battery connected to the rear de input terminals.

Power Supply

The power supply converts a non-regulated dec input voltage, called
+dc on the schematic and in the circuit analysis, into several
regulated and protected output voltages. The power supply input
voltage (+dc) is obtained from the transformer assembly and ranges
from 10 to 22 volts.

Two of the outputs provide current-limited, regulated dec voltages
of +5 volts and +24 volts. The power supply also outputs -12 volts
and a voltage called +5B that varies between +3 and +5 volts for
charging the memory-hold battery. All outputs are supplied to the
Data Logger mainframe through the motherboard, while +24 volts is
supplied to extender chassis through a serial link connector and
cable. The power supply also contains circuitry that generates
three TTL-logic reset signals, alarm, and trigger signals.
Communication circuitry on the power supply assembly translates
TTL-level signals from the controller into RS-422 signals for
communication with all devices on the serial link.

Controller

Together with the memory assembly, the controller assembly forms
the heart of the Data Logger. The controller is centered around a
Z-80 microprocessor that coordinates communication with, and
control of, all parts of the Data Logger. The controller connects
to the serial link, the PIO bus, and the shared memory bus for
communication with every part of the Data Logger. A non-volatile
(battery-powered) real time clock on the controller keeps track of
date and time while the instrument is turned off.
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o} Memory

The memory assembly contains most of the ROM accessed solely by the
controller, and all the RAM shared by the Math Coprocessor option and
controller. The ROM and RAM portions of the memory are separate,
allowing the controller to access the ROM at the same time the

Math Coprocessor option accesses shared RAM. Simultaneous access of
shared RAM by both the Math Coprocessor option and the controller
assembly is prevented by a bus-arbitration circuit which places one

of the two simultaneous requesters in an idle state. RAM components
are powered by the +5V battery supply at all times to ensure that

the RAM contents are retained while the instrument is off.

The memory assembly is linked to the controller by the controller
address bus and the controller data bus. The Math Coprocessor option
communicates with the memory through the math address bus and the
math data bus.

o} Display

The Display assembly performs four functions. They are,
communicating with the controller, controlling the dots of the
vacuum Fluorescent display, controlling the buzzer, and scanning the
keyboard for keystroke entries. The Display assembly's
microprocessor communicates with the controller over the PIO bus.

o Printer

The printer is a 40-column thermal printer that is controlled by
circuitry on two circuit boards: the printer interface board and
the printer driver board. The printer interface board, which plugs
into the motherboard, contains the circuitry necessary to interface
with the controller over the PIO bus and to drive the printer
motors. The printer driver board, which connects to both the
thermal printer and the printer interface board, contains the
circuitry that drives the printheads.

0 Disk Drive (2286 only)

The 2286 provides an internal 3.5 inch microfloppy disk drive
controlled by a single interface board. The interface board
contains all the hardware needed to communicate over the 2286
internal PIO bus and control, read from, and write to the
microfloppy drive.
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DETAILED DESCRIPTION
Motherboard

The Motherboard provides interconnection between the various Data Logger
assemblies. Printed circuit board edge card connectors are mounted on
both sides of the motherboard. Each connector on the side of the
motherboard facing the front of the instrument accepts only one type of
assembly. Each assembly that is installed in the front portion of the
instrument has a dedicated position for installation. The horizontally
positioned connectors on the rear side of the motherboard accept all
serial link and scanner options. Connectors J2[A:F] provide serial link
communication signals and 24V dc power. Connectors J1[A:F] allow serial
link options (A/D Converters) to interface to other options (Scanners)
installed below them.

Transformer

Both ac and dec power, after entering the Data Logger through rear panel
terminals, passes through the Transformer Assembly. Ac power is reduced
in voltage by transformer T1, rectified through diodes CR1 and CR2, and
filtered using capacitors C1, C2, and C3 to provide an unregulated dc
voltage to the Power Supply Assembly. Dc power, which can be used as
primary or backup power for the instrument, is switched to the Power
Supply Assembly when needed. CR3 provides this switching when the ac
input power is disconnected. Circuit components Q1, CR6, CR7, R7, and R8
provide a trickle-charge current to the battery when ac input power is
connected and the instrument is turned on.

Power Supply

The Power Supply Assembly has five separate circuit blocks as
illustrated in Figure 3-2. The main functional blocks are the +5 and -12
volt supply, the +24 volt supply, the +5B backup circuit, the reset
circuitry, and the communication circuitry. Each block is described
under a separate heading.

+5 VOLT AND -12 VOLT SUPPLY

The +5 volt and -12 volt power supply is a pulse-width modulated (PWM)
regulator and converter (refer to the simplified schematic, Figure 3-3).
The supply converts the +dc voltage received from the transformer
assembly into +5 volts dec and -12 volts dc. The +5 volt portion is a
step-down, or buck regulator, while the -12 volt portion is a flyback
pre-regulator that requires additional output regulation. The PWM
section runs at a frequency of 50 kHz and is synchronized with the +24
volt supply PWM regulator. The +5 volt output remains within Y4 percent
of 5.1 volts, and is current-limited to 5 amperes.

When the signal START5 is asserted, or released to the high state, the PWM

slow-starts until the +5 volt output is within tolerance. De-asserting
START5 immediately shuts off the switching supply.
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Internally, the +5 and -12 volt supply is regulated as follows. The PWM
IC (U8) senses the +5 volt output through a resistive divider made up of
R58 and R59, and compares the voltage to a 2.5 volt reference voltage
generated by U5. The PWM IC adjusts the duty cycle of the total period
set by resistor R55 and capacitor C29 by turning transistor Q3 on and
off to keep the average output voltage at a nominal 5.1 volts. Capacitor
C29 also limits the maximum duty cycle to 95%, while C33, R54, and C27
tailor the closed-loop system frequency response for maximum bandwidth
with stability.

When Q3 is on, current ramps up through inductor L2, to increase the
voltage across C12, store energy in both components, and supply power to
the load. When Q3 is shut off by the PWM IC, current ramps down through
Schottky diode CR10 and inductor L2, as energy is drawn from L2 to
supply C12 and the load for the remainder of the 50 kHz period. This
also forward biases diode CR10, clamping the cathode at approximately
-0.4 volts. Some timing relationships and general voltage levels for
both the +5 volt and +24 volt supplies are shown in the timing diagram,
Figure 3-4.

The gate drive for MOSFET transistor Q3 is a bootstrap circuit comprised
of Q7, CR17, R51, R52, and C31. To turn Q3 off, Q7 is turned on by the

PWM, pulling the gate of Q3 near ground, and reducing the gate-to-source
voltage below its threshold value. At the same time, charge is stored in
C31. To turn Q3 on, Q7 is turned off and the charge stored in C31 is
dumped into the gate of Q3. This voltage charges up the gate-to-source
capacitance, raising the gate-to-source voltage above it's threshold level,
thereby turning Q3 on.

A current-limit circuit limits the power available from the +5 volt
supply. The voltage developed from the current flowing in the PCA trace
labeled R*A in the schematic is compared to a calibrated voltage set up
by a resistive divider, R56 and R61, and the 2.5-volt reference. When
the sensed voltage exceeds the calibrated value, comparator U9 pulls
enough charge out of C28 to limit the PWM duty cycle, thereby reducing
the output voltage and limiting the output current.

Slow start circuitry made up of R53, C28, and CR18 brings the PWM duty
cycle up slowly from zero on start-up. Current flowing into capacitor
C28 develops a rising voltage to which the PWM duty cycle control
voltage is clamped.

The -12 volt supply also receives power from L2. When transistor Q3 is
off, the 1S end of L2 is clamped at -0.4 volt, and the 5.4-volt drop
that appears across winding 1 is reflected through the turns ratio to
winding 2. This forward-biases CR19, transferring energy from L2 into
C11 and the -12 volt load. When transistor Q3 is on, CR19 is
reversed-biased, and an active voltage regulator, U4, runs off of the
charge stored in C11 to deliver the -12 volt output.
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+24 VOLT SUPPLY

The +24 volt supply converts +dc into +24 volts, working as a
pulse-width modulated step-up regulator. The supply is synchronized with
the 50 kHz frequency of the +5 volt PWM. The +2U4 volt output remains
within 4 percent of 23.7 volts, while the +dc input current is limited
to 8 to 9 amperes. Figure 3-5 is a simplified schematic of the +24 volt

supply.

The +24 volt PWM IC, U7, is synchronized with the +5 volt PWM, U8, by
sharing the oscillator (OSC) and ramp (CT) signals. The duty cycle of
MOSFET transistor Q2 is controlled by U7 through the gate drive
circuitry centered around Q4, Q5, and Q6. Turning Q2 on causes current
to ramp up through L1 and store energy in the inductor. During this
time, the load current is supplied by C9. When Q2 is shut off, current
flows through CR11 to store energy in C9 and supply the load.

A parallel feedback path determines the PWM duty cycle control voltage
so that 60 Hz output ripple can be minimized, while maintaining adequate
loop stability. The +2U4 volt output is sensed through a resistive
divider made up of R49 and R50, and is compared to a 2.5-volt reference
to determine the dc operating point. Loop stability with high dc¢ gain is
established by U10, R34, C32, and R35, the dc feedback amplifier
circuit. Any 60 Hz ac ripple that appears at the output of the supply is
fed back through the bandpass filter formed by U10, R65, R66, C6, C7,
and R23. The outputs of both of these feedback amplifiers are summed in
the non-inverting summing amplifier formed by RU41, R42, RU3, RU6, and
the amplifier internal to U7. Two additional capacitors (C25 and C20)
serve to keep the supply stable under rated conditions.

Over-voltage protection is provided by zener diode VR2, resistors R4S,
R64, and the shut-down circuit internal to U7. Over-current protection
is provided by a comparator circuit that limits the current flowing
through Q2, L2, and hence into the +24 volt supply. The protection
circuit compares the voltage drop across R¥B, a PCA trace, to the
voltage set up by R62, R57, and U3 that tracks the +2U4 volt ground. A
comparator (U9) pulls enough charge out of C21 to limit the duty cycle,
thereby limiting the input current to the +24 volt supply. During
power-up and when coming out of current limit, the slow-start circuit
formed by R45, C21, and CR16 controls the pulse width to maintain a slow
increase in duty cycle. Since the feedback loop is open at this time,
the dc feedback amplifier output is clamped by two diodes in the dec
amplifier local feedback path, CR27 and CR28.
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+5B BACKUP CIRCUIT

The memory back-up supply circuit is centered around a rechargeable
nickel-cadmium battery, BT1 as shown in the simplified schematic, Figure
3-6. When the power supplies are running, the battery is charged from
the +24 volt output through R60, while the +5B output is taken from the
+5 volt supply through Schottky diode CR22. When the power supplies
switch off, the battery smoothly couples power to the +5B output through
Schottky diode CR26. The +5B output is protected during an open battery
condition by zener diode VR5.

+24V +5V
Y CR25
& CR22
>
i R60
—P}- - +5B
CR26

Figure 3-6. +5B Backup Circuit Simplified Schematic
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RESET CIRCUITRY

The reset circuitry section of the power supply starts and stops the +5
volt, -12 volt, and +24 volt supplies, and controls three TTL-level

logic reset lines. Figure 3-7 is a simplified schematic of the reset
circuitry.
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Figure 3-7. Reset Circuitry Simplified Schematic
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One set of comparators watches the +dc voltage from the transformer
assembly. If +dc is greater than 10 volts, START5 and START24 are both
asserted to allow startup. After startup, START5 and START24 are left
asserted as long as +dc remains greater than 8.3 volts. The +dc voltage
is also examined to determine the state of the mainframe logic signal
PPOK (Primary Power Okay). Signal PPOK is asserted when +dc exceeds +10
volts, and it remains asserted as long as +dc remains above 9 volts.

The other two comparators generate the mainframe TTL-logic reset signals
DCOK (dc supplies okay) and BRST (L) (Bus Reset). As long as the +5 volt
output remains above 4.8 volts and the +2U4 volt output remains above
17.8 volts, DCOK remains asserted and BRST (L) remains de-asserted. If
either the +5 volt output or the +24 volt output fall out of tolerance,
DCOK is de-asserted, and BRST (L) is asserted.

The reset circuitry is centered around U6, U11, and several resistors,
capacitors, and diodes. Signal PPOK is generated by a comparator circuit
that drives an open-collector transistor in U11. Here, R29 and R30
divide +dc to a level that can be compared to the 2.5-volt reference,
C19 filters noise with a minimal time delay, and R27, R28, and CR15
provide necessary hysteresis. Signals START5 and START24 are developed
by a second comparator that checks +dc through the R25 and R26 divider.
Filtering is provided by C13, and hysteresis is developed by R17, R19,
and CR12.

Two comparators with their outputs ANDed together generate logic signals
DCOK and BRST(L). If either the +5 volt or +2U4 volt output falls out of
regulation, both logic lines are pulled low through open-collector
transistors in U11. Resistors R31 and R32 divide the +5 volt output, and
R18 and R33 divide the +24 volt output for comparison with the 2.5 volt
reference. Capacitor C15 provides filtering with minimal turn-off delay,
while C14 and C15 both provide turn-on delay.

COMMUNICATION CIRCUITRY

Communication circuitry on the power supply circuit board translates
TTL-level signals from the controller into RS-422 signals for serial
link communication. Other parts of the communication circuitry condition
alarm outputs and trigger inputs that are accessible through connectors
on the Data Logger rear panel. Figure 3-8 is a simplified schematic of
the communication circuitry.

Serial link Transmit Data from the mainframe, TXD, is conditioned by and
transmitted from the four drivers of U1, which are resistively coupled
in parallel by R3 through R10 to allow a non-fatal driver failure. The
two resulting bi-phase output lines, TX+ and TX-, are protected by clamp
diodes CR1, CR2, CR3, and CRY4, zener VR1, and series resistors R1 and
R2.
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Figure 3-8. Communication Circuitry Simplified Schematic
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Serial link receive data is received by U2 after the bi-phase signal
lines, RX+, and RX-, are resistively terminated by R11 and R13 and are
diode-clamped by CR5, CR6, CR7, and CR8. The receiver IC, U2, then
converts the Receive Data into one TTL-level mainframe signal, RXD.

Part of the communication circuitry conditions XTG1, the TTL-level,
external, trigger-input signal, into TG1 for the mainframe. Signal XTG1
is first filtered and biased-up by R15, R69, and C5. Operational
amplifier U2 then compares XTG1 to the threshold level set by R70 and
R71 to determine TG1. Another circuit drives the alarm output relay, K1,
from the mainframe logic signal, ALARM.
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Controller

) FUNCTIONAL DESCRIPTION

The Controller Assembly is the heart of the 2280 Series Data Logger. It
contains the instrument's main microprocessor and control logic, a
portion of the RAM and ROM memory, a battery power clock, and a watchdog
timer circuit. The Controller Assembly also contains the circuitry
required to implement the PIO Bus which is used to communicate with
logging and interface devices, and an asynchronous serial communication
IC used to communicate with measurement and control devices over the
Serial Link. All functions of the Controller Assembly are accomplished
by the nine major blocks shown in Figure 3-9. A brief description

of each block follows.

BLOCK DIAGRAM ANALYSIS

(o]

Microprocessor

A 4-MHz Z-80 microprocessor is used in the Data Logger. The program
for the processor is contained in ROMs residing on this assembly and
the Memory Assembly.

Oscillator and Control Logic

A 4-MHz clock is provided for the Z-80. Several logic components are
used to decode the addresses coming from the microprocessor and steer
enabling signals to memory and input and output devices.

Memory

One 8K-byte ROM and two 2K-byte RAMs on this assembly provide part
of the ROM and RAM used by the microprocessor. This part of the RAM
is volatile--that is, not powered by the internal battery.
Therefore, that part of RAM is only used as temporary storage for
variables required by the program the microprocessor is executing.

PIO Bus Communication

The PIO Bus is an eight bit parallel communication interface through
which the Controller Assembly communicates with all logging and
interface devices. The logging and interface devices are the
internal printer, display and keyboard, microfloppy disk assembly,
DC100 2280 cartridge tape option, and the Port A and Port B
communication options which can be either IEEE-U88 or RS-232. This
interface is implemented with a Z-80-PI0 integrated circuit. The PIO
Bus consists of eight signals used for the bidirectional exchange of
data, five to address the logging and interface devices, two that
identify the type of transaction to be performed, and five to
provide handshaking and synchronization.
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Serial Link Communication

Communication between the controller and the measurement and control
devices (High Performance A/D Converter, Digital Input/Output,
Current/Voltage Analog Output, and Counter/Totalizer Input Options)
is done over the serial link. All serial link communication is
between the controller and measurement and control devices;
measurement and control devices do not communicate directly with
each other. Serial Link transmission is asynchronous at 25 kHz.

Interrupt Generation and Acknowledgement

Several real time events occur periodically in the Data Logger that
must cause the firmware program to temporarily stop what it is
doing, take care of the real time event, and then resume what it was
doing. The processor is interrupted during PIO Bus and Serial Link
operations, and by the real time clock, watchdog timer, and the

Math Coprocessor option. Circuitry is provided to synchronize the
asynchronous events with the processor and select the interrupt of
highest priority for presentation to the processor.

Controller Status Input and Output

Operation of the Data Logger requires the ability to sense and
generate several special signals. These signals allow the processor
to sense or measure the serial output of the clock chip, the
external trigger input used to trigger scans, the status of primary
instrument power (to verify that the processor will be allowed to
execute for a guaranteed minimum time), and the position of the
front panel key switch. The circuitry in this block generates the
external master alarm output relay drive, a signal to reset the
devices on the PIO Bus, drive signals for the Test Status LED
Indicator on this assembly, and several signals used to synchronize
memory operations.

Time of Day Oscillator and Clock

The time of day clock keeps track of the current year, month, day,
hour, minute, and second. It is powered by the battery supply, so
the Data Logger can keep track of current time when the instrument
is off. The clock chip derives its timebase from a 32.768 kHz
crystal oscillator. This oscillator also functions as a frequency
divider, supplying the watchdog timer with a 2 Hz clock and
providing the microprocessor with an interrupt 32 times a second.

Watchdog Timer

The watchdog timer provides a mechanism to restart the Data Logger
should some catastrophic event occur that stops the processor's
operation. This timer interrupts the processor twice each second.
If the firmware does not acknowledge this interrupt, the Watchdog
Timer circuitry resets the entire Data Logger causing a complete
restart of the instrument.
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DETAILED CIRCUIT ANALYSIS
Microprocessor

A 4-MHz Z-80 microprocessor, U25, is the main processor of the
instrument. It receives it's clock from oscillator Y1.

The eight data lines from the processor are used to communicate with
devices on the Controller Assembly and the Memory Assembly. The data
bus is resistively terminated to the +5 volt supply using Z8 and
buffered bi-directionally by U32, then sent to the motherboard as
signals CDO through CD7 (Controller Data O through 7).

The sixteen address signals from the processor are decoded on the
Controller Assembly to enable various memory and input/output registers.
The processor address signals are also used on the Memory Assembly.

This address bus is resistively terminated to the +5 volt supply using
Z6 and Z7 and buffered by U23 and U24 before leaving the assembly as
signals CAO through CA15 (Controller Address O through 15).

Oscillator

The 4-MHz master clock of the assembly is generated by Y1. This clock
signal is also used to clock the microprocessor on the Math Coprocessor
option. It is buffered by parts of U15 before leaving the assembly as
signal CKSRC (Clock Source).

Control Logic

The Z80 microprocessor has two distinct address spaces, Memory Space and
1/0 Space. The type of memory or input/output operation to be performed
by the microprocessor is determined by signals MREQ(L), IORQ(L), M1(L),
RFSH(L), RD(L), and WR(L) (Memory Request, Input/Output Request, Machine
Cycle One, Refresh, Read, and Write respectively). The operation
corresponding to each signal is listed in Table 3-1. Timing diagrams for
each type of access are given in this section.

ROM (U26) and RAM (U27, U28) residing on the Controller Assembly and the
Memory Assembly are accessed when the microprocessor generates Memory
Space Addresses. All other parts of the mainframe are accessed via the
microprocessor's I/0 Space. Those parts are:

PIO Bus (parallel I/0 interface (U1))

Serial Link UART (Universal Asynchronous Receiver/Transmitter (Ud4))
Interrupt Mask Register (U11)

Interrupt Source Register (U8)

Controller Output Register (U33)

Controller Status Register (U9)

Non-Volatile Time of Day Clock (U39 or U41)

OO0 00000
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The same address and data busses are used for both I/0 and memory
accesses, but address decoding is different for the two cases. The
results of the two separate decoding paths are given in Figure 3-17, the
Memory Space Map, and Figure 3-18, the I/0 Space Map.

Table 3-1. Memory and I/0 Access Signals

MREQ(L) | IORQ(L) | M1(L)

RFSH(L)| RD(L)

l
l

WR(L) Cycle Type

I | |
I l I
I l I
0 [ 1 | 0 [ 1 | O [ 1 | Instruction Fetch
0 [ 1 [ 1 [ 1 [ O [ 1 | Memory Read
0 [ 1 [ 1 [ 1 [ 1 | 0 | Memory Write
0 [ 1 [ 1 | 0 [ 1 [ 1 | Memory Refresh
1 | O 1 [ | O [ 1 | I1/0 Input
1 | O |1 |1 [ 1 | 0 | I/0 Output
1 | O | O [ 1 1 1 | Interrupt Acknowledge
CLOCK _| | | l I l l__
| {mmmm e M1 Cycle---=-e-acceu-n >|
AO-A15 X X
|< Program Counter->]| |
| < Refresh Address->|
MREQ(L) \ /A / \_
RD(L) \ /
WAIT(L) 1117117777777 ATV LV VLAV NN
M1(L) /
DO-D7 -==-eee=-- (LKL D mmmmrm e mer e
->| |<- Data In
RFSH(L) \ /

Figure 3-10. Instruction Opcode Fetch Without Wait States
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MREQ(L)

RD(L)

WAIT(L)

M1(L)

DO-D7

RFSH(L)

X_
|
|

|< Refresh Address->

A /N /
\ /
\ /\ /7 \
A\ /

--------- (L LLLLLLLLLLLLLLLKLKLKLL Dmmmmmmmm e c e e e =
->| |<- Data In

\ /

Figure 3-11. Instruction Opcode Fetch With Wait States

CLOCK

A0-A15

MREQ(L)

RD(L)

WR(L)

WAIT(L)

I
| {---- Memory Read Cycle----- > | |
|

|¢---- Memory Write Cycle---->
X X X__
[{mmmmmm Memory Address------ > |
[(mmm=mm Memory Address------ >
\ / \ /
\ /
\ /
--------- R R T e m——— >em
->| [<- Data In I
|{emanana Data OQut------ >
/ \ / \

Figure 3-12. Memory Read or Write Cycles Without Wait States
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CLOCK l

A0-A15

MREQ(L)

RD(L)

DO-D7(IN)

- o - - -

WR(L)

DO-D7(0UT)

WAIT(L)

Figure 3-13. Memory Read or Write Cycles With Wait States

cLock _I— 11T I

IORQ(L)

RD(L)

DO-D7(IN)

WR(L)

DO-D7(OUT)

e

WAIT(L) /

\

Figure 3-14. Input or Output Cycles Without Wait States

3-27



3/Controller

CLOCK | . . 1
AO-AT X X_
J{mmm e Port Address----=-eceeceo__ 1T
IORQ(L) \ /
RD(L) \ /
) @ ] ) I T T T T T T T T T T T T T T T T I T R R T T ——
WR(L) \ /
DO-D7(OUT) =-~-=mmm- < >--
WAIT(L) \ / / \

Figure 3-15. Input or Output Cycles With Wait States

CLOCK _| I | [ | [ | | | | [ | I
->| <~ End of Previous Instruction
[{mmmmmmm e M1 Cycle-—-c-emcmmmeeeeeeem
INT(L) \ /
A0-A15 X X
[{mmmmmmenmne Program Counter-----—----- >

Refresh Address->|

M1(L) \ /
MREQ(L) A
IORQ(L) \ /

RD(L)

DO-DT  ~mmmm e e m— e X dommmmmm

Vector Byte In ->| | <~
WAIT(L) / \

Figure 3-16. Interrupt Request / Acknowledge Cycle
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Memory Accesses

1/0

An instruction fetch or simple read from ROM causes the Wait State
Generator to introduce one wait state (see Figures 3-9 and 3-10). This
added wait state compensates for the ROM's longer access time. A ROM access
occurs when MREQ(L) and A15 are low. Accesses to RAM on the controller are
performed without wait states. Accesses to RAM residing on the Memory
Assembly incur O or more wait states.

RAM on the Memory Assembly is accessible from two microprocessors: the
microprocessor on the Controller Assembly and the one on the math
coprocessor. Since the RAM's cannot be accessed simultaneously by two
processors, circuitry exists to arbitrate the access to this shared
memory .

Wait states in the memory access may also be introduced if an access to
shared RAM is delayed by arbitration.

Memory Arbitration involves the Controller, Memory, and Math Coprocessor
assemblies. Therefore, the logic circuitry to implement bus arbitration
is spread across the three assemblies. This logic has two basic states,
one granting memory access to the Math Coprocessor assembly and the
other granting access to the Controller. Access requests from the math
coprocessor and Controller Assemblies can be either active or inactive;
combinations of the two yield four access request states. Thus, the
entire arbitrator has eight possible combinations, corresponding to all
combinations of four access request states and two access grant states.

Components U36, U17, U20, and U19 implement the controller portion of
the memory arbitration logic. The microprocessor on the controller
executes wait states until the controller on bus (COB(H)) signal is
asserted true by the Math Coprocessor assembly. If the Math Coprocessor
assembly is not installed, a resistor in Z4 places COB(H) in the true
state and no arbitration or wait state generation due to shared memory
conflicts occurs.

Accesses

Large portions of I/0 space are unused. Consequently, not all of the
address lines are used to accomplish full decoding (a technique known as
"sparse mapping"). Since addresses in I/0 space are sparsely mapped,
more than one address can be used to access the same physical hardware.
For simplicity, the I/0 Space Map shows only one of these addresses.

For some locations in 1/0 space, the data bus is ignored during a write
cycle. For these locations, the write cycle is used to produce a strobe
signal. All the locations that produce a strobe when written are labeled
as such in the 1/0 Space Map (Figure 3-18).
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Read Write
I I I
| FFFF | FFFF |
Memory assy. RAM | I | Memory assy. RAM
[ 9000 | 9000 |
---------------------- R e B B e e L
| 8FFF | 8FFF |
Controller assy. RAM | | | Controller assy. RAM
| 8000 | 8000 |
—————————————————————— R el et B e
| TFFF | TFFF |
Memory assy. ROM | I |
| 2000 | | Not Used
---------------------- | =====-| I
| 1FFF | I
Controller assy. ROM | I |
| 0000 | 0000 |
I I [

Figure 3-17. Memory Space Map

Read Write
| I I
| | 00DO | NMI(L) Reset Strobe
[ | 00B2 | CKINT Reset Strobe
| | 00BO | TGI Reset Strobe
l | 00A3 | CKST Clock Reg.
I | 00A2 | Interrupt Mask Reg.
I | 0097 | Seg. D, Status Indicator
| | 0096 | Seg. G, Status Indicator
| | 0095 | Seg. A, Status Indicator
| | 0094 | PRIR (H)
I | 0093 | ABS (H)
| | 0092 | MACK (H)
| | 0091 | ALM (H)
| | 0090 | BRST (H)
I | 0080 | UART Xmit Buffer Reg.
Controller Status Reg. | 0070 | I
Interrupt Source Reg. | 0060 | I
National Clock Chip | 0050 | I
National Clock Chip [ 0040 | |
UART Status Flags | 0020 |
UART Receiver Reg. | 0010 | l
PIO Port B Control | 0003 | I
PIO Port B Data | 0002 | I
PIO Port A Control | 0001 | |
PIO Port A Data | 0000 |
| I

Figure 3-18. I/0 Space Map
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ADDRESS DECODING

The address decoding logic implements the Memory Space Map (Figure 3-17)
and the 1/0 Space Map (Figure 3-18). Address lines A0 to A15 and control
signals MREQ(L), IORQ(L), and M1(L) to select a unique location in memory
or I/0 space. The memory cycle is qualified by mutually exclusive

control signals RD(L) and WR(L), which determine a read or write cycle,
respectively.

Two outputs of a 3-line-to-8-1line decoder (U38) select one of two RAM's
(U27 or U28) on the controller assembly occupying the address range 8000
to 8FFF in memory space. A two-level cascade of OR gates (U34) selects
the 8k byte ROM (U26) on the controller assembly occupying the address
range 0000 to 1FFF in memory space. When a controller ROM or RAM is
selected, OMS (on-board memory strobe) goes high for the duration of the
memory cycle.

Two 3-line-to-8-line decoders control all I/0 space accesses. One (U29)
controls all I/0 write cycles, and is enabled when A7 is high, WR(L) is
low, and IORQ(L) is low. The other (U30) controls all I/0 read cycles,
and is enabled when A7 is low, M1(L) is high, and IORQ(L) is low.

Memory

PIO

Eight K-bytes of ROM are provided by U26. Gating in U3Y4 generates the
chip select for the ROM when it detects memory requests in the address
range 0000 through 1FFF.

U27 and U28 together provide four K-bytes of RAM at addresses 8000
through 8FFF. U38 detects memory requests in this address range and
generates the chip selects for the RAM's.

Bus Communication

The PIO Bus is the interface through which the controller communicates
with all logging and interface devices. The logging and interface
devices include the printer, display and keyboard, microfloppy disk
drive, DC100 2280 Cartridge Tape Option, and the Port A and Port B
communication options.
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PIO BUS COMMUNICATION AND CONTROL

The PIO Bus consists of address lines, control lines, data lines, and
interrupt lines. The address lines are IAO through IA4 (Interface
Address); the control lines are IC5 and IC6 (Interface Control), BUSY,
RDRDY (Read Ready), RDSTB(L) (Read Strobe), WRRDY (Write Ready), and
WRSTB(L) (Write Strobe); the data lines are IDO through ID7 (Interface
Data). The interrupt lines are BRMINT(L) (Port B Interrupt), ARMINT(L)
(Port A Interrupt), KBINT(L) (Keyboard Interrupt), TPINT(L) (Cartridge
Tape or Disk Interrupt) , and PTRINT(L) (Printer Interrupt). Except for the
interrupt lines, all PIO Bus signals connect directly to the Z-80-PIO
chip U1. Data lines IDO to ID7 connect to PIO Port A of the Z-80-PIO,
while IAO to IA4, IC5, IC6, and BUSY connect to Port B of the Z-80-PIO
chip. All PIO Bus signals are resistively terminated to +5 volts by Z1,
22, and Z3.

PIO BUS ADDRESSING AND MODE CONTROL
A two-out-of-five coding scheme is used to form valid PIO Bus addresses.

Using this method, all valid addresses have two address lines low and three
address lines high. The address assignments are listed in Table 3-2.

Table 3-2. PIO Bus Addresses

Address

IA4Y IA3 1IA2 IA1 1IAOQ Addressed PIO Bus Device

|
I
|
| ‘
[ Keyboard / Display Assembly
1 1 0 1 0o | Printer Assembly
I Microfloppy Disk Drive or DC 100 Cartridge
| Tape Assembly
I Port A I/0 Assembly
| Port B 1/0 Assembly
| (No PIO Bus Device Addressed)

Along with the address information is a two-bit control code indicating
the type of bus transaction in process. In order to avoid ambiguity,
this control code is changed only when no devices are addressed (address
signals IAO through IA4 are all high). Four modes are possible (see
Table 3-3). They are, Device Quiet, Device Write, Device Read, and
Device Poll.
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Device Quiet Transactions

A device quiet transaction forces a PIO Bus device to return its interrupt
request line to the inactive state. Each PIO Bus device has a dedicated
interrupt line (see Table 3-5). No data is transferred over data lines

IDO through ID7 during this transaction.

Table 3-3. PIO Bus Control Codes

IC6 IC5 | PIO Bus Transaction Mode
[

| Device Quiet
| Device Write
| Device Read
l
|

-0 -0

Device Poll

Device Write Transactions

A device write transaction transfers a byte from a PIO Bus device to the
controller. The transfer is controlled by signals WRRDY (Write Ready)
and WRSTB(L) (Write Strobe).

When WRRDY is true, the controller waits for a byte from the addressed

PIO Bus device. The PIO Bus device responds by placing a byte on data lines
IDO through ID7, then pulsing WRSTB(L) low. Pulsing WRSTB(L) low causes the
Z-80-PI0 chip to take WRRDY false. The controller then de-addresses the PIO
Bus device before reading the byte from the Z-80-PIO chip.

A device write transaction is initiated by a PIO Bus device that wishes to
send a byte to the controller. To start, the PIO Bus device asserts a
"Device Service Request" over its dedicated interrupt request line. Only
one byte is sent to the controller during each cycle, so when a

device has multiple bytes to send, it keeps the Device Service Request
asserted until it has been addressed to send the last byte.

Device Read Transactions

A device read transaction transfers one or more bytes from the
controller to an PIO Bus device. The transfer is controlled by signals
RDRDY (Read Ready) and RDSTB(L) (Read Strobe).

When RDRDY is true, the controller has a byte to send to the addressed
device. The device responds by setting RDSTB(L) low, reading the byte on
data lines IDO to ID7, and then setting RDSTB(L) high (in that
sequence). Due to the nature of the Z-80-PIO chip, a valid byte is
present on IDO to ID7 only when RDSTB(L) is low.

Immediately after reading the byte, the device determines if it is able

to accept any more bytes from the controller. If it cannot, it sets BUSY
high; if it can, it sets BUSY low.
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Pulsing RDSTB(L) low causes the Z-80-PIO chip to take RDRDY false. If

the controller has another byte to send to the device and the BUSY line
is false, then it writes a new byte to the Z-80-PIO chip, causing RDRDY
to become true again. Otherwise, the controller de-addresses the device.

Device Poll Transactions

The controller determines if a device is free to accept bytes by
doing a device poll transaction. If the BUSY line is true during a
device poll transaction, then the addressed device is "busy" and
cannot accept bytes; conversely, if the BUSY line is false, then it
is not busy and the controller may do a device read transaction.

Device quiet and device write transactions are allowed regardless of an
device's busy condition.

Serial Link Communication

The 2280 Series measurement and control option assemblies communicate
with the controller over the serial link. Transmissions from the
controller go out serially on the TXD (Transmit Data) signal line via
the Power Supply Assembly to all devices; transmissions from each device
are received by the controller on the RXD (Receive Data) signal line.
These signals leave/enter the assembly via connector P6 as TTL levels.
They are converted to (from) RS-422 signals on the Power Supply
Assembly.

All measurement and control devices receive all transmissions from the
controller, but since these devices share the same communication line
back to the controller, only one of these devices can transmit at a
time. A measurement and control device is granted permission to
transmit by interpreting messages sent to or from the controller.

A standard UART (Universal Asynchronous Receiver/Transmitter), U4, acts as
the interface between the serial link and the microprocessor bus.

The UART is configured to operate full-duplex with odd parity, 8 data bits,
and 1 stop bit at a 25K-baud rate. Two buffer registers within the UART,
the TBR (Transmitter Buffer Register) and the RBR (Receiver Buffer
Register), hold the next byte to be transmitted on the TXD line and the
last byte received on the RXD line, respectively. Two shift registers, TR
(Transmitter Register) and RR (Receiver Register), hold the bytes currently
being transmitted and received, if any. The clock inputs TRC (Transmitter
Register Clock) and RRC (Receiver Register Clock) for these shift registers
determine the transmit and receive baud rates, and are divided by 16 by
prescalers in the UART. Both clock inputs are driven by the signal SLCLK
(Serial Link Clock), which is the output of the 4-MHz oscillator, Y1,
divided by 10 using U16.

If the Transmitter Buffer Register is full and the Transmitter Register is
empty, the byte contained in the TBR is automatically transferred to the TR
and begins transmission. When this happens, the TBRE (Transmitter Buffer
Register Empty) output goes high.
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After a byte has been received, it is transferred from the Receiver
Register to the Receiver Buffer Register, and the DR (Data Received)
output goes high. When the microprocessor reads the received byte,
inputs DRR(L) (Data Received Reset) and RRD (Receiver Register Disable)
are pulsed low. DRR (L) resets the DR output, and RRD drives the
received byte onto the microprocessor data bus. If the previously
received byte (if any) has not been read by the microprocessor when a
new byte is transferred from the Receiver Register to the Receiver
Buffer Register, the OE (Overrun Error) output goes high. Also, if an
invalid parity bit or stop bit was detected, the PE (Parity Error)
output or FE (Framing Error) output goes high, respectively.

Four UART outputs comprise the UART Status Flags Register in I/0 Space:

OE, FE, PE, and TRE (Transmitter Register Empty). These are available to
the processor for reading when four buffers of U3 are enabled by the SFS(L)
(Status Flag Select) signal.

Two outputs are used as interrupt signals; TBRE is used as the TXINT
(Transmitter Interrupt) signal and DR is used as the RXINT (Receiver
Interrupt) signal.

Interrupt Generation and Acknowledgement

The controller requests interrupts in program execution when either the
IRQ(L) input or the NMI(L) input to the Z80 microprocessor is low. There
are three possible ways that the Z80 can respond to IRQ(L), but only one
is used in the 2280 Series. The interrupt method used requires the
source of the interrupt to place the lower half of an interrupt vector
on the data bus during an interrupt acknowledge cycle (see Table 3-1 and
Figure 3-16).

Note

A vector is a 16-bit address pointing to a location in
memory containing the address of the beginning of the
interrupt service routine.

The upper half of the vector is contained in a dedicated Z80 register.
After the interrupt acknowledge cycle, the Z80 pushes the current
program counter on the stack. If the Z80 is responding to NMI(L), then
it branches to location 0066. Otherwise (responding to IRQ(L)), the Z80
reads the interrupt service routine starting address from the 2-byte
location pointed to by the interrupt vector, and then it branches to
that address.
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The interrupt vector comes from one of two sources, the Z-80-PIO chip or
the Interrupt Vector Generator. Only one of the two can actively request
an interrupt at any given time. The vector is supplied by the active
requester. Conceptually, there are two interrupt subsystems:

1. The Z-80-PIO chip

2. The Interrupt Mask Register, Interrupt Priority Encoder, and
Interrupt Vector Generator.

The second subsystem has higher priority than the Z-80-PIO chip, so if
both subsystems have interrupts pending simultaneously, the Z-80-PIO
chip is inhibited (by the IEI, or Interrupt Enable Input, signal)

from actively requesting an interrupt.

The Interrupt Mask Register (U11) selectively disables (masks) all
interrupts except NMI(L) (non-maskable interrupt). For masking purposes,
five different interrupts are distinguished:

Z-80-PI0 Interrupts

32-Hz Clock Interrupt

Serial Link UART Transmitter Interrupt
Serial Link UART Receiver Interrupt
PIO Bus Device Interrupt

0Oo0o0OO0O0

The PIO Bus Device Interrupt is active when any of the following devices
requests an interrupt: the Math Coprocessor optional assembly, Port B
communication device, Port A communication device, display and keyboard
assembly, microfloppy disk drive assembly, DC100 2280 Cartridge Tape
optional assembly, or the printer assembly. While these are combined to
form a single maskable interrupt, it is still possible to distinguish
them by reading the Interrupt Source Register.

Except for NMI(L) and Z-80-PIO chip interrupts, interrupts not disabled
by the Interrupt Mask Register are passed on through enabling gates U12
and synchronization latch U7 to the Interrupt Priority Encoder (U6).
The Interrupt Priority Encoder has two outputs, an interrupt request
line and a priority code. If its interrupt request line is active, the
Z-80-PIO chip's interrupt request line is forced inactive by the
Interrupt Enable Input to the Z-80-PIO chip. The priority code (a binary
code representing the pending interrupt with the highest priority) is
converted to the lower byte of a vector address by the Interrupt Vector
Generator (U5) and placed on the data bus during an interrupt
acknowledge cycle.

If the Z-80-PIO chip interrupt is not masked out by the Interrupt Mask
Register and no active interrupts are pending at the Interrupt Priority
Encoder inputs, then the Interrupt Enable Input to the Z-80-PIO chip
goes true. When the Interrupt Enable Input goes true, the Z-80-PIO chip
is allowed to generate interrupt requests.
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Active interrupt requests are reset in several ways. After the Z-80-PIO
chip has supplied an interrupt vector during an interrupt acknowledge
cycle, the interrupt request is reset. While being serviced, the
Z-80-PI0 monitors the data bus, resetting its "under service" state when
it detects a Z-80 "return from interrupt" instruction. The Z-80-PIO does
not request another interrupt until the current interrupt being serviced
is acknowledged. PIO Bus Device interrupts are generated by intelligent
subsystems, and are reset in accordance with an intra-system
communication protocol. Serial link UART interrupts are generated when a
byte has been transmitted or received, and are reset when a new byte is
loaded into the transmitter or the received byte is read, respectively.
Finally, the 32-Hz clock interrupt and the non-maskable interrupt
(generated by the watch-dog timer) remain active until forcibly reset by
the CKINT Reset Strobe and the NMI(L) Reset Strobe, respectively.

Interrupt Mask Register

The Interrupt Mask Register allows the processor to selectively enable
and disable certain interrupts. Table 3-U4 shows the mapping of each
interrupt to a particular data bus line. An I/0 write cycle to the
Interrupt Mask Register with a particular data bit set to one enables
the corresponding interrupt; set to zero, it disables the interrupt. The
Interrupt Mask Register consists of a hex D-type latch (U11), four NAND
gates (U12), and an AND gate (U20).

Table 3-4. Interrupt Mask Register

Data Bus Line Corresponding Interrupt

|

|
DO | Z2-80-PI0 Chip Interrupts
D1 I PIO Bus Device Interrupts
D2 | 32 Hz Clock Interrupt
D3 | UART Transmitter Interrupt
DY | UART Receiver Interrupt

|

Interrupt Source Register

The Interrupt Source Register is a hex tri-state buffer (U8) that

allows the processor to determine which I/0 device caused an I/0 device
interrupt. An I/0 read cycle of the register drives the current status
of the dedicated I/0 device interrupt lines onto the data bus, according
to the mapping in Table 3-5.
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Interrupt Priority Encoder

A hex D-type latch (U7) and an 8-line-to-3-line priority encoder (U6)
comprise the Interrupt Priority Encoder. Interrupts that have been
masked by the Interrupt Mask Register drive the Interrupt Priority
Encoder. If any of the four is active and is enabled by the Interrupt
Mask Register, the Interrupt Priority Encoder outputs a priority code
(see Table 3-6) and drives its GS(L) output low. If GS(L) is low,
2-80-PI0 chip interrupts are disabled by the IEI (Interrupt Enable
Input) to the Z-80-PIO chip. The priority code is sent to the Interrupt
Vector Generator. The UART Receive Interrupt has the highest priority.

Table 3-5. Interrupt Source Register

Interrupt Signal | Device | Data Bus Line
l |
PTRINT(L) | Printer | DO
TPINT(L) | Disk Drive or Tape | D1
KBINT(L) | Display / Keyboard | D2
ARMINT(L) | Port A | D3
BRMINT(L) | Port B | DY
MINT(L) | Math Coprocessor | D5
| |
Table 3-6. Interrupt Priority Codes
| [ l
| Interrupt Signals | Priority Code |
| (1) | (ii) | (iii) | (div) |l A2 | A1 | A0 |
[==memee R [==mmeee e [|-mmmee | ==mmem [ ==mmee I
| o | L e e e e
[ x ( o | v | 1 I o | 1t | 0 |
I x | x | o | v [l o | 1 | 1|
[ x | X | X | 0o [l T 1 o | o |
(i) = Printer, Microfloppy disk Drive,

2280 Cartridge Tape, Display/Keyboard,

Port A, Port B, or Math Coprocessor Interrupts
32 Hz Clock Interrupt

UART Transmitter Interrupt

UART Receiver Interrupt

(ii)
(iii)
(iv)

Interrupt active and enabled
Interrupt inactive or disabled

0
1
X Don't care
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Interrupt Vector Generator

If the GS(L) output of the Interrupt Priority Encoder is low during an
interrupt acknowledge cycle, the Interrupt Vector Generator (U5) places
the lower byte of an interrupt vector on the data bus. The Interrupt
Vector Generator simply shifts the priority code up one bit position
(e.g., multiplies it by two) to ensure that the vector has an even
address, and drives data lines DO, D4, D5, D6 and D7 low.

Controller Status Input and Output
CONTROLLER OUTPUT REGISTER

The controller output register is an 8-bit, bit-addressable register
(U33) used for several single-bit outputs:

o] Test Status Indicator LED segments A, D, and G

o PRIR(L) (Priority), which forces the shared RAM arbitrator to
grant access to the controller

o ABS (Arm Bank Select), which arms the Bank Select Register on the
memory assembly

o MACK(L) (Math Acknowledge), which causes a non-maskable interrupt on
the Math Coprocessor option and is used as an acknowledgement

o ALM (Alarm), which controls an external alarm output

o BRST(L) (Bus Reset), which resets the Math Coprocessor option and all
assemblies residing on the PIO bus.

Each bit in the controller output register has a unique address. AO, A1
and A2 select which bit is to be written and the DO input provides the
data. ‘

CONTROLLER STATUS REGISTER

The controller status register is a hex tri-state buffer (U9) read by the
microprocessor to determine the status of the signals listed in Table 3-T.

The CKOUT (Clock Out) signal is the serial data output of real time clock
chip U41.

When high, TGIL (Trigger Input Latched) indicates that a positive edge
occurred on the input TGI (Trigger Input), which is an external input used
for triggering scan cycles. Signal TGIL is reset by the TGI Reset Strobe
(see Figure 3-18).

When high, PPOK(L) (Primary Power OK) indicates that primary power to the
instrument is no longer sufficient to guarantee continued operation.
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Input SW (Switch) indicates whether the front panel key switch is in the
"RUN" (SW = 1) or in the "PROGRAM" position (SW = 0).
The CCT (Clock Chip Type) signal indicates whether clock chip U39 (CCT = 1)
or clock chip U41 (CCT = 0) is installed. The state of CCT is determined by

the presence or absence of optional resistor R2.

Table 3-7. Controller Status Register

Status Signal Data Bus Line

[

|
CKOUT | DO
TGIL [ D1
PPOK(L) I D2
SW | D3
CCT | D4

|

TEST STATUS INDICATOR

The Test Status Indicator (DS1) is a 7-segment LED.display used to
indicate the status of both hardware and software during testing.
Segments A, D, and G are driven by the controller output register.
Segment B is driven by the PPOK(L) (Primary Power OK) signal, segment E
is driven by the NMI(L) (Non-maskable Interrupt) signal, and segment F
is driven by the PORST(L) (Power-on Reset) signal. Segment C is always
on. Figure 3-19 shows each segment and what it signifies, and a summary
of the function of each segment follows:

Segment A
Segment A is forced by hardware to be 1lit at power-up. If operating
properly, the microprocessor extinguish this segment soon after
power is applied. The normal operating condition of this indicator
is off.

Segment B

Segment B is illuminated when Primary Power is correct, therefore
it is normally 1lit.

Segment C
Segment C is 1it when the +5 volt de supply is operating.
Segment D

Segment D is 1lit if the Data Logger fails the RAM test at power up. It
should normally be off.

Segment E

Segment E flashes at a 2 Hz rate if the processor has failed to
service the watchdog timeout interrupt. It should normally be off.
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Segment F
Segment F is 1lit while the power on reset signal is active.
Segment G

Segment G is 1lit if the ROM checksum test performed at power up
failed. It should normally be off.

----- power-up
primary power ok (PPOK)

+5 volts

RAM check

non-maskable interrupt (NMI)
power-on reset (PORST)

ROM checksum

QTMEBoOOw>
o onononon

Figure 3-19. Controller and Memory Test LED

Time of Day Oscillator and Clock

The real-time clock keeps track of the current year, month, day, hour,
minute, and second. One of two possible types of clock chip is installed
(either U39 or U41). Both are powered by the non-volatile battery-backed
supply to keep the clock running when power is off.

Both clock chips derive their timebase from a 32.768 kHz crystal
oscillator (U31, Y2). This oscillator also functions as a frequency
divider, supplying the watchdog timer with a 2 Hz clock and providing
the 280 microprocessor with 32 interrupts each second.

Watchdog Timer

During normal operation, the 2280 Series operating software periodically
resets the watchdog timer with the NMI(L) Reset Strobe. Every half
second the watchdog timer produces a non-maskable interrupt, which
causes the software to respond with the NMI(L) Reset Strobe.

The watchdog timer takes further action if abnormal operation is
detected. This occurs if the processor fails to vector to the
non-maskable interrupt routine, or if the operating software detects a
fatal error and foregoes resetting the watchdog timer. In this case, the
watchdog timer pulls CPURST(L) low one-half second after NMI(L) becomes
active. Signal CPURST(L) remains low for one-half second, then goes high
again., This sequence resets most of the circuitry on the controller and
sends BRST(L) low (which resets the Math Coprocessor assembly and all the
assemblies on the PIO bus). The general effect is a complete restart of
the Data Logger. The D-type flip-flops of U18 clocked with the 2 Hz
output of U31 perform this function.
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Memory
FUNCTIONAL DESCRIPTION

The Memory Assembly contains most of the ROM accessed by the
microprocessor on the Controller Assembly, and all the RAM accessible

to the Controller Assembly and the Math Coprocessor option. The ROM and
RAM portions are separate, so the Controller Assembly can access the ROM
at the same time the Math Coprocessor option accesses shared RAM.
Simultaneous access of shared RAM by both the Math Coprocessor Option
and Controller Assembly is not allowed, and to prevent this, a bus
arbitration circuit forces one of the two simultaneous requesters into a
waiting state.

BLOCK DIAGRAM ANALYSIS
o ROM Bank Array

The ROM portion consists of five 24 k-byte banks, or pages, each
occupying the controller address range 2000 to TFFF. Each bank
consists of three 8 k-byte ROM chips. Only one bank at a time is
accessible to the controller.

A valid controller address in the range 2000 to TFFF during a read
cycle selects a location in the currently active ROM bank. The data
contained in that ROM location is returned over the controller data
bus.

o Bank Select Register

The active ROM bank is determined by the Bank Select Register, which
can be changed by the controller.

o ROM Address Decoder

The ROM Address Decoding receives address inputs from the controller
and the Bank Select Register and generates the chip select signals for
individual ROM chips.

o Shared RAM Array
Shared RAM consists of up to fourteen 2 k-byte RAM chips (28K-bytes)
occupying address range of 9000 to FFFF. The RAM chips are powered
from the battery supply so the information stored within them is
maintained while power is off.

o Shared RAM Address Decoder

The RAM Address Decoder receives addresses from the controller or
Math Coprocessor Assembly and generates the chip select signals for
individual RAM chips.
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(o} Shared RAM Bus Switch

An attempt to read from or write to a memory location at any address
between 9000 and FFFF constitutes a "shared RAM access request."
Requests are generated by the Math Coprocessor option and the
Controller Assembly; only one of which is granted access.
Simultaneous requests force one requester into a waiting state until
the requester that was granted access relinquishes it.

A bus arbitration circuit grants access to shared RAM to either the
Controller Assembly or the Math Coprocessor option, and resolves
simultaneous access requests. Parts of this circuit reside on the
Math Coprocessor option, Controller Assembly, and Memory Assembly. If
the Math Coprocessor option is not installed, no bus arbitration is
necessary and the remaining pieces on the Controller Assembly and
Memory Assembly permanently assign access to the Controller

Assembly.

The Controller Assembly has the option of asserting a priority line,
which forces the arbitrator to grant access to it. This can have

dire effects on any current access by the Math Coprocessor option;
consequently, it is used only in order to survive abnormal operating
conditions (for example, a non-functional Math Coprocessor option or a
partially non-functional arbitrator.)

o) Write Lockout Circuit

The write lockout circuitry inhibits writing into RAM when the internal
dc supplies are not at their proper levels.

CIRCUIT ANALYSIS
Bank Select Register

The Bank Select Register (U35) controls the activation of one of the
five 2UK-byte ROM banks accessible to the controller. When the ABS (Arm
Bank Select) signal is high, any controller write cycle changes the
contents of the Bank Select Register to the data present on the
controller data bus lines CDO to CD5. The ABS signal is driven by the
controller, and is normally low except when the controller is selecting
a different ROM bank to be the active bank.

3-43



3/Memory

ROM Bank Array

The ROM array, U2-U11 and U13-U17, is split into five banks; each bank
consists of three 8 K-byte ROM chips. Bank selection is determined by
the Bank Select register, while individual ROM selection within a bank
is determined by controller address lines CA13 to CA15. Each ROM has two
control inputs, CS(L) (Chip Select) and OE(L) (Output Enable). The ROM
data outputs are enabled when both CS(L) and OE(L) are low. The data
outputs are buffered back to the controller assembly through U18. The
CS(L) input for each ROM is driven by an output of the ROM Address
Decoder, while the OE(L) input is driven low to all ROM's when CRD(L)
(controller read), MREQ(L) (memory request), and CA15 are all low.

Provision has been made for the assembly to accept 16 K-byte ROM chips in
the same positions as the 8 K-byte chips. To accomplish this, one output
from the Bank Select Register (Q3) drives address bit position A13 on the
ROM chips. On the 8 K-byte chips this is an unused connection; on the 16
K-byte chips it is an address connection. This effectively allows the
assembly to have 10 banks with 24 K-bytes each if this becomes necessary in
the future.

ROM Address Decoder

If the controller address lies between 2000 and 7FFF, the ROM Address
Decoder (U28 pins 8, 9, 10; U44 8, 9, 10; U21; U22; and U29) selects (with
the ROM CE(L) input) a unique ROM based on the contents of the Bank Select
Register and controller address lines CA13 to CA15. The ROM selected for
each valid combination is given in Table 3-8.

Shared RAM Array

The shared RAM array consists of a maximum of fourteen 2 K-byte RAM
chips (U25, U26, U30, U31, U32, U38, U39, U4O, UL45, UL46, U4T, U50, U51,
and U52) organized in a contiguous fashion between addresses 9000 and
FFFF. The RAM is backed up by a battery which is located on the power
supply assembly. The battery preserves RAM contents when main instrument
power is turned off.

Each RAM chip is controlled by a CS(L) (Chip Select) input, an OE(L)
(Output Enable) input, a WE(L) (Write Enable) input, and address lines
SO to S10. A unique RAM in the array is selected by the CS(L) input by
the Shared RAM Address Decoder, while the OE(L) and WE(L) inputs of all
RAM's are driven in parallel.

During a read cycle of shared RAM by either the Math Coprocessor option or
the controller, the OE(L) input to all RAM's is low and the CS(L) input

to one RAM is low. The contents of the cell within that RAM determined

by address lines SO to S10 is driven onto data lines XDO to XD7.

During a write cycle, the WE(L) input to all RAM's is low and the CS(L)

input to one RAM is low. The data present on data lines XDO to XD7 is
written into the location selected by address lines SO to S10.
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Bank Select | Controller | ROM
Register Outputs | Address Lines | Selected
! |
Q2 | Q1 | QO | CA15 | CA14 | CA13 |
pin 2| pin 5| pin 7| | | |
| | | | [ |
I I | | [ [
0 | 0o | 0o | o | o | 1 u2
o | o | o | 0 | 1 0o | U7 Bank O
o | ol o | o | o | 1 u13
| | | | | |
| | | | | |
0 | 0o | 1T 1 o | o0 | 1] U3
o | o0 | 1 1 0 | 1| 0 | U8 Bank 1
0 | 0 | 1 | o | o | 1 | U1y
| | | | | l
l | | | l I
0o | 1 | 0 | o | o0 | 1 Ul
0 | 1 1 o | o | 1 | 0 | U9 Bank 2
0 | 1 o | o | o | 1 ui15
I | | | | |
[ | [ [ | |
0 | 1 11 o | o0 | 1 Us
0 | 1 1T 1 0 | 1 1 0 | U10 Bank 3
0o | 1 | 1 | 0o | 0 | 1 U16
I | | | [ [
| | | | | |
1 | 0 | 0 | o | o | 1 U6
T 17 o | o | o | 11 0 | U11 Bank 4
1 o | 0 | 0 | o | 1 u17
I | | | | I

Shared RAM Address Decoder

If the address output by the Shared RAM Bus Switch lies between 9000 and
FFFF, the Shared RAM Address Decoder (U44- pins 1, 2, 3; U42; and UL9)
selects (with the RAM CS(L) input) a unique RAM based on address lines S11
to S15. The RAM selected for each valid address line combination is given

in Table 3-9.
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When instrument power is turned off, the chip select outputs of the
decoder are isolated from the instrument by transistors Q2 to Q15 in
order to prevent current leakage from the battery-back-up supply.

In addition, the chip select outputs are pulled up through 560 ohm
resistors to the battery supply, which minimizes RAM chip power
consumption.

Table 3-9. RAM Usage

I I
Shared Address Lines | Selected | Active
I RAM | Chip Select

S15 | S14 | S13 | S12 | S11 | |

| | [ l | I
T 1 o | o | 1 | O | ‘U25 l CcS2(L)
T 1 o0 | o I 1 I 11 U26 | CS3(L)
T 1 0 | 1| 0o | o0 | U30 | CS4(L)
T 1 0 | 1t | o | 1 | U31 | CS5(L)
1 1 o | v | 1 | 0 | U32 I CS6(L)
T 1o | 1 | 1 | 1 | U38 | CST7(L)
Tt 11 1 0 | 0 | 0 | U39 | CS8(L)
T 11 1 0 |l o | 1 | ul40 | CS9(L)
T 11T 10 1 1| 0 | Ul4s5 I CS10(L)
T 1110 111 U6 | CS11(L)
T 11 11 1 0o | 0 | u47 | CS12(L)
AN Y N R R o N A Us50 | CS13(L)
S I E A Y R R R Us1 | CS14(L)
LA R A A IR H B B Us2 | CS15(L)

| [ | | [ I

Shared RAM Bus Switch

The COB (controller on bus) output of the shared RAM arbitrator (located
primarily on the Math Coprocessor option) controls the Shared RAM Bus
Switch. This switch routes either the math or controller memory signals
(address lines, data lines, write control signal, and read control
signal) to the Shared RAM Array, the Shared RAM Address Decoder, and the
Write Lockout Circuit. The data lines are switched by a pair of
tri-state octal transceivers (U27, U33). The address lines are switched
by a set of two-to-one data selectors (U36, U41, UU43, U4B). The write
signal is switched by a pair of tri-state gates (U37 pins 2, 3, 9, 8),
and the read signal is switched by another pair of tri-state gates (U37
pins 12, 11, 5, 6).

Write Lockout Circuit
When instrument power is off, the WE(L) input to all RAM chips (BWR(L))
is isolated by Q1 from the Shared RAM Bus Switch. The BWR(L) signal is

pulled up to the battery supply by a 470 ohm resistor for further
protection while power is off.
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) FUNCTIONAL DESCRIPTION

The Data Logger display board communicates with the controller over the
device bus. Its three functions include controlling the vacuum Fluorescent
display, controlling the beeper, and scanning the keyboard to detect key
entries. These three functions are accomplished by nine separate circuit
sections:

PIO Interface

Microprocessor

Keyboard Control

Beeper

Power Supply

Display I/0

Dot Select Logic

Character Select Logic

Vacuum Fluorescent Display Tube

O 000000 O0O0

Figure 3-20, the Display Assembly Block Diagram, shows how the nine
blocks of the display assembly work together. A brief description of
each block follows in the block diagram analysis.

BLOCK DIAGRAM ANALYSIS

(o)

PIO Interface

The PIO interface is a parallel interface through which all
communication with the system controller occurs. In addition to the
eight-bit bus through which all data is transferred, eleven lines are
used to control the exchange of data. Two of these provide the board
address, two define the type of transaction which is to occur, four
allow for handshaking, one is an interrupt line, one is a reset line,
and one is a busy line.

Microprocessor

The microprocessor on the display assembly is a high speed 8T49.
This enables display refresh operations to be done entirely through
software, while also handling all other communication and control.
Keyboard Control

This circuitry is used by the microprocessor to control the front
panel LED's and interrogate the keyboard to determine if any keys
have been pressed. Sets of lines are sent to the keyboard to strobe
the keys, to read back the state of the keys, and to turn on the
LED's.

Beeper

The beeper circuitry generates the audio tone that is emitted during
keyboard entries.
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o Display Power Supply

The display power develops +55 volts DC and 8.9 volts AC from the
mainframe +24 volts, with the supply drive logic running on +5 volts.
The power supply drive signals are derived from the microprocessor
generated address latch enable (ALE) signal.
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Figure 3-20. Display Assembly Block Diagram
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o Display I/0

This section of circuitry controls the flow of addresses and data to
and from the microprocessor. Included are buffers for the data bus
lines, and address latches and decoders.

(o} Dot Select

The dot select logic is used to excite the appropriate dots within
a selected character in the vacuum Fluorescent display.

o Character Select

The character select logic is used to select and drive one of
the 40 characters in the display.

o Vacuum Fluorescent Display Tube

The vacuum tube contains 40 characters made up of 5 by 7 dot
matrices, where each character is selectable. The dots of the
characters are wired in parallel.

CIRCUIT ANALYSIS

The following analyses are based on the simplified schematic diagram for
the display board, Figure 3-20.

PIO Interface

Control lines IC5, IC6, RDRDY(H), and WRRDY(H) are terminated with series
resistors in Z3, buffered by U25, and read directly by the processor
through port 1. When both address lines IAO and IA1 are driven low by the
controller board through Z4, U23 asserts ADDRESSED(L), enabling the
tri-state buffers of U24 to output processor-generated signals RDSTB(L),
WRSTB(L), and BUSY(H). Mainframe signal BRST(L), which is pulled up and
terminated by ZU4, drives U25 and U28, holding the display board logic in a
reset state until BRST(L) is released by the controller board. Data is
sent out on the PIO bus by first clocking and latching it into U30 with
CKB(L) from U5, and then enabling its tri-state outputs with U23. U30 is
enabled onto the PIO bus when ADDRESSED(L) is asserted, and port 2-5 of
U22 is low. Incoming data is read from the PIO bus through Z6 and Z7 when
U29 is enabled by READ(L).

Microprocessor

The 8749, U22, has onboard EPROM and RAM, and uses an 11 MHz crystal.
Port 1 is used for PIO bus communication, while port 2 controls the
beeper, keyboard communication, character selection, and PIO
communication. The processor is placed in reset mode when BRST is
asserted, and processor-generated signals ALE, READ, and WRITE are all
utilized to implement display board operations.
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Keyboard Control

Communication with the keyboard assembly is managed by U36, an 1/0
expander IC. Four outputs of U36 are decoded by U35 to set 1 of 16 lines
low. By monitoring the four row read lines while strobing the 16 columns,
keys on the 16 by 4 matrix keyboard that have been pushed can be
identified. The I/0 expander also controls LED driver U34, which drives
the keyboard LED's through current setting resistors R14 to R19.

Beeper

Flip-flop U26 takes a 5.72 kHz clock generated by U33 from ALE, and
divides it by two whenever port 2-6 of U22 is low. The output of U26
turns FET switch Q1 on and off, driving the electro-magnetic beeper LS1.
R2 sets the output volume, R1 limits the current through LS1, and CR4
protects Q1 from voltage spikes on turn-off.

Display Power Supply

The power supply drive signals are derived from the 733 kHz ALE. This is
divided down by U31 when it ANDs three outputs of counter U33 together to
produce a 91.7 kHz, 1/8-duty-cycle clock. The resulting output toggles
flip flop U26, and is also ANDed with the outputs of the flip flop by U31
to generate the bi-phase, non-overlapping, 7/16 duty cycle signal used to
alternately drive Q2 and Q3. If BRST is asserted, U31 keeps Q2 and Q3
off. These transistors drive each end of a center-tapped winding in T1,
whose center-tap is tied to +24 volts through fuse F1. One secondary
output of T1 is full-wave rectified by CR1, CR2 and C2 to produce +55
volts de for the display anodes and grids, while the other secondary
winding of the transformer generates 8.9 volts ac for the display
filaments. The filament supply is biased at a +10 volt dec potential by
CR3 and R3, allowing the display tube drivers to pull the anodes and grids
to 10 volts below the filament dc voltage, thereby turning the display
fully off.

Display 1/0

Since the 8749 uses a multiplexed address and data bus for external 1/0
transactions, Ul4, the address latch, holds the address. The ALE signal
of the microprocessor clocks the address into U4. The most significant
bit of address latch U4, A7, in combination with the WRITE(L) line
enables either the 1/0 address decoder U5 or the character select
latches. The Y1 to Y5 outputs of address decoder U5 clock and latch dot
information into the dot latches, while Y6 clocks data into PIO bus
lateh U30, Y7 clears all dot latches, and Y0 clears the character select
latches.
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Dot Select Circuitry

To light up a selected character, +55 volts must be applied to the anode
of each dot in the 5 by 7 pattern desired. To select the dots, five
bytes, each containing information for seven dots, are clocked out to
dot latches U8, U9, U10, U13, and U14. The outputs of these latches
control dot drivers U1, U2, U3, U6, and U7 respectively, which convert
the TTL-level inputs to O or +55 volts to drive the 35 display anodes.

Character Select Circuitry

Character selection is performed by a set of addressable latches and
high-voltage drivers which drive the grid of the one character of 40
desired. Each grid is selected by the six bit address that corresponds to
the number of the grid desired. The upper three bits are sent to U12,
which acts as a data steering decoder, sending the data bit received from
port 2-7 of the microprocessor on to latch U18, U19, U27, U32, or U37,
depending on the address. The lower three bits plus the data bit are
latched into the character select latches by U23, which looks at A7 and
WRITE. In this way, a high bit is steered from port 2-7 to one of five
latches, of which one output of 8 is chosen by the lower three address
bits, and one output is enabled. This output allows one of the 40 drivers
in U15, U16, U17, U20, or U21, to drive the desired character grid to +55
volts. The character is cleared when YO of U5 clears the character select
latches.

DISPLAY REFRESH CYCLE
The display of all 40 characters is refreshed every 10 milliseconds,
giving a 100 Hz refresh rate per character. Within one character refresh

cycle, the following events take place:

1. Dot information for the character to be refreshed is fetched from
data memory.

2. Y7 of U5 is pulsed to clear the previous dot data from the five dot
latches.

3. YO of U5 is pulsed to clear the five character select latches.

y, The address of the character to be enabled is written out, with port
2-T7 held low to prevent selecting a grid driver, and thereby prevent
"ghosting" of the display.

5. Five bytes of dot information are latched out into the dot latches
using Y1 to Y5 of U5 to clock in the data.

6. The address of the character grid to be enabled is written out, this
time with port 2-7 high, so that the character lights up.

T. The character is left on until the next character is refreshed.
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Vacuum Fluorescent Display Tube

The display consists of 40 characters, each a 5 by 7 dot matrix. Filament
wires, which run the length of the display tube carry an ac voltage that
boils off electrons. A character is selected by taking one of 40 grids to
a +55 volt level, causing electrons to accelerate through the selected
grid. These electrons then strike the individual dots or anodes which
have been set to +55 volts, causing their phosphorescent material to emit
light. Since the anodes of each character are in parallel, the characters
must be multiplexed, as described in the previous sections.

Printer
FUNCTIONAL DESCRIPTION

The Data Logger printer is 40-column thermal printer with automatic paper
takeup. Two assemblies control the printer: the Printer Interface Assembly
and the Printer Driver Assembly. The Printer Interface Assembly receives
the information to be printed from the controller assembly over the PIO
Bus. The two assemblies together control all aspects of printing,
including: enabling power to the printer motor, formatting and assembling
individual rows of dots to be printed, enabling drive current to the
thermal printhead elements, sensing operator switches to feed paper and
disable the paper takeup, and communicate out of paper conditions to the
controller assembly. These functions are accomplished by the major circuit
blocks shown in Figure 3-21, the Printer Block Diagram, and discussed in
the following paragraphs.

BLOCK DIAGRAM ANALYSIS
0o Microprocessor and ROM

The microprocessor on the Printer Interface assembly is an 8039 running
at a frequency of 6 MHz. The microprocessor's program is stored in a 2
K-byte EPROM. This EPROM also contains the dot-matrix character
generation tables.

(o} PIO Bus Interface

The PIO Bus is a parallel interface through which all communication
with the controller assembly takes place. In addition to the
eight-bit bus to transfer data, there are two lines that address the
assembly, two lines that identify the type of bus transaction, one
interrupt line, and a few handshake signals.

o Power Supply Arbitration Logic

To reduce the power consumption of the instrument, the printer is
not allowed to print while the 2280 cartridge tape option in the
2280A or the 2280B Data Logger is in operation. This logic allows
the printer and 2280 cartridge tape subsystems to coordinate usage
of the power supply.
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Printer Mechanism

A dot-matrix thermal printer mechanism is used in the Data Logger. A
dot is printed on the thermal sensitive paper when a resistive

element in contact with the paper heats up. The printer has 40 such
thermal elements, each responsible for printing all the dots for one
character, one dot at a time. The thermal printing elements are mounted
on a mobile print head which is moved back and forth over the paper by
an eccentric cam attached to the printer motor shaft.
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o Printer Control Logic

This logic provides the timing and synchronization required to receive
printhead location information from the printer mechanism and in turn
generate the signals to enable and time the current drive to the
thermal print elements.

o Printer Motor Control

The printer motor speed is important to achieve good print quality.
An adjustable voltage regulation circuit allows the assembly to
accommodate the mechanical variations in printer mechanisms. This
circuitry also allows the microprocessor to turn the motor off and
on. -

o Take-up Motor

A simple motor driven take-up spool is provided to store printed paper
for later reading. This take-up motor can be disabled by a front panel
sWwitch thereby allowing the user to pull out and review printouts.
When the take-up motor is enabled, the paper will automatically be
stored on the take-up spool.

0 User Interface Switches

A single multi-position front panel switch allows the operator to
enable and disable the paper take-up and advance the paper.

A switch mounted on the Printer Interface assembly (behind the front
panel of the Data Logger) causes a test pattern to be printed. This is
used when making intensity or timing adjustments.

o Out Of Paper Detect
A switch mounted in the path of the paper allows the microprocessor to

detect out of paper conditions and report them to the controller
assembly and in turn inform the operator.

DETAILED CIRCUIT ANALYSIS

Microprocessor and ROM
The 8039 microprocessor (U6) executes instructions and reads character
generation data from EPROM (U8). The lower eight bits of the address to
the EPROM is captured in an octal latch (U7) by signal ALE (Address Latch

Enable) and the EPROM data is read when the processor generates PSEN
(Program Store Enable).
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The microprocessor contains two 8-bit input/output ports, referred to
in this circuit analysis as p1 and p2. The lower 3 bits of p2 (p2 bits
0, 1 and 2) provide the most significant address lines to EPROM (U8).
The remainder of the lines have dedicated purposes, either as status
lines read by the processor, or control signals output from it. There
are also two input lines, TO and T1, and an output line PROG, that have
dedicated purposes.

There is also an 8-bit addressable latch (U9) containing more control
signals. The value of a bit is changed with a pulse on WR(L). As the
pulse occurs, data bits DB1 to DB3 select which bit to change, and DBO
gives its new value.

Table 3-10 summarizes the control and status lines and what they do.

Capitalized names appear on the schematic; those in lower case are
provided for clarity. '

Table 3-10. Printer Control and Status Lines

U9,Q7| Unused
l

| LINE | 1IN/OUT | NAME | WHERE DESCRIBED |
| ==~~~ e e e e EE S e PR PP e |
| P1-0 | IN | IC5 | Device Bus Interface |
| P1-1 | In | IC6 | Device Bus Interface |
| P1-2 | In | RDRDY | Device Bus Interface |
| P1-3 | In | Addressed | Device Bus Interface |
| P1=4 | Out | PTRINT (L) | Device Bus Interface |
| P1-5 | In | SW1 (L) | User Interface Switches |
| P1-6 | In | SW2 (L) | User Interface Switches |
| P1=-7 | In | ON/OFF | User Interface Switches |
| I l I : |
| P2-0 | Out | A8 | User Interface Switches |
| P2-1 | Out | A9 | User Interface Switches |
| pP2-2 | Out | A10 | User Interface Switches |
| P2-3 | Unused | I [
| P2-4 | In | CTON | Communication With Cartridge Bd. |
| P2-5 | Out | Motor On | Printer Motor Control |
| P2-6 | In | Latch | Printer Operation |
| P2-7 | In | EOP (L) | End of Paper Detect |
[ [ [ | |
| TO | In | Test Switech | Self Test |
[ T1 | In | sp1/sp2 | Printer Operation |
| INT | In | Doe Held Off | Printer Operation |
| PROG | Out | DCLK (L) | Printer Operation |
| I | | |
| U9,Q0| Out | DSTB | Printer Operation |
| U9,Q1]  Out | Start Doe | Printer Operation |
| U9,Q2] Out | Out of Doe | Printer Operation |
| U9.Q3] Out | TMON | Take Up Motor |
| U9,Q4| Out | PRON | Communication With Cartridge Bd. |
| U9,Q5] Out | RDSTB (L) | Device Bus Interface |
| U9,Q6| Out | BUSY | Device Bus Interface |
| I l I
[ l | |
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PIO Bus Interface

Unlike all other logging and interface assemblies that communicate with
the Controller Assembly using the PIO Bus, the printer only receives
information from the controller; it cannot send information to the
controller. The control lines IC5, IC6 (Interface Control), and RDRDY
(Read Ready) are read through buffers by the microprocessor at pl1 bits
0, and 2. When address lines IAO and IA2 (Interface Address) are
simultaneously driven low by the controller, p1-3 goes to a logic zero,
enabling the tri-state buffers (U5, pins 11 and 13) for BUSY and
RDSTB(L) (Read Strobe) onto the PIO Bus. Signals BUSY and RDSTB(L) are
set by U9,Q6 and U9,Q5. Signal PTRINT(L) (Printer Interrupt), driven by
p1 bit 4, is asserted whenever BUSY is changed from a logic one to a
logic zero, or when the printer runs out of paper (see heading Out of
Paper Detect).

Data is accepted from the PIO Bus when the processor asserts RD(L) (Read),
enabling data from the PIO Bus onto the internal data bus (drivers U5 and
u12).

Power Supply Arbitration Logic

To reduce maximum power consumption, the printer does not print while the
cartridge drive is in operation. The PRON (Printer On) and CTON (Cartridge
On) signals are used by the two devices to make this possible. PRON is
generated by the printer interface board (U9,Q4) and CTON is generated by
the cartridge interface board (read at p2 bit 4).

If the printer is ready to print a line, it waits for CTON to be
retracted before proceeding. Once CTON is low, the printer asserts PRON
high and checks CTON again, just in case the cartridge asserted it while
the printer was asserting PRON. If CTON is now asserted, the printer
retracts PRON and waits again; otherwise, the printer prints the line.

When it is ready to run the tape drive motor, the cartridge asserts CTON
and waits for PRON to go low. This handshake scheme gives the cartridge
priority over the printer.

Printer Mechanism
The printer used by the Data Logger is a dot-matrix thermal printer.

Signals SLR, SP1, and SP2 are generated by the printer to inform the
control logic of the printhead location. The microprocessor uses these
signals to synchronize current to the resistive thermal elements with
the print head position. Signal SLR occurs when the print head is at its
rightmost position. Signals SP1 and SP2 then take turns indicating when
it is time to print another dot. There are seven dot positions per row.
Signal SP2 occurs first on a right-to-left sweep of the print head; SP1
occurs first in the other direction.
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For timing relationship of signals SLR, SP1, and SP2 see Figure 3-22.
Pulses of signal SLR occur approximately 55 milliseconds apart.
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Figure 3-22. Printer Pulse Timing Relationships

The print head position signals are first debounced by flip-flops (U10)
clocked by the ALE signal from the processor (400 kHz), then read by the
processor. The debounced SLR is read at p2 pin 6. Signals SP1 and SP2
toggle a J-K flip-flop, read at T1 which goes high when SP1 occurs, and
low when SP2 occurs. The flip-flop maintains its previous state when
either signal is retracted. Figure 3-23 shows the order for dot printing.
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Figure 3-23. Sequence for Dot Printing
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Printer Control Logic

All information required for forming characters and symbols is stored in
the EPROM, as is the control program for the 8039 microprocessor. Dot data
for the next 40 dots to be printed (one for each element) is clocked
serially to the dot registers on the driver board by pulses on DCLK (Data
Clock) which is derived from the PROG line from the processor. The next dot
to be clocked is presented on p2 bit 0. The D flip-flop (U4) on the
interface board adds an additional serial stage to the data train to the
driver board. In this manner, 41 pulses are required to load the 40 dots
into the registers.

After the data has been clocked out in this fashion, a pulse on DSTB (Data
Strobe) (U9, Q0) moves the data from the serial portion of the dot
registers (U2, U3, U5, U6, and U7 on the Printer Driver Assembly) to their
outputs. A positive pulse on DOE (Data Output Enable) takes the registers
out of tri-state, causing a row of dots to be printed. Each dot register is
coupled to a thermal element through a Darlington-transistor driver (U1,
u4, U8, U9, U10, and U111 on the Printer Driver Board) that provides the
current necessary to turn on the element. A logic one causes a dot to be
printed. Each thermal element has a series resistor to reduce the effect of
thermal element resistance on the darkness of the dots in one character
position.

A pulse of DOE is initiated by a pulse on U9 and Q1. If R16 is placed at
R16A, DOE is held off for the pulse width of a one-shot (U11, pins 1 to 6),
that is controlled by potentiometer R13. Placing R16 in the other

position, R16B, disables this hold-off entirely by removing this

one-shot from the circuit. This hold-off allows adjustment of the
alignment of consecutive rows of dots. The adjustment of R13 is required
because of variations in the cam-and-spring arrangement that moves the
print head back and forth.

After the one-shot has timed out (or immediately if R16 is placed at
R16B) a second one-shot (U11, pins 10 to 15) fires, asserting DOE. The
darkness of the printing is determined by the length of DOE, which can
be varied by potentiometer R5 on the driver board. The processor limits
the pulse width to a maximum of 2.4 milliseconds by forcing the DOE
one-shot to the reset state (U9, Q2). The INT (Interrupt) input to the
microprocessor indicates that DOE has started by changing to a logic 0
state, enabling the processor to accurately gauge the length of DOE. A
DOE pulse width of greater than 2.4 milliseconds exceeds a safe
operation specification for the thermal elements.

Printer Motor Control

The printer motor is controlled by the voltage regulation network
consisting of Q1 to 3, R3 to 5, R10 to 12, CR1 and CR2, and C11. A logic
one at p2 bit 5 turns the motor on, and a logic O turns it off. When p2
bit 5 is turned off, Q1 acts as a brake by drawing current from the motor
at PM+ (J15,18). Potentiometer R11 adjusts the motor voltage, and thus the
speed of printing. The motor voltage has an adjustment range 12 to 19.5
volts.
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The motor speed has an effect on the alignment of printing because of
the dynamic response of the print head moving assembly. That is why the
ad justment procedure in Section U4 specifies that R11 be set for the
proper value before R13 is adjusted.

Take-up Motor

The printer take-up motor is controlled by TMON (U9,Q3) (Take-up Motor
On). A logic one turns the motor on by turning on a Darlington
transistor (U11, pin 6,11) on the driver board.

User Interface Switches

Two user-interface switches are mounted on the printer assembly. One is
mounted on the printer front panel; the other is mounted on the printer
driver board.

The front panel switch has three positions labeled TAKE-UP OFF, TAKE-UP
ON, and PAPER ADVANCE. When the switch is in the first position, the
take-up motor is turned off. In the other two positions, the take-up
motor is turned on. The paper-advance position is a momentary-contact
position that causes the paper to advance smoothly in increments equal
to the height of a printed line. The position of the switch is indicated
on the schematic by the lines SW1 and SW2 (J15, 16, and 10).

The switch mounted on the printer driver board is the printer on/off
switch. When the switch is in the off position, only the paper-advance
function works. While the printer is off, anything that would ordinarily
be printed is discarded. The position of this switch is indicated on the
schematic as ON/OFF (J15,19).

The printer self-test switch S1 is monitored by processor signal TO.
When the printer self-test switch is pushed in, the printer enters the
self-test mode. In the self-test mode, the printer prints a test pattern
consisting of full rows of the capital letter "I". Pushing the switch
again causes the printer to exit the self-test mode and stop printing
the test pattern. The printer user-interface switches retain their usual
function while the printer is in the self-test mode.

Out Of Paper Detect

A microswitch mounted on the driver board detects the presence of paper
feeding the printer. Signal EOP(L) (End of Paper) reflects the status of
this switch, assuming a value of logic O when the printer is out of

paper. If this switch is in the "up" position, the printer signals the
controller of the condition by driving the PTRINT (Printer Interrupt) line
low and the BUSY line high. The controller acknowledges the lack of paper
by addressing the printer to write to the controller. When this is done,
the PTRINT line is retracted. All subsequent lines to be printed are
discarded and all printer activity ceases until a new roll of paper has
been loaded.
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Microfloppy Disk Drive
,) FUNCTIONAL DESCRIPTION

The 2286 contains a microfloppy disk drive that uses double-sided, 3.5-
inch high or low-density microfloppy disks. Files on the microfloppy
disk can be created, deleted, read, and listed using the 2286. The 2286
also formats microfloppy disks to 1.44M and 720K MS-DOS formats.

The microfloppy drive is controlled by a single interface board called
the Microfloppy Interface. The 2286 Controller assembly sends commands
to the Microfloppy Interface via the internal PIO Bus. The Microfloppy
Interface then executes the commands, controlling the drive spindle
motor, positioning the drive read/write heads, transferring data to and
from the disk, sending and receiving data over the PIO Bus, and replying
to the 2286 Controller assembly on the success or failure of the
operation.

The Microfloppy Interface is made up of the major circuit blocks shown
in Figure 3-21 and described below.

BLOCK DIAGRAM ANALYSIS
o Clock

Two clocks are derived: one for the microprocessor and one for the
microfloppy disk controller.

o] Microprocessor and ROM

The Microfloppy Interface board is controlled by an 8-Mhz 280
microprocessor. The 2Z80's program is stored in a 32K byte EPROM
residing in the lower half of the Z80's 64K byte memory address range.

o RAM and Memory Banks

A 32K byte static RAM occupies the upper half of the Z80's memory
address range. A minimum of 32K bytes of RAM is installed on the board,
however, provisions are made to expand the on-board RAM to 512K bytes.
This is accomplished using 16 selectable banks of 32K bytes of RAM.

o Address Decoder
Memory and I/0 address decoding is performed by a single programmable
logic array. This chip decodes input signals to produce enable and

clock signals for ROM, RAM, microfloppy disk controller, PIO interface,
status signals, and on-board latches.
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Figure 3-24. Microfloppy Interface Block Diagram
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o PIO Bus Interface

The PIO interface is a parallel interface through which all
communication with the 2286 system controller occurs. In addition to an
eight-bit data bus, 11 signals are used to control the exchange of
data. Two of these provide the board address, two define the type of
transaction thatis to occur, four allow for handshaking, one is an
interrupt, one is a reset, and one is a busy signal.

o Status Signals

Three additional signals are read by the Microfloppy Interface board.
Two of these are disk drive interface signals and one is used in the
factory.

o} Microfloppy Disk Controller

The WD37C65B microfloppy disk controller is a single CMOS LSI chip that
provides most of the interface between the Z80 microprocessor and the
disk drive. Contained within this chip are the disk drive receivers and
buffers, clock and data rate selection circuits, the write
precompensation circuit, and the data separator.

o] Microfloppy Disk Drive

The double-sided microfloppy disk drive uses industry standard 3.5 inch
disks and is powered by a single +5 Volt supply. The drive is capable of
data transfers of either 500K bytes-per-second or 250K bytes-per-second
allowing for both high and low density disk formats. Two internal index
hole switches detect the position of the write protect tab and high
density media. ‘

o Self-Test Status LED

An LED on the Microfloppy Interface board is illuminated while
self-tests are being performed and when a self-test fails.

CIRCUIT ANALYSIS

Clock
A TTL oscillator, Y1, provides a 32 Mhz clock to U10, a dual D
flip/flop. U10 is configured to divide the input clock and provide 16

Mhz to the microfloppy disk controller, U11, and 8Mhz to the
microprocessor, U9.
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Microprocessor and ROM

RAM

The microprocessor, U9, is a CMOS Z80 8-bit processor capable of
addressing 64K bytes directly with its 16-bit address bus. During
memory operations the microprocessor asserts its memory request MREQ(L)
line low while its IORQ(L) line is high. I/0 operations are just
opposite with the I/0 request IORQ(L) line asserted low and the MREQ(L)
line high.

On the Microfloppy Interface, the microprocessor, U9, receives its
instructions from U8, a 32K x 8 EPROM. U8 is selected by ROMEN(L) on
pin 20 when the microprocessor line A15 is low, MREQ(L) is low, and
IORQ(L) is high. After the RESET(L) line on pin 26 of the
microprocessor goes high at power-up, the first instruction is fetched
from address O.

The microprocessor, U9, is interrupted by the microfloppy disk
controller, U11, during disk operations. A maskable interrupt occurs
when pin 16 of the microprocessor is pulled low. One of U2's NOR gates
is configured to invert the interrupt signal from U11 since U11's
interrupt signal is the opposite sense of the microprocessor's.

M1 is a Z80 output used to indicate either an opcode fetch or interrupt
acknowledge cycle. Its use on the Microfloppy Interface is to provide a
quick verification of the operation of the microprocessor by testing for
activity at test point TPT.

and Memory Banks

The 32K x 8 CMOS static RAM, U7, provides all read/write memory for the
Microfloppy Interface. U7 is selected by RAMEN(L) on pin 22 of the
32-pin socket when line A15 of microprocessor U9 is high, MREQ(L) is
low, and IORQ(L) is high. The RAM location being accessed is decoded by
U7 using address bits A0 through A14. Data is read from U7 when it is
selected and the microprocessor asserts its RD(L) line. Data is written
to U7 when it is selected and the microprocessor asserts its WR(L) line.

The 32-pin socket for U8, jumper W1, and U5 latch outputs Q4 through Q7
are installed for future expansion. Together they will allow for up to
512K bytes of expanded RAM within the Z80 64K byte address range by
selecting 16 RAM banks of 32K bytes each. Each bank is selected by
setting the U4-bit bank select address on memory map latches of U5: MMO,
MM1, MM2, and MM3. At power-up, the RESET(L) signal on pin 15 of U5 will
force RAM bank O to be initially selected. For larger RAM, W1 will be in
the 128K+ position.
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Both memory and 1/0 address decoding is performed by U6, a P16L8
programmable logic array. The microprocessor, U9, provides the

memory request line MREQ(L), I/0 request line IORQ(L), read and write

lines RD(L) and WR(L), and the address lines A15, A4, A3, and A2 to U6.

The U2 NOR'd output of IA2(L) and IA3(L) provides the ADDR(H) signal to

U6. These inputs to U6 yield the active low outputs as shown in Table 3-11.

Table 3-11. U6 Truth Table

U6 inputs RD(L) WR(L) MREQ(L) IORQ(L) A15 A4 A3 A2 ADDR(H)
U6 outputs |

LATCHWR(L) : 0 1 0 X 0 0 X X
PIOEN(L) : X 1 0 X 0 1 0 1
STSRD(L) : X 1 0 X 0" 1 1 X
FDCEN(L) } X 1 0 X 1 0 0 X
LDOR(L) : X 1 0 X 1 0 1 X
LDCR(L) : X 1 0 X 1 1 0 X
ROMEN(L) : X 0 1 0 X X X X
RAMEN(L) : X 0 1 1 X X X X

X = don't care

The address decoder, U6, output Latch Write LATCHWR(L), pin 12, clocks
the state of the microprocessor, U9, data line DO into the addressed
latch of the 8-bit addressable latch, U5. Table 3-12 describes the
addressing of the eight latches in U5.

Table 3-12. U5 Latch Outputs

1/0 ADDRESS LATCH OUTPUT OUTPUT NAME

PURPOSE

QO
Q1
Q2
Q3
Q4
Q5
Q6
Q7

~NOoONEWN -0

pin
pin
pin
pin
pin
pin
pin
pin

BUSY(L)

TPINT(
HDOUT
LED(L)
MMO
MM1
MM2
MM3

L)

Microfloppy Interface busy signal
Microfloppy Interface interrupt

Disk drive density control

On board self-test status LED control
RAM bank select control (LSB)

RAM bank select control

RAM bank select control

RAM bank select control (MSB)
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The PIO Enable address decoder output PIOEN(L), U6, pin 13, enables the
microprocessor, U9, data bus onto the PIO interface bus though the 8-bit
bi-directional buffer U4. The Microfloppy Interface performs a PIO bus
write by writing to I/0 address 8 and a PIO bus read by reading from I/0
address 9. The microprocessor address line AQ selects the directions of
the bi-directional data buffer, Ul4. Note that PIOEN(L) requires the
board to be addressed, ADDR(H) high, to be asserted.

The Status Read STSRD(L) output of the address decoder, U6, pin 14,
enables the status buffer, U1, inputs onto the data bus of the
microprocessor, U9. The microprocessor obtains these eight bits by
reading from 1/0 address OC hex. These bits and their meaning are shown
in Table 3-13.

Table 3-13. U1 Status Buffer Data Bits

STATUS DATA BIT BIT NAME BIT MEANING
DO HDIN Disk drive density select input
D1 DISK CHANGE(L) Drive disk change
D2 INSTALLED(L) Microfloppy Interface installed in chassis
D3 RDRDY(H) PIO read ready
D4 WRRDY(H) PIO write ready
D5 1C5 PI0O communication control
D6 IC6 PIO communication control
D7 ADDR(H) Microfloppy Interface addressed

The three microfloppy disk controller select signals produced by the
address decoder, U6, are Floppy Disk Controller Enable FDCEN(L) on pin
15, Load Operations Register LDOR(L) on pin 16, and Load Control
Register LDCR(L) on pin 17. The signals are selected by a microprocessor
1/0 operation at the addresses specified in Table 3-14.

Table 3-14. U11 Microfloppy Disk Controller Enable Signals

I1/0 ADDRESS MDC SELECT SIGNALS  PURPOSE

10 hex FDCEN(L) Read from MDC main status register

11 hex FDCEN(L) Read from or write to MDC data register
14 hex LDOR(L) Write to MDC operations register

18 hex LDCR(L) Write to MDC control register

MDC = microfloppy disk controller
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ROM Enable ROMEN(L) and RAM Enable RAMEN(L) chip select signals are
produced at pins 18 and 19, respectively, on the address decoder, U6,
during memory operations. The state of address line A15 of the
microprocessor, U9, determines whether ROM or RAM is selected. Table
3-15 provides the following address ranges.

Table 3-15. Memory Address

MEMORY ADDRESS SELECTED
0000 - TFFF hex ROM U8
8000 - FFFF hex RAM U7

Bus Interface

At power-up signal line BRST(L) is held low momentarily to reset the PIO
bus devices. This signal line, terminated with a series resistor in Z1
and buffered by U3, provides a RESET(L) signal to the 280
microprocessor, U9, and the 8-bit latch, U5. RESET(L) is input to a NOR
gate in U2, configured as an inverter, to provide a RESET(H) signal to
the microfloppy disk controller, U11.

The PIO bus interface signals IA2(L) and IA3(L) address the Microfloppy
Interface board when both signals are low. These address signals are
terminated with series resistors in Z1 and become the inputs to a NOR
gate in U2. The output of this NOR gate is the addressed signal,
ADDR(H). The ADDR(H) signal provides one input to the addressable
status buffer, U1. Microprocessor U9 reads the addressable status
buffer to enable ADDR(H) onto data line D7 to test if the board is
addressed. The ADDR(H) signal is also input to the address decoder,
U6. A NOR gate in U2, configured as an inverter with ADDR(H) as input,
produces a ADDR(L) signal to enable a buffer in U3 to allow the
Microfloppy Interface signal BUSY(H) onto the PIO bus.

The Microfloppy Interface sets its BUSY(H) signal high when it is busy
performing a function that temporarily prevents communication with the
2286 Mainframe. Microprocessor U9 writes a 1 to Q0 of the 8-bit latch,
U5, when the busy signal is active, and a 0 to indicate the busy signal
is no longer active. As mentioned earlier, when the Microfloppy
Interface is addressed, the BUSY(H) signal is enabled onto the PIO bus.
This allows the 2286 Mainframe to test the state of the BUSY(H) line
without intervention of U9.

When the board is addressed, ADDR(H) high, the signals IC5 and IC6 tell
the Microfloppy Interface what type of transaction is to take place.
IC5 and IC6 are terminated with series resistors in Z1 and become
inputs to the addressable status buffer, U1. The microprocessor, U9,
reads the addressable status buffer, placing IC5 and IC6 on data lines
D5 and D6 respectively, to determine the PIO transaction to take place.
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If the transaction is to be a PIO bus write to the 2286 Mainframe, the
Microfloppy Interface must wait for the WRRDY(H) signal to go high. The
write ready line, WRRDY(H), is terminated with a series resistor in Z1
and input to the addressable status buffer, U1. The microprocessor, U9,
reads the addressable status buffer, enabling WRRDY(H) onto the data
line D4, to determine when the 2286 Mainframe is ready to be written to.

When the 2286 Mainframe is ready to accept data from the Microfloppy
Interface, the microprocessor, U9, writes the data to the bidirectional
PIO data buffer, U4, with its address line A0 low to specify data output
to the bidirectional buffer. At the same time, the microprocessor

write signal, WR(L), is enabled onto the PIO bus via a buffer in U3, to
provide an active low write strobe, WRSTB(L), to latch the data to the
2286 Mainframe.

A PIO bus read from the 2286 Mainframe is similar to the PIO bus write
described above. The Microfloppy Interface must wait for the RDRDY(H)
signal to go high. The read ready line, RDRDY(H), is terminated with a
series resistor in Z1 and input to the addressable status buffer, U1.
The microprocessor, U9, reads the addressable status buffer, enabling
RDRDY(H) onto the data line D3, to determine when the 2286 Mainframe is
ready to be read from.

When the 2286 Mainframe is ready to send data to the Microfloppy
Interface, the microprocessor, U9, reads the data from the

bidirectional PIO data buffer, U4, with its address line AO high to
specify data input from the bidirectional buffer. At the same time,

the microprocessor read signal, RD(L), is enabled onto the PIO bus via a
buffer in U3, to provide an active low read strobe, RDSTB(L), to enable
the data onto the PIO data bus.

When the Microfloppy Interface needs to interrupt the 2286 Mainframe, it
sets its TPINT(L) signal low. The microprocessor, U9, writes a 0 to

Q1 of the 8-bit latch, U5, to assert the interrupt and a 1 to

de-assert the interrupt.

Status Signals

Three status signals unrelated to the PIO Bus interface are read through
the addressable status buffer, Ul. They are HDIN, DISK CHANGE(L), and
INSTALLED(L).

The High Density Input signal read on data line DO. This signal is
activated when a microfloppy disk drive with a media density output on
pin 2 of the drive signal connector is used. HDIN is also read to
determine if jumper W2 is installed. W2 is installed when a microfloppy
disk drive with a density select input on pin 2 of the drive signal
connector is used.
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The signal DISK CHANGE(L) is input to the addressable status buffer, U1,
and read by the microprocessor on data line D1. This signal is asserted
low by the microfloppy disk drive on pin 34 of the signal connector to
indicate that a disk has been changed or is not installed in the drive.

The status signal INSTALLED(L) is read on data line D2 by the
microprocessor, U9, from the addressable status buffer, Ul. A resistor
in Z2 pulls this signal up so that INSTALLED(L) will read high when the
Microfloppy Interface board is operating outside a 2286 chassis. This
occurs only during factory testing of the board. In a 2286, this signal
should always read low.

Microfloppy Disk Controller

The CMOS WD37C65B single chip microfloppy disk controller, U11, provides
most of the interface between the disk drive and the microprocessor, U9.
The microprocessor sends commands and data to the microfloppy disk
controller via the data bus. Four registers within U11 can be accessed
at any time to control the disk drive or to read U11 and disk drive
status: the Master Status, Data, Operations, and Control registers.

The microfloppy disk controller Master Status register is used by the
microprocessor, U9, to determine U11 command execution status. It is
read when FDCEN(L) goes low, address line AO is low, and the
microprocessor asserts its read RD(L) low. The Master status register
cannot be written to.

The microfloppy disk controller, U11, receives commands, sends status,
and transfers data through its Data register. When the Master Status
register indicates to the microprocessor, U9, that U11 is ready for a
command, the microprocessor writes a command to the Data register
enabling FDCEN(L), setting address line AO high, and asserting its write
WR(L) low. During command execution, data is written to the microfloppy
disk controller the same way. The microprocessor reads status and data
read from the disk from the Data register by enabling FDCEN(L), setting
address line AO high, and asserting its read RD(L) low.

The Operations register in the microfloppy disk controller, U11,
controls the disk select and disk spindle motor operation. The
microprocessor, U9, writes to the Operations register by setting Ul1's
input LDOR(L) low and asserting its write WR(L) low.

To control the transfer rate of data (density) between the microfloppy
disk controller, U11, and the disk the Control register is written to.
The microprocessor, U9, sets U11's input LDCR(L) low and asserts its
write WR(L) low to latch the data bus to the Control
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register. Only data lines DO and D1 are significant: a binary 00 sets
the transfer rate to 500K bits per second and a binary 10 sets the
transfer rate to 250K bits per second.

Table 3-16 provides a listing of the pins used by U11, the microfloppy
disk controller, to interface to the disk drive.

Table 3-16. U11 Microfloppy Disk Controller

PIN DIRECTION NAME DESCRIPTION

RDD pin 20 From drive Read Disk Data Raw data read from disk

HS(L) pin 25 To Drive Head Select Low = side O, high = side 1
WE(L) pin 26 To Drive Write Enable Low = data can be written
WD(L) pin 27 To Drive Write Data Data written to disk

STEP(L) pin 29 To Drive Step Pulse Causes movement of head
DIRC(L) pin 28 To Drive Direction Low = move in, high = move out
DS1(L) pin 30 To Drive Disk Select 1 Low = enable disk 1 signals
DS2(L) pin 32 To Drive Disk Select 2 Low = enable disk 2 signals
MO1(L) pin 33 To Drive Motor On 1 Low = turn disk 1 motor on
MO2(L) pin 34 To Drive Motor On 2 Low = turn disk 2 motor on

WP pin 37 From drive Write Protect Low = disk is write protected
TROO pin 38 From drive Track 00 Low = heads are at first track
IDX pin 39 From drive Index Signals index hole in disk
Disk Drive

The microfloppy disk drive installed in the 2286 interfaces to the
Microfloppy Interface through two cables. Power for the drive is
provided through one cable, and the drive control and data signals are
provided through another.

The microfloppy disk drive requires only +5V dec for power. It is
supplied through a three conductor power cable that connects from P2 on
the Microfloppy Interface board to the drive rear power connector. +5V
dc is connected through pin 1 of the cable while the power supply return
is provided through pins 2 and 3. Pin U4 of the disk drive power
connector is left unconnected.
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The control and data signals for the microfloppy disk drive are
connected from the rear of the drive to P1 on the Microfloppy Interface
board through a 34 conductor ribbon cable. These signals are described
in Table 3-17.

Table 3-17. Signal Connector Pin Assignment

PIN SIGNAL DESCRIPTION PIN SIGNAL DESCRIPTION

l I [
| | I
I 1 Return | 2 Not Connected l
| 3 Return l y Not Connected |
| 5 Return | 6 Drive Select 3 |
| 7 Return | 8 Index |
| 9 Return | 10 Drive Select 0 |
| 11 Return |12 Drive Select 1 |
| 13 Return [ 14 Drive Select 2 |
| 15 Return | 16 Motor On |
b7 Return | 18 Direction |
| 19 Return | 20 Step |
| 21 Return | 22 Write Data |
| 23 Return | 24 Write Gate |
| 25 Return | 26 Track 00 |
| 27 Return | 28 Write Protect |
| 29 Return [ 30 Read Data |
| 31 Return | 32 Head Select |
| 33 Return | 34 Disk Change |
l I

Two switches within the microfloppy disk drive sense the position of the
write protect tab and the media density. The position of the write
protect tab sets the state of the signal on pin 28 of the drive
interface. The media density detect switch selects the data transfer
rate of 500K bits per second if high density media is installed,
otherwise, the switch selects 250K bits.

The microfloppy disk drive signals on pin 2, 8, 26, 28, 30, and 34 of
the signal connector are open collector outputs. The resistor network
Z2 provides pull-ups for these signals.

Self-Test Status LED
LED, CR?1, is illuminated when the latch output Q3 on pin 7 of U5 is low.
The microprocessor, U9, writes a 0 to Q3 of U5 to turn the LED on

and a 1 to turn the LED off. Resistor R1 is connected between +5V dec
and the anode of CR%1 to limit current through CR1.
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Details Interprocessor Communication

PIO

Communication between the Data Logger mainframe assemblies flows through
two bus structures: the PIO Bus and the Serial Link Bus. These two
busses are described in the overview below. Refer to the Data Logger
Mainframe Block Diagram, Figures 3-1.

BUS

The PIO bus is one of the three buses in the Data Logger. The other two
are the serial link and shared memory buses. The PIO bus is an 8-bit
parallel bus that carries interprocessor messages between the controller
and the primary data input/output devices and interfaces of the Data
Logger. The primary I/0 devices are the keyboard/display, printer,
microfloppy disk drive, Option 2280A-214 2280 Cartridge Tape Drive, and
the remote interfaces.

Two slots for the remote interfaces (either the RS-232-C or IEEE-488)
are in the rear of the Data Logger, one of these slots can be used to
externally program and remotely operate the Data Logger. These slots are
referred to as Port A (the remote control port) and Port B (the output
only port).

The logic portion of the PIO bus is controlled by a Z80-PI1/0 interface
chip resident on the controller. The device interfaces to the bus are

similar, but not identical, to each other and involve a mix of gating,
buffered logic, and connections to the microprocessors involved. Table
3-18 lists the pin assignments of the card-edge connectors.

(NC) signifies that a line is not used globally. Some of these lines are
used on a local basis. For instance, the CTON and PRONB lines that run
between the 2280 cartridge tape and the printer use 2 of these pins.

SHLD is the shield line for the bus.
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Table 3-18. Pin Assignments for Connectors J3, J4, J5, J9, J104, and J10B

PIN NAME PIN NAME
1 +24 2 +24
3 GND3 y GND3
5 +5 6 +5
7 GND1 8 GND1
9 GND1 10 GND1
1 +5B 12 +5B
13 -12 14 -12
15 NC 16 BRST
17 NC 18 NC
19 IAO 20 IA1
21 IA2 22 IA3
23 IAY4 24 BUSY
25 IC5 26 1C6
27 SHLD 28 KBINT(L)
29 IDO 30 ID1
31 1D2 32 ID3
33 ID4 34 ID5
35 1D6 36 ID7
37 RDRDY 38 RDSTB(L)
39 WRRDY 40 WRSTB(L)
41 PTRINT(L) 42 TPINT(L)
43 ORMINT(L) 4y 1RMINT(L)

Power Supplies

Pins 1 through 14 of the connectors (J3, J4, J5, J9, J10A, and J10B) are

power supplies for devices on the bus.

Line +5 uses GND1 as a reference and provides power for all digital
logic for the devices. Lines +24 and -12 use GND 3 as a reference and
provide power for interface hardware such as RS-232-C drivers, printer
thermal elements and take-up motor and the vacuum fluorescent display.
Line +5b provides power to the nonvolatile RAM on the memory card and
is not used much, if at all, on the PIO bus.

Logic Signals

All lines on the bus that aren't power supplies are TTL level lines.
They are driven and buffered by MOS and CMOS devices. All of these lines
are pulled up to +5V through resistors on the controller board. Table
3-19 describes each of the logic signals on the PIO bus.
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Table 3-19. PIO Bus Signal Lines

SIGNAL NAME DIRECTION FUNCTION
BRST(L) To devices When low, forces all devices to their
From controller power-up state.
IAO-IAL To devices These signals specify which device is
From controller talking with the controller. A 2-of-5
negative encoding scheme is used for
choosing device addresses.
BUSY To controller A high value on this line indicates the
From devices device addressed is busy and unable to
receive any messages from the controller.
1C5,1C6 To devices These lines specify the nature of the

transaction taking place between the
controller and the addressed device as
specified below.

IC6 IC5 TRANSACTION
0 0 DEVICE QUIET
0 1 DEVICE WRITE
1 0 DEVICE READ
1 1 DEVICE POLL

‘Device quiet instructs the device not to

assert its interrupt line until instructed
otherwise. Device write and device read
specify a data transfer, the direction of
which is denoted from the device's
viewpoint. Device poll does nothing but
cause the addressed device to gate its
BUSY line onto the bus,
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Table 3-19. PIO Bus Signal Lines, cont.

SIGNAL NAME DIRECTION FUNCTION
KBINT(L) Display to Each device has its own interrupt line. A
controller TTL low voltage on a device interrupt line
indicates that the device has a message to
send to the controller. This can be
PRTINT(L) Printer to suppressed by the controller as indicated
controller in the IC5, IC6 description above.
TPINT(L) 2280 Cartridge See entry above
tape or micro-
floppy disk drive
to controller
ORMINT(L) Port A to See entry above
controller
1RMINT(L) Port B to See entry above
controller
IDO-ID7 Bidirectional The 8 bits of data go here when they are
between devices transferred between the devices and the
and controller controller.
RDRDY Controller These lines provide a handshake facility
to device for the transfer of data over the bus. See
the timing diagrams provided for a clearer
RDSTB(L) Device to idea of how this handshake works.
controller Basically, RDRDY indicates the controller
has a byte for the device to read and the
WRRDY Controller RDSTB reads it; WRRDY indicates the
to device controller can hold a byte sent by the
device and WRSTB sends it.
WRSTB(L) Device to
controller
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SERIAL LINK
Hardware

The serial link connects the 2280 Series mainframe CPU assembly with all
remote interface options, A/D Converters, digital I/0 options, and

analog I/0 options in the Data Logger system. In this theory of

operation discussion, the mainframe CPU is called the serial link
controller, and the data acquisition and control options are collectively
called devices.

The serial link translates TTL-level signals from the controller into
RS-422 signals for communication with the devices. The RS-422 signals
are sent and received over two twisted pairs of conductors. On one pair,
the controller transmits, while all devices listen. On the other pair, a
device selected by the controller can transmit characters to the
controller, but never to other devices.

Devices on the serial link may be physically located inside the Data
Logger or in an extender chassis. The serial link is routed through each
device in such a way that if power is removed from any of them,
communication through the link remains unbroken. The controller is
equipped with a real-time interrupt that has a resolution of 31 ms. The
devices have no sense of elapsed time.

General Protocol

This description deals only with the elements of the serial link
protocol that are device independent. Because of the diversity of
devices, this covers the most basic protocol.

Information is sent over the serial link bit-serially in the form of
ASCII characters at a rate of 25K-baud. Each character consists of:

1 Start Bit

8 information bits
1 odd parity bit

1 stop bit

When the controller sends a message, the addressed device replies with
(depending on the message type) either an acknowledgement or a response
message. A device never initiates an exchange.

A message is sent in one or mere groups. The group is the basic protocol
unit and consists of four characters: three information characters
followed by a check character. Some controller messages require the
device to reply with an acknowledgement. The acknowledgement is a single
character and can have one of only two values: ready (hex 3C), and not
ready (hex C3).

Although the serial 1link is protected against occasional errors in
transmission by a two-stage error recovery system, the check bits
(character parity and longitudinal parity) first detect an error. The
protocol then recovers by repeating the transmission.
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}}/General Maintenance

INTRODUCTION

This section of the 2280 Series Service Manual contains internal access
procedures for all major assemblies, and cleaning and lubrication
instructions for the Data Logger standard mainframe assemblies.

GENERAL MAINTENANCE
Line Voltage Selection

The Data Logger will operate from any of four ac line voltages at either
50 or 60 Hz. Two switches located on the Transformer Assembly must be
preset to configure the Data Logger to operate from a specific ac line
voltage. Fuse F1 must have the proper rating for the ac input voltage
selected. ‘

To gain access to the line voltage switches, follow the steps for
Transformer Assembly Access. Figure U4-1 shows the location of the line
voltage select switches. Set the switches to the positions given in
Table 4-1. Whenever the line voltage switches are checked or set, make
sure that the fuse rating is the same as that shown in Table 4-1.

Fuse Replacement

There are two fuses located just above the ac power input connector on
the extreme lower left of the Data Logger rear panel. Fuse F1 is the ac
input fuse and fuse F2 is the dc input fuse. Refer to the rear panel
decal or Table U4-1 for correct fuse ratings for each voltage range.

To check or replace the fuses, unscrew the fuse covers with a slotted

screwdriver or adjustment tool. After each fuse has been checked or
replaced, reinstall the fuse covers.

Table 4-1. Fuse Ratings and Line Voltage Select Switches

AC INPUT VOLTAGE F1 VALUE

S1 POSITION
(DOT SHOWING)

S2 POSITION
(DOT SHOWING)

90-110V ac 1.54 Slow Red Dot (up) White Dot (down)
108-132V ac - 1.5A Slow Red Dot (up) Red Dot (up)
198-242V ac .75A Slow White Dot (down) White Dot (down)
216-250V ac .75A Slow White Dot (down) Red Dot (up)

y-2
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LINE VOLTAGE
SELECT SWITCHES

Figure 4-1. Line Voltage Select Switches (2280A shown)
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General Cleaning

Before cleaning any part of the Data Logger, read the following words of
caution:

o] Do not use aromatic hydrocarbons or chlorinated solvents for
cleaning. They may damage plastic materials used in the instrument.

o] Do not handle the PCA's by the connector pins; handle them by the
edges. 0il from the skin contaminates the PCA and will degrade
measurement accuracy.

o Improper handling may also cause instantaneous or delayed
electrostatic discharge damage. The yellow "Static Awareness" sheet
inserted near the front of this manual explains some of the hazards
associated with static electricity and sensitive components.

o] Do not use a static-inducing vacuum brush to clean PCA's. Possible
electrostatic discharge can damage sensitive components.

Clean the Data Logger periodically to remove dust, grease, and other
contamination. The Data Logger case may be cleaned using a soft cloth
dampened with a mild solution of detergent and water. Dry the case after
cleaning.

PCA Cleaning

If visual inspection reveals significant contamination on printed
circuit board surfaces, dust may be blown off using low pressure
(<20psi) air. If air is not available, clean the PCA's with commercial
water-based cleaning equipment.

If commercial water-based cleaning equipment is not available, clean the
PCA's by holding them under warm, running water. Observe the following
precautions when using water-based cleaning equipment:

1. Read all precautions listed above under General Cleaning.

2. If hand washing, gently brush the board surfaces under running
water with a very clean bristle paint brush.

3. Remove all PCA shielding covers and relay piggy-back assemblies,

k. In areas with hard water, use either deionized or distilled water
for a final wash to remove ions left by the hard water wash.

5. Dry all PCA's thoroughly. Use a low-temperature drying chamber or
an infrared drying rack with a temperature range between 38 to and U6
degrees C (100 and 120 degrees F).
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6. If a drying chamber or infrared drying rack is not available,
air-dry the PCA's at room temperature for a minimum of 48 hours
before reassembling. ’

T. Use a mixture of 70% isopropyl alcohol and 30% water and a
lint-free cloth to clean edge connector contacts. Never use an
eraser to clean connector contacts; it will generate static or
abrade the gold plating on the contacts.

Fan Filter Cleaning
The fan filter should be cleaned periodically to ensure adequate
ventilation and clean air. To gain access to the fan filter, follow the
steps under the heading Fan Motor and Display Assembly Access. Then use the
following procedure to clean the fan filter:

1. Remove the center grill from the plastic fan-filter holder by
snapping it out of the surrounding plastic shell as shown in Figure

2. Remove the filter element from the plastic shell, and wash it in a
solution of mild detergent and water.

3. Dry the filter element thoroughly.

y, Replace the filter element in the plastic shell, then reinstall the
center grill section over the filter element.

5. Close and secure the front panel.

4-5
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GRILL INSERT

FILTER ELEMENT

Figure 4-2. Fan Filter Assembly
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ACCESS PROCEDURES

The following procedures provide step-by-step instructions for gaining
access to all major assemblies and various internal switches in the Data
Logger. Refer to Figure 4-3 for the location of the major assemblies on
the Data Logger chassis.

WARNING

THE DATA LOGGER CONTAINS HIGH VOLTAGES THAT CAN BE
DANGEROUS OR FATAL. ONLY QUALIFIED PERSONNEL SHOULD
ATTEMPT TO SERVICE THE EQUIPMENT. TURN OFF THE DATA
LOGGER AND REMOVE ALL POWER SOURCES BEFORE PERFORMING
ANY OF THE FOLLOWING ACCESS PROCEDURES.

Access To Options

Top

Interface, measurement and control, and connector options for the Data
Logger are accessible from the rear of the instrument. An option PCA or
connector option may be removed by loosening the two retaining screws,
one on each side, and pulling the option PCA out of the back of the data
logger. Measurement and control options and A/D Converters mount in the
horizontal slots in the rear of the Data Logger. Interface options, such
as the RS-232-C and IEEE-488 options, mount in the two vertical option
slots just to the left of the horizontal option slots (viewed from the
rear).

And Bottom Cover Removal

Some of the access procedures require removing the top or bottom covers,
or both. Use the following procedure to remove the covers:

1. Locate the single retaining screw in the rear edge of each cover,
at the center of the cover.

2. Remove the two retaining screws.

3. Remove the Y4 screws at the ends of both side handles, and remove
the two handles.

y, Remove the 10 screws from the center of both sides.

5. Slide the cover toward the rear of the case to release the front
edge of the cover. (The front edge of the cover is fitted under the
bezel at the front of the Data Logger.)

6. Flex the sides slightly outward and lift the cover clear of the
chassis, being careful not to scratch the rear bezel.

7. To reinstall the cover, reverse the preceding steps.
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MICROFLOPPY INTERFACE (2286A) MEMORY
CARTRIDGE TAPE INTERFACE (2280B) ASSEMBLY
PRINTER CONTROLLER POWER SUPPLY
INTERFACE ASSEMBLY ASSEMBLY

/////\

DISK DRIVE (2286A) FAN
CARTRIDGE TAPE DRIVE (2280B) ASSEMBLY
DISPLAY
PRINTER ASSEMBLY
PORT B PORT A

’ e — =T

5 . oo ,

§ [8|s =TV UV

=) @

[o J==0

B :

Figure 4-3. Major Assemblies on the Data Logger Chassis (2280 shown)
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Power Supply Access

Power supply circuitry is mounted on a PCA installed behind the
left-most rear panel section, as viewed from the rear. To remove the
power supply PCA, use the following procedure:

1.

2.

6.

Disconnect the line power cord from the rear panel input connector.
Remove the single screw located below and to the right of the lower
rear panel D-connector (J25), or on newer units, remove the 4
Jacksocket screws that fasten the panel to J23 and J25.

Remove the two screws (one at the top and one at the bottom) that
secure the panel to the Data Logger chassis.

Pull the panel out slightly and move it to the left, being careful
not to strain the connected wiring.

Pull the power supply PCA's out of the chassis, past the rear
panel.

Reverse the previous steps to reinstall the power supply PCA.

Front Panel Access

To reach the Printer Interface Assembly, Microfloppy Interface Assembly,
Cartridge Tape Interface Assembly (Option -214), Controller Assembly,
Memory Assembly, Math Coprocessor Assembly (Option -211), Display Board,
or Transformer Assembly, the front panel must be opened. To gain access
to any of these assemblies, use the following procedure:

1.

2.

Open the drive dust cover door.
Loosen the captive screw located below the left end of the slot.
Pull the printer unit out until the slide is fully extended.

Loosen the captive screw just below the right edge of the drive
drive unit, at the top edge of the printer opening.

Loosen the captive screw located just below the programming keys,
at the bottom of the front panel.

Pull on the drive slot end of the front panel, and swing the front
panel open.

There may be up to six PCA's mounted in slots behind the front
panel. From left to right, viewed from the front, they are: Printer
Interface Assembly, either Microfloppy Interface or Cartridge
Interface Assembly, Controller Assembly, Memory Assembly, Math
Coprocessor Assembly, and, mounted on the right side of the
chassis, the Transformer Assembly. The Cartridge Interface and the
Math Coprocessor Assemblies are options, and need not be in place
for basic instrument operation.

4-9
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Transformer Assembly Access

WARNING

TO PREVENT ELECTRIC SHOCK, REMOVE ALL LINE POWER AND
INPUT SIGNAL LINES BEFORE STARTING THIS PROCEDURE.

To gain access to the Transformer Assembly, perform the following steps:

1.

6.
7.

Remove the top and bottom covers using the procedure given
previously.

The Transformer Assembly is mounted on the right side of the
chassis, behind the front panel. Follow the preceding steps to open
the instrument front panel.

Remove the fan motor mounted on the inside of the front panel by
removing the two bottom and the top-right fan mounting screws.

Unplug all connectors attached to the front of the Transformer
Assembly.

Remove both the top and bottom screws that hold the assembly to the
chassis.

Pull the assembly out the front of the instrument.

Reverse the previous steps to reinstall the transformer assembly.

Printer Access

To remove the printer from the Data Logger chassis, use the following
procedure:

1.

Remove the top instrument cover as instructed in the cover removal
procedure.

Press the latch at the left side of the printer to release it, and
pull the printer out until the printer slide is fully extended.

Open the front access panel (refer to the front panel access
procedure), and disconnect the printer cable clamp from the top of
the chassis.

Remove the PCA retainer from the Printer Interface PCA.

Remove the microfloppy or Tape Interface Assembly (whichever is
installed) just far enough to gain access to the drive's cables.
Disconnect the drive cables.

Slide the Printer Interface PCA out far enough to disconnect the
printer cable, then disconnect the printer cable.

4-10
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Remove the Printer Interface PCA.

Push the printer cable behind the sheet-metal partition and out
through the printer opening.

From the bottom of the unit, remove the three screws that secure
the printer to the printer slide.

To reinstall the printer, reverse the previous steps.

Disk Drive Access

To remove the Microfloppy Disk Drive, use the following procedure:

1.

Remove the top instrument cover as instructed in the cover removal
procedure.

Open the front access panel as instructed in the Front Panel Access
procedure.

Remove the PCA retainer from the chassis.

Remove the Microfloppy Interface Assembly just far enough to gain
access to the disk drive cables.

Disconnect the two disk drive cables from the Interface Assembly.

Cut the cable tie securing the disk drive cable to the instrument
top chassis.

Remove the four screws securing the disk drive to the instrument top
chassis.

Remove the cables from the disk drive and the four screws securing
the drive to the bracket.

To reinstall the Disk Drive, reverse the procedure.
NOTE
Observe cable polarity. Pin 1 (red stripe) of the disk
drive cable must connect to Pin 1 of the Interface
Assembly. Pin 1 (red wire) of the disk drive power cable

must connect to Pin 1 of the two-pin connector on the
Interface Assembly.
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Fan Motor And Display Assembly Access

To remove the Fan Motor and Display Assembly, use the following
procedure:

1.

2.

Perform the front panel access procedure.

Disconnect the gray, flat cable from the Display board.

Remove the fan by removing the two bottom and the top right fan
mounting screws. (The top left screw holds the filter housing to
the fan housing, but does not hold the assembly to the front
panel).

Remove the three remaining screws that hold the Display Assembly to
the front panel.

Disconnect the two ribbon cables that connect the Display Assembly
to the keyboard.

To reinstall the Display Assembly and Fan Motor, reverse the
previous steps.

4-12
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static awareness

A Message From

John Fluke Mfg. Co., Inc.

Some semiconductors and custom IC's can be
\'/ damaged by electrostatic - discharge during
handling. This notice explains how you can
o)l minimize the chances of destroying such devices
by:
o Dl , \ 1. Knowing that there is a problem.

) 2. Learning the guidelines for handling them.
3. Using the procedures, and packaging and
bench techniques that are recommended.

The Static Sensitive (S.S.) devices are identified in the Fluke technical manual parts list with the symbol

The following practices should be followed to minimize damage to S.S. devices.

r

% 3. DISCHARGE PERSONAL STATIC BEFORE

HANDLING DEVICES. USE A HIGH RESIS-
1. MINIMIZE HANDLING TANCE GROUNDING WRIST STRAP.

% ;@?j
k

2. KEEP PARTS IN ORIGINAL CONTAINERS
UNTIL READY FOR USE. 4. HANDLE S.S. DEVICES BY THE BODY

Page 1 of 2
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5. USE STATIC SHIELDING CONTAINERS FOR
HANDLING AND TRANSPORT

6. DO NOT SLIDE S.S. DEVICES OVER
ANY SURFACE

7. AVOID PLASTIC, VINYL AND STYROFOAM®
IN WORK AREA

PORTIONS REPRINTED
WITH PERMISSION FROM TEKTRONIX, INC.
AND GENERAL DYNAMICS, POMONA DIV.

® Dow Chemical

Page 2 of 2

8. WHEN REMOVING PLUG-IN ASSEMBLIES,
HANDLE ONLY BY NON-CONDUCTIVE
EDGES AND NEVER TOUCH OPEN EDGE
CONNECTOR EXCEPT AT STATIC-FREE
WORK STATION. PLACING SHORTING
STRIPS ON EDGE CONNECTOR HELPS TO
PROTECT INSTALLED SS DEVICES.

- /

9. HANDLE S.S. DEVICES ONLY AT A
STATIC-FREE WORK STATION

10. ONLY ANTI-STATIC TYPE SOLDER-
SUCKERS SHOULD BE USED.

11. - ONLY GROUNDED TIP SOLDERING
IRONS SHOULD BE USED.

A complete line of static shielding bags and acces-
sories is available from Fluke Parts Department,
Telephone 800-526-4731 or write to:

JOHN FLUKE MFG. CO,, INC.
PARTS DEPT. M/S 86

9028 EVERGREEN WAY
EVERETT, WA 98204

J0089D-07U8604/SE EN Litho in U.S.A.
Rev. 1 MAR 86
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INTRODUCTION

Troubleshooting information is presented in this Section in the form of
system diagnostics and performance test procedures. These tests are
intended to assist in isolating a malfunction to the printed circuit
assembly level.

The system diagnostics and performance test procedures are also
recommended as an acceptance test when the instrument is first received,
and later as a preventative maintenance tool to verify proper operation
and performance accuracy.

Once the defective circuit board assembly is identified, we recommend
that that repair be accomplished using the Fluke Module Exchange
Program. Please refer to the Introduction in Section 1. However, a
qualified user can troubleshoot 2280 Series circuit boards to the
component level using the Theory of Operation section and schematiecs for
required data. Before troubleshooting, however, contact a Fluke Service
Representative.
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PERFORMANCE TESTING

The following paragraphs describe system diagnostic and performance
verification tests. These tests can be used to compare the instrument's
performance to specifications located in the appendix. The various
diagnostic tests contained in the Data Logger software, which are
selected and run through the system test menu, are summarized under the
heading System Diagnostics. By selecting the appropriate test from menu
prompted choices, a suspected fault can be investigated to isolate a
problem quickly.

Under the heading Performance Test Procedures, a series of comprehensive
verification tests, divided into specific circuit sections, are given.
The performance tests incorporate some of the system diagnostic tests,
but also require connecting test equipment and entering menu-driven
programming steps. The performance tests can be used as a complete
performance verification test for the Data Logger, or as thorough
diagnostic tests for specific circuit sections.

System Diagnostics

A system test can be initiated after power-up when the keyswitch is in
the PROGRAM position. The user can request system tests for any of seven
system elements: the Controller, Math Coprocessor, Keyboard/Display,
Microfloppy or Cartridge Tape (depending on Data Logger model), Port A,
Port B, or Serial Link. The following five steps describe how to enter
the System Test Menu, execute a desired test, and leave the System Test
Menu. The function of each of the system diagnostic tests and the
meaning of the prompts resulting from each test are described in the
Summary of System Diagnosties subsection.

NOTE

The Math Coprocessor (Option 2280A-211) was formerly
named Advanced Math Processor.

Entering And Running System Tests

1. Enter the System Test Menu from the Main Menu by pressing the "S"
key. The Data Logger acknowledges with the prompt:

<S> SYSTEM DIAGNOSTICS
2. Press the ENTER key. The prompt becomes:

S: DEVICE TO TEST <1-7>7 1
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Now, the system is ready for you to choose a test from the System
Test Menu. The seven system tests as they are shown on the Data
Logger display are:

S<1> CONTROLLER AND MEMORY

S<2> KEYBOARD AND DISPLAY

S<3> PORT A

S<4> PORT B

S<5> DC 100 CARTRIDGE TAPE DRIVE (2280A and 2280B only)
S<5> DISK DRIVE (2286A only)

S<6> ADVANCED MATH PROCESSOR (2280A and 2280B only)
S<6> MATH COPROCESSOR (2286A only)

S<T7> SERIAL LINK

3. Select the circuit section to be tested by pressing the appropriate
number followed by the ENTER key. Several test functions can be
performed on each of the seven circuit sections, with the exception
of the Serial Link section. For each device, where n is the number
of tests for that device, the prompt becomes:

TEST <1-n>?7 1

4. Select, by number, a particular test to be performed. When the
selection has been made and ENTER is pressed, the prompt TEST IN
PROGRESS is displayed. The test results are then displayed on the
front panel, indicating that either the test was successful (TEST
PASSED) or that it has failed (TEST FAILED). Some tests also
provide other helpful prompts. To step through and acknowledge
these results, press EXIT successively to view each test result
response until there are no more. Press EXIT twice to return to the
system test menu and obtain the following prompt:

S: DEVICE TO TEST <1-7>7 _

5. When all desired tests are completed, press the EXIT key. The Data
Logger will execute a power-on sequence and return to the Main
Menu.

Summary of System Diagnostics

In the following summary, the function of each test is described, and an
explanation of the prompts resulting from each test is given. This
summary can be used as a guide through the system diagnostic tests once
the steps in the preceding paragraphs have been read and understood. The
capitalized headings throughout this summary are identical to the actual
Data Logger prompt. Under each heading is a phrase that describes what
takes place when that test is invoked.

N
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Caution

The RAM test for the controller, and the full RAM

test for the Math Coprocessor will erase

the configuration program. Before starting this test,
make sure your program can be conveniently reloaded when
the test is complete.

S<1> CONTROLLER AND MEMORY
<1> ROM CHECKSUM TEST
This reads each ROM to see if the information stored in it is
still correct. If any information has changed, the following
error message is displayed:
XUnn ROM CHECKSUM TEST FAILED
(Where X = C for Controller Assembly or M for Memory assembly,
and Unn = Reference designation of the faulty part, indicated
by a one or two-digit number).
To acknowledge the error message, press EXIT. If there are
errors in multiple ROMs, the additional reference designations
can be displayed by sequentially pressing EXIT.
<2> RAM TEST (destroys the configuration program)
The RAM TEST Checks memory for proper read, write, and address
decoding by performing a sequential write and read at every
RAM location. If any RAM location fails, the following failure
message is displayed:
XUnn RAM TEST FAILED

(Where X = C for Controller Assembly or M for Memory assembly,
and Unn = Reference designation of the faulty RAM).

S<2> DISPLAY AND KEYBOARD
<1> DEVICE/CONTROLLER INTERFACE TEST

This tests the internal communication between the
Display/Keyboard Assembly and the Controller board.

<2> PAINT CHARACTERS TEST
This lights up on all dots on the display.
<3> HORIZONTAL LINES TEST

This prints three horizontal lines across the full length of the
display.
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S<3>

<4> VERTICAL LINES TEST
This prints a vertical line pattern across the display.

<5> KEYBOARD LED'S TEST
This sequentially lights all keyboard LEDs in the following
order: Scan, Plot, Remote/Local, Alarm Ack, Single Scan, and
Monitor.

<6> KEYBOARD TEST

This allows all keyboard buttons to be checked by echoing the
depressed key to the display.

PORT A
<1> DEVICE CONTROLLER INTERFACE

This tests the internal communication between the interface board
and the controller board.

If Option 2280A-341 RS-232-C Interface is installed, tests <2>
through <4> can be performed:

<2> RAM TEST
This ensures that the RS-232-C board RAM is completely functional
by performing a sequential read after write at every RAM
location.

<3> UART TEST

This verifies Universal Asynchronous Receiver-Transmitter
operation on the interface option PCA.

<l4> RS-232 CONTROL LINE TEST
This tests the control lines accessible through J22. Table 5-1

shows the proper connection.

Table 5-1. Connection For RS-232 Control Line Test

From To
Pin Number Mnemonic Pin Number Mnemonic
5 CTS I y RTS
6 DSR | 20 DTR
8 RLSD | 20 DTR
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If Option 2280A-342 IEEE-488 Interface is installed, the following
test can be performed:
<2> INTERNAL BUS TEST

This verifies operation of the IEEE-488 Interface assembly's CPU.
PORT B
(Same as Port A)
DC-100 CARTRIDGE TAPE DRIVE (2280A and 2280B only)
<1> DEVICE/CONTROLLER I/F TEST

This tests the internal communications between the Cartridge Tape
Drive board and the Controller board.

<2> ROM CHECKSUM TEST

This checks the ROM to see if the information contained in it is
still correct.

<3> RAM TEST

This ensures that the cartridge interface RAM is completely
functional by performing a sequential read after write at
every RAM location.

<4> ENCODE/DECODE TEST
This verifies the operation of the encoding and decoding
circuitry by routing the output of one into the input of the
other and checking the result.

<5> TAPE DRIVE READ/WRITE

This writes known blocks of data to the tape, reads the data
from the tape, and compares the data read to the original data.

S<5> MICROFLOPPY DISK DRIVE (2286A only)

<1> DEVICE/CONTROLLER INTERFACE TEST

This tests the internal communications between the Microfloppy
Interface board and the Controller board.

<2> ROM CHECKSUM TEST

This checks the Microfloppy Interface ROM to see if the
information contained in it is still correct.
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<3> RAM TEST

This tests the Microfloppy Interface RAM for proper read,
write, and addressing by performing a write and read at every
RAM location.

<4> DISK DRIVE READ/WRITE TEST

This writes known sectors of data to the disk and verifies the
data by reading it back from the disk. This test destroys any
data that was previously on the disk.

S<6> Math Coprocessor
<1> ITEMS FAILED AT POWER UP

This displays the errors encountered during the math board
power-up self tests. Possible errors are:

MATH BOARD INTERFACE FAILED
INCOMPATIBLE MATH BOARD SOFTWARE
MATH BOARD ROM CHECKSUM TEST FAILED
MATH BOARD RAM TEST FAILED

MATH BOARD APU TEST FAILED

MATH BOARD DOES NOT RESPOND

<2> ROM CHECKSUM TEST
This checks each ROM on the Math Board to see if the
information stored in it is still correct. If the information
has changed, the following error message is displayed:
Unn ROM CHECKSUM TEST FAILED
" (Where Unn is the reference designation of the faulty part).
<3> MATH BOARD RAM TEST
This ensures that the Math Board RAM is completely functional by
performing a sequential read after write at every RAM
location.
<4> FULL RAM TEST (destroys the configuration programming)
This checks the RAM for proper internal and external read,
Wwrite, and address decoding by performing sequential write and
reads at every RAM location. If any RAM location fails, the
following failure message is displayed:

AUnn RAM TEST FAILED

(Where A indicates the Math Coprocessor Assembly, and Unn
indicates the reference designation of the failed RAM).
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<5> SIMPLE APU (Math Coprocessor) TEST

This causes the math board CPU to run some simple mathematical
tests on the math processor.

<6> COMPLEX APU (Math Coprocessor) TEST

The Math Board CPU runs a full functional test on the math
processor.

Serial Link

The serial link performance test verifies the ability of the Data
Logger to communicate using the serial link. The serial link
connects the Data Logger controller to serial link options (that
must be installed in the mainframe to perform this test). Serial
link options for the Data Logger include:

Option 2280A-161 High Performance A/D Converter
Option 2280B-167 Counter/Totalizer

Option 2280A-168 Digital I1/0 Assembly

Option 2280B-170 Analog Output

O o0O0O0

To run the test, a one-to-four-digit number equal to the first
channel number associated with the serial link device must be
entered (see Serial Link Performance Test in the Performance Test
Procedures section following). The Data Logger then attempts to
communicate through the serial link to the option.
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PERFORMANCE TEST PROCEDURES
The following six procedures provide a comprehensive test sequence
for the Data Logger mainframe. Each procedure tests different features or
functions of the Data Logger mainframe. The six test procedures are:
o Display and Keyboard
o Functional Capability
o Serial Link
o Printer
o Microfloppy Disk Drive (2286A only)
o Interface Communication*
Note that the interface communication test is followed by an
asterisk. An asterisk indicates that the procedure is an optional test
which may be required in some cases, but not all, since the Data Logger
is often operated without using a remote interface.
The basic performance test procedures require only standard mainframe
assemblies; no other equipment is required. However, some of the
optional tests do require additional options. Data Logger options

necessary to perform all tests are listed in Table 5-2.

Table 5-2. Options Necessary for Full Performance Testing

OPTION NUMBER OPTION NAME

2280A-211 Math Coprocessor

2280A-161 High Performance A/D Converter
2280A-162 Thermocouple/DC Volts Scanner
2280A-341 RS-232-C Interface

2280A-342 IEEE-488 Interface

Display And Keyboard Performance Test

1. Disconnect the ac power line cord and all other high voltage
inputs.

5-10
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WARNING
HIGH VOLTAGE IS PRESENT INSIDE THE FRONT PANEL WHEN AC
OR DC POWER IS CONNECTED. USE EXTREME CAUTION WHILE
PERFORMING THE FOLLOWING STEPS.

Disconnect any external devices connected to the Data Logger
mainframe (i.e., IEEE-U488 or RS-232-C interfaces).

Verify line voltage selection and correct fuse ratings (checking
the line voltage selection switches requires opening the front
panel. Refer to the front panel access procedure, Figure 4-1 and
Table U4-1).
Apply either line or battery power to the Data Logger.
While depressing the ENTER key on the keyboard, turn the keyswitch
from the OFF position to the PROGRAM position. Hold the ENTER key
until you see the following results:
All dots in all display characters should light.
After 8 seconds:
The display should change to 3 horizontal lines that are
continuous across all 40 display characters. Verify that no
other dots are displayed.
After 8 more seconds:

The display should appear as follows:

I I I 1 (continuing across the
ldig 1| |dig-2| |dig 3| |dig 4| entire display)

After 8 more seconds:
The keyboard LEDs associated with the SCAN, PLOT,
REMOTE/LOCAL, ALARM ACK, SINGLE SCAN, and MONITOR keys should
light one at a time, in the order listed. Verify that all six
LEDs light.
The Data Logger should then display:
KEYBOARD TEST: PRESS <EXIT> WHEN DONE

Press the following keys and verify that the correct characters
appear on the display in the order entered:

ABCDEFGHIJKLMNOPQRSTUVWXYZ.0123456789+-%/
Press ENTER. The Data Logger should display:

KEYBOARD TEST: PRESS <EXIT> WHEN DONE

5-11
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10.

1.

12.

Press the following keys:

SCAN, SINGLE SCAN, PLOT, MONITOR, ACK, LOCAL, CLEAR, UP-ARROW,
DOWN-ARROW, RIGHT-ARROW, LEFT-ARROW, SPACE, (,), =, DELETE CHAR

Verify that the Data Logger displays:

&#;%6"\[1>< ()=[]
Press EXIT. The Data Logger should display:

MAIN MENU CHOICE <M FOR MENU>? A
Press the ENTER key. A tone should issue from the front panel.
Ensure tone is of acceptable loudness. If it is not, refer to the
calibration procedures in this section.
Press EXIT repeatedly until the Data Logger displays:

MAIN MENU CHOICE <M FOR MENU>? A

The display and keyboard performance test is complete.

Functional Capability Performance Test

The following test verifies that the Data Logger mainframe is
functional. Interface communication, the serial link, the Disk Drive,
the Cartridge Tape option, and the Math Coprocessor option are not
tested here.

1.

Turn the Data Logger keyswitch to OFF. Disconnect the ac line power
cord and all other high voltage inputs.

WARNING
HIGH VOLTAGE IS PRESENT INSIDE THE DATA LOGGER WHEN AC OR
DC POWER IS CONNECTED. DISCONNECT POWER FROM THE DATA
LOGGER BEFORE PERFORMING THE FOLLOWING STEPS.

Pull out the Printer assembly and verify that the PRINTER switch is
in the ON position (refer to Figure 5-1).

Push the printer back into the case, and reconnect the power input
(ac line cord or battery).

Turn the keyswitch to PROGRAM. After a few seconds, the Data Logger
should display:

MAIN MENU CHOICE <M FOR MENU>? A
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Repeatedly press the down-arrow key. The Data Logger should display
in sequence:

<A> PROGRAM A CHANNEL OR BLOCK

<F> PROGRAM AN ALARM LIST

<K> PROGRAM A SCAN GROUP

<P> PROGRAM PLOT PARAMETERS

<U> PROGRAM OUTPUT DEVICE PARAMETERS

<Z> PROGRAM SYSTEM PARAMETERS

<D> TRANSFER DATA

<T> PERFORM A TAPE FUNCTION (2280A, and 2280B only)
<T> PERFORM A DISK FUNCTION (2286A only)
<L> LIST PROGRAM AND CONFIGURATION

<E> ERASE ALL OF PROGRAM MEMORY

<S> SYSTEM DIAGNOSTICS

NOTE

<D> TRANSFER DATA or <T> PERFORM A TAPE or DISK FUNCTION
will not be displayed on a 2285B Data Logger.

Press EXIT. The Data Logger should display:

MAIN MENU CHOICE <M FOR MENU>? A
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PRINTER ON/OFF
SWITCH

Figure 5-1. Printer On/Off Switch Location (2280A shown)
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7. Execute the Controller ROM self-test by performing the steps listed
in Table 5-3.
Table 5-3. ROM Self-Test Programming Steps
STEP KEYSTROKE DATA LOGGER PROMPT
1 MAIN MENU CHOICE <M FOR MENU>?
2 S <S> SYSTEM DIAGNOSTICS
3 ENTER S: DEVICE TO TEST <1-7>? 1
4 ENTER S1: TEST <1,2>?7 1
5 1 S1 <1> ROM CHECKSUM TEST
6 ENTER
8. After a short delay, verify that the Data Logger displays:
TEST PASSED
9. If the unit fails the test, the following error message is
displayed:
XUnn ROM CHECKSUM TEST FAILED
(Where X = C for Controller Assembly or M for Memory Assembly, and
Unn = the reference designation of the faulty part, indicated by a
one-or-two-digit number).
10. Execute the RAM self-test by performing the steps in Table 5-4.

Table 5-4. RAM Self-Test Programming Steps

STEP KEYSTROKE(S) DATA LOGGER PROMPT
1 EXIT S1: TEST <1,2>7 2
2 ENTER REALLY (DESTROYS USER PROGRAM) <Y,N>? N
3 Y REALLY (DESTROYS USER PROGRAM) <Y ,N>? Y
4 ENTER

1.

After a maximum of 30 seconds, verify that the Data Logger
displays:

TEST PASSED
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12. If the unit fails the test, the following error message is
displayed:
XUnn RAM TEST FAILED

(Where X = C for Controller Assembly or M for Memory Assembly, and
Unn = Reference designation symbol for the faulty RAM).

13. Depress the EXIT key three times to return to the main menu prompt.
14. Program a scan group and time interval using the steps given in

Table 5-5.

Table 5-5. Scan Group and Time Interval Programming Steps

STEP KEYSTROKE DATA LOGGER PROMPT

1 MAIN MENU CHOICE <M FOR MENU>? A

2 E <E> ERASE ALL OF PROGRAM MEMORY

3 ENTER REALLY ERASE ALL MEMORY <Y,N>? N

y Y REALLY ERASE ALL MEMORY <Y,N>? Y

5 ENTER MAIN MENU CHOICE <M FOR MENU>? A

6 K <K> PROGRAM A SCAN GROUP

7 ENTER SCAN GROUP NUMBER = 0O

8 ENTER PROGRAM COPY DELETE OR LIST <P,C,D,L>? P
9 ENTER K: SCAN GROUP MENU CHOICE <1-5>7? 1
10 ENTER SCAN GROUP LABEL <40 CHRS MAX>=

1" SGL SCAN GROUP LABEL <40 CHRS MAX>= SGL
12 ENTER K: SCAN GROUP MENU CHOICE <1-5>7? 2
13 ENTER CL:

14 Co0..9 CL: CO0..9

15 ENTER CL:

16 ENTER K: SCAN GROUP MENU CHOICE <1-5>? 3
17 ENTER K3: TRIGGER MODE <1-6>? 1

18 2 K3<2> TIME INTERVAL SCAN

19 ENTER TIME INTERVAL =

20 00.00.15 TIME INTERVAL = 00:00:15

21 ENTER K: SCAN GROUP MENU CHOICE <1-5>7? 4
22 ENTER K4: DEVICE <1-5>? 1

23 2 K4<2> PRINTER

24 ENTER K42: TYPE OF DATA <1-4>? 1

25 2 K42<¢2> ALL DATA

26 ENTER K4: DEVICE <1-5>? 3

27 EXIT K: SCAN GROUP MENU CHOICE <1-5>7? 5
28 EXIT SCAN GROUP NUMBER = 0

29 EXIT MAIN MENU CHOICE <M FOR MENU>? A
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15. Press the SCAN key. The SCAN indicator should light, and the Data
Logger should print the following:

BEGIN SCAN GROUP 0O DD MMM YY AA:AA:AA
SGL

C 0 .00000

C 1 .00000

C 2 .00000

C 3 .00000

C y .00000

C 5 .00000

C 6 .00000

C 7 .00000

C 8 .00000

C 9 .00000

END SCAN GROUP 0 DD MMM YY BB:BB:BB
BEGIN SCAN GROUP 0 DD MMM YY CC:CC:CC
SGL

C 0 .00000

C 1 .00000

C 2 .00000

C 3 .00000

C y .00000

c 5 .00000

C 6 .00000

C 7 .00000

C 8 .00000

C 9 .00000

END SCAN GROUP 0 DD MMM YY XX:XX:XX

DD MMM YY is the current date (day month year).

AA:AA:AA is the current time (hours : minutes : seconds).
(Date and time will be correct only if they have been
loaded.)

BB:BB:BB is between 2 and 4 seconds after time AA:AA:AA.
CC:CC:CC is exactly 15 seconds after time AA:AA:AA.

16. Press SCAN again. The Data Logger should stop printing and the SCAN
indicator should extinguish.

17. Enter the steps in Table 5-6 to test the system clock:
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Table 5-6. System Clock Self-Test Programming Steps

STEP KEYSTROKE DATA LOGGER PROMPT

1 MAIN MENU CHOICE <M FOR MENU>? A
2 Z <Z> PROGRAM SYSTEM PARAMETERS

3 ENTER Z:SYSTEM MENU CHOICE <1-7>? 1

y 2 Z<2> CALENDAR DATE AND TIME

5 ENTER TIME =

6 23.59.45 TIME = 23:59:45

7 ENTER DATE =

8 31 DEC 89 DATE = 31 DEC 89

9 ENTER Z:SYSTEM MENU CHOICE <1-7>? 3

10 EXIT MAIN MENU CHOICE <M FOR MENU>? A

18. Press SCAN. The Data Logger should print:

BEGIN SCAN GROUP 0 1 JAN 90 AA:AA:AA
SGL

C 0 .00000
C 1 .00000
c 2 .00000
C 3 .00000
C u .00000
C 5 .00000
C 6 .00000
c 7 .00000
C 8 .00000
C 9 .00000

Where AA:AA:AA is 23:59:45 plus the time lapse between performing
steps 17 and 18.

19. The functional capabilities performance test is complete.
Serial Link Performance Test

The serial link performance test verifies the ability of the Data Logger
to communicate using the serial 1link. The serial link connects the
controller to serial link optiens. One option must be installed in the
mainframe to perform this test. Serial link options for the Data Logger
include:

Option 2280A-161 High Performance A/D Converter
Option 2280B-167 Counter/Totalizer

Option 2280A-168 Digital I/0 Assembly

Option 2280B-170 Analog Output

o O0O0O0
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To run the Serial Link Performance Test, perform the following steps:

1. Disconnect the Data Logger line power cord, the de input, and all
high-voltage inputs from the Data Logger.

WARNING
HIGH VOLTAGE IS PRESENT INSIDE THE DATA LOGGER WHEN AC OR
DC POWER IS CONNECTED. DISCONNECT POWER FROM THE DATA
LOGGER BEFORE PERFORMING THE FOLLOWING STEPS.
2. Remove all serial link options (listed above) from the mainframe.
3. Select one serial link option and set the address on that option to
0 (see Figure 5-2 for the location of the address select switch),
then reinstall that option.
4.  Apply input power to the Data Logger (ac line or battery).
5. Turn the keyswitch to PROGRAM. The Data Logger should display:
MAIN MENU CHOICE <M FOR MENU>? A
6. Execute the serial link self-test by entering the steps given in

Table 5-7.

Table 5-7. Serial Link Self Test Programming Steps

STEP KEYSTROKE DATA LOGGER PROMPT

1 MAIN MENU CHOICE <M FOR MENU>? A
2 S <S> SYSTEM DIAGNOSTICS

3 ENTER S: DEVICE TO TEST <1-7>? 1

4 7 S<7> SERIAL LINK

5 ENTER CHANNEL NUMBER = CO

6 0 CHANNEL NUMBER = 0O

7 ENTER

7. After a short delay, verify that the Data Logger displays:
TEST PASSED
8. The serial link performance test is complete.
The serial link self-test also provides a superficial operating test for
any serial link options in the system. To test an individual suspected

serial link option, run its performance test (located in that option's
subsection in this manual.
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ADDRESS SELECT SWITCH

NOTE: PCA SHOWN WITH COVER OFF

Figure 5-2. Serial Link Option Address Switch (2280A-161 shown)
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Printer Performance Test

The printer performance test verifies that the printer is fully
operational. Use the following procedure to test the printer.

1. Turn the keyswiteh to OFF. Disconnect the Data Logger line power
input and any other high-voltage inputs.

WARNING

HIGH VOLTAGE IS PRESENT INSIDE THE DATA LOGGER WHEN AC OR
DC POWER IS CONNECTED. DISCONNECT POWER FROM THE DATA
LOGGER BEFORE PERFORMING THE FOLLOWING STEPS.

2. Disconnect any external devices from the Data Logger mainframe
(i.e., IEEE-488 or RS-232-C).

3. Verify correct line voltage settings and fuse ratings (refer to
front panel access procedure and Figure 4-1 and Table 4-1 in
Section 4), and verify that the printer on/off switch is in the ON
position.

4, Reconnect the Data Logger power input.

5. Turn the front panel keyswitch to PROGRAM.

6. The Data Logger will display the following prompt:
MAIN MENU CHOICE <M FOR MENU>? A

7. Press M and observe the printer. The Data Logger should print the
following information:

<A> PROGRAM A CHANNEL OR BLOCK

<F> PROGRAM AN ALARM LIST

<K> PROGRAM A SCAN GROUP

<P> PROGRAM PLOT PARAMETERS

<U> PROGRAM OUTPUT DEVICE PARAMETERS

<Z> PROGRAM SYSTEM PARAMETERS

<D> TRANSFER DATA

<T> PERFORM A TAPE FUNCTION (2280A and 2280B only)
<T> PERFORM A DISK FUNCTION (2286A only)
<L> LIST PROGRAM AND CONFIGURATION

<E> ERASE ALL OF PROGRAM MEMORY

<S> SYSTEM

NOTE

<D> TRANSFER DATA or <T> PERFORM A TAPE or DISK FUNCTION
will not be displayed on a 2285B Data Logger.
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8. If print alignment or intensity is not satisfactory, proceed to the
printer calibration procedures in this section.
9. Turn the Data Logger keyswitch to PROGRAM and enter the steps given
in Table 5-8.
Table 5-8. Programming Steps for Sample Plot Printout
STEP KEYSTROKE DATA LOGGER PROMPT
1 MAIN MENU CHOICE <M FOR MENU>? A
2 E <E> ERASE ALL OF PROGRAM MEMORY
3 ENTER REALLY ERASE ALL MEMORY <Y,N>? N
y Y REALLY ERASE ALL MEMORY <Y,N>? Y
5 ENTER MAIN MENU CHOICE <M FOR MENU>? A
6 ENTER CHANNEL NUMBER (OR BLOCK) =
7 1 CHANNEL NUMBER (OR BLOCK) = 1
8 ENTER PROGRAM COPY DELETE OR LIST? <P,C,D, OR L> P
9 ENTER A: CHANNEL FUNCTION <A-Z>? P
10 ENTER AP: CHANNEL MENU CHOICE <1-5>? 1
1" 3 AP<3> CHANNEL PROCEDURE
12 ENTER CP:
13 C1=C1+1 CP: C1=C1+1
14 ENTER Cp:
15 ENTER AP: CHANNEL MENU CHOICE <1-5>7 4
16 EXIT A: CHANNEL FUNCTION <A-2>? P
17 EXIT CHANNEL NUMBER (OR BLOCK) = C1
18 EXIT MAIN MENU CHOICE <M FOR MENU>? A
19 P <P> PROGRAM PLOT PARAMETERS
20 ENTER P: PLOT MENU CHOICE <1,2>? 1
21 ENTER PLOT NUMBER <1-4>? 1
22 ENTER CHANNEL TO PLOT =
23 1 CHANNEL TO PLOT = 1
24 ENTER LEFT MOST VALUE = 0.0
25 ENTER RIGHT MOST VALUE = 1.0
26 ko RIGHT MOST VALUE = 40
27 ENTER PLOT NUMBER <1-4>? 2
28 EXIT P: PLOT MENU CHOICE <1,2>? 2
29 EXIT MAIN MENU CHOICE <M FOR MENU>? A
10. Press the PLOT key. Verify that a printout similar to the one in
Figure 5-3 is obtained.
11. Press PLOT again. Verify that the printer stops.
12. Verify that the PLOT key LED indicator extinguishes.
13. Cut the paper at the paper feed roll (not the take-up roll).
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5/Sample Plot Printout
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Figure 5-3. Sample Plot Printout
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14,

15.
16.

17.

18.

19.

Press PLOT. Verify that the ALM ACK indicator lights before 40
values are plotted.

Press PLOT and verify that the plot mode LED goes off.
Press the ALM ACK key. Verify that the Data Logger displays:

PRINTER OUT OF PAPER
Verify that the ALM ACK indicator turns off.

NOTE

It may be necessary to press ALM ACK key more than once

to extinguish indicator.
Refeed the paper into the printer.using the PAPER ADVANCE button on
the front panel. Tape the ends of the paper together or attach the
end to the take-up reel. Refer to Figure 2-1 in Section 2 for the
location of the PAPER ADVANCE Button.

The printer performance test is complete.

Microfloppy Disk Drive

The following procedure tests the 2286A microfloppy disk drive for
proper operation. The microfloppy disk drive can not be used in a
2280A, 2280B, and 2285B Data Logger.

1.

2.

Turn the 2286A front panel keyswitch to PROGRAM.
The 2286A will display the following prompt:
MAIN MENU CHOICE <M FOR MENU>? A

Enter system diagnostics by pressing the S key followed by the
ENTER key. The display will show:

S: DEVICE TO TEST <1-7>7? 1

Select the microfloppy disk drive by pressing 5 then ENTER. The
display will now show:

S5: TEST <1-4>7 1

Press 1 then ENTER to test communication between the microfloppy
interface and the 2286 mainframe. Verify the display shows:

TEST PASSED

Press ENTER to return to the disk drive diagnostics menu.
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Press 2 followed by ENTER to verify the microfloppy interface ROM
checksum. After a short delay, the display should read:
TEST PASSED
Press the ENTER key.

Press 3 then ENTER to test the read, write, and addressability of
the microfloppy RAM. After a pause, the 2286 should display:

TEST PASSED
Press ENTER.
Insert a non-write protected 3.5 microfloppy disk in the drive.
Press 4 then ENTER. The display will show:

REALLY (DESTROYS DISK DATA) <Y,N>? N

NOTE

This warning is displayed because this test will destroy

data on the disk. Be sure to use a disk that has nothing

on it you wish to save, or use an unformatted disk.
To proceed press Y then ENTER. This test verifies that data can be
written to and read from the disk. The microfloppy disk drive
access light should illuminate and after several seconds the 2286
should display:

TEST PASSED

Verify the access light extinguishes. Press ENTER to return to the
disk drive diagnostics menu.

Perform step 8 again and when the test is in progress, eject the disk
to test whether the microfloppy interface and the disk drive can
detect the absence of a disk. The microfloppy disk drive access
light should extinguish and the display show:

DISK EJECTED
Press ENTER.
Set the microfloppy disk write-protect tab to the PROTECTED
position. Insert the disk into the drive and perform step 9 again.
This will verify the disk drive's write protect detection
circuitry. The 2286 display this time should show:
DISK WRITE PROTECTED

This completes the microfloppy disk drive performance test.
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Interface Communication Test

The following test procedure checks the ability of the Data Logger to
communicate through the interface options (Option 2280A-341 RS-232-C
Interface or Option 2280A-342 IEEE-488 Interface). Although one
interface option or the other must be installed for this test, this
procedure is not a comprehensive test of the interface; it tests the
mainframe. Since many applications do not require an interface, and the
Data Logger mainframe can operate without one, this procedure is
optional.

1. Turn the keyswitch to OFF, then disconnect the Data Logger power

input.

2. Install either interface option in Port A (refer to Figure 4-3,
Major Assemblies on the Data Logger Chassis, for location of Port
A).

NOTE

Some revisions of the RS-232-C Interface Assembly may

have a Local Test Switch (S1) installed on- the board. If

one is present, verify that this switch is OFF.
3. Remove any interface option that may be present Port B.
y, Reconnect the Data Logger power input.
5. Turn the keyswitch to PROGRAM.
6. Initiate the Port A bus test by performing the steps in Table 5-9.

Table 5-9. Port A Bus Test Programming Steps

STEP KEYSTROKE DATA LOGGER PROMPT
1 MAIN MENU CHOICE <M FOR MENU>? A
2 S <S> SYSTEM DIAGNOSTICS
3 ENTER S: DEVICE TO TEST <1-7>7? 1
y 3 S<3> PORT A
*5 ENTER S3: TEST <1-n>? 1
6 1 S3<1> DEVICE/CONTROLLER INTERFACE TEST
7 ENTER

¥ (n = the number of the last test for the device installed at Port A)
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7. Verify that after a short delay the Data Logger displays:
TEST PASSED
8. Turn the keyswitch to OFF and move the interface option from Port A
to Port B.
9. Turn the keyswitch to the PROGRAM position.
10. Initiate the Port B bus test by performing the steps in Table 5-10.
Table 5-10. Port B Bus Test Programming Steps

STEP KEYSTROKE DATA LOGGER PROMPT

1 MAIN MENU CHOICE <M FOR MENU>? A

2 S <S> SYSTEM DIAGNOSTICS

3 ENTER S: DEVICE TO TEST <1-7>? 1

y y S<4> PORT B
*5 ENTER S4: TEST <1-n>? 1

6 1 S4<1> DEVICE/CONTROLLER INTERFACE TEST

7 ENTER

* (n = the number of the last test for the device installed in Port B)
11. Verify that after a short delay the Data Logger displays:

TEST PASSED
12. Turn the keyswitch to OFF.
13. Disconnect the Data Logger power input and return the Data Logger

to its original configuration. The interface communication
performance test is complete.
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CALTBRATION AND ADJUSTMENTS

Calibration and adjustment procedures for the Data Logger mainframe are
divided into three separate sections: power supply calibration, audio
tone volume adjustment, and printer calibration. Each section may be
performed independently, but all three sections are required to ensure
that the Data Logger conforms to its specifications. There is no
established time interval requirement for calibration of the Data
Logger.

"~ Power Supply Calibration

The power supply voltage levels do not require calibration. Power Supply
Assembly current-limit calibration is not required unless R56, R57, or

U9 has been replaced. Periodic calibration is neither required nor
recommended. Current-limit calibration must be performed at a Fluke Factory
Service Center because of specialized calibration equipment necessary

for this procedure.

Audio Tone Adjustment

Use the following procedure to adjust the audio tone volume emitted from
the keyboard.

1. Disconnect the Data Logger power input.
WARNING
HIGH VOLTAGE IS PRESENT INSIDE THE FRONT PANEL WHEN AC
OR DC POWER IS CONNECTED. USE EXTREME CAUTION WHILE
PERFORMING THE FOLLOWING STEPS.

2. Loosen the three screws that secure the front panel to the case,
and swing the front panel open (refer to the front panel access

procedure).
3. Reconnect the Data Logger power input.
4.  Turn the keyswitch to RUN.
5. Press the space key, and note the volume of the tone.

6. While pressing the space key, adjust R2 on the display circuit
board (see Figure 5-4) until the tone is acceptable.

7. Turn the keyswitch to the OFF position, disconnect the power input,
and close the front access panel.

8. Audio tone volume adjustment is complete.
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Printer Calibration

Printer calibration is necessary only if the print quality is
unacceptable. Use the following procedure to adjust print alignment and
print density. An oscilloscope is required to perform this procedure.

1.

10.

1.

12.
13.
14,

Disconnect the Data Logger power input.
WARNING

HIGH VOLTAGE IS PRESENT INSIDE THE FRONT PANEL WHEN AC
OR DC POWER IS CONNECTED. USE EXTREME CAUTION WHILE
PERFORMING THE FOLLOWING STEPS.

Loosen the three captive screws that secure the Data Logger front
panel, and swing the front panel open on the hinges (refer to the
front panel access procedure).

Locate the printer self-test switch, the print-speed adjustment
(R11), and the print-strobe adjustment (R13) on the printer
interface board, and locate the contrast adjustment (R5) on the
printer driver board (refer to Figure 5-5).

Reconnect the Data Logger power (ac line or battery).

Turn the keyswitch to RUN.

Press the printer self-test switch. Allow the print head to warm up
and temperature to stabilize while continuously printing the
character "I". Wait approximately 30 to 40 seconds before
proceeding.

While observing the printout, set the print strobe adjustment (R13)
so that the characters being printed are properly aligned.

If adjusting R13 does not align the characters properly, perform
steps 9 and 10, then repeat step 7.

Set the oscilloscope timebase to 20 ms/div, and set the vertical
gain to 2V/div. Connect the positive scope lead to printer test
point TPT4 and connect the negative scope lead to test point TP1.

Adjust the print speed (R11) until the time interval shown in the
waveform diagram in Figure 5-6 is 55.5 ms +/- 1 ms.

Set contrast adjustment R5 fully clockwise, then adjust R5 to
produce the desired print density.

Press the printer self-test switch. Printing should cease.
Turn the keyswitch OFF and disconnect the Data Logger power.

Secure the front panel. The printer calibration is complete.
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AUDIO TONE
VOLUME
ADJUSTMENT

Figure 5-4. Audio Tone Volume Adjustment (2280A shown)
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PRINTER
DRIVER
PCA

PRINTER SPEED
AND STROBE
ADJUSTMENTS

Figure 5-5. Printer Speed and Strobe Adjustments (2280A shown)
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Figure 5-6. Print Speed Adjustment Waveform
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6/Introduction

INTRODUCTION

An illustrated parts breakdown of the 2280 Series Data Loggers is
provided in this section. A similar parts list is included in each
option subsection of Sections 8, 9, and 10 for Data Logger options.
Components are listed alphanumerically by assembly. Both electrical and
mechanical components are listed by reference designation. Each listed
part is shown in an accompanying illustration.

Parts lists include the following information:

0

o

Reference designation

Description

Fluke stock number

Federal supply code for manufacturers
Manufacturer's part number

Total quantity of components per assembly
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HOW TO OBTAIN PARTS

Components may be ordered directly from the manufacturer's part number,
or from the John Fluke Manufacturing. Co., Inec. or an authorized
representative by using the Fluke Stock Number. In the event the part
ordered has been replaced by a new or improved part, the replacement
will be accompanied by an explanatory note and installation instructions
if necessary.

To ensure prompt and efficient handling of your order, include the
following information:

o] Quantity

o} Fluke Stock Number

o Description

o Reference designation

o] Printed circuit board number and revision letter
o Instrument Model Number and Serial Number:

A Recommended Spare Parts Kit for your basic instrument is available
from the factory.

Parts price information is available from the John Fluke Manufacturing
Co., Inc. or its representative. Prices are also found in the Fluke
Replacement Parts Catalog, which is available on request.

CAUTION

Devices indicated with an asterisk (*) are subject to
damage by static discharge.
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REFERENCE
DESIGNATOR
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Table 6-1. 2280 Series Final Assembly
(See Figure 6-1.)

> s DESCRIPTION-==-=-—=======-

* DISPLAY PCA

* PRINTER ASSY

* PRINTER INTERFACE PCA

* SYSTEM CONTROLLER PCA

* MEMORY PCA

* TRANSFORMER PCA
MOTHERBOARD PCA

* POWER SUPPLY PCA

* MIRCOFLOPPY INTERFACE PCA

MOTOR, 17 VDC, LOW TORQUE

STRAP, GROUNDING
TERM, RING #6, 16-22AWG, CRIMP, INSULATED

FUSE, .25X1.25,1.5A,250V, SLOW
FUSE, .25X1.25,0.75A,250V, SLOW
FUSE, .25X1.25,10A, 250V, SLOW

SCREW, MACH, FH, P, STL, 6~32X0.375
SCREW, MACH, PH, P, STL, 6~32X0.750
SCREW, MACH, PH, P, SEMS, STL, 6-32X. 625
SCREW, MACH, FH, P, STL, 6~32X0. 625
SCREW, MACH, PH, P, SEMS, STL, 6-32X.375
SCREW, MACH, PH, P, SEMS, STL, 6-32X. 500
SCREW, MACH, PH, P, STL, 4~40X0.375
SCREW, MACH, FH, P, SS, 8-32X. 750
SCREW, MACH, FH, P, STL, 8~32X0.875
NUT, SPRING, FLAT, STEEL, 6-32

NUT, MINI, HEX, SS, 6-32
WASHER, LOCK, INTRNL, STEEL, #6
SCREW,MACH, PH, P, STL, 8-32X0. 625
WASHER, LOCK, INTRNL, STEEL, #8

NUT, CAP, EXT.LOCK, STL, 8-32
WASHER, LOCK, SPLIT, STEEL, #4

WASHER, LOCK, INTRNL, STEEL, 0,512 ID
SCREW, MACH, FH, P, STL, 8-32X0. 625
SCREW, MACH, FH, P, STL, 8-32X0. 250
SCREW, SET, HH, STL, M3X0.5X6

SCREW, MACH, PH, P, SEMS, STL, 6-32X.375
WASHER, FLAT, STL, .149, .375, .031
SCREW,MACH, PH,P SEMS, STL, 4-40X.375
SCREW, MACH, FHU, P, STL, 6-32X0.375
SCREW, MACH, FH, P, STL, 4-40X0.500
SCREW, THD FORM, THP, STL, 6-20X3/8
SCREW, MACH, PH, P, SEMS, STL, 8-32X.375
NUT, MACH, HEX, BR, 4-40
WASHER, LOCK, SPLIT, STEEL, #4

SCREW, MACH, PH, P, STL, 3-56X0. 250
WASHER, LOCK, INTRNL, STEEL, #3

SCREW, MACH, PH, P, SEMS, STL, 6-32X. 250
WASHER, FLAT, STL, .160, .281,.010
SCREW,MACH, PH, P, STL, 6-32, .500
WASHER, LOCK, SPLIT, STEEL, #6

WASHER, LOCK, INTRNL, STEEL, #6
WASHER, FLAT, BRASS, #6,0.028 THK
FAN ACC,FILTER,FOAM,4.69SQ

SCREW, THD FORM, PHP, STL, 6-20X3/8
SCREW, MACH, PH, P, SEMS, STL, 6-32X.375
SCREW, MACH, FH, SL, STL, 6-32X2.000
SCREW,MACH, FH, SL, STL, 6-32X2.500
SCREW,MACH, FH,S OR P, 6-32,2.250
PANEL, S/S,SLOTTED DRIVE, 6-32, BLACK
WASHER, LOCK, SPLIT, STEEL, #6

WASHER, LOCK, INTRNL, STEEL, 0,387 ID
WASHER, LOCK, INTRNL, STEEL, #6

NUT, MACH, HEX, STL, 3/8-32
NUT,MINI, HEX, SS, 6-32

WASHER, FLAT, STL, .160, .281,.010

FLUKE
STOCK

718502
646596
639344
873067
873062
639245
639237
716084
872846

615765

578989
649574

109231
109256
109298

114363
114223
272591
114876
177022
177030
152124
682880
650119
832345
110569
110338
114983
110320
195263
110395
641381
184994
276774
696401
177022
110270
281196
271817
149047
156489
436030
152074
110395
114298
110783
178533
111005
152173
110692
110338
111310
543942
288266
177022
615815
615807
649871
682617
110692
129957
110338
110510
110569
111005

N
MFRS MANUFACTURERS 0
SPLY PART NUMBER TOT T
-CODE- -OR GENERIC TYPE----- QTY- --E-

89536 718502
89536 646596
89536 639344
89536 873067
89536 873062
89536 639245
89536 639237
89536 716084
89536 872846

i
N

2B391 F763

o

89536 578989
00779 36150

=

71400 MDL-1 1/2
71400 MDL-75
71400 MDL-10

[y
o>

[y

COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL
COMMERCIAL 1
COMMERCIAL

COMMERCIAL

COMMERCIAL 1
COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

17504 FF450A/45

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

89536 682617

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

COMMERCIAL

N
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An * in 'S’ column indicates a static-sensitive part.




6/List Of Replaceable Parts

Table 6-1.
REFERENCE
DESIGNATOR
-A>-NUMERICS DESCRIPTION=====~mme—————
H 54 CONN ACC,D~-SUB, JACK SCREW, 4-40
H 55 WASHER, LOCK, INTRNL, STEEL, #4
H 56 SCREW,MACH, PH, P, SEMS, STL, 6-32X.750
H 57 SCREW,MACH, PH, P, SEMS, STL, 6-32X.375
H 58 NUT,MINI, HEX, SS, 6-32
H 59 WASHER, LOCK, SPLIT,STEEL, #6
H 60 SCREW, MACH, PH, P, SEMS, STL, 6-32X.750
H 61 CONN, D-SUB, SOLDER CUP,9 PIN
H 62 CONN ACC,D-SUB,BACK SHELL,9 POS
H 63 CONN ACC,D-SUB,MALE, SCREWLOCK
MP 1 FRONT BEZEL,MACHINED & PAINTED
MP 2 GASKET, SHIELDING, STEEL MESH W/CORE
MP 3 GASKET, REAR
MP 4 FRONT PANEL, STRIP,ALUMINUM
MP 5 BRACKET, OPTION SUPPORT
MP 6 COVER, TOP
MP 7 COVER, BOTTOM
MP 8 BRACKET, CARD GUIDE
MP 9 BRACKET,ACCESS PANEL ALIGNMENT
MP 10 COVER, LINE CONNECTOR
MP 11 HANDLE RETAINER
MP 12 HANDLE, STRAP
MP 13 BRACKET, ACCESS PANEL MOUNT
MP 14 BRACKET, HANDLE SUPPORT
MP 15 PCB RETAINER
MP 16 HANDLE, MODIFIED
MP 17 CHASSIS SIDE
MP 18 CHASSIS BASE
MP 19 SHIELD, CARD GUIDE
MP 20 HLDR PART,FUSE,CAP,1/4X1-1/4
MP 21 HLDR PART,FUSE,BODY 1/4X1-1/4,5X20MM
MP 22 FOOT, SINGLE BAIL TYPE (DARK UMBER)
MP 23 CABLE TIE,FLAT RETAINER,ADHESIVE BACK
MP 24 CABLE ACC,CLAMP,FLAT,2.0W,ADHSVE MNT
MP 25 SLEEV,POLYOL, SHRINK, .750-.375ID, CLEAR
MP 26 SLEEV,POLYOL, SHRINK, .187-.0931D, BLACK
MP 27 TAPE, FOIL, ALUM, CONDUCT, 1/2“WIDE
MP 28 CHASSIS, PRINTER
MP 29 BRACKET, PAPER GUIDE
MP 30 BUTTON, PRINTER
MP 31 MANDREL, 40 COLUMN SUPPLY
MP 32 SPACER, PRINTER SUPPORT
MP 33 SPRING, PRINTER
MP 34 SPACER, PRINTER CHASSIS
MP 35 MANDREL, REWIND 40 COLUMN
MP 36 PRINTER FRONT,PAINTED
MP 37 BRKT, PAPER HOLD DOWN
MP 38 LATCH, PRINTER
MP 39 BRKT, MOTOR MOUNT
MP 40 PRINTER SLIDE,MODIFIED
MP 41 SPACER, PRINTER PAPER
MP 42 DECAL, ROCKER SWITCH
MP 43 BRACKET,MANDREL ALIGNMENT
MP 44 PIN,PRINTER FRONT
MP 45 SPRING, COIL,COMP, SQUARED END,M WIRE
MP 46 PAPER, THERMAL
MP 47 GROMMET, SLOT, RUBBER, .125, .188
MP 48 SPACER, RND, AL, .156IDX.250
MP 49 RING, RET, EXT, FLAT, STEEL,0.385 ID
MP 50 SPACER, RND, NYL, 6-32X1.063
MP 51 ACCESS PANEL
MP 52 SHIELD,ANTI STATIC
MP 53 HINGE,ACCESS PANEL
MP 54 BRKT, TORSION SPRING
MP 55 DUST COVER,MICROFLOPPY
MP 56 BRACKET, SWITCH MOUNTING
MP 57 SPRING, CASSETTE DOOR
MP 58 LOCK & KEY,MODIFIED
MP 59 SLEEV,POLYOL, SHRINK,1.00-.500ID,CLEAR
MP 60 SLEEV,POLYOL, SHRINK, .187-.0931ID, BLACK
MP 61 REAR BEZEL, FINISHED

FLUKE
STOCK

602011
602029

660829
714071
712067
578872
578898
712216
712224
578948
583534
716092
579052
630178
618454
632414
728188
633362
536888
536896
648832
460238
375188
653923
564625
658831
423830
113852
696583
610501
610626
604660
586529
604645
610527
604652
610485
647743
610519
610873
610535
610691
604637
605857
579094
650853
615484
631853
102772
153155
658815
104174
872866
660753
578880
610618
872879
613067
686287
655670
423848
113852
749812

2280 Series Final Assembly (cont)

N
MFRS MANUFACTURERS 0
SPLY PART NUMBER TOT T

~CODE- -OR GENERIC TYPE--~--- QTY- --E

08718 D-20418-2

COMMERCIAL

COMMERCIAL

COMMERCIAL 1

COMMERCIAL

COMMERCIAL

COMMERCIAL

89536 347617

89536 602011

89536 602029

N HEOUNDNFE OB DS

NN Wwoy o

89536 660829
53217 21-43915
89536 712067
89536 578872
89536 578898
89536 712216
89536 712224
89536 578948
89536 583534
89536 716092
89536 579052
89536 630178
89536 618454
89536 632414
89536 728188
89536 633362
89536 536888
89536 536896
89536 648832
61935 031.1666
61935 031.1653
89536 653923
28213 3484-1000
06383 FCM2-A-T14
28213 FP-301
88690 AF ASTRATITE
28213 1170

89536 610501
89536 610626
89536 604660
89536 586529
89536 604645
89536 610527
89536 604652
89536 610485
89536 647743
89536 610519
89536 610873
89536 610535
89536 610691
89536 604637
89536 605857
89536 579094
89536 650853
83533 C0180-014-0380
51809 3-AT-22010-RI
83330 2185

55566 1124-.156-A-22
89462 5144-50Z2D
9W423 9268-N140
89536 872866
89536 660753
89536 578880
89536 610618
89536 872879
89536 613067
89536 686287
89536 655670
28213 FP-301
88690 AF ASTRATITE
89536 749812 1
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An * in ’S’ column indicates a static-sensitive part.
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6/List Of Replaceable Parts

REFERENCE
DESIGNATOR
-A>-NUMERICS----> S

MP
MpP
MP
MP
MP
Mp
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Table 6-1. 2280 Series Final Assembly (cont)

DECAL, CORNER
DECAL, FUSE RATING

NAMEPLATE, SERIAL -REAR PANEL-

DECAL, PAPER LOADING

DISPLAY LENS

DUST COVER, PRINTER

LATCH, PRINTER DOOR

LATCH, PROGRAMMER DOOR

DOOR, PROGRAMMER
SPRING, COIL, COMP, SQUARED END,M WIRE
OPTION COVER MODIFIED

COVER, SMALL OPTION

DECAL, FLUKE-PHILIPS, WHITE, SMALL
DECAL CSA

FILLER PANEL, FRONT

FILLER PANEL, REAR

SLEEV, POLYOL, SHRINK, . 250-.125ID, BLACK
RECORDING MEDIA,DISK, 3.5", DSHD

CABLE ACCESS, TIE, 6.75L, .19W,1.75 DIA
CABLE ACCESS,TIE, 6.75L, .19W,1.75 DIA
KEYBOARD, OPERATOR/PROGRAMMER
PRINTER, THERMAL, 280-BY-N, DOT MATRIX
DUST COVER, LENS

GEAR, SPUR, PLASTIC, 65.6X3MM FACE WIDTH
GEAR, PINION, 4MM FACE WIDTH, 6TEETH
CUTTER, PAPER

SHIPPING BOX

ACCESSORY BOX

CAP,REAR END

CAP,FRONT END

SCREW, MACH, PH, S, M3X12

BAIL, INSTRUMENT

CABLE TIE,4.00L,.10W, .75 DIA

CABLE TIE,8"L,0.091"W,2.0 DIA

DISK DRIVE,FLOPPY,3.5%,25.4MM BEZEL
BRACKET,MICROFLOPPY DRIVE

MOUNT, VIBRATION, GROMMET
SPACER, RND, NYL, .195, .300
CHASSIS, BASE, MODIFIED

KEY ONLY

ROTARY SWITCH
SWITCH, ROCKER, SPDT

TERM STRIP, BULKHEAD,0.375CTR,2 POS

PROGRAMMING FORMS (PAD)
2286/5 USER GUIDE

2286/5 SYSTEM GUIDE

2280 SERIES SERVICE MANUAL

CABLE ASSY,DISPLAY

CABLE ASSY,CHASSIS GROUND
CABLE ASSY,12 VOLT POWER

CABLE ASSY,ACCESS PANEL GROUND
CABLE ASSY,PRINTER GROUND
CABLE ASSY,FUSE

CABLE ASSY,AC POWER

CABLE ASSY, POWER GROUND

CABLE ASSY, ROCKER SWITCH

CABLE ASSY,MOTOR

CABLE ASSY, HINGE

CABLE ASSY, PROGRAMMER KEY
CABLE, POWER SWITCH

CORD, LINE, 5-15/1EC, 3-18AWG, SVT
WIRE,PVC,UL1015,18AWG,BTIN, RED
FAN ASSY

POWER CABLE,MICROFLOPPY DRIVE
CABLE,DISK DRIVE

CABLE ASSY,CASSETTE GROUND

CABLE ACC,CLIP,.313 ID,ADHESIVE MOUNT

FLUKE
STOCK

605691
585075
472795
605881
585091
579144
616151
616144
578963
615484
633255
578955
835280
525527
578997
610212
113837
831008
104265
104265
872841
603233
610790
615492
615518
632406
686097
686105
686212
686220
799502
707877
172080
331157
867879
872981
782623
782631
778514
798439

604488
615773

615641

656769
870170
870175
753111

605733
729665
610782
648816
648808
610857
580795
581678
610915
610907
648790
610865
580787
343723
135517
610899
872999
773846
656801

682237

MFRS
SPLY

-CODE- -OR GENERIC TYPE

89536
89536
89536
89536
89536
89536
89536
89536
89536
83533
89536
89536
89536
89536
89536
89536
28213
s0482
06383
06383
89536
6E232
89536
59076
6F689
89536
89536
89536
89536
89536
89536
89536
06383
06383
s0482
89536
36000
1M331
89536
89536

89536
09353

13150

89536
89536
89536
89536

89536
89536
89536
89536
89536
89536
89536
89536
89536
89536
89536
89536
89536
70903
K0494
89536
89536
89536
89536

51705

An * in ’S’ column indicates a static-sensitive part.

MANUFACTURERS
PART NUMBER

605691
585075
472795
605881
585091
579144
616151
616144
578963
C€0180-014-0380
633255
578955
835280
525527
578997
610212
FPVW-301
831008
SST-2S
SST-2S
872841
PU-1840-4P
610790
1P2-RL11519
1B1MY08006
632406
686097
686105
686212
686220
799502
707877
SST-1M
PLT2M
MP-F17W-50D
872981
G-1163T
T-306
778514
798439

604488
7107-J3-2Q (BLACK)

72202

656769
870170
870175
753111

605733
729665
610782
648816
648808
610857
580795
581678
610915
610907
648790
610865
580787
17237

135517
610899
872999
773846
656801
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6/List Of Replaceable Parts

Table 6-1. 2280 Series Final Assembly (cont)

NOTES:
NOTE 1 = ORDER P/N 639260 FOR 2280A
ORDER P/N 752956 FOR 2280B
ORDER P/N 753020 FOR 2285B
NOTE 2 = ORDER P/N 731745 FOR 2280A
ORDER P/N 752949 FOR 2280B
ORDER P/N 753012 FOR 2285B
NOTE 3 = USED ON 2286A ONLY
NOTE 4 = USED FOR LINE VOLTAGES BETWEEN 90 - 132V AC
NOTE 5 = USED FOR LINE VOLTAGES BETWEEN 198 - 250V AC
NOTE 6 = USED ON 2280A AND 2280B WITHOUT CARTRIDGE TAPE (OPTION -214)
NOTE 7 = SUPPLIED AS ACCESSORIES
NOTE 8 = ORDER P/N 749820 FOR 2280A AND 2280B
NOTE 9 = NOT USED ON 2285B
NOTE 10 = ORDER P/N 610840 FOR 2280A
ORDER P/N 749770 FOR 2280B
NOTE 11 = ORDER P/N 749788 FOR 2285B
NOTE 12 = USED ON 2286A
USED ON 2280A AND 2280B WITH CARTRIDGE TAPE (OPTION -214) INSTALLED
NOTE 13 = ORDER P/N 585067 FOR 2280A AND 2280B
NOTE 14 = ORDER P/N 753103 FOR 2280A AND 2280B
NOTE 15 = ORDER P/N 753095 FOR 2280A AND 2280B
NOTE 16 = USED ON 2280A, 2280B, AND 2285B
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6/List Of Replaceable Parts

2288A-T & B
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2280 Series Data Logger Final Assembly
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Figure 6-1.




6/List Of Replaceable Parts

2286A-T& B
(2 of 10)

Figure 6-1. 2280 Series Data Logger Final Assembly (cont.)
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6/List Of Replaceable Parts

MP62

2286A-T& B
(3 of 10)

Figure 6-1. 2280 Series Data Logger Final Assembly (cont.)
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6/List Of Replaceable Parts
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Figure 6-1. 2280 Series Data
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6/List Of Replaceable Parts
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2280 Series Data Logger Final Assembly (cont.)

Figure 6-1.
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6/List Of Replaceable Parts

T

i\{) ) \“

n

- ws
xr % g%é
© &) —On—@n @y  9p S

- \\ SRE

~
w Q
=

6

1

} mes

nes

/Hll""=
1
=]
7]
©
{7 ]
]
MPI7

1
ION_F-F
SCALE: NONE

MP16

11
T T
o)
o
\
o
I 1
REF

1 __{
| T
T
"
T 1

o

n
w

9
. R 9
7 2|3
wiar

>

‘]
O
©
)
©
©
jlo

-

1 T
I T
| S s o |
1
T 1
ner
H || Re”

[
©
N

jom
1! 1
L
VIEWK-K
SCALE: NONE

L |

2286A-T&B

@L oo  @CJ-c .I@ (6 of 10)

Figure 6-1. 2280 Series Data Logger Final Assembly (cont.)
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6/List Of Replaceable Parts

POGRITIVE &Dun
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(7 of 10)

Figure 6-1. 2280 Series Data Logger Final Assembly (cont.)
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6/List Of Replaceable Parts

MP36
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Figure 6-1. 2280 Series Data Logger Final Assembly (cont.)

6-15




6/List Of Replaceable Parts
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Figure 6-1. 2280 Series Data Logger Final Assembly (cont.)
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6/List Of Replaceable Parts
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Figure 6-1. 2280 Series Data Logger Final Assembly (cont.)
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6/List Of Replaceable Parts

REFERENCE
DESIGNATOR
-A>-NUMERICS----> S

c 1
c 2
c 3
c 4, 15
c 5- 12, 26-
c 29
c 13
c 14
c 16
c 17
cR 1, 2
CR 3 *
CR 4 *
ps 1
F 1
H 1
H 2
J 9
J 21, 29
s 1
MP 1
MP 2
MP 4
Q 1, 2, 3+
R 1
R 2
R 3
R 4
R 5, 6
R 7, 8, 10
R 9, 13
R 14- 19
T 1
™ 1, 3, 10,
TP 12, 16- 18,
TP 60, 70, 75-
™ 77
v 1, 2, 3, *
U 6, 7, 15, *
U 16, 17, 20, *
u 21 *
] 4, 8-10, *
U 13, 14 *
u 5 *
v o1 *
U 12, 18, 19, *
u 27, 32, 37 *
v 22 *
u 23 *
U 24 *
U 25 *
U 26 *
U 28 *
u 29 *
U 30 *
U 31 *
U 33 *
U 34 *
u 35 *
U 36 *
XDs 1
XU 22
Y 1 *
z 1, 3, 4
z 2, 5
z 6, 7

An *

Table 6-2. Al Display PCA
(See Figure 6-2.)

CAP,AL, 47UF, +-20%,16V, SOLV PROOF
CAP,POLYES, 0.22UF, +-10%,100V
CAP,TA, 10UF, +-20%,35V
CAP,CER, 0.001UF, +-20%, 100V, X7R
CAP,CER, 0.22UF, +-20%, 50V, 25U

CAP,CER, 18PF, +-2%,100V, COG
CAP,CER, 4.7PF, +-0.25PF, 100V, COH
CAP,TA, 10UF, +~20%,15V

CAP, CER, 560PF, +-5%, 50V, COG

* DIODE,SI, 200 PIV,1.0 AMP

2ENER, UNCOMP, 10.0V, 5%, 25.0MA, 1.0W
DIODE, SI,BV=75V,10=150MA, SOOMW
DISPLAY, MODIFIED

FUSE, PICO,FAST,0.5A,125V

SCREW, MACH, PH, P, STL, 4-40X0.250
WASHER, LOCK, SPLIT,S STEEL, #4
HEADER, 2 ROW,0.100CTR,34 PIN
SOCKET,1 ROW,PWB,0.100CTR,16 POS

AF TRANSD, SPEAKER,0.63" DIA,50 MW
BRACKET, DISPLAY MOUNTING

SPACER, SWAGED, RND, BRASS,0.150IDX0.187
BAG,STATIC SHIELDING,10"X12"
TRANSISTOR, SI,VMOS, PWR, TO-237,VN10KM
RES,CF,30,+-5%,0,25W
RES,VAR,CERM, 1K, +~10%, 0.5W
RES,CF, 2K, +-5%, 0.25W
RES,CF,1,+-5%,0.25W
RES,CF,5.1K,+-5%,0.25W

RES,CF,100, +-5%,0.25W
RES,CF, 22K, +-5%,0.25W
RES,CF, 240, +-5%,0.25W

INVERTER TRANSFORMER

TERM, FASTON, TAB, SOLDR,0.110 WIDE

IC,BIPLR, 8CHNL FLOURESCNT DISPLY DRVR

IC,LSTTL,OCTAL D F/F,+EDG TRG,W/CLEAR

IC,LSTTL, 3-8 LINE DCDR W/ENABLE
IC,LSTTL,OCTL LINE DRVR W/3-STATE OUT
IC,LSTTL, 8BIT ADDRSABLE LATCH,W/CLR

IC,NMOS,8 BIT UCOMPTR W/PROG EPROM
IC, LSTTL, QUAD 2 INPUT OR GATE
1C,CMOS, HEX BUFFER W/3-STATE OUTPUT
1C, CMOS, HEX BUFFER

1C,LSTTL,DUAL JK F/F,W/SEP CLKS&CLRS
IC, LSTTL, HEX INVERTER

IC, LSTTL, OCTL BUFFER W/3-ST&NOR ENABL
IC,LSTTL,OCTAL D F/F,+EDG TRG
IC,CMOS, TRIPLE 3 INPUT AND GATE

IC, LSTTL,DUAL DIV BY 16 BINARY CNTR
1C, TTL,MOS-LED 6SEGMENT DRIVER
1C,CMOS,4-1 LINE LTCH 4-16 LINE DCDR
IC, NMOS, INPUT/OUTPUT EXPANDER
SOCKET, 1 ROW, PWB, 0.100CTR, 20 POS
SOCKET, IC, 40 PIN
CRYSTAL, 11MHZ, +-0.01%, HC-18/U
RES,NET,SIP,8 PIN,4 RES,10K,+-2%
RES,NET,SIP,8 PIN,7 RES,22K,+-2%
RES,NET, SIP,10 PIN,5 RES, 1K, +-2%

in ’s’

FLUKE
STOCK

643304
436113
417683
402966
519157
519157
512335
362772
193623
528505
586644
340695
203323
580324
603274
129890
147603
807446
493817
513093
581660
357269
680959
640516
442228
285155
441469
357665
368712
348771
348870
376624
612267
512889
512889
512889
512889
535799
535799
535799
535799
454892
454892
407585
429035
419242
419242
731778
393108
407759
381830
393157
393058
429902
473223
408807
483578
429506
355156
507293
485045
429282
586628
513309
500041
655209

MFRS
SPLY

-CCDE- -OR GENERIC TYPE

89536
73445
56289
72982
51406

51406
89536
56289
89536
04713
12969
07910
89536
71400
73734
89536
89536
89536
89536
89536
89536
89536
32293
80031
71450
80031
80031
80031
80031
80031
80031
89536
02660

56289

01295

01295
01295
01295

89536
01295
12040
02735
01295
01295
12040
01295
02735
01295
12040
04713
34649
89536
09922
89536
89536
89536
89536

column indicates a static-sensitive part.

MANUFACTURERS
PART NUMBER

643304
C280MAH1A220K
196D106X0035KA1
8121-A100-W5R~102M
RPE11125U224M50V

RD870-100V
362772
196D106X0015A1
528505

1N4935

uz8710

1N4448

580324

GFA

19022

147603

807446

493817

513093

581660

357269

680959

VN10KM
CR251-4-5P30E
360S102A
CR251-4-5P2K
CR251-4-5P1E
CR251~-4-5P5K1
CR251-4-5P100E
CR251-4-5P22K
CR251-4-5P240E
612267

62395

UDN6118A

SN74LS273N

SN74LS138N
SN74LS244N
SN74LS259N

731778
SN74LS32N
MMBOC97N
CD40S0AE
SN74LS107N
SN74LS04N
DM81LS95N
SN74LS374N
CD4073BE
SN74LS393N
DS75492N
MC14515BCP
P8243
485045
DILB40P-108
586628
513309
500041
655209
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6/List Of Replaceable Parts
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Figure 6-2. A1 Display PCA
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6/List Of Replaceable Parts

REFERENCE
DESIGNATOR

Table 6-3. A2 Printer Driver

(See Figure 6-3.)

-A>-NUMERICS

c 1
c 2
J 1
J 2
J 3
MP 1
MP 2
P 15
R 1
R 2, 3,
R 4
R 5
R 7- 46
s 1
s 2
U 1, 4,
u 1
U 2, 3,
U 7
W

s DESCRIPTION-=mmmmmmmmmmmm

CAP,AL, 330UF, +100-10%,25V, SOLV PROOF
CAP,CER, 0.22UF, +-20%, 50V, 25U
CONN, FLAT FLEX TO PWB,RT ANG,6 POS
CONN, FLAT FLEX TO PWB,RT ANG,21 POS
HEADER,1 ROW,0.100CTR,10 PIN
SPACER, SWAGED, RND, BRASS, 6-32X0.500
BAG,STATIC SHIELDING,5"X8"
CONN, FLAT CABLE,PWB PLUG, 26 POS
RES,CF, 10K, +-5%,0.25W
RES,CF, 2K, +-5%, 0. 25W
RES,CF, 22K, +-5%,0.25W
RES, VAR, CERM, 100K, +-10%,0.5W
RES,MF, 100, +-1%,0.25W, 100PPM
SWITCH, PUSHBUTTON, SPDT MOMENTARY
SWITCH, ROCKER, SPDT

* IC,ARRAY,7 TRANS,NPN,DARLINGTON PAIRS

*
* IC,CMOS,8BIT SHFT RGS W/3-ST&I/O LTCH

*

CABLE ASSY,PRINTER

PCA

FLUKE
STOCK

614404
519157
603647
603654
478693
284380
680892
530147
348839
441469
348870
369520
799668
631143
641407
454116
454116
524520
524520
605444

MFRS
SPLY

MANUFACTURERS
PART NUMBER

-CODE~ -OR GENERIC TYPE

89536
51406
89536
89536
89536
89536
89536
89536
80031
80031
80031
11236
89536
89536
89536
01295

04713

89536

* in ’S’ column indicates a static-sensitive part.

614404
RPE11125U224M50V
603647

603654

478693

284380

680892

530147
CR251-4-5P10K
CR251-4-5P2K
CR251-4-5P22K
360T-104A
799668

631143

641407
ULN2003

MC14094BCP

605444

-
AP P OFRFWRE MRS

w
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6/List Of Replaceable Parts
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Figure 6-3. A2 Printer Driver PCA
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6/List Of Replaceable Parts

Table 6-4. A3 Printer Interface PCA
(See Figure 6-4.)

REFERENCE FLUKE MFRS MANUFACTURERS
DESIGNATOR STOCK SPLY PART NUMBER TOT
=A>-NUMERICS=-==-> S==—==-=—=—=--- DESCRIPTION---=-—-===om—== - NO-- -CODE- -OR GENERIC TYPE-—==- QTY-
c 1- 6, 11, CAP,CER,0.22UF, +-20%, 50V, 25U 519157 51406 RPE11125U224M50V 11
Cc 13- 16 519157
C 7 CAP,POLYES,0.01UF, +-10%, 250V 325548 73445 C28O0MAE/AL1OK 1
(o] 8 CAP,CER, 18PF, +-2%,100V, COG 512335 51406 RD870-100V 1
Cc 9 CAP,CER,4.7PF,+~-0.25PF, 100V, COH 362772 89536 362772 1
[of 10 CAP,AL,47UF,+-20%,16V,SOLV PROOF 643304 89536 643304 1
C 12 CAP,CER, 5600PF, +-5%, 50V, COG 528596 89536 528596 1
Cc 17- 21 CAP,CER,0.001UF,+~20%,100V,X7R 402966 72982 8121-A100-W5R-102M 5
CR 2 * DIODE,SI,100 PIV,1.0 AMP 698555 89536 698555 1
H 1 NUT,MINI, HEX, SS,6-32 110569 89536 110569 2
H 2 SCREW,MACH, PH, P, STL, 6-32X0.375 152165 89536 152165 2
H 3 WASHER, FLAT,BRASS, #6,0.012 THK 111054 89536 111054 2
H 4 WASHER, LOCK, SPLIT, STEEL, #6 110692 89536 110692 2
H 5 SCREW,MACH, PH, P, STL, 4-40X0. 250 129890 73734 19022 1
H 6 WASHER, FLAT,BRASS, #4,0.025 110775 89536 110775 1
H 7 WASHER, LOCK, SPLIT, STEEL, #4 110395 89536 110395 1
J 15 HEADER, 2 ROW, 0.100CTR,26 PIN 603662 89536 603662 1
MP 1 RETAINER, PRINTER I/F 820175 89536 820175 1
MP 2 CABLE TIE,4"L,0.100"W,0.75 DIA 172080 89536 172080 2
MpP 3 HEAT DISSIPATOR,HORIZ. FINS,TO-220 473660 13103 6070B 1
MP 4 PUSHBUTTON, PG SMALL RECT. C.L. REPL. 412163 89536 412163 1
MpP 5 BAG,STATIC SHIELDING,12"X16" 680983 89536 680983 1
Q 1 * TRANSISTOR,SI,BV= 60V, 65W,T0-220 386128 01295 T1P120 1
Q 2 * TRANSISTOR, SI,BV= 45V, 30W,TO-220 325761 09214 D44CS 1
Q 3 * TRANSISTOR, SI,NPN,SMALL SIGNAL 218396 04713 2N3904 1
R 1 RES,MF, 150K, +-1%,0.125W, 100PPM 241083 91637 CMF551503F 1
R 2, 14 RES,CC, 200, +-5%, 1W 190603 89536 190603 2
R 3 RES,CC, 560, +-5%, 1W 266361 89536 266361 1
R 4 RES,CC,10,+-5%,0.25W 147868 01121 CB100S 1
R 5 RES,CF, 6.8K, +-5%, 0.25W 368761 80031 CR251-4-5P6K8 1
R 6- 8, 15, RES,CF, 22K, +-5%,0.25W 348870 80031 CR251-4-5P22K 7
R 17, 20, 21 348870
R 9, 18 RES,CF, 10K, +-5%,0.25W 348839 80031 CR251-4-5P10K 2
R 10 RES,MF,1.4K,+-1%,0.125W, 100PPM 344333 91637 CMFS551401F 1
R 11 RES, VAR, CERM, 1K, +-10%,0.5W 285155 71450 360S102A 1
R 12 RES,MF,1.1K,+-1%,0.125W,100PPM 241497 91637 CMF551101F 1
R 13 RES, VAR, CERM, 150K, +-10%,0,5%W 414102 11236 360T151A 1
R 16 RES,CF,1, +-5%,0.25W 357665 80031 CR251-4-5P1E 1
R 19 RES,MF,45.3K, +-1%,0.125W, 100PPM 234971 91637 CMF554532F 1
S 1 SWITCH, PUSHBUTTON, DPDT PUSH-PUSH 520437 89536 520437 1
TP 1, 3, 10, TERM, FASTON, TAB, SOLDR,0.110 WIDE 512889 02660 62395 9
TP 12, 71~ 75 512889
U 1 * IC,CMOS,HEX BUFFER 381830 02735 CD4050AE 1
U 2 * IC,CMOS,QUAD 2 INPUT NOR GATE 355172 02735 CD400lAE 1
U 3 * IC,CMOS,HEX INVERTER 404681 02735 CD4069BE 1
U 4 * IC,CMOS,DUAL D F/F,+EDG TRG W/SET&RST 536433 04713 MC4013BCP 1
1Y) 5, 12 * IC,CMOS,HEX BUFFER W/3-STATE OUTPUT 407759 12040 MMBOC97N 2
U 6 * IC,NMOS,8 BIT MICROCOMPUTER 504563 89536 504563 1
Y 7 * I1C,LSTTL,OCTAL D TRANSPARENT LATCHES 504514 01295 SN74LS373N 1
Y 8 * IC,2K X 8,PROGRAMMABLE EPROM 655589 89536 655589 1
U 9 * IC,LSTTL,8BIT ADDRSABLE LATCH,W/CLR 419242 01295 SN74LS259N 1
U 10 * IC,CMOS,DUAL JK F/F,+EDG TRIG 355230 02735 CD4027AE 1
U 11 * IC,CMOS,DUAL MONOSTABLE MULTIBRATOR 454017 04713 MC14538BCP 1
VR 1 * ZENER,UNCOMP,S5.6V,5%,20.0MA,0.4W 277236 07910 1N752A 1
W 1 JUMPER, WIRE, TEFLON INSUL, 0.300CTR 528257 89536 528257 1
XU 6 SOCKET, IC,40 PIN 429282 09922 DILB40P-108 1
XU 8 SOCKET, IC,24 PIN 376236 91506 324-AG39D 1
Y 1 * CRYSTAL,6MHZ,+-0.01%,HC-18/U 461665 89536 461665 1
3 1, 2 RES,NET,SIP,8 PIN,7 RES,4.7K,+-2% 412916 80031 95081002CL 2
Z 3, 4, S RES,NET,DIP,14 PIN,7 RES,10K,+-5% 364000 01121 314 3

An * in ’S’ column indicates a static-sensitive part.
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6/List Of Replaceable Parts

Table 6-5. A4 Controller PCA
(See Figure 6~5,)

N
REFERENCE FLUKE MFRS  MANUFACTURERS 0
DESIGNATOR STOCK SPLY  PART NUMBER TOT T
-A>-NUMERICS====> S==-====m=meee=DESCRIPTION====m=mem=-m --= =-NO-- -CODE- -OR GENERIC TYPE----- QTY=- -E-
c  1- 26, 29 CAP, CER, 0.22UF, +~20%, 50V, 25U 519157 51406 RPE11125U224M50V 27
c 2 CAP, AL, 47UF, +-20%,16V, SOLV PROOF 643304 89536 643304 1
c CAP,MICA, 39PF, +-5%, 500V 148544 72136 DMISE390J 1
c 28 CAP,MICA, 4PF, +-0, 5PF, 500V 190397 72136 DM15C040E 1
c 30 CAP, CER, 220PF, +-5%, 100V, COG 512111 51406 RPE121 1
c 31, 32 CAP, CER, 560PF, +-5%, 50V, COG 528505 89536 528505 2
c 3 CAP, CER, 0.01UF, +-20%, 50V, 25U 614214 72982 8121-050-651-10NFM 1
R 1 * DIODE,GER,BV=100,0V,I0= BOMA,80 MW 149187 93332 1N270 1
cR 2, 3 * DIODE,SI,BV=75V, I0=150MA, SOOMW 203323 07910 1N4448 2
DS 1 * LED,RED,7 SEGMENT 472944 28480 QDSP3016 1
E 1, 10, 11, TERM, UNINSUL, FEEDTHRU, HOLE, TURRET 179283 88245 2010B-5 11
E S0, 51, 70, 179283
E 71, 72, 73, 179283
E 4, 75 179283
MP 1 BAG, STATIC SHIELDING,12*X16* 680983 B9536 680983 1
MP 2 EJECTOR, PWB, NYLON 706879 89536 706879 1
M 3 COMPONENT HOLDER 422865 98159 2829-75-2 1
e 1 * TRANSISTOR, SI,NPN,SMALL SIGNAL 218396 04713 2N3904 1
R 1, 5, 11, RES, CF, 22K, +-5%,0.,25W 348870 80031 CR251-4-5P22K 5
R 12, 13 348870
R 2, 1 RES,CF,1,+~5%,0.25W 357665 80031 CR251-4-5P1E 2
R 3, 6 RES,CF, 100K, +-5%, 0. 25W 348920 80031 CR251-4-5P100K 2
R 4 RES,CF, 1K, +-5%, 0. 25W 343426 80031 CR251-4-5P1K 1
R S RES, CC, 22M, +-5%,0,25W 221986 01121 CB2265 1
R 8 RES,CF, 3.3K, +-5%, 0. 25W 348813 80031 CR251-4-5P3K3 1
R 10 RES, CF, 20, +-5%, 0. 25W 442202 80031 CR251-4-5P20E 1
R 14, 15 RES,CF,5.1K, +-5%,0,25W 368712 80031 CR251-4-5p5K1 2
R 16 RES, CF, 220, +-5%,0.25W 342626 80031 CR251-4-5p220E 1
u o1 * 1C,NMOS,PARALLEL I/0 CONTROLLER 536920 50088 MK3IBBIN-4 1
v 2 * IC,CMOS,8 INPUT NAND GATE 504860 04713 MC14068BCP 1
U 3, 8 9 * IC,CMOS,HEX BUFFER W/3-STATE OUTPUT 407759 12040 MMBOC9IN 3
U 4 * IC,CMOS,UNIV ASYNC RECEIVR/TRANSMITER 453464 32293 1M6402CPL 1
U s, 14, 23, * IC,LSTTL,OCTL BUFFER W/3-STGNOR ENABL 429902 12040 DMBILS9SN 4
U 24 * 429902
v s * IC,LSTTL,8-3 LINE PRIORITY ENCDR,3-ST 4B3669 01295 SN74LS348N 1
v 7 * IC,LSTTL,HEX D F/F,+EDG TRG,W/CLEAR 393207 01295 SN74LS174N 1
U 10, 17, 18 * IC,LSTTL,DUAL D F/F,+EDG TRG,W/CLR 393124 01295 SN74LS74N 3
U 11, 40 * IC,CMOS,HEX D F/F,+EDG TRG,W/RESET 404509 12040 MM74C174N 2
U o12 * 1C,CMOS,QUAD 2 INPUT NAND GATE 453241 02735 CD4011BE 1
U 13 * I1C,CMOS,DUAL D F/F,+EDG TRG W/SETGRST 536433 04713 MC4013BCP 1
U 15 * IC,FTTL,HEX INVERTER 634444 07235 74F04PC 1
U 16 * IC,LSTTL,DIV BY 2,DIV BY 5 COUNTER 402545 01295 SN74LS9ON 1
U 19 * IC,LSTTL,DUAL 4 INPUT NAND GATE 393280 01295 SN74LS20N 1
U 20 * IC,TTL,QUAD 2 INPUT AND GATE 393066 01295 SN74LSOSN 1
U 2 * IC,LSTTL, TRIPLE 3 INPUT AND GATE 393082 04713 SN74LS1IN 1
U 22 * 1C,CMOS,DUAL 1 OF 4 DECODER 564987 04713 MC14555BP 1
u 25 * 1C,NMOS,8 BIT MICROCOMPUTER 478073 50088 MK3880-4CPU 1
u 26 * IC, 8K X 8 PROGRAMMED EPROM 872853 89536 872853 1 1
v 27, 28 * IC, 2K X 8 STAT RAM 584144 33297 uPD4016C-2 2
U 29, 30, 38 * IC,LSTTL,3-8 LINE DCDR W/ENABLE 407585 01295 SN74LS138N 3
U N * 1C,CMOS,14STAGE RIPPLE CARRY BIN CNTR 507640 89536 507640 1
v 32 * IC,LSTTL,OCTL BUS TRNSCVR W/3-ST OUT 477406 01295 SN74LS245N 1
v a3 * I1C,LSTTL, 8BIT ADDRSABLE LATCH,W/CLR 419242 01295 SN74LS259N 1
u 34, 37 * IC,LSTTL,QUAD 2 INPUT OR GATE 393108 01295 SN74LS32N 2
U 35 * IC,LSTTL, HEX INVERTER W/SCHMT TRIG 483180 01295 SN74LS14N 1
U 36 * IC,LSTTL, TRIPLE 3 INPUT NOR GATE 393090 01295 SN74LS27N 1
U 39 * 1C,CMOS,PARALLEL I/0 CALENDER & CLOCK 604181 12040 MMS58167N
U 4 * IC,CMOS,SERIAL I/0 CALENDER & CLOCK 586412 33297 uPD1990AC 1
XU 1, 4, 25 SOCKET, IC,40 PIN 429282 09922 DILB40P-108 3
XU 26 SOCKET, IC, 28 PIN 448217 91506 328-AG39D 1
Xu 27, 28, 39 SOCKET, IC, 24 PIN 376236 91506 324-AG39D 3
XU 41 SOCKET, IC,14 PIN 276527 09922 DILB8P-108 1
Y 1 OSCILLATOR, 4MHZ/8MHZ, TTL CLOCK 642710 89536 642710 1
Y 2 * CRYSTAL,32,768KHZ,+-0.003% 501817 89536 501817 1
2z 1, 2, 4, RES,NET,SIP,10 PIN,9 RES, 22K, +-2% 574442 89536 574442 7
2 5 6 1, 574442
2z 8 574442
z 3 RES,NET,SIP,10 PIN,9 RES,4.7K,+-2% 484063 80031 95081002CL 1
z 9 RES,NET,DIP,16 PIN,8 RES, 240, +-5% 424457 01121 314 1

An * in ’S’ column indicates a static-sensitive part.

NOTE 1 = Part number is for Mainframe Eprom Set., Each set includes 16
programmed eproms. One eprom on the Controller PCA and 15 on the
Memory PCA.

Order P/N 655530 for 2280A

Order P/N 753038 for 2285B
Order P/N 752964 for 2280B
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6/List Of Replaceable Parts

REFERENCE

DESIGNATOR
-A>-NUMERICS=---=> §

An * in ’s’

c 1- 17, 20-
c 38

c 18

CR 1- 5

MP 1

MP 2

Q 1-15

Q 16

R 1

R 2, S5, 6,
R 7

R 3

R 4

R 8, 9

™ 1, 10, 11,
TP 80- 84

] 1, 12, 19
U 2- 11, 13-
U 17

u 18

u. 20

v 21, 22, 29,
U 42, 49

U 25, 26, 30-
U 32, 38- 40,
U 45- 47, 50-
U s2

u 27, 33

U 28, 34, 44
u 35

U 36, 41, 43,
U 48

U 37

XU  2- 11, 13-
XU 17

XU 25, 26, 30-
XU 32, 38- 40,
XU 45- 47, 50-
XU 52

2 1- 4

2 5- 7, 9
2 8
NOTE 1 =

Part number is for Mainframe Eprom Set.
programmed eproms.

Table 6-6. A5 Memory PCA
(See Figure 6-6.)

CAP, CER, 0.22UF, +-20%, 50V, 25U

CAP, AL, 47UF, +-20%,16V, SOLV PROOF
DIODE, SI, BV=75V, I0=150MA, S500MW
EJECTOR, PWB, NYLON

BAG, STATIC SHIELDING,12"X16"

* TRANSISTOR, SI,NPN,SMALL SIGNAL
* TRANSISTOR, SI,PNP,SMALL SIGNAL

LR A O T O N Y

RES,CF, 68,+-5%,0.25W
RES,CF, 10K, +-5%,0.25W

RES, CF, 270, +-5%,0.25W
RES,CF, 470, +-5%,0.25W
RES, CF, 22K, +-5%,0.25W
TERM, UNINSUL, FEEDTHRU, HOLE, TURRET

IC,LSTTL, HEX BUFFER W/NOR ENABLE
IC, 8K X 8 PROGRAMMED EPROM

IC,LSTTL,OCTAL BUFFER/LINE DRIVER
IC,LSTTL,QUAD 2 INPUT OR GATE
IC,LSTTL,3-8 LINE DCDR W/ENABLE

IC, 2K X 8 STAT RAM

IC,LSTTL, OCTL BUS TRNSCVR W/3-ST OUT
IC,LSTTL,QUAD 2 INPUT NAND GATE

IC, LSTTL,HEX D F/F,+EDG TRG,W/CLEAR
IC,LSTTL,QUAD 2-1 LINE MUX W/STROBE

1C, LSTTL, QUAD BUS BFR W/3-STATE OUT
SOCKET, IC, 28 PIN

SOCKET, IC, 24 PIN

RES,NET, SIP,8 PIN,7 RES,560,+-2%
RES,NET, SIP,10 PIN,9 RES, 22K, +~2%
RES,NET,SIP,6 PIN,5 RES,22K, +-2%

Memory PCA.

Order P/N 655530 for 2280A
Order P/N 753038 for 2285B
Order P/N 752964 for 2280B

519157
519157
643304
203323
706879
680983
832212
352369
414532
348839
348839
348789
343434
348870
179283
179283
483800
872853
872853
634105
393108
407585
407585
585786
585786
585786
585786
477406
393033
393207
407833
407833
472746
448217
448217
376236
376236
376236
376236
484451
574442
520122

MFRS
SPLY
-CODE~

51406

89536
07910
89536
89536
04713
12040
80031
80031

80031
80031
80031
88245

01295
89536

04713
01295
01295

89536

01295
01295
01295
01295

01295
91506

91506

89536
89536
89536

column indicates a statlic-sensitive part.

Each set includes 16
One eprom on the Controller PCA and 15 on the

MANUFACTURERS
PART NUMBER

-OR GENERIC TYPE

RPE11125U224M50V

643304

1N4448

706879

680983
MPS2369RLRA
2N4403
CR251-4-5P68E
CR251-4-5P10K

CR251-4-5P270E
CR251-4-5P470E
CR251~-4-5P22K
2010B-5

SN74LS367N
872853

SN74LS541N
SN74LS32N
SN74LS138N

585786

SN74LS245N
SN74LSOON

SN74LS174N
SN74LS157N

SN74LS125N
328-AG39D

324-AG39D

484451
574442
520122

B U e U

@ N =

14

oW

14

-
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6/List Of Replaceable Parts
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Figure 6-6. A5 Memory PCA
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6/List Of Replaceable Parts

Table 6-7. A6 Transformer PCA
(See Figure 6-7.)

REFERENCE FLUKE  MFRS MANUFACTURERS
DESIGNATOR STOCK SPLY PART NUMBER TOT
~A>-NUMERICS > Se--- --DESCRIPTION-==m-wmmme—eee o NO-- ~-CODE- -OR GENERIC TYPE----~ QTY- -
C 1- 3 CAP,AL, 4500UF, +100-10%, 25V 493684 89536 493684 3
o 4, 5 CAP, CER, 5000PF, +-20%, 250V, X7R 485839 89536 485839 2
Cc 6 CAP,POLYES, 0.1UF,+-20%, 250V AC 542233 55112 158.00-0.10uF-250V 1
(o 7 CAP, CER, 0.22UF, +-20%, 50V, 25U 519157 51406 RPE11125U224M50V 1
CR 1- 3 * DIODE,SI, 200 PIV,12.0 AMP 188854 04713 MR1122 3
CR 4- 7 * DIODE,SI,100 PIV,1.0 AMP 698555 89536 698555 4
H 1 NUT,MACH, HEX, STL,10-32 110536 89536 110536 3
H 2 WASHER, LOCK, SPLIT, STEEL, #10 111484 89536 111484 3
H 3 WASHER, FLAT,STEEL,0.203X0.434X0.031 110262 89536 110262 3
J 13 HEADER,1 ROW,0.156 CTR,10 PIN 446724 27264 09-65-1101 1
J 16 HEADER,1 ROW,0.156 CTR,4 PIN 385443 89536 385443 1
J 20 HEADER,1 ROW,0.156 CTR,3 PIN 380022 89536 380022 1
J 31 CONN, MATE-N-LOK, HEADER, 4 PIN 5122639 00779 350211-1 1
J 35 HEADER,1 ROW,0.156 CTR,2 PIN 641647 89536 641647 1
K 1 RELAY,ARMATURE, 1 FORM C,12VDC 512194 28478 20693-83 1
MP 1 HEATSINK, DIODE 583849 89536 583849 1
MP 2 HEAT DIS,CLIP,TO-220 428805 13103 6046P8 1
Q 1 * TRANSISTOR, SI,BV= 45V, 30W,T0-220 325761 09214 D44CS 1
R 1 RES,CC, 820, +-5%,1W 266379 01121 GB8215 1
R 2 RES,CC, 2K, +-5%, 0.5W 169854 01121 EB202S 1
R 4, 5 RES,CC,10,+-10%,0.5W 108092 01121 EB1001 2
R 6 RES,CC,100, +-5%,0.5W 188508 01121 EB1015 1
R 7 RES,CC, 1K, +-5%,0.5W 108597 01121 CB102S 1
R 8 RES,CF,5.1,+-5%,0.25W 441287 80031 CR251-4-5P5R1 1
s 1, 2 SWITCH, SLIDE, DPDT, POWER 234278 89536 234278 2

An * in ’S’ column indicates a static-sensitive part.
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6/List Of Replaceable Parts
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Figure 6-7. A6 Transformer PCA
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6/List Of Replaceable Parts

Table 6-8. A7 Motherboard PCA
(See Figure 6-8.)

REFERENCE FLUKE  MFRS MANUFACTURERS
DESIGNATOR STOCK  SPLY PART NUMBER TOT
=A>-NUMERICS-~==> §--co—memcaccau- DESCRIPTION==--—==w=ceere —— NO-- -CODE- -OR GENERIC TYPE=-==-~ QTY~ -
H 1 SCREW,MACH, RHSL,NYL, 6-32X5/8 330019 95987 N-632-5/8 4

H 2 NUT,NYLON 6-32 HEX, BLACK NYLON 111013 89536 111013 4

J 2 CONN, PWB EDGE,REC,0.100 CTR,20 POS 520189 09922 PWBH4DD10-32 6

J 3- 5, 11 CONN, PWB EDGE,REC,0.100 CTR,44 POS 520148 00779 1-5308843-5 4

J 6~ 8 CONN, PWB EDGE,REC,0.100 CTR,72 POS 520155 00779 1-530843-9 3

J 9 HEADER, 2 ROW,0.100CTR,34 PIN 643239 89536 643239 1

MP 1 SPACER,RND,ALUM, .156 IDX.250 153155 89536 153155 4

An * in ‘S’ column indicates a static-sensitive part.
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6/List Of Replaceable Parts
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6/List Of Replaceable Parts

Table 6-9. A8 Power Supply PCA
(See Figure 6-9.)

-CODE~- -OR GENERIC TYPE

REFERENCE FLUKE MFRS
DESIGNATOR STOCK SPLY
=A>-NUMERICS=-==> S==we-cecece———-o DESCRIPTION-====cemm e = NO--
BT 1 BATTERY,NI-CAD, 3.6V,0.45AH 615476 89536
c 1, 3, 4, CAP,CER,0.22UF, +-20%, 50V, 25U 519157 51406
c 13, 14, 1s, 519157
[ 22 519157
c 2, 9 CAP,AL,1000UF,+100-10%, 25V, SOLV PROOF 601971 89536
c 5, 10, 23, CAP,TA,1UF, +-10%, 35V 161919 56289
c 32 161919
Cc 6, 7, 217, CAP,POLYES,0.1UF, +-10%,100V 393439 80031
Cc 33 393439
[ 8, 24, 29 CAP,POLYES,0.01UF, +-10%, 250V 325548 73445
Cc 11 CAP,AL, 270UF, +100-10%, 20V, SOLV PROOF 602656 89536
C 12 CAP,AL,470UF, +100-10%,12V, SOLV PROOF 602649 89536
C 15, 20 CAP,CER,4700PF, +-20%,100V,X7R 362871 72982
Cc 17, 26 CAP,CER,0.047UF,+-10%,50V,X7R 572263 72982
Cc 19 CAP,CER,470PF,+-20%,100V,X7R 358275 72982
(o] 21, 28 CAP,TA,4.7UF, +-20%, 25V 161943 56289
Cc 25 CAP,POLYES, 0.22UF, +-10%,100V 436113 73445
Cc 31 CAP,TA,0.33UF,+-20%,35V 408690 56289
c 34, 35 CAP,POLYES, 0.22UF, +-10%, 50V 696492 89536
CR 1- 8, 19 * DIODE,SI, S50 PIV,1.0 AMP 379412 04713
CR 9, 12- 15, * DIODE,SI,BV=75V,IO=150MA, SOOMW 203323 07910
CR 17, 25, 27, +* 203323
CR 28 * 203323
CR 10, 11 * DIODE,sSI, 35 PIV,10.0 AMP 643023 89536
CR 16, 18 * DIODE, GER,BV125,0V, I0= 75MA,80 MW 150342 89536
CR 22, 26 * DIODE,SI,20 PIV,1.0 AMP 507731 83003
F 1 FUSE,1/4 X 1-1/4,FAST,1.5A, 250V 109330 71400
H 1 SCREW,MACH, PHP SEMS, STL, 4~-40X1/4 185918 89536
H 2 WASHER, FLAT, BRASS, #4,0.025 110775 89536
H 3 SCREW,MACH, PH,P,STL, 6-32X0.375 152165 89536
H 4 NUT,MINI, HEX, SS, 6-32 110569 89536
H 5 SCREW,MACH, PH,P,STL,4-40X0.375 152124 73734
H 6 NUT,MACH, HEX, STL, 4-40 110635 89536
H 7 WASHER, FLAT,STL,0.123X0.250X0.032 195909 89536
H 8 NUT,MACH, HEX, STL, 4-40 184044 73734
H 9 WASHER, LOCK, INTRNL, STEEL, #4 110403 89536
H 10 WASHER, LOCK, SPLIT, STEEL, #6 110692 89536
H 11 INSERT, STUD, BROACHING, PHOSPHOR BRONZE 494682 89536
J 1 CONN, D-SUB, PWB, RT ANG, 9 SCKT 714113 89536
J 2 CONN, D-SUB, PWB, RT ANG,15 SCKT 707034 89536
K 1 RELAY, REED,1 FORM A, 5VDC 461434 15636
L 1 INDUCTOR, 76 UH 655639 89536
L 2 INDUCTOR 2-4 MH 629337 89536
MP 1 HEAT DIS,CLIP,TO-220 428805 13103
MP 2 HEAT DIS, HORIZ, 2.50X2.50X0.90,TO-127 586222 89536
MP 3 COMPONENT HOLDER 422865 98159
MP 4 HLDR,FUSE, 1/4,PWB MT 485219 91833
Q 2, 3 * TRANSISTOR, SI,NMOS, 75W,TO-220 586107 89536
Q 4, 5, 17 * TRANSISTOR, SI,NPN,SMALL SIGNAL 218396 04713
Q 6 * TRANSISTOR, SI,PNP, SMALL SIGNAL 195974 64713
R 1- 10 RES,CF,30,+~5%,0.25W 442228 80031
R 11, 13, 67, RES,CF, 270,+-5%,0.25W 348789 80031
R 69 348789
R 12, 14 RES,CF,5.1K,+-5%,0.25W 368712 80031
R 15, 36, 52, RES,CF,3.9K,+-5%,0.25W 342600 80031
R 70, 711 342600
R 16, 44 RES,CF, 27,+-5%,0.25W 348763 80031
R 17, 27 RES,MF, 102K, +-1%,0.125W, 100PPM 291286 91637
R 18 RES,MF, 309K, +-1%,0.125W, 100PPM 235283 91637
R 19 RES,MF, 26.1K, +-1%,0.125W, 100PPM 246165 89536
R 20, 37, 38 RES,CF, 10K, +-5%,0.25W 348839 80031
R 21, 24 RES,CF, 910K, +-5%,0.25W 442533 89536
R 22, 45, 47, RES,CF, 100K, +-5%, 0, 25W 348920 80031
R 53, 63 348920
R 23 RES,MF, 28.7K, +-1%,0.125W, 100PPM 235176 91637
R 25, 29 RES,MF, 143K, +-1%,0.125W, 100PPM 291336 91637
R 26, 30, 33 RES,MF, 49.9K, +-1%,0.125W, 100PPM 268821 91637
R 28, 31 RES,MF, 10K, +-1%,0.125W, 100PPM 168260 91637
R 32 RES,MF,10.5K, +-1%,0.125W, 100PPM 234096 91637
An * in ’S’ column indicates a static-sensitive part.

MANUFACTURERS
PART NUMBER

615476
RPE11125U224M50V

601971
196D010X0035G

719A1

C280MAE/A10K
602656

602649
8121-A100-W5R-472M
8121-050-W5R4INFK
8111-A100-WSR-471M
196D475X0025KA1
C280MAH1A220K
196D334X0035HA1
696492

1N4933

1N4448

643023
150342
VSK120
AGC1-1/2
185918
110775
152165
110569
19024
110635
195909
8002A-NP
110403
110692
494682
714113
707034
R7254-1
655639
629337
6046P8
586222
2829-75-2
3529
586107
2N3904
2N3906
CR251-4-5P30E
CR251-4-5P270E

CR251-4-5P5K1
CR251-4-5P3K9

CR251-4-5P27E
CMF551023F
CMF553093F
246165
CR251-4-5P10K
442533
CR251-4-5P100K

CMF552872F
CMF551433F
CMF554992F
CMF551002F
CMFS551052F
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6/List Of Replaceable Parts

Table 6-~9. AB Power Supply PCA (cont)

FLUKE
STOCK

168203
293704
348771
348979
291369
291369
236778
321414
291617
110189
328294
275735
289587
325670
266361
168252
235218
293605
343426
348870
512889
512889
525295
525303
472845
381665
387233
454678
478354
418566
419002
508655
267807
266601
327973
159798
529990
529131

MFRS
SPLY
-CODE-

91637
91637
80031
80031
91637

89536
91637
91637
89536
91637
11236
91637
91637
89536
91637
91637
91637
80031
80031
02660

04713
12040
04713
04713
12040
01295
12040
12040
89536
24444
04713
04713
04713
04713
89536
89536

REFERENCE
DESIGNATOR
~A>-NUMERICS=-===> S-==m-mcoeeaa—- DESCRIPTION=-=====m=mm————
R 34 RES,MF, 249, +-1%,0.125W, 100PPM
R 35 RES,MF,2.05K,+-1%,0.125W, 100PPM
R 39 RES,CF, 100, +-5%,0.25W
R 40, 73 RES, CF, B20K, +~5%,0.25W
R 41- 43, 46, RES,MF, 24.9K, +-1%,0.125W, 100PPM
R 65
R 48 RES,MF, 348,+-1%,0.125W, 100PPM
R 49 RES,MF,1.69K,+~-1%,0.125W,100PPM
R 50 RES,MF,14.3K, +-1%,0.125W,100PPM
R 51 RES,CC, 270, +-10%, 2W
R 54, S5 RES,MF, 2.26K, +-1%,0.125W, 100PPM
R 56, 57 RES,VAR,CERM, 100, +-10%,0.5W
R 58 RES,MF, 2.67K, +-1%,0.125W, 100PPM
R 59 RES,MF, 2.8K,+-1%,0.125W,100PPM
R 60 RES,CC, 560, +~5%,1W
R 61, 62 RES,MF, 4.99K, +-1%,0.125W, 100PPM
R 64 RES,MF,137,+~-1%,0.125W,100PPM
"R 66 RES,MF,10.2K,+-1%,0.125W, 100PPM
R 68 RES,CF, 1K, +-5%, 0. 25W
R 72 RES,CF, 22K, +-5%,0.25W
TP 1, 3, 10, TERM, FASTON, TAB, SOLDR,0.110 WIDE
TP 12
U 1 * IC,LSTTL,QUAD DIFFERENTIAL LINE DRVR
U 2 * IC,LSTTL,QUAD RS422 LINE RCVR,3-STATE
U 3, S * IC, 2.5 V,40 PPM T.C.,BANDGAP REF '
U 4 * IC,VOLT REG,FIXED,-12 VOLTS,1.5 AMPS
U 6 * IC,COMPARATOR,QUAD,14 PIN DIP
u 7, 8 * IC,REGULATING PULSE WIDTH MODULATOR
U 9 * IC,COMPARATOR, DUAL, LO-PWR,8 PIN DIP
U 10 * IC,O0P AMP,SELECTED GBW 600KH2
U 11 * IC,ARRAY,5 TRANS,NPN,3 1SO,2 DIFF CON
VR 1 * ZENER,UNCOMP, 6.0V TRANSIENT SUPPRESSO
VR 2 * ZENER,UNCOMP, 24,0V, 5%,5.2MA,0.4W
VR 3 * ZENER,UNCOMP,15,0V,5%,8.5MA,0.4W
VR 4 * 2ENER,UNCOMP, 18,0V, 5%,7.0MA,0,4W
VR 5 * Z2ENER,UNCOMP,5.1V,5%,20.0MA,0.4W
2 1 RES,NET,SIP,10 PIN,5 RES, 10K, +-2%
2 2 RES,NET,SIP,10 PIN,5 RES, 56K, +-2%
An * in ’S’ column indicates a static-sensitive part.

MANUFACTURERS
PART NUMBER © TOT
-OR GENERIC TYPE----- QTY-

CMF55249F 1
CMF552051F 1
CR251-4-5P100E 1
CR251-4-5P820K 2
CMF552492F 5

236778
CMFS551691F
CMF551432F
110189
CMF552261F
360T-101A
CMF552671F
CMF552801F
266361
MFF1-84991
CMF551370F
CMF551022F
CR251-4-5P1K
CR251-4-5P22K
62395

N e O L L e

MC3487pP
DS3486N
MC1403V
MC7912CP
LM339N
SG3524N
LM393N
LM358N
419002
1N5908
1N9708B
1N965B
1N967B
1IN751A
529990
529131

e e e e e . i
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6/List Of Replaceable Parts
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Figure 6-9. A8 Power Supply PCA
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6/List Of

Replaceable Parts

REFERENCE FLUKE MFRS MANUFACTURERS
DESIGNATOR STOCK SPLY PART NUMBER
—A>-NUMERICS---=> S—===—=—=—==—-= DESCRIPTION---—-—===—====== == NO-- -CODE- -OR GENERIC TYPE-
C 1- 12 CAP,POLYES, 0.1UF, +-20%, 50V 732883 D9816 MKS2/50/.1UF/20%
C 13, 14 CAP,AL,47UF,+-20%,16V, SOLV PROOF 643304 62643 LR16VB470M6X0OLLV
Ds 1 LED,RED, 90 LEAD PREP,LUM INT=2MCD 604884 89536 604884

J 1 CUMPER, REC, 2 POS, .100CTR, .025 SQ POST 757294 00779 850108-1

MP 1 EJECTOR, PWB, NYLON 706879 30035 CE-110-062

P 1 HEADER, 2 ROW, .100CTR, 34 PIN 658047 00779 1-87227-7

P 2 HEADER, 1 ROW, .100CTR,RT ANG,4 PIN 867874 89536 867874

R 1 RES,CF,330,+-5%,0.25W 573089 59124 CFl1-4 331 J B
TP 1- 7 TERM, UNINSUL, FEEDTHRU, HOLE, TURRET 179283 88245 2010B-5

U 1 * IC,CMOS,OCTL LINE DRVR W/3-ST OUT 741892 01295 SN74HCT244N

U 2 * IC,CMOS,QUAD INPUT NOR GATE 851691 18324 74HCTO02

U 3 * IC,CMOS,QUAD BUS BUFFER W/3-STATE 854021 01295 74HC125N

U 4 * IC,CMOS,OCTAL BUS TRANSCEIVER 722017 18324 74HCT245N

U 5 * IC,LSTTL,8BIT ADDRSABLE LATCH,W/CLR 419242 04713 SN74LS259N

U 6 * I1C,16L8A PROG LOGIC ARRAY, PROGRAMMED 873088 89536 873088

U 7 * IC,CMOS,32K X 8 STATIC RAM,120 NSEC 800250 33297 D43256C12L

U 8 * IC,32K X 8 EPROM, PROGRAMMED 872858 89536 872858

U 9 * IC,MOS,8 BIT MPU, 8MHZ 853882 56708 284C0008PSC

U 10 * IC,CMOS,DUAL D F/F,+EDG TRG 821058 04713 MM74HCT74N

U 11 * IC,CMOS,FLOPPY DISK SUBSYS CNTRLR 866918 89536 866918

W 1 HEADER,1 ROW, .100CTR, 6 PIN 478669 22526 65500-106

XU 6 SOCKET, IC, 20 PIN 454421 00779 2-640464-1

XU 7 SOCKET, IC,32 PIN 807156 00779 2-644018-3

XU 8 SOCKET, IC, 28 PIN 448217 91506 228-AG39D

XU 9, 11 SOCKET, IC,40 PIN 429282 00779 2-640379-1

Y 1 OSCILLATOR, 32MHZ, TTL CLOCK 742338 01537 K1100AM

A 1 RES,CERM,DIP,14 PIN,7 RES,10K,+-5% 364000 91637 MDP14-03-103J
Z 2 RES,CERM, SIP,8 PIN,7 RES, 1K, +-2% 414557 91637 CSCO08A-01-102G

Table 6-10. A9 Microfloppy Interface PCA
(See Figure 6-10.)

An * in ‘S’ column indicates a static-sensitive part.
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6/List Of Replaceable Parts
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6/List Of Replaceable

MANUFACTURER'S FEDERAL SUPPLY CODES

D9g16
Westermann Wilhelm
Augusta-Anlage

Manheim-Nackarau, Germany

$S0482
Sony Corporation
Tokyo, Japan

00779
AMP, Inc.
Harrisburg, PA

01121
Allen Bradley Co.
Milwaukee, WI

01295

TX Instruments Inc.
Semiconductor Group
Dallas, TX

01537

Motorola Communications &
Electronics, Inc.

Franklin Park, IL

02660

Bunker Ramo-Eltra Corp.
Amphenol NA Div.
Broadview, IL

02735
RCA-Solid State Div.
Somerville, NJ

02799
Arco Electronics Inc.
Chatsworth, CA

04222

AVX Corporation
AVX Ceramics Div.
Myrtle Beach, SC

04713

Motorola Inc.
Semiconductor Group
Phoenix, AZ

06383
Panduit Corporation
Tinley Park, IL

06665

Precision Monolithics
Sub. of Bourns Inc.
Santa Clara, CA

07235
Albion Electrical Ind.
Albion, IN

07263

Fairchild Semiconductor
North American Sales
Ridgeview, CT

07910
Teledyne Semiconductor
Mountain View, CA

08718

ITT Cannon Electric
Phoenix Division
Phoenix, AZ

09214

General Electric Co.
Semiconductor Products
Auburn, NY

09353

C & K Components, Inc.
Newton, MA

09922

Burndy Corporation
Norwalk, CT

11236

CTS Corporation
Resistor Products Div.
Berne, IN

12040

National Semiconductor
Corporation

Danbury, CT

12969
Unitrode Corporation
Lexington, MA

13103
Thermalloy Co., Inc.
Dallas, TX

13150

Vermitron Corporation
Beau Products Division
Laconia, NH

14552

Microsemi Corp.
(formerly: Micro-Semi-
Conductor Corp.)
Santa Ana, CA

15636
Elec-Trol Inc.
Saugus, CA

15818

Teledyne Inc. Co.
Semiconductor Div.
Mountain View, CA

16162
M.M.L
Southfield, Ml

17504
Aluminum Filter Co.
Carpinteria, CA

18324
Signetics Corporation
Sacramento, CA

22526

DuPont, El DeNemours

& Co,, Inc.

DuPont Connector Systems
Advanced Products Div.
New Cumberland, PA

24444

General Semiconductor
Industries, Inc.

Tempe, AZ

24759

Lenox-Fugle Electronics Inc.

South Plainfield, NJ

27264
Molex Inc.
Lisle, IL

28213

MN Mining & Mfg. Co.
Consumer Products Div.
3M Center

Saint Paul, MN

28478

Deltrol Corporation
Deltrol Controls Div.
Milwaukee, WI

28480

Hewlett Packard Co.
Corporate HQ

Palo Alto, CA

30035
Jolo Industries Inc.
Garden Grove, CA

32293
Intersil
Cupertino, CA

32997

Bourns Inc.
Trimpot Division
Riverside, CA

33297

NEC Electronics USA Inc.
Electronic Arrays Div.
Mountain View, CA

34371

Harris Corporation
Harris Semiconductor
Products Group
Melbourne, FL

34649
Intel Corporation
Santa Clara, CA

34848
Hartwell Special Products
Placentia, CA

36000
United Flexible of Canada
Richmodn Hill, ONT CAN

40337
RAF Electronics Hardware
Seymour, CT

49671
RCA Corporation
New York, NY

50088

SGS - Thomson
Microelectronics Inc.
Carrollton, TX

51406

Murata Erie

North America Inc.
Symrna, GA

51705
ICO/Rally
Palo Alto, CA
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6/List Of Replaceable Parts

MANUFACTURER'S FEDERAL SUPPLY CODES

51809

NCR Corporation
Systemedia Division
Miamisburg, OH

53217
Technical Wire Products Inc.
Santa Barbara, CA

54590

RCA Corporation
Electronic Components Div.
Cherry Hil, NY

55112
Plessey Capacitors, Inc.
(Now 60935)

55566

RAF Electronic Hardware Inc.

Seymour, CT

56289
Sprague Electric Co.
North Adams,MA

56349
Tri-Tech Company
Kent, WA

56708
Zilog Inc.
Campbell, CA

59076
Designatronics Inc.
New Hyde Park, NY

59124
KOA-Speer Electronics Inc.
Bradford, PA

6E232
Olevetti Corp. of America
Seattle, WA

6F689
Stock Drive Products
(replaced by: 59076)

60935

Westlake Capacitor Inc.
Tantalum Division
Greencastle, IN

61935
Schurter Inc.
Petaluma, CA

62643
United Chemicon
Rosemont, IL

70903
Cooper-Belden Corp.
Geneva, IL

71400

Bussman Manufacturing
Div. McGraw-Edison Co.
St. Louis, MO ’

71450
CTS Corp.
Elkhart, IN

71590
Mepco/Centralab

A North American Philips Co.

Fort Dodge, 1A

71707
Coto Corporation
Providence, RI

72136
Electro Motive Mfg. Corp.
Florence, NC

72982
Erie Specialty Products Inc.
Erie, PA

73445
Amperex Electronic Corp.
Hicksville, NY

73734
Federal Screw Products Inc.
Chicago, IL

74840
lllinois Capacitor Inc.
Lincolnwood, IL

78189

IL Tool Works Inc.
Shakeproof Div.
Elgin, IL

80031
Mepco/Electra Inc.
Morristown, NJ

83003
Varo Inc.
Garland, TX

83330

Kulka Smith Inc.

A North American Philips Co.
Manasquan, NJ

83533

Associated Spring
Barnes Group
Gardena, CA

84411

American Shizuki
TRW Capacitors Div.
Ogallala, NE

84580
France Campbell & Darling
Kenilworth, NJ

86684
Radio Corp. of American
(Now 54590)

86928
Seastrom Mfg. Co. Inc.
Glendale, CA

88245

Winchester Electronics
Litton Systems-Useco Div.
Van Nuys, CA

88690

Essex Group Inc.
Wire Assembly Div.
Dearborn, Mi

89020

Amerace Corporation
Buchanan Crimptool
Products Division
Union, NJ

89462
Waldes Truarc, Inc.
Long Island, NY

89536
John Fluke Mfg. Co., Inc.
Everett, WA

9W423
Amatom
El Mont, CA

91506
Augat Alcoswitch
North Andover, MA

91637
Dale Electronics Inc.
Columbus, NE

91833
Keystone Electronics Corp.
New York, NY

93332

Sylvania Electric Products
Semiconductor Products Div.
Woburn, MA

95987
Weckesser Co., Inc.
(Now 84580)

97527
Instrument Gear Works
Chicago, IL

98159
Rubber-Tech Inc.
Gardena, CA

98291

Sealectro Corp.
BICC Electronics
Trumbill, CT
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6/List Of Replaceable Parts

MANUFACTURER'S FEDERAL SUPPLY CODES

D9816
Westermann Wilhelm
Augusta-Anlage

Manheim-Nackarau, Germany

S0482
Sony Corporation
Tokyo, Japan

00779
AMP, Inc.
Harrisburg, PA

o1121
Allen Bradley Co.
Milwaukee, WI

01295

TX Instruments Inc.
Semiconductor Group
Dallas, TX

01537

Motorola Communications &
Electronics, Inc.

Franklin Park, IL

02660

Bunker Ramo-Eltra Corp.
Amphenol NA Div.
Broadview, IL

02735
RCA-Solid State Div.
Somerville, NJ

02799
Arco Electronics Inc.
Chatsworth, CA

04222

AVX Corporation
AVX Ceramics Div.
Myrtle Beach, SC

04713

Motorola Inc.
Semiconductor Group
Phoenix, AZ

06383
Panduit Corporation
Tinley Park, IL

06665

Precision Monolithics
Sub. of Bourns Inc.
Santa Clara, CA

07235
Albion Electrical Ind.
Albion, IN

07263

Fairchild Semiconductor
North American Sales
Ridgeview, CT

07910
Teledyne Semiconductor
Mountain View, CA

08718

ITT Cannon Electric
Phoenix Division
Phoenix, AZ

09214

General Electric Co.
Semiconductor Products
Auburn, NY

09353

C & K Components, Inc.
Newton, MA

09922

Burndy Corporation
Norwalk, CT

11236

CTS Corporation
Resistor Products Div.
Berne, IN

12040

National Semiconductor
Corporation

Danbury, CT

12969
Unitrode Corporation
Lexington, MA

13103
Thermalloy Co., Inc.
Dallas, TX

13150

Vermitron Corporation
Beau Products Division
Laconia, NH

14552

Microsemi Corp.
(formerly: Micro-Semi-
Conductor Corp.)
Santa Ana, CA

15636
Elec-Trol Inc.
Saugus, CA

15818

Teledyne Inc. Co.
Semiconductor Div.
Mountain View, CA

16162
MM.L
Southfield, M

17504
Aluminum Filter Co.
Carpinteria, CA

18324
Signetics Corporation
Sacramento, CA

22526

DuPont, El DeNemours

& Co,, Inc.

DuPont Connector Systems
Advanced Products Div.
New Cumberiand, PA

24444

General Semiconductor
Industries, Inc.

Tempe, AZ

24759

Lenox-Fugle Electronics inc.

South Plainfield, NJ

27264
Molex Inc.
Lisle, IL

28213

MN Mining & Mfg. Co.
Consumer Products Div.
3M Center

Saint Paul, MN

28478

Deltrol Corporation
Deltrol Controls Div.
Milwaukee, Wi

28480

Hewilett Packard Co.
Corporate HQ

Palo Alto, CA

30035
Jolo Industries Inc.
Garden Grove, CA

32293
Intersil
Cupertino, CA

32997

Bourns Inc.
Trimpot Division
Riverside, CA

33297

NEC Electronics USA Inc.
Electronic Arrays Div.
Mountain View, CA

34371

Harris Corporation
Harris Semiconductor
Products Group
Melbourne, FL

34649
Intel Corporation
Santa Clara, CA

34848
Hartwell Special Products
Placentia, CA

36000
United Flexible of Canada
Richmodn Hill, ONT CAN

40337
RAF Electronics Hardware
Seymour, CT

49671
RCA Corporation
New York, NY

50088

SGS - Thomson
Microelectronics Inc.
Carrollton, TX

51406

Murata Erie

North America Inc.
Symrna, GA

51705
ICO/Rally
Palo Alto, CA
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6/List Of Replaceable Parts

MANUFACTURER'S FEDERAL SUPPLY CODES

51809

NCR Corporation
Systemedia Division
Miamisburg, OH

53217
Technical Wire Products Inc.
Santa Barbara, CA

54590

RCA Corporation
Electronic Components Div.
Cherry Hill, NY

55112
Plessey Capacitors, Inc.
(Now 60935)

55566
Seymour, CT

56289
Sprague Electric Co.
North Adams,MA

56349
Tri-Tech Company
Kent, WA

56708
Zilog Inc.
Campbell, CA

59076
Designatronics Inc.
New Hyde Park, NY

59124
KOA-Speer Electronics Inc.
Bradford, PA

6E232
Olevetti Corp. of America
Seattle, WA

6F689
Stock Drive Products
(replaced by: 59076)

RAF Electronic Hardware Inc.

60935

Westlake Capacitor Inc.
Tantalum Division
Greencastle, IN

61935
Schurter Inc.
Petaluma, CA

62643
United Chemicon
Rosemont, IL

70903
Cooper-Belden Corp.
Geneva, IL

71400

Bussman Manufacturing
Div. McGraw-Edison Co.
St. Louis, MO

71450
CTS Corp.
Elkhart, IN

71590
Mepco/Centralab

A North American Philips Co.

Fort Dodge, 1A

71707
Coto Corporation
Providence, RI

72136
Electro Motive Mfg. Corp.
Florence, NC

72982
Erie Specialty Products Inc.
Erie, PA

73445
Amperex Electronic Corp.
Hicksville, NY

73734
Federal Screw Products Inc.
Chicago, IL

74840
lllinois Capacitor Inc.
Lincolnwood, IL

78189

IL Tool Works Inc.
Shakeproof Div.
Elgin, IL

80031
Mepco/Electra Inc.
Morristown, NJ

83003
Varo Inc.
Garland, TX

83330
Kulka Smith Inc.

A North American Philips Co.

Manasquan, NJ

83533
Associated Spring
Bames Group
Gardena, CA

84411

American Shizuki
TRW Capacitors Div.
Ogallala, NE

84580
France Campbell & Darling
Kenilworth, NJ

86684
Radio Corp. of American
(Now 54590)

86928
Seastrom Mfg. Co. Inc.
Glendale, CA

88245

Winchester Electronics
Litton Systems-Useco Div.
Van Nuys, CA

88690

Essex Group Inc.
Wire Assembly Div.
Dearborn, M

89020

Amerace Corporation
Buchanan Crimptool
Products Division
Union, NJ

89462
Waldes Truarc, Inc.
Long Island, NY

89536
John Fluke Mfg. Co., Inc.
Everett, WA

9W423
Amatom
El Mont, CA

91506
Augat Alcoswitch
North Andover, MA

91637
Dale Electronics Inc.
Columbus, NE

91833
Keystone Electronics Corp.
New York, NY

93332

Sylvania Electric Products
Semiconductor Products Div.
Woburn, MA

95987
Weckesser Co., Inc.
(Now 84580)

97527
Instrument Gear Works
Chicago, IL

98159
Rubber-Tech Inc.
Gardena, CA

98291

Sealectro Corp.
BICC Electronics
Trumbill, CT
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SCHEMATIC DIAGRAMS
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To accomidate the page formatting, the following

schematic drawings will be overlapping from one
page to the next.
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Schematic Diagrams
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Figure 7-2. A2 Printer Driver PCA
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Figure 7-7. A7 Motherboard PCA (cont.)
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Figure 161-7. High Performance A/D Converter Schematic Diagram (cont.)
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Figure 161-7. High Performance A/D Converter Schematic Diagram (cont.)
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