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2 El E COLLECTOR  BASE EMITTER
N 2
o) o) ° TR, 25A103  —5.7V  —0.75V . —1.10V
oo TR, 2SA103  — &V —0.50V  —0.60V
N TRy 25A101  — 6V —0.65V  —0.65V
TR, 25A101 — 6V —1.10V  —1.10V
TRy 258173  —5.2V  —0.95V . —1.15V
TR; 25B175  — 6V —0.75V - —0. 7V
Notes : TR; 2SB178 = — 9V —0.10V ov
1. Band Selection switch (S1~S4) is now at the position of PHONO. TRs 258178 A —0.10v ov

For MW Band $W Band reception, please turn the selector in the direction of arrow marks.
2. Rs 150KQ~cch)

3. Tolerance morks are J= +5%, K=+10%, M= +20% & Pziloggg
SPECIFICATIONS
Frequency Range: MW 535~1605KC (561~-187 m)
SW 3.9~12MC (77~ 25m)...... H
6 ~18MC (50~16.6m)......J
Intermediate Frequency: . 455KC
Sensitivity : MW 150uV/m/50mW

SW 150,V/m/50mW.....H
150uV/m/50mW...... J
Power Output : 500mW  undistorted
800mWwW maximum
Speaker : 5” (12cm) PM dynamic speaker
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COIL, TRIMMER & TRANSISTOR LOCATION

(FRONT VIEW)

RuRuRs; [ RyRu

(BACK VIEW)

ON-OFF & VOLUME

" TONE

SELECT SPREAD

DIAL CORD STRINGING

Notes:

« Arrow marks indicate the order of hanging the dial rope.

« Tuning capacitor is positioned ot maximum capacity
(closed position). .

« Frequency to be aligned and distance on the dial scale
of the radio receiver are indicated in the table.

OUTPUT METER ...
. OUTPUT LEVEL

TEST OSCILLATOR .........
RADIO RECEIVER............

FREQUENCY AND DISTANCE
ON THE DIAL SCALE ]
| FREQUENCY | DISTANCE
Mw | —600KC_| _ 19.7mm |
,,,,,,,, _1500KC_ | 95.3mm_
SW | 4MC | 7.5mm
(H) 1IMC | 944mm |
SW 6MC | 5.9mm
[©) 18MC | 103.2mm
2
/ S N
NG SHAFT 4
PULLEY TUNING SHAF 3
> DIAL ROPE @
© >~
3
ALIGNMENT PROCEDURE

.. Connect Output Meter across speaker voice coil terminals.

.. Attenuate Test Oscillator output always to maintain 0.5 volt on Output Meter
to prevent overloading of the receiver.

Modulate Test Oscillator at 400c/s and connect the lead wires of Test Oscillator
output to Radiation loop coil.

Place the radio receiver 24” (60cm) away from Radiation Loop Coil.

Band Test Oscillator Radio Receiver
Step Switch Connection to Adjusting for
Position radio receiver Dial setting Dial setting maximum output
Quiet point Top screws of IF
b 455 KC 530 KC transformer
. Screw of MW OSC coil (L) &
2 4
MW 600 KC 600 KC MW ANT coil (L.) inductance
Screw of MW OSC trimmer (Ct.
3 5 15 3
1500 KC 500 KC Screw of MW ANT trimmer (Ct,
600 KC 600 KC |,
4
& 1500 KC & 1500 KC Repeat steps (2) and (3)
X . Screw of SW OSC coil (L3) &
5 i 3
Use ra(!lanon 4 MC 4 MC SW ANT coil (L,) inductance
—_ loop coil —_—— e — ) — — ]
SW . . Screw of SW OSC tri Ct.
6 (See Fig. 1.) mmer (Ct,)
7 ) 11 MC ILMC  Iscrew of SW ANT trimmer (Ct.)
4 MC 4 ME oo
7
& 11 MC & 11 MC Repeat steps (5) and (6).
Screw of SW OSC coil (Lg)
5 £
i 6 McC 6MC  IScrew of SW ANT coil (Ly)
SW L o Screw of SW OSC trimmer (Cty) |
6 N ] ] 4.
(]) 16 MC *MC  |screw of SW ANT trimmer (Ct.)
6 Mo 6MC o ]
7
& ~18 MC & 18 MC Repeat steps (5) and (6).
8 Check if the above dial settings for SW band are not made at image frequency.
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COIL, TRIMMER & TRANSISTOR LOCATION

(FRONT VIEW)
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(BACK VIEW)
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