

## MODEL DATA SHEET

for

## "HIS MASTER'S VOICE" MODEL KI-4S



This model is an A.C. mains-operated console radiogram, incorporating a six-valve broadcast radio with push-pull output and a four-speed automatic record changer.

POWER SUPPLY:
200 to 250 volts at 50 c.p.s.
DIMENSIONS :
Width $\ldots \ldots$
Height
Depth
IGHT:
Gross
Nett

RECEIVER CHASSIS:
For servicing information, refer to Service Manual Part No. 682-6821, for Chassis Type K1.
RECORD CHANGER:
Garrard RC120/H4 for early models.
Garrard RC121/H4 Mk. II.
SPEAKERS:
One permagnetic 6in. diameter. Voice coil impedance, 25 ohms at 400 c.p.s.
One permagnetic 6in. x 9in. Voice coil impedance, 15 ohms at 70 c.p.s.
EQUALISER: :

LS 2
SPARE PARTS (other than those shown in Chassis Manual) :

| Cabinet-Maple | 192-1611 |
| :---: | :---: |
| Cartridge--Pick-up (less Styli) | 211-0121 |
|  |  |
| Record Changer (less Equaliser andLeads (RC120/H4) |  |
|  | 771 |
| Record Changer (less Equaliser and Leads) (RC121/H4 Mk. II) |  |
|  | 558-0871 |
| Stylus--Standard (HS6) ....................... | 611-0241 |
| Stylus-Microgroove (HM4) | 611-0251 |
| Speaker-M.S.P.9-6PT .....) | 831-0441 |
| Speaker-M.S.P.6-PU | 831-0451 |
| Capacitor-Paper . $01 \mathrm{mF}, 20 \%$, 200V. | 279-1001 |
| Capacitor $-1 \mathrm{mF} \pm 25 \%$, 200V. Pape | 279-0281 |

SPEAKER CONNECTIONS - MODELS $\begin{gathered}K 1-4 S \\ K I-4 T\end{gathered}$


LS 1 - PERMAGNETIC - $9^{\prime \prime} \times 6^{\prime \prime}$
LS 2 - PERMAGNETIC- $6^{\circ}$

