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Tone control Battery switch SW2 switch

Toonregelaar RSO Batterijschakelaar SK-F KG2-schakelaar SK-B
@ Contréle de tonalité @ Interrupteur Commutateur OC2

Klangregler Batterieschalter KW2-Schalter

Regulador de tonalidad Interruptor Conmutador OC2

Volume control MW switch SW3 switch

Volumeregelaar MG-schakelaar KG3-schakelaar
@ Contréle de volume RS3 Commutateur PO @ Commutateur OC3 SK-D

Lautstirkeregler MW-Schalter KW3-Schalter

Control de volumen Conmutador OM Conmutador OC3

Scale light SW1 switch Fine tuning

Schaalverlichting SK-G KG1-schakelaar Fijnafstemming
@ Eclairage de cadran @ Commutateur OC1 SK-A Syntonisation fin R17

Skalenbeleuchtung KW1-Schalter Feinabstimmung

Alumbrado de cuadrante Conmutador OC1 Sintonfa fina

PU switch Tuning

PU-schakelaar Afstemming
@ Commutateur PU SK-E @ Syntonisation C13/C14

TA-Schalter Abstimmung

Conmutador PU Sintonfa
Loudspeaker 49 Luidspreker Haut-parleur Lautsprecher 4Q Altavoz
IF 452 kHz MF FI ZF 452 kHz FI
Battery 9V (6x1.5V) Batterij Battérie Batterie 9V (6x1.5 V) Baterfa
Consumption 5-10 mA Verbruik Consommation Verbrauch 5-10 mA Consumo
(without signal) (zonder signaal) (sans signal) (ohne Signal) (sin senal)
Output 1200 mW Uitgangsvermogen Puissance Ausgangsleistung 1200 mW Potencia de salida
Dimensions 325x210x90 mm | Afmetingen Dimensions Abmessungen 325x210x90 mm | Dimensiones

Wave ranges - Golfgebieden - Gammes d'ondes - Wellenbereiche - Miérgenes de ondas

MW - MG - PO - MW - OM : 671,4 - 186,9 m (625 - 1605 kHz)
SW3 - KG3 - OC3 - KW3 - OC3 : 186,9 - 76,92 m ( 1,6- 3,9 MHz)
SW2 - KG2 - OC2 - KW2 - OC2 65,21 - 29,13 m ( 4,6- 10,3 MHz)
SW1 - KG1 - OC1 - KW1 - OC1 : 30 - 13,64 m (10 - 22 MHz)
Transistors Diodes

TS1 - AF124 TS5 - BC109 GR1 - AA119

TS2 - AF127 TS6 - AF127 GR2 - AA119

TS3 - AF127 TS7/8 - AF127/AC132 GR3 - BAl14

TS4 - AF124 TS9-10 - 2-AC128

LA1 - 8073D (6,3 V - 100 mA)
LA2 - 8073D (6,3 V - 100 mA)
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Miniature electrolytic capacitor
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26-2-1968 L4X55T Ba 1211 Information

The ferroceptor, 4822 158 60236, supplied by Central Service is connected and fitted

in a different way than descriped in the Service Notes.

For the connections see the accompanying figure. For mounting this ferroceptor two
different brackets are employed.

The code numbers of these brackets are:

Bracket (long) - 4822 256 90067,

bracket (short) - 4822 256 90068,

Furthermore, according to the circuit diagram the loudspeaker is 25 @, this should be 4 Q.
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Serv-o-mecum Wave range Tuning capacitor Signal Trim Indication
TE-a-1 Golfgebied Afstemkondensator Signaal Afregelen Aanwijzing
Gamme d'ondes . Condensateur variable Signal Régler Indication
Wellenbereich Drehkondensator Signal Abgleichen Anzeige
Miérgen de ondas Condensador variable Sefial Ajustar Indicacién
452kHz | bTS3 s24/25/26 K
IF-MF-FI-ZF-FI | MW-MG-PO-MW-OM Min. cap. via brsz  |s19/20/21 6 Max.
47kpF | bTS2 s22/23 H
bTS1 S17/18 F
Min. cap 1635 kHz @ Cc22, C3
MW-MG-PO-MW-OM Mak. cap 517 kHz s14/15/16
Repeat - Herhalen - Répéter - Wiederholen - Repitir
Max. cap. 4 MHz @ C16, C37
SW3-KG3-0C3-KW3-0C3 [y cap. 1,6 MHz s11/12/13 D
RF-HF-HF-HF-RF Repeat - Herhalen - Répéter - Wiederholen - Repitir Max.
Max. cap. 10,47 MHz C26,C21
SW2-KG2-0C2-KW2-0C2 @ $8/9/10
Min. cap. 4,19 MHz
S3
Repeat - Herhalen - Répéter - Wiederholen - Repitir
SW1-KG1-0OC1-KW1-0C1 J @ l 22 MHz ] @ l c1s

@

®

Apply the signal via a coupler winding around the ferroceptor on MW and SW3 and via 10 pF to the aerial socket on SW2 and SW1.
R17 (fine tuning) in mid position.

Signaal toevoeren via een koppelwinding om de ferroceptor op MG en KG3 en via 10 pF aan de antennebus op KG2 en KG1.
R17 (fijnafstemming) in middenstand.

Appliquer le signal A travers un enroulement de couplage autour du ferrocapteur en PO et OC3 et 2 travers de 10 pF 2 la douille d'antenne
en OC2 et OC1. R17 (syntonisation fin) a mi-course.

Signal iiber Kopplungswindung um den Ferroceptor zufithren auf MW und KW3 und ifber 10 pF dem Antennenbuchse auf KW2 und KW1.
R17 (Feinabstimmung) in Mittelstellung.

Aplicar la senal a través de un arrollamiento de acoplo alrededor del ferrocaptor en OM y OC3 y a través 10 pF a la hembrilla de
antena en OC2 y OC1. R17 (sintonia fina) en posicién media.

Tune in the set - Apparaat afstemmen - Syntoniser 1'appareil - Gerit abstimmen - Sintonizar el aparato.

Adjusting I, of TS9/10. Interrupt the collector lead of TS9 (A-B in TRA3030) and connect a milli-ammeter across A-B.
Adjust the I¢ to 3 mA by means of R63.

Instellen I, van TS9/10. Onderbreek de kollektorleiding van TS9 (A-B in TRA3030) en sluit een mA-meter aan tussen A en B.
De I, instellen op 3 mA met behulp van R63.

Réglage Ic de TS9/10. Couper la ligne de collecteur de TS9 (A-B dans TRA3030) et connecter un milliampéremétre sur A-B.
Régler I, 4 3 mA 2 1'aide de R63.

Einstellen Ic von TS9/10. Die Kollektorleitung von TS9 unterbrechen (A-B in TRA3030) und ein mA-Meter zwischen A und B anschliessen.
Ic auf 3 mA mit Hilfe von R63 einstellen.

Ajustar Ic de TS9/10. Interrumpir la lfnea de colector de TS9 (A-B en TRA3030) y conectar un amiliamperimetro entre A y B.
Ajustar Ic con ayuda de R63 a 3 mA.
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THE MENTIONED VOLTAGES HAVE BEEN MEASURED WITH RESPECT TO +,
WITH AN ELECTRONIC VOLTMETER.

DE AANGEGEVEN SPANNINGEN ZLJN GEMETEN TEN OPZICHTE VAN +, MET EEN
BUISVOLTMETER.

LES TENSIONS INDIQUEES ONT ETE MESUREES PAR RAPPORT A +, AVEC UN
VOLTMETRE ELECTRONIQUE.

DIE ANGEGEBENEN SPANNUNGEN SIND IN BEZUG AUF +, MIT EINEN RGHREN- GR 2
VOLTMESSER GEMESSEN. .

LAS TENSIONES INDICADAS FUERON MEDIDAS CON RESPECTO A +, CON UN
VOLTIMETRO ELECTRONICO.
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SK-A | I Swi1-KG1-0C1-KW1 el
SK-B |- T SW2-KG2-0C2-KW2
SK-D |= II SW3-KG3-0C3-KW3 m
SKE |— K Pu-1A
SK-F |-+ X ON-IN-MARCHE-EIN-CONECTADO 015 D6
SK-G |+ ML SCALE LIGHT-SCHAALVERLICHTING ol

ECLAIRAGE DE CADRAN -SKALENBELEUCHTUNG
ALUMBRADO DE CUADRANTE




	L4X55T (1)
	L4X55T (2)
	L4X55T (3)
	L4X55T (4)
	L4X55T (5)
	L4X55T (6)

