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" LEADS & CONNECTIONS

Symbols & Connectlons Philips Tape Recorders

Pin Numbering —
Front view of

socket
180° Socket ~ 270° Socket Spkr.
SYMBOLS - . 180° SOCKETS 270; SOCKETS
Microphone Q Pin 1 L.H. Input Pin 1 Mains Power Supply
- AR H Input - + Connection
Diode & Line Out| () | " 2Earth Shield " 2 Earth
: " 5 R.H. Output @ ** 3 Battery Negative
Pick Up Input () | 7 3LHOuput © | * 4Line Out&P.U. In (2)
= " 6 Test Point iny, " 5 Battery Positive
Tﬁggﬂme e 6 Test Point Only
Speaker gj <
Tape Recorder m

, * PHILIPS PENTA PLUG
NOTES: = 3 WedslELB392 EL30: . : e
Pins 5 & 3, also Diode or P Q&R S T

Pick-Up Input : QD oo o )
2. Model EL 3300, EL3586 EL3587 : Earth
~Pin 4.Line Out Only. Lb bt

P
Q
R Earth
S
.

RH Input
Earth

pH l Ll ps Published by PHILIPS ELECTRICAL PTY. LIMITED
) 5 ! Branches in all States




PHILIPS RECORD PLAYERS TO TAPE RECORDERS

P g—-} R1 & R2 — IMEG
qg | = EL3536 EL3549
S ait | EL3547 EL3553
1 EL3534 EL3558
8 | O+t EL 3548 EL3556
t | D EL3557 N4308
\_J 4822 264 40039 4822 264 40023 EL3576 N4408
AG4131
AG4100
AG4126

PHILIPS TAPE RECORDERS TO KRIESLER MULTISONIC 11/91 & 11/95 etc.

i SRR IR
4822 264 40023
R1 & R2 = .5 MEG. R1 & R2 = 2 MEG. KRIESLER 11/97 — 11/96
EL3548 EL3558 EL 3576 EL3546 - ELL3586  EL-3587
EL3549 EL3556 N4308 ELE3552-  ~El-3300 EL3302
El-3553 - -EL 3557 ; EL3585  EL3301 EL3303

—

PHILIPS RECORD PLAYERS TO TAPE RECORDERS

@ RT= 1.5 MEG
0

EL 3546
EL3552
EL 3585
EL3586
= EL 3300

. QI——-‘ : EL 3301
4822 264 40039 4822 264 40018 EL3302

AGAT31, AGAT00 EL3303
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VARIOUS JAPANESE TAPE RECORDERS FROM GRAMS FITTED WITH
979/5X180 SOCKET (4822 267 40039)

to suit tape
recorder.

e R1 - Find by trial
s

4822 264 40023



CONNECTIONS FOR TAPE RECORDERS

To PHILIPS STEREOGRAMS
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4822.267.40039
Socket
Fit to back —L_
of stereogram Stereogram

volume controls.
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4822.267.40039
Socket

Fit to back

of radiogram

Radio

volume

To PHILIPS MONO RADIOGRAMS -

gram
control

RECORDING LEADS FOR PHILIPS RECORDERS (MONO)

<——To Gram

—>To Taperecorders.
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4822.264.40018

4822 264 40023
Plug

Use twin shielded lead
4822.322.20007

Plug

3

o
EL3552 FEL3302 EL3548 EL3576
EL3546 - EL 3303 =EL 3549
EL3585 EL3553
EL 3586 EL 3558
EL 3300 EL3556
EL3301

When fitted with .5 MEG Resistor = EL3768/00 Lead.

EL3581R FOOT SWITCH & MIC. ADAPTOR UNIT FOR FOOT OPERATED RECORDING

Lead Colours.

{

4822.264.40026
Plug

Lead = 4822.322.40006

]. = Red

2. = Blue

3. = White
4. = Shields
5. = Clear
6. = Black
0. = Black

979/F3X1.5
Socket Socket

4822.267.40045



FOOT SWITCH FOR EL 3300, EL 3301

<]

Foot Switch

4822.264.40026

RECORDING LEADS FOR PHILIPS RECORDERS (STEREO) EL3768/04
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4822.264.40023

4822.264.40023

Plug May also be used for
mono recorders: — R1& R2=1MEG
EL 3548 N4308 EL 3536
EL 3549 EL3576 EL3547
EL3553 EL 3534
EL 3558 N4408
EL 3556
EL3557
RECORDING LEAD (MONO).
—
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4822. 264. 40023

4822. 264. 40038

Plug R1=.5 MEG. Plug — with centre pin
EL 3541 removed.
EL3542
VARIOUS JAPANESE TAPE RECORDERS (STEREO) R12 R2
LI e Find by teial &
— "::::::::_'::::'_:::\:‘:a error to suit
recorder —
S S R e O e SAY between 25K &
“I""'“"’"‘""“*\——-—' .5 MEG.

4822. 264. 40023
Plug

Japanese Jackplugs



	20001
	20002
	20003
	20004

