I n “AI. RADIO-GRAPH

SERVICE NOTE

\_J

MODEL

DG-897 H

2-BAND 4-SPEED 5-TUBE RADIO-GRAPH

r SPECIFICATIONS ~
Frequency Range: MW 535 ~1605 KC (561 ~ 187 m)
SW 3.7~12MC (@81 ~ 25m)
Intermediate Frequency : 455KC
Sensitivity : MW 80uV/50mW
SW 100axV/50mW
Power Output : 1.3W  undistorted
1.8W  maximum
Power Source : AC/DC 50~60c/s 100.110.200.225.250V
Power Consumption : 100~110 35VA
Tubes : 12BE6 Converter
12BA6  LF. Amplifier
12AV6 2nd Det. AVC & AF Amplifier
30A5 Output
35W4  Rectifier
Speaker: 6” x4” PM dynamic speaker
Pickup: Turnover type crystal pickup
Phonomotor : 4-speed rim-drive phonomotor
Cabinet Dimensions: 360(w) x 180(h) x 320(d) mm
(14367 x 74" x 12%;°)
Weight : 5.5 kgs. (12 lbs. 13 ozs.)
\_ -

MATSUSHITA ELECTRIC INDUSTRIAL CO., LTD.

Kadoma, Osaka, Japan

Export Division

P. O. Box Osaka Central 288, Osaka
P. O. Box Tokyo Central 264, Tokyo

MATSUSHITA ELECTRIC TRADING CO., LTD.
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MAIN PARTS LOCATION

(CHASSIS TOP VIEW)
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DIAL CORD STRINGING
Roller

1. The arrow marks indicate the hanging order af the dial rope.
2. Variable condenser is now at maximum capacity.
3. The adjustment is to be made in accordance with the mark

on the drum.




HOW TO TAKE OUT CHASSIS

Motor

C type
fiber paper

Press-Changer

switch

Screw (red) 4
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You can completely take out the chassis

To take out the chassis from the cabinet, please follow the steps below :

C type
fiber paper

Screw (red)

1. Please bind the pickup on the pickup arm rest, and take out the turntable.
2. Pull off two knobs at cabinet front and a knob at right side of the cabinet.
3. Unloosen two screws from the cabinet bottom which fixes the bottom plate of the cabinet.

Then unloosen two legs at back side, and finally pull out the bottom plate.
4. Take off the dial rope from the metal fixture of the dial pointer.
5. Remove four red screws which fixes the chassis.

6. To install the chassis again, please follow the steps in reverse order against the above.

To take out the player, pull out each of C type fiber paper on four corners, and raise the

motorboard.
MAIN PARTS LIST
Symbol Parts Name or No. I_)f_sir_il_)_t_i_oi
Resistors :

R, Resistor, %4LY 20K Fixed, Carbon =+10%
R, Resistor, 4LZ 1000 Fixed, Carbon =+10%
Rs Resistor, \LLZ 2Ma Fixed, Carbon +10%
Ry Resistor, /LZ 50Kn Fixed, Carbon +10%
Rs Resistor, 1LZ 500 Fixed, Carbon =+10%
Rg Resistor, 14LZ 5Ma Fixed, Carbon +10%
Ry, Ss Variable resistor, SNVb-30G-32 1Ma(A)

Rg Resistor, %4LZ 250K Fixed, Carbon +10%
Ry Resistor, LLZ 500K Fixed, Carbon +10%
Rio Resistor, 3,LZ 1500 Fixed, Carbon +10%
Ri1 Resistor, 1 LZ 1Ka Fixed, Carbon +10%
R, Resistor, 3,LZ 2000 Fixed, Carbon +10%
Ris Resistor, 1%KLZ 1Ka Fixed, Carbon +10%
Ry4 Resistor, 34LZ 100 Fixed, Carbon =+10%
Ry Resistor, 2 LZ 500 Fixed, Carbon =+10%
Rie, S, Se Variable resistor, SNVE 30G25 1Ma (A)

Ryqg Resistor, 1%4LZ 1000 Fixed, Carbon +10%
Rysg Resistor, 14LZ 500K Fixed, Carbon +10%
Rie Resistor, 4LZ 60K Fixed, Carbon =+10%




Symbol Parts No. or Name Description

Capacitors :

C, Tubular capacitor, PAR-4502 WV400V 0.005.F
C>~Cs 4-section trimmer capacitor, #2214A
Ce Tubular capacitor, PAR-4102 WV400V 0.001uF
Cq Tubular capacitor, PAR-4303 WVv400v 0.03uF
Cs Tubular capacitor, PAR-4503 WV400V 0.05.F
Co, Cio 2-section variable capacitor, 2HC-43.B44  12~430PF
Ci1 Ceramic capacitor, 50PF +20%
Cia Tubular capacitor, PAR-4204 WV400V 0.2¢F
Cis Styrol capacitor, 3000PF +10%
Cis Ceramic capacitor, 445PF +10%
Cis, Cig Ceramic capacitor, 250PF +20%
Ci7, Ci8 Tubular capacitor, PAR-4103 WV400V 0.01.F
Cio Electrolytic cap., VT-25V 20 WV 25V 20uF
Czo Tubular capacitor, PAR-4502 WV400V 0.005.F
Cs1 ABC. Electrolytic cap., RB-150V 40T WV150V 40.F x3
Css Tubular capacitor, PAR-4503 WV400vV 0.05.F
Cos Tubular capacitor, PAR-4103 WV400V 0.01pF
Cay Tubular capacitor, PAR-4302 WV400V 0.003uF
Cas Tubular capacitor, PAR-4102 WV 400V 0.001xF
Csue Tubular capacitor, PAR-4204 WV400V 0.2pF
Cor Ceramic capacitor, 445PF +10%
Cag Ceramic capacitor, 50PF +20%
Coils & Transformers:
Ly, L. SW Antenna coil GAO07-A
Ls, Ly MW Antenna coil AA07-A
Ly SW Oscillator coil GO07-A
Lg MW Oscillator coil AO08-FK
1st IFT IFT $1777-A
2nd IFT IFT $1777-B
OPT Output transformer 0T-901
PT Power transformer SRND 10402P(Z)-AG30
Switches :
S1, Su, Sa, Sy Radio Band selection switch
Sq Phono motor switch
Speaker :
SP 15cm X 10cm PM dynamic speaker D-628S

Miscellaneous :
Plastic cabinet

Dial spring 74-17
Knob T-79
Knob T-80
Knob T-83
Mark 898 mark
Pickup STX-33
Exchange cartridge  SC-502
Needle LS-4 (ST)
LS-4 (78)

Motor 6H-13A
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