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Model NP1481 Power Supply

SPECIFICATIONS:

GENERAL DATA

Nominal mains voltage

Mains voltage range
Maximum ambient temperature
SAA requirements

Application

Output socket

Dimensions

PERFORMANCE

Output Nominal
Min.
Max.

Max. steady current

* Ripple voltage

240 volts A.C. 50 ¢/s

230—254 volts A.C. (+6% — 10%)

40°C

Double insulation

Cordless Mantels, Portable Radios,

Battery operated Phonos. and
Radio—phonos.

2 pin polarised
3.5/16”’ x 2.9/32” x 1.3/8”

9V. D.C. at 45ma
6V. D.C. at 150ma
10V. D.C. at 10ma
180ma
300mV P—P at 150ma
80mV P—P at 10ma

NP1481

* These figures are limits when connected to a receiver, i.e. feeding into a capacity of at least 200 mfd.

The output terminals may be short-circuited without damaging the unit.

PARTS LISTS
ELECTRICAL MECHANICAL
Description Type or Description Type or
Code No. Code No.
Power Transformer CZ.344.156 Cover CS.463.163
005mF 250VAC Ceramic Socket contact, large CS.102.621
Condenser CZ.097.568 (C/F556—-1-18 F52)
2000mF Electrolytic CZ.100.142 Socket contact, small CS.102.622
Capacitor 12V. Ducon type (C/F556—-1—-18 F52)
640mF Electrolytic EDT5C Plug, 2 pin fibre CZ.365.120
Capacitor 12V, (C/F691-5-2)

104521 Watt Carbon Resistor
4700 % Watt Carbon Resistor

February, 1968
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