ASTOR|

SE RVICE| DATA

MODEL PE 034

SPECIFICATIONS

Tuning Range — 520 — 16
Intermediate Frequency - 455 KHz.
Current Consumption (no signal) — 8 mA (ap
Battery (Eveready 216 or equivalent) - 9 Volts.

ACCESS TO INTERIOR

Remove screw and prise cabinet rear off the front section.

EQUIPMENT:

CONDITION:

Tune receiver to high frequency end (gang fully open). Apply 455 KHz signal to pin ““C” on printed board.
Peak respectively IFT 3, IFT 2 and IFT 1 for maximum output. Repeat as necessary.

Connect approx. 2 ft. of wire to output of signal generator and fashion it into a vertical position approx. 1 ft.

from above wire.

ALIGNMENT

Signal generator
Output meter 40 ohm.

Volume control maximum
Output meter connected to earphone jack.

I.LF. ALIGNMENT

R.F. ALIGNMENT

Tune dial pointer to 600 KHz and with generator at this frequency:

(a) Peak oscillator coil for maximum output.
(b) Peak R.F. coil for maximum output.
(c) Peak aerial coil for maximum output.

Tune dial pointer to 1400 KHz and with generator at this frequency:

(a) Peak oscillator trimmer for maximum output.

(b) Peak

R.F. trimmer for maximum output.

(c) Peak aerial trimmer for maximum output.

Repeat above two operations until no change occurs.

50 KHz.

prox.).
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CAPACITORS:

RESISTORS:

Circuit
No.
1
2 8.2pF
3 5uF
4 5.6pF
5 .047uF
6 5.6pF
7 .047uF
8 .047uF
9 .01uF
10 270pF
1 220pF
12 18pF
13 .047uF
14 .047uF
15 220pF
16 .047uF
17 .047uF
18 220pF
19 .022uF
20
2 .022uF
22 50uF
23 .1uF
24 150pF
25 30uF
26 30uF
27 .047uF
28 100uF
29
30
Circuit Ohm
"No. i
31 100K
32 470K
33 2K2
34 22K
35 470
36 18K
37 12K
38 39K
39 2K2
40 1K2
41 10K
42 180K
43 47K
44 22
45 1K
46 220K
47 22K
48 5K6
49
50
51 1K
52 470
53 5K
54 470
55 56K
56 82K
57 10K
58 68
59 10K
60
61 4K7
62 4K7
63 1K5

MISCELLANEOUS C:\:cui! Description
0.

STYLING

65
66
67
68
69
70
85
86

Slab Aerial

R.F. Coil

Osc. Coil

1st LLF.T.

2nd I.F.T.

3rd I.F.T.
Earphone Socket

PARTS LISTS

Description

3 Gang Tuning Capacitor

Ceramic
Electrolytic
Ceramic
Ceramic
Ceramic
Ceramic
Ceramic
Ceramic
Polystyrene
Polystyrene
Ceramic
Ceramic
Ceramic
Polystyrene
Ceramic
Ceramic
Polystyrene
Ceramic

Ceramic
Electrolytic
Polyester
Ceramic
Electrolytic
Electrolytic
Ceramic
Electrolytic

Description

Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon
Carbon

Carbon
Carbon

Carbon Potentiometer taper )

D" with On/Off Switch

Carbon
Carbon
Carbon
Carban
Carbon
Carbon
Carbon

Carbon
Carbon

Part Number MECHANICAL Description

4074-107-02
4043-065-01
4043-049-01
4044-031-01
4044-031-02
4044-009-09
7222-164-01

Speaker (Plessey 2C00-4-40) 4065-009-08

Earphone and Plug Assy.

4085-248-01

Battery Lead and Plug Assy. 4078-065-02

BLACK
Front Assy. 7099-100-01
Back Assy. 7006-387-01
Back 7006-357-01

Knob, Volume 7124-506-01
Knob, Tuning 7124-507-01
Cover, Battery 7065-373-01

NAVY BLUE

7099-100-02
7006-387-02
7006-357-02
7124-506-02
7124-507-02
7065-373-02

CAMEL

7099-100-03
7006-387-03
7006-357-03
7124-506-03
7124-507-03
7065-373-03

V.W. Tol. Part Number
*%
4000-059-01
50 — 4008-012-03
3 - 4005-018-18
50 10 4008-022-05
25 - 4008-057-04
50 10 4008-022-05
25 - 4008-057-04
25 — 4008-057-04
50 20 4008-039-12
125 5 4004-023-05
125 5 4004-005-10
50 10 4008-051-14
25 - 4008-057-04
25 = 4008-057-04
125 5 4004-005-10
25 — 4008-057-04
25 - 4008-057-04
125 5 4004-005-10
25 - 4008-010-06
25 - 4008-010-06
10 - 4005-001-21
100 10 2002-351-00004
50 10 4008-035-05
6 - 4005-033-07
6 - 4005-033:07
25 - 4008-057-04
10 - 4005-002-51
wW. Tol Part Number
%
Y 10 4022-013-02
Y 10 4022-045-03
Y% 10 4022-021-02
Y% 10 4022-026-02
Y% 10 4022-016-01
Y 10 4022-018-01
Y% 10 4022-029-01
Y% 10 4022-023-01
Y 10 4022-021-02
Y 10 4022-040-01
Y 10 4022-004-01
Y% 10 4022-014-03
% 10 4022-051-03
Y% 10 4022-033-01
Y 10 4022-008-01
Y 10 4022-063-01
Ye 10 4022-026-02
Y% 10 4022-022-02
% 10 4022-008-01
Ye 10 4022-016-01
4029-003-05
Ye 10 4022-016-01
% 10 4022-003-03
Y 10 4022-037-01
Ye 10 4022-004-01
Y% 10 4022-024-01
Y% 10 4022-004-01
Y% 10 4022-005-01
Y 10 4022-005-01
Y 10 4022-007-01
Part Number
Dial reading 7070-155-02
Drum, dial 7077-044-01
Pointer, dial 7173-088-01
Background, dial 7005-083-02
Pillar, dial cord (2) 7166-028-01
Stud, tuning knob 7234-155-01
Screw, drum mounting  7309-082-01
Carrying bag 7040-034-01
RED MARIGOLD
7099-100-04 7099-100-05
7006-387-04 7006-387-05
7006-357-04 7006-357-05
8124-506-04 7124-506-05
7124-507-04 7124-507-05
7065-373-04 7065-373-05



TV AW v 8-10mA
. L :
® @ Lo @ @ NG
118 mA > 47k 1-SmA =22k 0-75mA I 50 470 > Lk 7 I 100 = 9V
B — >

AUDIO SENSITIVITY
15SmV INPUT

50mW OUTPUT
AT1kHz

———————————
ON/OFF
SWITCH

@]

470k

@ EARPHONE
SOCKET

|

I

|

|

|

I

|

|

|

|

|

|

| G

47V t 4‘ v

'@)
1

|

|

|

|

|

|

I

|

|

I

il

: 'OHI l.z
| @ [ ]

| ;.Wv__

? 1k5

RF. COIL AO6
0SC.COIL AO8
AERIAL FERRITE SLAB [F. TRFMRS. AO9 IN2958B

CHAMFER—F ALL VOLTAGES MEASURED BETWEEN POINTS INDICATED

_______ K
'\ 3 . PP = —N— & COMMON NEG. WITH A DC.V.TV.M.(NO INPUT SIGNAL)
le 2 Ecs ren] | “BrROWN NUMBERS ASSIGNED TO TERMINALS OF COILS AND
N 1YPE No. / TRANSFORMERS ARE TO FACILITATE CIRCUIT TRACING OR
4 2

o — o
~we

/
o |unoersioe UNDERSIDE VIEW WHITE GREEN COMPONENT REPLACEMENT& MAY NOT BE FOUND ON THE
VIEW UNIT.

r SLAB AERIAL

CIRCUIT BOARD

COPPER SIDE

®

/
/
/

iig
/
4/
/
/
<
45

TWO TURNS

DIRECTION OF POINTER TRAVEL

® T
AN

TUNING CAPACITOR
FULLY CLOCKWISE




	1
	2
	3

