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Produced for General Motors Holden Ltd. for fitment to:
Gemini TD/TE and Torana UC. 12V O

SPECIFICATIONS

TUNING RANGE 515 TO 1620kHz

INTERMEDIATE FREQUENCY 455 kHz.

POWER OUTPUT 4.5 WATTS RMS.

SPEAKER IMPEDANCE 4 OHMS.

POWER INPUT 12 V NEGATIVE TO EARTH.
CURRENT 0.9 AMP. MAX.
SEMICONDUCTORS 21C's.

it Subject to modification
= pote PHILIPS



SCHEMATIC
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Fig. 1

NOTES: 1. All resistance in ohms, K=103
2. All capacitance in yF, P=puuF
3. DC voltages against the chassis measured with 100k ohm/volt meter, powe; supply set at +13.2 VDC, no signal input.



WIRING ON PC BOARDS
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REPLACEMENT PARTS LIST

Service Code

4802 125 57043
4802 125 57038

4802 102 27068

4802 209 87122

Ref. No. Description

All Resistors and Capacitors are standard values and tolerances unless specified
otherwise.

cv2 50pF R.F. Trimmer

GV 50 pF Osc. Trimmer

RV1,2,s1 10k + 20k + Switch

SEMICONDUCTORS

IC1 HA1199

1C2 UPC1181H EFE

COILS AND TRANSFORMERS

L1:2,8
L4
L5
L6

il
T2,3
T4,5

4802 209 87181

Coil assy. Included in P.B. Tuner

Choke 4.7uH
Choke Filter 2.5 uH
Choke Filter .74uH

Oscillator (red)
|.F. Transf. (pink)
I.F. Transf. (yellow)

MISCELLANEOUS

Tuner assy. (includes
coils & pushbuttons).

Tuning shaft with antenna
trimmer VI1

Receptacle Antenna
(includes choke).

Neon Lamp

4802 158 17104
4802 158 17199
4802 158 17077

4802 156 27097
4802 153 17165
4802 153 17166

4802 210 17079

4802 535 77061

4802 320 17027
4802 134 27026

NOTE: For all other details please refer to the QP56 Service Manual.
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