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Notes :

1. S;~S,: Band selector switch in “MW" position.

2. Sy Tone selector switch in "HIGH” position.

3. Voltage measurements are under no Signal conditions
taken with a 10Ka/Volt voltmeter and are negative with
respect to ground.

4. The capital letters (M,K,J,P) in the circuit diagram show
allowable deviations of resistors and capacitors as follows.
M=+209% K=+10% J=+5% P=+108%

- 0%

5. Battery current : No signal 14mA

Maximum signal 140mA
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Fig. 1 Top View - Electrical Parts ldentification



Dial spring T. Shaft
(rRps-4177  TUNING (RDT-1091 -5)

Pulley

(RDR-14)

Shaft
(RDY-2)

TONE

Dial drum
(RDD-1060)

@ Band Selector Switch

(SRSD131203P(Z)AGI0R)

Front View - Parts ldentification.
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RDT-1091-5(T. Shaft)

RDZ-07-1(Cord)
S g

2 Turns

\RDR-14 (Pulley)

RDD-1060(Drum)
Opo0 ©

Arrow marks (1~4) indicate the order and direction of stringing dial cord.
Variable tuning capacitor is positioned at maximum capacity.

Cement dial cord end.

Dial cord length 80cm (311,7).

Dial Cord Stringing.
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Dial spring T. Shaft
(rRps-4177  TUNING (RDT-1091 -5)

Pulley
(RDR-14)

(RDY-2)

Dial drum
(RDD-1060)

Band Selector Switch

(SRSD131203P(Z)AG10R)

Front View = Parts ldentification.
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