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Steane’s HI-FIDELIGRAM

for HIGH-FIDELITY RECORD REPRODUCTION
AT A REASONABLE PRICE

Speaker System

Speakers: I1Zin low note speaker and 8in high notle
speaker.

Filter: Constant resistance half section,

Crossover Freguency: 1000 c¢fs.

Type of cabioey: Venled Enclosnre,

Impedance: 13 ohm

Power Handling Capability: 15 watls,
Price £63/15/-
The HI-FIDELIGRAM System

consisting of the above three units
Price 150 gns.

Also Available

Period  style v ﬁ ) .
‘f’;‘];h(” R e ' From all leading Music Houses, or for
inished n Rose- i ;
waed (s iluse the name of your nearest supplier and
rdid ) or Fainut .
and record plavers tlustrated hrochure, contact
in matching finish. N
STEANES SOUND SYSTEMS PTY. LID.,
60 Miller Street, West Melbourne, Vic.
T SRS

Record Player, specially selected three-speed
turntable and PU on bose.

Response: Connecled dirvectly to amplifier with tone cou-
ol for flat response - within Jdb of A.LA.A. char-
atlerislic from 30 1o 10000 ¢/s |
Needletip Weight. 3/1607
Tone Caonirol: 3 position high nole Alier on motor board
Motor: Magnetically shieided asyrnchrone

£25/10/-

Amplifier

Response: Flat within 1db from 20 n 20008 c/s.

Power Output: 10 watis in sush pull

Harmonie Distortion: Less than ! pr at § watts.

Intermodulation Uistortion: Less than 2 pe al 10 walls
using 4 to 1 ratio of 40 and 5000 c/s.

Input: 500,000 ohms at 250 mV.

Signal to Noise HRatio: 70db.

Tore Controls: Conliniucusly variable bass and trehle giv~
ing plus or minus (2 db at 0 o/z and 15000 ¢/s.

Qutput Impedances: 2, 8 and 15 ohms.

SPECIAL FEATURE: Vigi-ald mn-

dicators enabling compensation o

suit recording characleristics,

Price 65 gns.

Paga Seventy-lwo

Radio, Te'svizion & Hghiss, November



SERVICE DATA

STEANE'S "HI-FIDELIGRAM”

High Fidelity Amplifier

VOLTAGE ANALYSIS

V:l::’v'e \1/-32': Anode Screen Cath, AFl/[C
1 EF86 50 35 1.4 6.3
2 5v4 300 A /C
per plate — 350 5
3 12AX7 190 —_ 80 6.3
4,5 EL84 315 320 11 6.3

ea.

RESISTORS

No. Description No.
R4, R1 2M ohm Potentiometer Cc9, Ci
R17, R16, R2 470K ohms ¥ watt Fixed carbon
R3 47K ohms ¥ watt Fixed carbon €3, C2
R5 500K ohm Potentiometer C4
Ré6 Cracked Carbon 2K2 ohms 1 watt
R7 Fixed Carbon 10 ohms 1 watt G5
R8 Fixed Carbon 5K ohms 1 watt Ccé
R9 Cracked Carbon 1M ohms 1 watt
R10 Cracked Carbon 220K ohms 1 watt Cio, C7
R11 Fixed Carbon 50K ohms 1 watt
R12 Fixed Carbon 1M ohms ¥ watt Cié, €11, ca
R13 Fixed Carbon 68K ohms 1 watt Ci3, Cli2
R15, R14 Fixed Carbon 100K ohms 1 watt Cl4
R19, R18 Fixed Carbon 10K ohms ¥ watt
R20 Wirewound 130 ohms 5 watt Cls
R21 Fixed Carbon 27K ohms 1 watt

MISCELLANEOUS
Description

NOTE: Readings taken on a 1,000 ohms per volt meter set to the highest possible range.

PARTS LIST

Mains Transformer .. s
Chokes 14H x 60MA (2) .
Transformer, Output ‘UL"’

Fuse, 2-amp. auto

Dial Escutcheon

Moulding ‘‘Bass’’

Moulding *'Treble’ ..

Moulding “"Vol”

Moulding *'Steane’s’’ ..

Terminals, Qutput, Philips . . .
Connector, Chassis Mtg. 2-pin Socket, Acme
Feet, Rubber .

Published by STEANE'S SOUND SYSTEMS Pty. Ltd.
60-80 Miller Street, West Melbourne.

11/55

CAPACITORS

Condenser
Condenser
Condenser
Condenser
Condenser
Condenser
Condenser
Condenser
Condenser

Condenser

Description
Mica 150pf

Micro pack .001 mf 400V
Paper .1mf 600V

Micro pack .01 mf 200V
Electrolytic 25mf 40V
Mica 750pf

Paper .25mf 600V
Electrolytic 24mf 600V
Electrolytic 24mf 600V
Electrolytic 50mf 150V

Code No.
$313/L1

S$313/L7

660051
660048
660048
660048
660047

No. 4
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