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1. OPERATING INSTRUCTIONS
TOP VIEW
Counterweight
Platter Sheet-
Tonearm
Anti-skating Control Knob
Lift Stand
Rest Stand

Platter Shaft

Cueing Control Lever

Speed Select Lever

Platter Auto-cut Lever

Head Shell

Figure 1
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2. DISASSEMBLY PROCEDURE

BOTTOM COVER REMOVAL

1. Remove eleven screws ((1) and (2)). See figure 2.

Screw Screw Screw
39 x 25mm 3¢ x 25mm 3% x 25mm

Screw
3¢ x 26mm
Screw
3¢ x 25mm
@ Screw
36 x 25mm
Screw
3% x 256mm

Screw
3% x 25mm

Figure 2

3. SCHEMATIC DIAGRAM
CARTRIDGE (TONEARM)
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4. ASSEMBLY PROCEDURE

BELT SETTING TO FIX THE CARTRIDGE TO THE HEAD SHELL
1. Set the speed select lever at "“45". 1. Connect the leads of head shell to the cartridge
2. Hold the platter pulling the inner belt with a correctly.
thumb inserting into the hole of the platter. 2. Before securing the cartridge to the head shell,
3. Place the platter on the shaft, and set the belt to take the gauge of overhang after lightly tightening
the pulley without twisting it. the cartridge fixing screws and nuts.

4. Attach the belt on the inner side of the belt guide
changing the speed from “45" to ““33". This will

facilitate the work. White o
5. Take care not to twist the belt. ®L RO
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— Platter Shaft Figure 4 (For Europe) L ‘ RE
Belt Guide
Figure 6

Figure 5

5. ADJUSTMENTS

ADJUSTMENT OF TRACKING FORCE (Be sure to adjust)

Before adjusting the tracking force with the turntable connecting to your amplifier, be sure to turn OFF the

amplifier power switch.

1. Set the anti-skating adjustment to the ‘0" position.

2. Lower the cueing control lever, and lift the tonearm from the rest stand by hand.

3. By turning the counterweight, adjust the tonearm until it becomes level. Then turn the tracking force gauge
to match its ““0” mark with the reference line on the tonearm.

4. Turn the counterweight in the direction of arrow and adjust the tracking force to an appropriate value (1.5 ~
2.5)

5. Return and fix the tonearm to the rest stand.

6. To get optimum performance, the anti-skating adjustment should be set to the same scale as the tracking force

gauge.
Reference Line

Cueing Lever

Anti Skating Knob Figure 7
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OVERHANG ADJUSTMENT

Overhang adjustment is required when the cartridge or the head shell is changed. As shown in Fig. 8, fasten the
cartridge securing screws so that the distance between the stylus tip and the connector becomes 50mm. The
optimum overhang, and the maximum tracking performance are obtained.

Figure 8

ADJUSTMENT OF CUEING CONTROL HEIGHT

The lift height should be adjusted so that the clearance between the record surface and stylus tip will be 4 to
12mm when the cueing control lever is set at the UP position.

When replacing the cartridge, first loosen the lift stand adjusting screw and adjust the height. Then tighten the
screw firmly and fix it in position.

Lift Stand Adjusting Screw

Figure 9
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6. MECHANICAL AND CABINET PARTS LOCATIONS

Figure 10.
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7. PARTS LIST

SR-A230

Symbol No.| Part No. Description Symbol No. ;| Part No. Description
337 20723048 | Mat, Turntable
EEECIHIAL FART. 338 20723050 | Turntable
E1 22164512 | Cord, Pin Plug 339 20877221 | Nameplate
E2 22176286 | Cord, Power (For Europe) 340 22707053 | Screw, Motor
22176536 | Cord, Power (For England) 341 20875136 | Mark
22176552 | Cord, Power (For Australia) 342 20871297 | Knob
E3 22125316 | AC Motor 343 20753196 | Latch
S1 22146282 | Switch, Micro, Power (For 344 20753197 | Latch, Drive
Europe/England/Australia) 362 20736032 | Head Shell (For Europe)
S2 22146282 | Switch, Micro, Power (For 20736035 | Head Shell (For England/Australia)
England) 363 22707049 | Screw, Cartridge
Ci 22340090 | Ceramic, 4700pF, 250V, -20 to 364 20791077 | Washer, Cartridge
+80% (For Europe/England/ 365 22702141 | Nut, Cartridge
Australia) 366 20788077 | Cover, Stylus
G2 22340090 | Ceramic, 4700pF, 250V, -20 to

+80% (For England)

ACCESSORIES

MECHANICAL AND CABINET PARTS

301
302
303
304
305
306
307
308
309
310
311
312
313
314
315
316
317
318
319
320
321
322
323
324
325
326
327
328
329
330
331
332
333
334
335
336

22701324
20847101
20746196
20861082
25775162
20881199
20716074
20757025
22155049
20788075
20731160
20788042
20757024
20763204
25773298
20815157
20826180
20842096
20849199
25772439
20705021
20753190
20746191
20721051
20727032
20773187
20773137
20773077
20753192
20753193
20705048
20707071
20707072
20746087
20746132
20728022

Screw, M4 x 12mm, Hinge
Dust Cover Ass'y
Plate, Hinge

Hinge, Dust Cover
Wire

Rubber Cushion, Dust Cover
Pulley, Motor (For 50 Hz)
Cam

Cartridge

Tonearm

Stand, Tonearm
Weight

Cam

Joint, Knob

Spring, Torsion
Cabinet Ass'y

Bottom Cover

Leg, Bottom Cover
Spacer, Leg

Spring, Leg

Spring, Step Lever
Lever, Step

Support

Shaft Ass’y, Table
Gear

Ball, Steel, 7/32 inch
Spacer, Return Lever
Ball, Steel, 1/8 inch
Lever, Clutch

Lever, Gear Lock
Spring, Ball Retention
Spring, Torsion
Spring, Torsion
Spacer, Return Lever
Support

Belt

20971046
20951337

20951338

20951340

20951341

20951342

20951343

20952226

Adaptor, 45r.p.m.
Owner’s Manual, English
(For Europe/England/Australia)
Owner’s Manual, French
(For Europe)

Owner’s Manual, German
(For Europe)

Owner’s Manual, Dutch
(For Europe)

Owner’s Manual, Swedish
(For Europe)

Owner’s Manual, ltalian
(For Europe)

Card (For Europe)
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